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dec_rtc_set_mmss
dec_rtc_get_time

arch/mips/dec/time.c
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qube_pci_write_config_word

qube_pci_write_config_byte
qube_expansion_slot_bistqube_raq_galileo_fixup

pcibios_init

qube_raq_scsi_fixup

qube_raq_via_bmIDE_fixup

qube_expansion_slot_fixup

qube_raq_tulip_fixup

arch/mips/cobalt/pci.c

vac_start

vic_show

vac_show

vic_init

arch/mips/baget/setup.c
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irix_ngetdents
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print_elfhdr

create_irix_tables

arch/mips/kernel/irixelf.c
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sys32_msgsnd

get_mod_name
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main

arch/ppc64/boot/mknote.c

scanlog_write

arch/ppc64/kernel/scanlog.c

HvCall_readLogBufferHvCall_writeLogBuffer

arch/ppc64/kernel/HvCall.c

iSeries_startup_IRQ

arch/ppc64/kernel/iSeries_irq.c

pSeries_log_error

rtas_log_read

rtasd

arch/ppc64/kernel/rtasd.c

mf_proc_init

arch/ppc64/kernel/mf_proc.c
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drivers/char/advantechwdt.c
acpi_ev_global_lock_handler

acpi_ev_notify_dispatch

acpi_ev_queue_notify_request

drivers/acpi/events/evregion.cmichael_final
michael_update

drivers/input/uinput.c
rtc_ioctl

drivers/macintosh/macserial.cscx200_wdt_writescx200_wdt_ioctl

drivers/char/shwdt.c
zorro_name_device

drivers/pcmcia/sa1100_h3600.cflexanet_pcmcia_configure_socket
flexanet_pcmcia_init

drivers/pcmcia/sa1100_badge4.cpof_handle_datapof_write_buffer

drivers/isdn/pcbit/layer2.csys_pciconfig_writesys_pciconfig_read

drivers/md/multipath.cacpi_ns_get_external_pathnameacpi_ns_build_external_path

drivers/acpi/namespace/nsutils.c
eata_pio_proc_info

drivers/scsi/mac_scsi.cread_auxwrite_aux

drivers/acorn/char/mouse_ps2.c
int

drivers/pci/gen-devlist.c
eicon_idi_callback

drivers/isdn/isdn_tty.csoftdog_ioctlsoftdog_write

drivers/char/geode-rng.cwatchdog_ioctlwatchdog_open

drivers/char/sc1200wdt.cproc_scsi_write
parseOpt

drivers/scsi/esp.c
briq_panel_init

do_read

do_write

drivers/char/w83877f_wdt.cinit_aedsp16_mssaedsp16_dsp_reset

drivers/sound/maui.c
ipddp_ioctlipddp_init

drivers/net/macmace.c
ibwdt_ioctlibwdt_write

drivers/char/vt.cfop_open
fop_ioctl

sbc60xxwdt_init

fop_write

drivers/char/au1x00-serial.cslow_memcpy

drivers/net/mace.cmca_esp_detect

drivers/scsi/eata_pio.c
sendmessagesend_and_receive

drivers/isdn/sc/interrupt.ccs461x_gameport_trigger

drivers/char/joystick/cs461x.cdummy_init
drivers/net/3c507.ctest_int

drivers/isdn/eicon/eicon_io.c
acpi_ns_dump_objectsacpi_ns_dump_one_object

drivers/acpi/namespace/nswalk.caci_mixer_ioctlsetequalizer

getequalizer
getvolume

setvolume

drivers/sound/gus_wave.cmain
drivers/pci/proc.cpcbit_init

drivers/isdn/pcbit/edss1.c
pcm20_setfreq

pcm20_getflags
pcm20_ioctl

drivers/media/radio/radio-rtrack2.cyopy_pcmcia_configure_socket

yopy_pcmcia_socket_state

yopy_pcmcia_init

drivers/pcmcia/au1000_generic.c
lasi_led_init

lasi_choose_irq

lasi_init_irq

lasi_init_chip

drivers/gsc/lasi.c

gcplus_pcmcia_configure_socket

gcplus_pcmcia_init

drivers/pcmcia/pci_socket.ci2o_pci_scan
drivers/message/i2o/i2o_pci.c

n2_openn2_set_iface

drivers/net/wan/hdlc_x25.c

init_modulearcrimi_setup

drivers/net/arcnet/com20020-isa.c

orinoco_pci_remove_oneorinoco_pci_init_one

drivers/net/wireless/airport.c
x25_open

x25_xmit

hdlc_x25_ioctl

drivers/net/wan/dscc4.c

gus_linear_vol
gus_adagio_vol

drivers/sound/nec_vrc5477.c

wf_mpu_input_scanner

wf_mpu_synth_ioctl
wf_mpu_out

void config_wf_mpu

start_uart_mode

drivers/sound/ac97_codec.c
vfc_i2c_xmit_byte

vfc_i2c_reset_bus

vfc_i2c_xmit_addr

drivers/sbus/char/cpwatchdog.cwhile

main

addpair

drivers/char/ds1742.c

hysdn_tx_cfgline

drivers/isdn/pcbit/module.c

acpi_ex_do_math_op
acpi_ex_get_object_reference

acpi_ex_do_concatenate

acpi_ex_concat_template

drivers/acpi/executer/exstoren.c

acpi_ex_opcode_1A_0T_0R
acpi_ex_opcode_1A_1T_1R

acpi_ex_opcode_1A_0T_1R
acpi_ex_opcode_1A_1T_0R

drivers/acpi/executer/exconvrt.c

acpi_ev_address_space_dispatchacpi_ev_detach_region

acpi_ev_install_handleracpi_ev_reg_run
acpi_ev_attach_region

drivers/acpi/events/evgpeblk.c

wdt_status
wdt_write

wdt_interrupt

wdt_read
wdt_openwdt_ioctl

drivers/char/i810_rng.c
hpsb_alloc_host

drivers/ieee1394/ieee1394_core.c
b1pcmcia_add_card

drivers/isdn/avmb1/kcapi.c

lasi_ps2_register
init_keyb

read_auxwrite_aux

handle_lasikbd_event

drivers/char/qtronixmap.c
acpi_ns_evaluate_by_name

acpi_ns_evaluate_relative

acpi_ns_execute_control_method

drivers/acpi/namespace/nsinit.c

macii_init

macii_queue_poll

macii_retransmit

if

drivers/macintosh/via-pmu68k.c

uml_net_probe

drivers/net/ppp_generic.c

zalon_scsi_callback

drivers/scsi/wd33c93.c

acpi_install_gpe_handler

acpi_remove_notify_handler

acpi_install_notify_handler

drivers/acpi/events/evrgnini.c

mic_card_msg

setup_mic
drivers/isdn/hisax/hscx_irq.c

s390_device_register_internals390_search_devreg_internal

drivers/s390/ebcdic.c

isp16_setupisp16_cdi_config

isp16_c929__detect

isp16_c928__detect

drivers/cdrom/cm206.c

xxs1500_pcmcia_configure_socketxxs1500_pcmcia_socket_state

drivers/pcmcia/tcic.c

ftape_write_segment

write_segment

ftape_loop_until_writes_done

drivers/char/ftape/zftape/zftape-vtbl.c

via_map_init
via_do_init_map

drivers/char/drm/via_mm.c

hpusbscsi_scsi_detect

hpusbscsi_exit

issue_request_sense

drivers/usb/devio.c

sa1111_pcmcia_socket_state

sa1111_pcmcia_configure_socket

sa1111_pcmcia_init

drivers/pcmcia/sa1100_freebird.c

ep_matchesusb_ep_autoconfig

drivers/usb/gadget/rndis.c

acpi_ds_exec_begin_opacpi_ds_exec_end_op

drivers/acpi/parser/psparse.c

acpi_tb_verify_table_checksumacpi_tb_handle_to_object

drivers/acpi/tables/tbxface.c

set_loopbackuPD98402_ioctl

set_framing

uPD98402_start

drivers/atm/firestream.c

acpi_ds_execute_arguments
acpi_ds_eval_data_object_operands

acpi_ds_init_buffer_field

acpi_ds_eval_buffer_field_operands
acpi_ds_exec_end_control_op

acpi_ds_exec_begin_control_op
acpi_ds_eval_region_operands

drivers/acpi/dispatcher/dswexec.c

drivers/char/drm-4.0/i810_dma.c.mga_resctx.+NORMAL+.ps

drivers/char/drm-4.0/i810_dma.c

kobil_open

drivers/usb/serial/usbserial.c

NCR5380_pread

drivers/acorn/scsi/ecoscsi.c

acpi_ev_system_memory_region_setup

acpi_ev_initialize_region

acpi_ev_pci_config_region_setup

drivers/acpi/events/evmisc.c

mvme147_detectdma_setup

drivers/scsi/cyberstorm.c

wafwdt_init

wafwdt_ioctl

wafwdt_write

drivers/char/specialix.c

acpi_ds_init_one_objectacpi_ds_initialize_objects

drivers/acpi/dispatcher/dsobject.c

rx prepare_tx

drivers/net/arcnet/com90io.c

hpp_probe1
hpp_reset_8390

drivers/net/epic100.c

check_cmd_set
mtd_do_chip_probe

genprobe_ident_chipsgenprobe_new_chip

cfi_cmdset_unknown

drivers/mtd/chips/cfi_cmdset_0020.c

detach_inform
attach_inform

drivers/media/video/tda7432.c

bmove_apollofb

drivers/video/dn_cfb4.c

msnd_disable_irq
msnd_enable_irq

drivers/sound/ad1889.c

cisco_type_trans

cisco_hard_header

cisco_rx

drivers/net/wan/x25_asy.c

q40ide_initq40_ide_setup_ports

drivers/ide/legacy/sibyte.c

ataraid_split_request

drivers/ide/raid/pdcraid.c

acpi_reserve_resources
acpi_reserve_io_ranges

drivers/acpi/blacklist.c

acpi_ns_dump_one_device

drivers/acpi/namespace/nssearch.c

acpi_ps_next_parse_stateacpi_ps_parse_aml

drivers/acpi/parser/psargs.c

armflash_initarmflash_cfi_init

drivers/mtd/maps/l440gx.c

acpi_tb_get_table_header

acpi_tb_table_override

acpi_tb_get_this_table

drivers/acpi/tables/tbxfroot.c

init_scx200_docflash
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drivers/mtd/maps/physmap.c

init_soleng_maps

drivers/mtd/maps/mbx860.c

serport_ldisc_read

drivers/char/joystick/serport.c

saphir_reset

saphir_card_msg

setup_saphir

drivers/isdn/hisax/jade.c

init_one_dvma

dvma_init

sun4_dvma_init

drivers/sbus/sbus.c

gen_rtc_ioctl

gen_rtc_read

gen_rtc_proc_output

drivers/char/amikeyb.c

i2cdev_write

i2cdev_read

i2cdev_ioctl

drivers/i2c/i2c-elektor.c

usb_bluetooth_probe

drivers/usb/brlvger.c

pnic_do_nwaypnic_lnk_change

drivers/net/tulip/interrupt.c

dma_init_write

drivers/scsi/mesh.c

read_lcd

write_lcd

ioctl_lcd

drivers/usb/pwc-ctrl.c

acpi_evaluate_object_typed

acpi_ns_get_device_callback

acpi_walk_namespace

acpi_evaluate_object

drivers/acpi/namespace/nsnames.c

acpi_resource_to_address64

acpi_walk_resources

drivers/acpi/resources/rsio.c

acpi_ex_convert_to_target_typeacpi_ex_convert_to_ascii

acpi_ex_convert_to_buffer
acpi_ex_convert_to_integer

acpi_ex_convert_to_string

drivers/acpi/executer/exresnte.c

acpi_button_add_fs
acpi_button_removeacpi_button_notify

acpi_button_remove_fs

acpi_button_lid_read_state
acpi_button_read_info

acpi_button_add

drivers/acpi/tables.c

shannon_pcmcia_configure_socket

shannon_pcmcia_init

shannon_pcmcia_socket_state

drivers/pcmcia/i82365.c

if
set_termios

n_tty_ioctl
tty_wait_until_sent

inq_canon
set_sgttyb

change_termios

drivers/char/tty_ioctl.c

jornada720_pcmcia_configure_socket

jornada720_pcmcia_init

drivers/pcmcia/rsrc_mgr.c

nubus_proc_populateget_nubus_dev_info

drivers/nubus/nubus_syms.c

slm_read
slm_test_ready

drivers/block/cciss.c

map_ram_probe

drivers/mtd/chips/chipreg.c

raw_ctl_ioctlrw_raw_dev

drivers/char/eurotechwdt.c

pi_register_parport

paride_init

drivers/block/paride/ktti.c

sun_serial_setup

sunkbd_install_keymaps

sunserial_console_termios

drivers/sbus/char/sunmouse.c

acpi_ex_store_object_to_nodeacpi_ex_store_object_to_index

drivers/acpi/executer/exmutex.c
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i82092aa_set_socket
indirect_resetbit

i82092aa_get_socket

indirect_setbit
indirect_read16

indirect_write16

drivers/pcmcia/cistpl.c

init_modulecom20020isa_setup

drivers/net/lne390.c

debug_dump_registers
pi1_init

drivers/parport/parport_mfc3.c

busmouse_open

busmouse_read

busmouse_add_movementbuttons

drivers/char/dummy_keyb.c

serial_register_onedev
serial_card_probe

drivers/acorn/char/serial-card.c

mac_hid_init_hw

pckbd_init_hw

drivers/macintosh/adb-iop.c

switch

aic7770_config

aha2840_load_seeprom

drivers/scsi/aic7xxx/aic79xx_pci.c

max1617_attachmax1617_update

drivers/i2c/i2c-philips-par.c

acpi_ds_obj_stack_pop_and_delete

acpi_ds_obj_stack_pop

acpi_ds_init_aml_walk

drivers/acpi/dispatcher/dsfield.c

acpi_ex_opcode_2A_2T_1R

acpi_ex_opcode_2A_1T_1R

acpi_ex_opcode_2A_0T_1R

acpi_ex_opcode_2A_0T_0R

drivers/acpi/executer/exsystem.c

tty3270_scl_settimer

drivers/s390/char/tape3590.c

girbil_change_speedgirbil_reset

drivers/net/irda/tekram.c

rtc_proc_outputrtc_ioctl

drivers/char/briq_panel.c

bttv_I2CRead

init_bttv_i2c

drivers/media/video/i2c-parport.c

dma_region_mmapdma_region_pagefault

drivers/ieee1394/ieee1394_transactions.c

if

tekram_change_speed

tekram_reset

drivers/net/irda/esi.c

aty_valid_pll_ct

drivers/video/aty/mach64_ct.c

drivers/char/drm-4.0/mga_context.c.drm_irq_busid.+NORMAL+.ps

drivers/char/drm-4.0/mga_context.c.drm_setunique.+NORMAL+.ps

drivers/char/drm-4.0/mga_context.c

acpi_ex_resolve_object_to_valueacpi_ex_resolve_multiple

drivers/acpi/executer/exresop.c

genmii_read_link
genmii_setup_aneg

genmii_setup_forced
mii_phy_probe

reset_one_mii_phy

drivers/net/ibm_emac/ibm_ocp_mal.c

ecm_fsm

prop_actions

ecm

drivers/net/skfp/smtinit.c

control_sunbpp_to_pccontrol_pc_to_sunbpp

status_sunbpp_to_pc

init_one_port

drivers/parport/init.c

airo_detach
airo_config

drivers/net/wireless/hermes.c

dprintk

drivers/video/matrox/matroxfb_g450.c

read_aux
handle_data

drivers/char/mpc8xx_wdt.c

bmove_apollofb

drivers/video/dnfb.c

scx200_acb_smbus_xfer

scx200_acb_reset
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drivers/i2c/i2c-core.c

acpi_ds_restart_control_method

acpi_ds_parse_method

acpi_ds_call_control_method

drivers/acpi/dispatcher/dswscope.c

sizeof

mtd_lseek
mtd_open

mtd_readmtd_write

mtd_notify_add

drivers/mtd/redboot.c

uli_init_one

drivers/scsi/blz2060.c

maybe_new_ambient_fan_speed
maybe_new_cpu_fan_speedset_fan_speeds

analyze_cpu_temp

do_envctrl_shutdown
bbc_envctrl_cleanup

analyze_ambient_temp
kenvctrld

drivers/sbus/char/openprom.c

add_mtd_partitionsdel_mtd_partitions

drivers/mtd/ftl.c

e21_open

e21_close

init_module

drivers/net/yellowfin.c

acpi_find_root_pointeracpi_get_firmware_table

acpi_tb_scan_memory_for_rsdpacpi_tb_find_table

acpi_tb_find_rsdp

drivers/acpi/battery.c

afs_read_footer
parse_afs_partitions

drivers/block/genhd.c

i2c_unregister_driver

i2c_detach_device

i2c_register_driver

i2c_unregister_busi2c_attach_device

i2c_register_bus

drivers/media/video/vino.c

acpi_ut_callocate
acpi_ut_initialize_bufferacpi_ut_allocate

acpi_ut_free_and_track

acpi_ut_track_allocation
acpi_ut_callocate_and_track

acpi_ut_delete_generic_cache

drivers/acpi/utilities/uteval.c

get_control_byte

ma600_change_speed

ma600_reset

drivers/net/irda/litelink.c

acpi_ex_get_name_string
acpi_ex_name_segment

drivers/acpi/executer/exdump.c

sis_init_onesis_scr_read

drivers/scsi/mca_53c9x.c

acpi_ex_store_string_to_stringacpi_ex_store_buffer_to_buffer

drivers/acpi/executer/exutils.c

acpi_ns_attach_object

acpi_ns_detach_data

acpi_ns_attach_data

drivers/acpi/namespace/nsaccess.c

adv7175_write_block

drivers/media/video/bt856.c

__queue_add
queue_initialise

drivers/acorn/scsi/queue.c

write_i2ctr_ioctl

drivers/media/radio/radio-typhoon.c

keyboard_interruptamiga_keyb_init

drivers/char/geodewdt.c

if init_impa7

drivers/mtd/maps/cstm_mips_ixx.c

initrd_readrd_make_request

rd_ioctl

ramdisk_updatepage

drivers/block/ps2esdi.c

acpi_ex_insert_into_field
acpi_ex_get_buffer_datumacpi_ex_set_buffer_datum

acpi_ex_access_region

acpi_ex_extract_from_field
acpi_ex_field_datum_io

acpi_ex_setup_region
acpi_ex_write_with_update_rule

drivers/acpi/namespace/nsdumpdv.c

tx3912fb_setcolreg

tx3912fb_init

tx3912fb_set_var

tx3912fb_get_fix

drivers/video/tx3912fb.c

fbcon_vga_bmove

drivers/video/fbcon-vga.c

adb_mouse_interruptadb_mouse_init

drivers/char/scx200_gpio.c

switch
iiDownloadAll

ii2DelayTimer

iiWaitForTxEmptyII

drivers/char/ip2/i2ellis.c

rds_read

drivers/media/radio/radio-zoltrix.c

PRINTD

drivers/atm/zatm.c

acpi_ds_init_field_objects
acpi_ds_create_buffer_field

acpi_ds_create_index_field

acpi_ds_create_bank_field
acpi_ds_create_field

acpi_ds_get_field_names

drivers/acpi/dispatcher/dsmethod.c

map_rom_probe

drivers/mtd/nand/nand_ids.c

vfb_pan_displayvfb_encode_fix

set_color_bitfieldsvfb_set_var

vfb_init

drivers/video/vfb.c

pm2fb_cursor

pm2v_set_cursor_shape

drivers/video/pm2fb.c

sizeof

if

parport_device_proc_register

drivers/zorro/proc.c

newpart

mtdpart_setup_real

parse_cmdline_partitions

drivers/mtd/devices/docecc.c

acpi_ps_get_next_arg

acpi_ps_get_next_field

acpi_ps_get_next_package_length
acpi_ps_get_next_simple_arg

acpi_ps_get_next_namepath

drivers/acpi/parser/pstree.c

parport_atari_init

drivers/parport/parport_ip22.c

auerbuf_setup

drivers/usb/tiglusb.c

cycx_code_boot

cycx_data_boot

load_cyc2x

checksum

drivers/net/wan/pci200syn.c

tgfx_timer

drivers/char/joystick/turbografx.c

nand_trans_result
nand_calculate_ecc

drivers/mtd/nftlmount.c

proc_bus_pci_lseek

proc_bus_pci_ioctl
proc_bus_pci_mmap

proc_bus_pci_readproc_bus_pci_write

show_device

drivers/pci/names.c

serial_write

serial_open

usbtty_callback

serial_set_termios

drivers/char/genrtc.c

mcp2120_resetmcp2120_change_speed

drivers/net/irda/smc-ircc.c

AmiSetFormat
AmiMixerIoctldmasound_paula_init

AmiInit

AmiPlayNextFrame

ami_ct_s8

drivers/sound/dmasound/dmasound_atari.c

hisax_manager

drivers/isdn/hisax/isdnl1.c

init_mtdram
mtdram_init_device

drivers/mtd/devices/docprobe.c

via_mmInit

SliceBlock

via_mmAllocMem

via_mmAddRange

drivers/char/drm/ffb_context.c

isdn_x25iface_proto_restart

isdn_x25iface_proto_new

isdn_x25iface_xmit

drivers/isdn/isdn_concap.c

pcbit_fsm_event

drivers/isdn/pcbit/drv.c

pad_ioctl

sample_ps2

open_pad

drivers/char/pc110pad.c

ns558_exit

ns558_isa_probe

drivers/char/joystick/ns558.c

acpi_ns_init_one_device
acpi_ns_initialize_devices

acpi_ns_init_one_object

acpi_ns_initialize_objects

drivers/acpi/namespace/nsobject.c

shift_out_bits

eeprom_wait_cmd_done

shift_in_bits

e100_eeprom_write_word

drivers/net/e100/e100_phy.c

GetStatus

drivers/isdn/sc/shmem.c

pcr_lock
void

drivers/ieee1394/csr.c

via_init

drivers/char/hw_random.c

isdn_divert_ioctl

isdn_divert_open

put_info_buffer

drivers/isdn/divert/divert_init.c

pas_pcm_interrupt
pcm_set_speed

pas_audio_ioctl

pas_audio_start_input
pas_audio_output_block

pas_pcm_init

drivers/sound/cs4281/cs4281pm-24.c

drivers/char/drm-4.0/ffb_context.c.drm_getctx.+NORMAL+.ps

drivers/char/drm-4.0/ffb_context.c.drm_modctx.+NORMAL+.ps

drivers/char/drm-4.0/ffb_context.c.drm_rmctx.+NORMAL+.ps

drivers/char/drm-4.0/ffb_context.c.drm_resctx.+NORMAL+.ps

drivers/char/drm-4.0/ffb_context.c

acpi_ut_get_element_length

acpi_ut_get_package_object_size

acpi_ut_create_internal_object_dbg

drivers/acpi/utilities/utdebug.c

gayle_init

drivers/ide/legacy/umc8672.c

acpi_rs_get_resource_type

acpi_rs_list_to_byte_stream

acpi_rs_byte_stream_to_list

drivers/acpi/resources/rsdump.c

auerchar_write

auerchar_read

auerchar_ctrlread_dispatch

drivers/usb/inode.c

drivers/char/drm-4.0/ioctl.c.radeon_addbufs.+NORMAL+.ps

drivers/char/drm-4.0/ioctl.c.radeon_mapbufs.+NORMAL+.ps

drivers/char/drm-4.0/ioctl.c.radeon_addbufs_agp.+NORMAL+.ps

drivers/char/drm-4.0/ioctl.c

eicon_pci_find_card

eicon_pci_init_conf

drivers/isdn/eicon/common.c

irq_probeNCR53c406a_pio_write

NCR53c406a_pio_readchip_init

calc_port_addr

drivers/scsi/qlogicisp.c

rmt

drivers/net/skfp/drvfbi.c

sab82538_interruptsab8253x_interrupt

sab82532_interruptfor

if

drivers/net/sunlance.c

acpi_ns_search_and_enter

acpi_ns_search_node

acpi_ns_search_parent_tree

drivers/acpi/namespace/nseval.c

acpi_ut_debug_print
acpi_ut_dump_buffer

drivers/acpi/utilities/utcopy.c

msgqueue_addmsg
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MODULE_PARM_DESC

init_module
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MODULE_DEVICE_TABLE
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fbmon_valid_timings

drivers/video/fbmon.c
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maui_init

maui_wait

attach_maui
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download_code
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sis_get_infoinit_chipset_sis5513

sis5513_tune_chipset

config_art_rwp_pio
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drivers/ide/pci/sgiioc4.c
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drivers/video/g364fb.c
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sm_setup
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if
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drivers/net/atari_pamsnet.c
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drivers/isdn/avmb1/avm_cs.c mixcomwd_ioctl
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drivers/usb/serial/ftdi_sio.c
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shutdown
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parport_uss720_epp_write_addr
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usb_hub_port_connect_change
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drivers/net/hamradio/soundmodem/gentbl.c
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big_sur_ge_check_mac_error

big_sur_ge_enet_init

packet_fifo_readbig_sur_ge_start

packet_fifo_write

drivers/net/wan/z85230.c

BKM_card_msg
setup_bkm_a4t

readreg

reset_bkm

drivers/isdn/hisax/st5481_b.c

while
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macio_adb_interrupt

macio_init

macio_send_request

drivers/macintosh/ans-lcd.c
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drivers/char/drm-4.0/radeon_bufs.c

get_timing_sl82c105

sl82c105_bridge_revision

sl82c105_selectproc
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config_for_pio

init_hwif_sl82c105
sl82c105_check_drive

sl82c105_ide_dma_lost_irq

drivers/ide/pci/cy82c693.c

macscsi_pwrite
mac_scsi_reset_boot

macscsi_pread

macscsi_detect

drivers/scsi/jazz_esp.c

sun3_82586_get_stats

while
check586

sun3_82586_dump
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init586

sun3_82586_rnr_int

alloc586 if

sun3_82586_timeout

sun3_82586_rcv_int

drivers/net/r8169.c

drivers/char/drm-4.0/memory.c.tdfx_version.+NORMAL+.ps

drivers/char/drm-4.0/memory.c.tdfx_release.+NORMAL+.ps

drivers/char/drm-4.0/memory.c.tdfx_setup.+STATIC+.ps

drivers/char/drm-4.0/memory.c.tdfx_lock.+NORMAL+.ps

drivers/char/drm-4.0/memory.c.tdfx_ioctl.+NORMAL+.ps

drivers/char/drm-4.0/memory.c

siimage_taskfile_timing

siimage_tuneproc

siimage_ratemask

print_siimage_get_info
siimage_busproc

siimage_resetsiimage_tune_chipset

siimage_config_drive_for_dma
siimage_mmio_ide_dma_test_irq

init_mmio_iops_siimage
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dbri_set_output_channels
dbri_set_output_encoding

reverse_bytesdbri_intr
dbri_liu_deactivate

dbri_bopen
dbri_init

dbri_liu_activate

mmcodec_setgain

dbri_isdn_init

reset_chi

mmcodec_init_data

mmcodec_setctrl

drivers/sbus/audio/cs4231.c

sr_init_command

sr_scatter_pad

rw_intrget_capabilities

get_sectorsize

if
sr_detach

sr_finish

drivers/scsi/sata_via.c

cb_scan_slot

cb_setup_cis_mem
read_cb_mem

xlate_rom_addr
if

program_bridge

cb_scan_bridge
cb_scan_new_bus

cb_alloc

drivers/pcmcia/m8xx_pcmcia.c

loop_set_fdloop_handle_bh

lo_receive loop_make_request

loop_set_status

lo_read_actor

loop_clr_fd

lo_send

loop_thread

loop_get_status

drivers/block/elevator.c

auerisdn_disconnect

auerisdn_init

auerisdn_d_l2l1

auerisdn_dcopen

auerisdn_init_dev

auerisdn_probe

auerisdn_dispatch_dc

auerisdn_translate_incoming

auerisdn_d_l1l2

drivers/usb/speedtch.c

Amd7930_l1hw

Amd7930_fill_DfifoAmd7930_init

dbusy_timer_handler
Amd7930_interrupt

Amd7930_empty_Dfifo

drivers/isdn/hisax/sedlbauer.c

account_io_start

drive_stat_acct

blk_grow_request_list

blk_init_free_list

submit_bh

__blk_cleanup_queue

locate_hd_struct

ll_rw_block

attempt_merge

__make_request
generic_make_request

blk_init_queue

blkdev_release_request

end_that_request_first

blk_dev_init

drivers/block/xd.c

input_register_handler

input_register_device

input_event

drivers/tc/lk201.c

fbcon_cfb2_putcs

fbcon_cfb2_putc

fbcon_cfb2_clear

drivers/video/fbcon-cfb2.c

hd_request

write_intr

hd_times_out
revalidate_hddisk

hd_ioctl

hd_setup

read_intr

bad_rw_intr

dump_status

drivers/ide/legacy/falconide.c

tdfxfb_probe

tdfxfb_createcursorshape

tdfxfb_createcursor

do_putc

do_putcs

drivers/video/tdfxfb.c

switch
scc_get_param

scc_set_param
InReg

scc_tx_donescc_stop_calibrate
scc_start_tx_timer

scc_net_get_info

is_grouped

t_tail t_maxkeyup

scc_start_calibrate

scc_net_ioctl

scc_isr
scc_notifyscc_spint

if

scc_net_init

scc_net_close

scc_txint

init_channel

scc_exint

for

drivers/net/hamradio/baycom_ser_hdx.c

cpia_usb_streamRead

cpia_probe

cpia_usb_open

cpia_disconnect

drivers/media/video/saa5249.c

if
kbd_ioctl

keyboard_zsinit

sun_compute_shiftstate

sun_kbd_init
push_kbd

kbd_read

drivers/sbus/char/su.c

mgt_commit

mgt_update_addr

mgt_unlatch_all

mgt_get_request

mgt_set_request

mgt_commit_list

mgt_set_varlen

mgt_init

drivers/net/wireless/prism54/islpci_mgt.c

pt_ioctl

pt_write

pt_read

drivers/block/paride/on20.c

print_acpi_resources
acpi_evaluate_crs

add_host_bridge

acpi_scan_from_root_pci_callback

configure_existing_function
acpi_parse_address16_32

acpi_parse_crs

add_p2p_bridge

pciehprm_acpi_build_php_slots
find_acpi_bridge_by_bus

scan_p2p_bridge

build_a_bridge

free_a_bridge

pciehprm_acpi_register_a_bridgepciehprm_delete_resource

acpi_get_crs

pciehprm_enable_card

bind_pci_resources
pciehprm_acpi_build_php_slots_callback

find_pci_bridge_resources

acpi_add_slot_to_php_slots

get_pci_resources_from_bridge
acpi_get__hpp

bind_pci_resources_to_slots

pciehprm_set_hpp

drivers/hotplug/shpchprm_acpi.c

sk_proc_read

sk_proc_print

sk_gen_browse

drivers/net/sk98lin/skgesirq.c

dgrs_ioctl

dgrs_cleanup_moduledgrs_rcv_frame

dgrs_intr

dgrs_init_module

dgrs_download

for

if

do_plx_dma

dgrs_scan

dgrs_found_device

dgrs_probe1

check_board_dma

MODULE_LICENSE

drivers/net/acenic.c

modeisar

isar_int_main

ISARVersion
isar_fill_fifo

isar_pump_cmd

isar_l2l1

isar_load_firmware

send_frames

isar_setup

sendmsg

rcv_mbox

drivers/isdn/tpam/tpam_main.c

tms_pci_attach

drivers/net/tokenring/tmsisa.c

tcic_get_status

irq_scan
tcic_interrupt

tcic_get_io_map
is_active

tcic_set_socket

tcic_get_socket

tcic_set_io_map
tcic_set_mem_map

tcic_get_mem_map

drivers/pcmcia/hd64465_ss.c

eisa_probe

alloc_devicedepca_tx

isa_probe

insert_device
set_multicast_list

mca_probe

depca_probe

get_hw_addrload_packet

InitRestartDepca

depca_init_ring

EISA_signature

depca_ioctl

depca_dbg_open

drivers/net/3c515.c

while
plx9050_eprom_cmd

drivers/net/wan/8253x/8253xint.c

hfcs_card_msg

reset_hfcs

setup_hfcs

drivers/isdn/hisax/st5481_hdlc.c

check_ctrlrecip

proc_reapurbnonblock

processcompl
usbdev_ioctl_exclusiveproc_submiturb

proc_getdriver

proc_control

proc_clearhalt
proc_reapurbusbdev_open

usbdev_read

releaseintf

claimintfproc_setintf

findintfep

async_completed

proc_bulk

proc_ioctl

proc_resetdevice

drivers/usb/hcd.c

aty_set_dac_ATI68860_B

aty_set_dac_ATT21C498
aty_var_to_pll_408

aty_set_dac_514

aty_var_to_pll_1703
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for
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aty_set_pll_1703

aty_set_pll18818

aty_var_to_pll_18818

aty_ICS2595_put1bit

aty_var_to_pll_514

aty_set_pll_408

drivers/video/aty/mach64_gx.c

ultra_reset_8390

ultra_probeultra_probe1

ultra_open

ultra_probe_isapnp

cleanup_module

ultra_block_input

drivers/net/znet.c

sstfb_probe

sst_set_vidmod_att_tisstfb_get_cmap
sst_calc_pll

sst_detect_att

sstfb_get_var
sstfb_ioctl
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sst_shutdownsstfb_decode_var

sstfb_get_fix

sst_init

sstfb_set_par

sstfb_setcolreg

sst_set_pll_att_ti

__Dump_regs

sstfb_encode_var

drivers/video/sstfb.c

mac_onboard_sonic_probe

mac_nubus_sonic_probe

mac_onboard_sonic_ethernet_addr

drivers/net/sunhme.c

read_ctrl
read_dev

drivers/hotplug/pciehp_core.c

perpendicular_mode
recal_interrupt

unlock_fdcfd_ioctlsetup_rw_floppy

scandrives

reset_fdc

floppy_interrupt
wait_til_done

floppy_shutdown

__reschedule_timeout

copy_buffer

config_types
show_floppy

set_geometry

setup_format_params

floppy_setup

raw_cmd_copyinraw_cmd_done

do_format

register_devfs_entries

drivers/block/acsi.c

do_kiss_params
hdlc_rx_flag

hdlcdrv_transmitter
hdlcdrv_unregister_hdlcdrv

hdlcdrv_receiver

hdlcdrv_register_hdlcdrv

hdlcdrv_open

hdlcdrv_probe

drivers/net/hamradio/bpqether.c

fbcon_cfb32_clear_margins

fbcon_cfb32_putc

fbcon_cfb32_revc

fbcon_cfb32_putcs

drivers/video/fbcon-cfb32.c

de620_start_xmit

read_eeprom

de620_probe

ReadAWord

de620_rx_intr

de620_set_delay

drivers/net/aironet4500_rid.c

fop_ioctl

w83877f_wdt_init
wdt_change

fop_write

wdt_timer_ping

drivers/char/istallion.c

jedec_probe
flash_erase

jedec_probe32for

whilejedec_read_banked

jedec_flash_chip_scan jedec_probe8

flash_write

drivers/mtd/chips/sharp.c

bond_mode_name
bond_set_mode_ops

bond_create_proc_entry

bond_info_show_slavebond_info_show_master

bond_init

bond_vlan_rx_kill_vid
bond_do_ioctl

bond_change_mtu

bond_get_stats

drivers/net/gt64240eth.c

fdc_mode_txt
update_history

print_error_cause

print_progressskip_bad_sector

handle_fdc_busy

determine_fmt_progress
decode_irq_cause

determine_progress

drivers/char/ftape/lowlevel/fdc-io.c

read_disk_sb

calc_pdcblock_offset

pdcraid_ioctl

pdcraid1_read_request
pdcraid0_make_request

probedisk
fill_cutoff

pdcraid_init_one

pdcraid1_write_request

pdcraid_init

drivers/ide/raid/silraid.c

lk201_id

parse_kbd_rate

lk201kd_mksoundlk201_report

kbd_init_hw

kbd_leds

write_kbd_rate

drivers/tc/zs.c

dasd_3990_erp_examine_32
dasd_3990_erp_compound_retry

dasd_3990_erp_compound_codedasd_3990_erp_bus_out

dasd_3990_erp_equip_check

log_erp_chain

dasd_3990_handle_env_datadasd_3990_erp_com_rej

dasd_3990_erp_inspect

dasd_3990_erp_int_req

dasd_3990_erp_env_data
dasd_3990_erp_data_checkdasd_3990_erp_inspect_32

dasd_3990_update_1B

dasd_3990_erp_action_4

dasd_3990_erp_inv_format

dasd_3990_erp_action_1B_32
dasd_3990_erp_examine

dasd_3990_erp_restart_queue

dasd_3990_erp_DCTL

dasd_3990_erp_error_matchdasd_3990_erp_handle_match_erp

dasd_3990_erp_alternate_path

dasd_3990_erp_further_erp

dasd_3990_erp_add_erp

dasd_3990_erp_action

dasd_3990_erp_block_queue

drivers/s390/block/dasd.c

pppoe_device_event

pppoe_rcv_core

pppoe_ioctl

pppoe_disc_rcv
pppoe_release

pppoe_rcv

pppoe_connect

pppoe_create

pppoe_flush_dev

__pppoe_xmit

pppoe_proc_info

drivers/net/sk_g16.c

bsd_alloc

bsd_compress

bsd_decompress

drivers/isdn/isdn_audio.c

switch

sab8253x_init_lineS

sab8253x_receive_charsS

drivers/net/wan/8253x/8253xmcs.c

eata_proc_infoswap_statistics

drivers/scsi/wd7000.c

switch
qc_reset

qc_setscanmode

qcam_readqc_calibrate

qc_set

init_bw_qcams

qcam_ioctl

qc_capture

qcam_init

drivers/media/video/c-qcam.c

acpi_ut_divideacpi_ut_short_divide

drivers/acpi/utilities/utinit.c

switch

cfi_amdstd_suspend

cfi_amdstd_sync
do_read_secsi_onechip

cfi_amdstd_erase_chip

do_write_oneword

do_erase_oneblock

do_erase_chip
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cfi_amdstd_read

cfi_amdstd_write

do_read_onechip

cfi_cmdset_0002

drivers/mtd/chips/map_ram.c

orinoco_cs_attach

orinoco_cs_release

orinoco_cs_event

orinoco_cs_config

drivers/net/eql.c

udsl_extract_cells

udsl_write_cells

udsl_usb_probe

udsl_groom_skb

udsl_process_send

drivers/usb/usb-debug.c

eth16i_parse_mediatype
eth16i_set_port

eth16i_probeeth16i_open

eth16i_probe1

eth16i_interrupt

init_module

eth16i_eeprom_cmd

eth16i_reset
eth16i_close

eth16i_receive_probe_packet

eth16i_timeout
eth16i_rx

eth16i_tx

drivers/net/dmfe.c

tbl_atan

modulator_4800_s16

demod_psk48_baseband

demodulator_4800_u8modulator_4800_u8

demodulator_4800_s16

drivers/net/ni52.c

MODULE_DEVICE_TABLE
brlvger_llseek

brlvger_release

brlvger_get_fw_versionbrlvger_write

brlvger_read

brlvger_ioctl

brlvger_open

brlvger_probe

brlvger_disconnect

drivers/usb/kbtab.c

lmc_ssi_watchdog

write_av9110_bit

lmc_ssi_get_link_status

write_av9110

lmc_ssi_set_speed
lmc_ds3_get_link_status

lmc_t1_init

drivers/net/wan/lmc/lmc_proto.c

switch

sab8253x_receive_chars

sab8253x_ioctl
sab8253x_start_txsab8253x_read_proc

if

sab8253x_setup_ttydriver

sab8253x_cleanup_ttydriver

sab8253x_setup_ttyport

sab8253x_console_setup

drivers/net/atari_bionet.c

epp_open

do_kiss_params

exec_eppfpga
baycom_setmode

transmit

epp_bh

baycom_ioctl

epp_close

receive

do_rxpacket

encode_hdlc

init_baycomepp

cleanup_baycomepp

baycom_probe

drivers/net/hamradio/baycom_ser_fdx.c

kiss_unesc

ax25_disp_ioctl

ax25_receive_buf
ax_openkiss_esc_crc

kiss_esc

ax25_write_wakeup

ax_changedmtu

ax_bump

ax25_init

ax_get_stats

ax25_open

drivers/net/hamradio/6pack.c

mace_tx_timeout

mace_close

mace_interrupt
mace_xmit_start

mace_rxdma_intr

mace_cleanup

mace_open

mace_restart
mace_set_multicast

mace_ethtool_ioctl

mace_handle_misc_intrs

drivers/net/sis900.c

configure_existing_function

phprm_delete_resource

bind_pci_resources_to_slots

shpchprm_set_hpp

shpchprm_enable_card

shpchprm_find_available_resources

drivers/hotplug/cpqphp_pci.c

via_ircc_change_dongle_speed

via_ircc_hard_xmit_fir
via_ircc_change_speed

via_ircc_hard_xmit_sir

RxTimerHandler

via_ircc_net_close

via_ircc_dma_xmit_complete

via_ircc_net_ioctl

via_ircc_dma_receive_complete
via_ircc_net_open

hwreset

via_init_one

via_ircc_dma_receive

via_ircc_dma_xmit

via_ircc_setup

drivers/net/irda/actisys.c

oaknet_init
oaknet_block_output

drivers/net/a2065.c

rc_set_modem_info

rc_put_char
rc_ioctl

DECLARE_MUTEXrc_flush_charsrc_transmit
rc_open

rc_unthrottle

rc_set_termios

block_til_ready
riscom8_initrc_throttle

rc_change_speed

rc_get_modem_info

rc_setup_board

rc_receive

rc_receive_excrc_close

rc_send_break

rc_probe

rc_set_serial_info

rc_check_modemrc_init_CD180

rc_get_serial_info

rc_write

drivers/char/agp/agpgart_be.c

ether00_reset
ether00_open

if

ether00_setup_ethernet_address

ether00_mem_init
MODULE_PARM

ether00_stop
ether00_tx

ether00_mem_update

drivers/media/radio/miropcm20-radio.c
tumbler_set_pcm_lvltas_init

tumbler_set_volumetumbler_set_treble

tumbler_set_bass

drivers/sound/dmasound/dac3550a.c

dasd_eckd_fill_geometry
MODULE_LICENSE

dasd_eckd_examine_errorbytes_per_record
dasd_eckd_cdl_cmd

recs_per_track

dasd_eckd_read_stats
dasd_eckd_do_analysis
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define_extent

dasd_eckd_init

dasd_eckd_init_analysis

dasd_eckd_format_device

dasd_eckd_build_cp_from_req

dasd_eckd_cleanup

dasd_eckd_cleanup_request

locate_record

drivers/s390/block/dasd_diag.c
com20020_eventcom20020_attach

com20020_detach com20020_config

if

drivers/net/pcmcia/nmclan_cs.c
fbcon_cfb24_clear_margins

fbcon_cfb24_revc

fbcon_cfb24_putc

fbcon_cfb24_putcs

drivers/video/fbcon-cfb24.c

isapnp_add_mem_resource

isapnp_add_port_resourceisapnp_add_fixed_port_resource

isapnp_check_port

isapnp_add_irq_resource
isapnp_add_dma_resource

isapnp_add_fixed_mem32_resource

isapnp_add_mem32_resource

isapnp_check_valid
isapnp_config_activateisapnp_free_resources

isapnp_build_device_list

isapnp_parse_device

isapnp_build_resources

isapnp_parse_resource_map
isapnp_check_mem

isapnp_create_device

isapnp_cfg_begin

isapnp_valid_dma

isapnp_valid_mem

isapnp_valid_irq
isapnp_find_dev

isapnp_find_irq

isapnp_valid_port

isapnp_alternative_switchisapnp_match_card

isapnp_config_prepare

isapnp_isolate

drivers/pnp/isapnp.c
fbcon_afb_putc

fbcon_afb_clear

fbcon_afb_putcs

fbcon_afb_bmove

fbcon_afb_revc

drivers/video/fbcon-afb.c eata_pio_reset

print_selftest

find_pio_PCIget_pio_conf_PIO

eata_pio_detect

find_pio_EISA

eata_pio_aborteata_pio_queue

get_pio_board_data

eata_pio_int_handler

drivers/parport/parport_gsc.c
creatorfb_init

creator_apply_upa_parent_ranges

ffb_switch_from_graph
ffb_setcursor

ffb_setcurshape
ffb_putcs

ffb_clear
ffb_loadcmap

ffb_putc

drivers/video/creatorfb.c

atmel_detach

atmel_release

atmel_config

drivers/net/wireless/orinoco_cs.c

drivers/char/drm-4.0/lock.c.mga_version.+NORMAL+.ps

drivers/char/drm-4.0/lock.c.mga_release.+NORMAL+.ps

drivers/char/drm-4.0/lock.c.mga_setup.+STATIC+.ps
drivers/char/drm-4.0/lock.c.mga_takedown.+STATIC+.ps

drivers/char/drm-4.0/lock.c.mga_ioctl.+NORMAL+.ps

drivers/char/drm-4.0/lock.c

Sedl_card_msg

setup_sedlbauer

reset_sedlbauer

drivers/isdn/hisax/niccy.c

carm_init_one

carm_fsm_task
carm_handle_array_info

carm_init_host

carm_send_special

carm_get_requestcarm_insert_special

carm_rw_tasklet

carm_init_ports

carm_oob_tasklet
carm_send_msg

carm_init_disks

carm_fill_alloc_buf

carm_bdev_ioctl
carm_fill_scan_channels

blk_rq_map_sg

carm_activate_disk

drivers/block/DAC960.c

probe_cmos_for_driveside_xlate_1024

drivers/ide/ide-disk.c

ibmveth_replenish_buffer_pool

ibmveth_remove_buffer_from_pool

ibmveth_rxq_recycle_buffer

ibmveth_open
ibmveth_poll

ibmveth_seq_show

drivers/net/pppox.c

ad1889_ioctl

ad1889_aclink_reset

ad1889_stop_wav
ad1889_alloc_dev

ad1889_start_wav

ad1889_poll

ad1889_write

ad1889_update_ptr

ad1889_read_proc

drivers/sound/midibuf.c

idi_do_req

idi_si2bc

capipmsgidi_bc2si
idi_handle_ind

eicon_idi_manage_assign

eicon_idi_manage_removeeicon_parse_trace

idi_call_res_req

idi_connect_req

idi_IndParse

idi_faxdata_send
idi_faxdata_rcv

idi_parse_udata

idi_audio_cmd

idi_fax_send_headereicon_idi_manage

idi_assign_req

idi_parse_edata

drivers/isdn/eicon/eicon_isa.c

switch

if

sab8253x_baud

sab8253x_block_til_ready

sab8253x_start_txS

drivers/net/wan/8253x/crc32.c

buttons_input

adb_message_handler
input_keycode

mackeyb_probeinit_microspeed

mackbd_init_hw
init_turbomouse

mouse_input
init_trackball

init_trackpad

drivers/macintosh/via-macii.c

ethif_probe

sbni_probe

drivers/net/8390.c

SkCsGetSendInfo

SkCsGetReceiveInfo

SkCsEvent

drivers/net/sk98lin/build_no.c

ds_release

ds_read
init_pcmcia_ds

ds_ioctl

ds_write

unregister_pccard_driver
ds_event

bind_mtd

ds_poll

void

ds_open

bind_request unbind_request

get_device_info

drivers/pcmcia/sa1100_graphicsclient.c

elsa_cs_config

elsa_cs_attach

elsa_cs_detach

drivers/isdn/hisax/bkm_a4t.c

do_slow_command
set_rx_mode

speedo_ioctl
speedo_interruptspeedo_tx_buffer_gc

speedo_refill_rx_buf

speedo_start_xmit
eepro100_remove_one

eepro100_resumereset_mii

speedo_open

printk

speedo_found1

ifdo_eeprom_cmd

speedo_init_rx_ring

speedo_close

speedo_show_state

netdev_ethtool_ioctl
eepro100_init_one

speedo_rx

speedo_timer

speedo_get_stats

drivers/net/mac8390.c

fs_change_qos

firestream_init_one

submit_queue
make_rate

fs_irq

fs_close

fs_init

fs_open

init_fp
fs_send

top_off_fp

init_q

process_txdone_queue

process_incoming

process_return_queue

drivers/atm/atmdev_init.c

hfcd_bh

SelFiFo
receive_dmsg

HFCD_l1hwhfc2bds0_interrupt

init2bds0

hfc_fill_fifo

hfc_fill_dfifo

hfc_l2l1

main_rec_2bds0

mode_2bs0

drivers/isdn/hisax/config.c

RIONewTable

RIODeleteRta

RIOAssignRta

RIOApel

RIOReMapPorts

RIOChangeName

drivers/char/rio/rio_linux.c

gamma_dma_quiescent_dual

gamma_dma_schedule

gamma_do_dma

gamma_dma
gamma_dma_priority

gamma_dma_service

gamma_do_init_dma

gamma_setsareactx

gamma_getsareactx

gamma_do_copy_dma

drivers/char/drm/r128_drv.c

fbcon_mfb_clear_margins

fbcon_mfb_clear

fbcon_mfb_putc

fbcon_mfb_bmove

fbcon_mfb_putcs

drivers/video/fbcon-mfb.c

tc_init
tc_probe

drivers/ide/ide-probe.c

promise_read_intr

setup_pdc4030
promise_complete_pollfunc

promise_write

release_pdc4030

promise_rw_disk

do_pdc4030_io

promise_multwrite

drivers/ide/legacy/hd.c

data_goes_out

mac53c94_init

mac53c94_interrupt

set_dma_cmds

mac53c94_reset
mac53c94_start

mac53c94_detect

drivers/scsi/sata_uli.c

b1dma_dispatch_tx

b1dma_detect

t1pci_detect

b1dmactl_read_proc
b1dma_reset

b1dma_register_appl b1dma_handle_rx

b1dma_handle_interrupt

drivers/isdn/avmb1/capifs.c

dscc4_hdlc_attach
dscc4_crc_setting

dscc4_tx_irq
dscc4_encoding_setting

dscc4_set_iface

dscc4_clock_setting

dscc4_rx_irq

dscc4_do_action

dscc4_ioctl

dscc4_irq

dscc4_set_clockdscc4_init_registers

dscc4_start_xmit

dscc4_open

dscc4_release_ring

dscc4_remove_one

dscc4_init_ring

try_get_rx_skb

dscc4_pci_reset

dscc4_init_one

drivers/net/wan/hostess_sv11.c

ata_get_xlat_func
void

ata_scsi_rw_xlat
ata_scsiop_read_capata_scsi_qc_complete

void

ata_scsi_queuecmd

ata_scsiop_inq_std
ata_scsiop_inq_80ata_scsiop_mode_sense

int

atapi_xlat

ata_scsi_verify_xlat

ata_gen_fixed_sense

scsi_16_lba_len

ata_gen_ata_desc_sense

ata_scsi_find_dev

ata_scsi_pass_thru

atapi_request_sense

ata_dump_status
ata_cmd_ioctl

ata_task_ioctl

ata_to_sense_error

drivers/scsi/sd.c

mm_init_mem

mm_ioctl

mm_init

dump_dmastat

mm_cleanup

mm_pci_probe

mm_pci_remove

check_batteries

process_page

check_battery

mm_start_io

add_bh

drivers/block/ll_rw_blk.c

setpktfilter_done

intr_callback

netdev_ethtool_ioctl

CDCEther_start_xmit

CDC_SetEthernetPacketFilter

find_ethernet_comm_interface

CDCEther_set_multicast

set_ethernet_addr

log_device_info

parse_ethernet_class_information

get_data_interface_endpoints

find_and_parse_ethernet_class_information

verify_ethernet_data_interface

drivers/usb/hub.c

fbgen_blank

fbgen_set_disp

fbgen_do_set_var

fbgen_set_var

fbgen_pan_display

drivers/video/fbgen.c

ttyseth_pv

RIOCookMode

riotclose

RIOClearUp
RIOShortCommand

ttyseth riotioctl

RIOShortCommand

drivers/char/rio/rioctrl.c

_zft_read

zft_read_header_segments

empty_deblock_buf

zft_fetch_segment_fraction

drivers/char/ftape/zftape/zftape-buffers.c

islpci_set_state

islpci_free_memory

islpci_resetislpci_upload_fw

islpci_reset_if

prism54_bring_down

islpci_setup

isl_upload_firmware

islpci_interrupt

drivers/net/wireless/prism54/islpci_hotplug.c

case

soc_init_bursts

soc_hw_enque
soc_reset

soc_unsolicited

soc_solicited

soc_init

soc_cleanup

drivers/fc4/fc_syms.c

b1_register_appl

b1ctl_read_proc
b1_send_message

b1_detect

b1_handle_interrupt

b1_parse_version

b1_load_t4file

drivers/isdn/avmb1/c4.c

ahd_pci_test_register_access

ahd_configure_termination

ahd_pci_config

ahd_pci_intr

ahd_pci_split_intr

NUM_ELEMENTS

ahd_check_extport

drivers/scsi/aic7xxx/aic7xxx_proc.c

islpci_eth_receive

islpci_monitor_rx

islpci_eth_transmit

islpci_eth_cleanup_transmit

drivers/net/wireless/orinoco.c

register_device

pp_ioctl

pp_open

pp_read

pp_release

pp_write

drivers/char/ppdev.c

private_ioctl

build_setup_frame_hash

netdev_ethtool_ioctl

tulip_down
tulip_remove_one

tulip_start_xmit

tulip_mwi_config

tulip_init_one

set_rx_mode

tulip_tx_timeout

tulip_up

drivers/net/tulip/media.c

netwave_get_wireless_stats

netwave_ioctl

netwave_attach

netwave_detach

drivers/net/pcmcia/wavelan_cs.c

get_pci_port

parport_serial_pci_probe

parport_register

serial_register

drivers/char/random.c

set_modem_info

ambauart_change_speed
ambauart_intambauart_shutdown

ambauart_write

ambauart_modem_status

ambauart_wait_until_sentget_serial_info

ambauart_close

ambauart_rx_chars

ambauart_set_termios

block_til_readyambauart_get

get_lsr_info

set_serial_info

ambauart_console_readambauart_console_setup

ambauart_init

ambauart_console_write

drivers/char/conmakehash.c

jazz_esp_detect

drivers/scsi/seagate.c

l3ni1_check_messagetype_validitySBIT
l3ni1_msg_without_setup
EncodeSyncParams

DecodeSyncParamsDecodeASyncParamsni1upl3ni1_resume_rej
l3ni1_progress

l3ni1_notify

DecodeSI2

l3ni1_parse_facilityl3ni1_release_cmpl
EncodeASyncParams

l3ni1_disconnect

if

l3ni1_suspend_req

l3ni1_message_plus_chid
l3ni1_suspend_rej

l3ni1_release

l3ni1_information

l3ni1_setup

l3ni1_status

l3ni1_msg_with_uusl3ni1_message_cause
l3ni1_reject_req

l3ni1_resume_req

l3ni1_suspend_ack

ni1down

l3ni1_setup_req
l3ni1_SendSpid

l3ni1_global_restart

l3ni1_t305

l3ni1_redir_req

l3ni1_disconnect_reql3ni1_status_send

setstack_ni1

check_infoelements

drivers/isdn/hisax/isdnl3.c

aiptek_probe

aiptek_procfs_write
aiptek_program_tablet

aiptek_procfs_read

aiptek_query

if

aiptek_irq

drivers/usb/auerchain.c

pcie_init pcie_get_ctlr_slot_config

drivers/hotplug/shpchprm_nonacpi.c

cs4231_encoding_to_bits

cs4231_ready
cs4231_set_input_channels

cs4231_ioctlcs4231_set_output_channels
cs4231_set_input_port

cs4231_set_monitor_volume

cs4231_play_gain
cs4231_audio_getdevcs4231_set_output_port

eb4231_playintr

cs4231_record_gain

cs4231_output_muted

cs4231_release
cs4231_pollinput

eb4231_stop_input

cs4231_set_output_encoding

cs4231_detach

eb4231_pollinput

cs4231_set_input_encoding
cs4231_interrupt

eb4231_start_input

cs4231_attach

cs4231_init

eb4231_pinterrupt

cs4231_getsamplecount

cs4231_start_inputeb4231_start_output

eb4231_attach

eb4231_getsamplecount

cs4231_stop_input

cs4231_chip_reset

cs4231_start_output

eb4231_cinterrupteb4231_stop_output

cs4231_set_input_rate

cs4231_rate_to_bits

cs4231_set_output_rate

drivers/sbus/audio/audio.c

sun3fb_init
sun3fb_cursor

sun3fb_palettesun3fb_set_font

sun3fbcon_switch

sun3fb_init_fb

sun3fb_clear_margin

sun3fb_setup

drivers/video/sun3fb.c

sti_dump_globcfgsti_setsti_init_roms

sti_init_graph

sti_bmove

sti_putc

sti_select_fbfont

sti_clear

sti_dump_romint

sti_cook_fonts

sti_read_rom

sticore_pci_init
sti_bmode_font_raw

sti_init_glob_cfg

sti_get_bmode_rom

drivers/video/sti/sticore.c

dprintk

tda9874a_initialize

ta8874z_setmode
tda985x_setmode

tda9840_setmodegeneric_checkmode
tda8425_setmode

chip_thread

tda9874a_getmode

chip_command

MODULE_PARM

drivers/media/video/stradis.c

sgiioc4_ide_setup_pci_device
sgiioc4_ide_raw_build_sglist

sgiioc4_ide_build_sglistsgiioc4_build_dma_table

sgiioc4_ide_dma_endsgiioc4_clearirq

sgiioc4_get_info

sgiioc4_configure_for_dma

ide_init_sgiioc4

drivers/ide/pci/via82cxxx.c

transl2_l3l2

iframe_error
setvaenquiry_cr

l2_pull_iqueue

establishlink

isdnl2_l1l2

l2_start_multi

l2_got_iframe

setstack_isdnl2

sethdraddr
l2_st7_got_super

FRMR_error

l2m_debug

l2_st8_got_superl2_st6_tout_200

invoke_retransmission

l2_st5_tout_200

drivers/isdn/hisax/s0box.c

hp_sdc_rtc_ioctl

hp_sdc_rtc_set_fhs

hp_sdc_rtc_set_rt

hp_sdc_rtc_set_i8042timer

hp_sdc_rtc_read_i8042timerhp_sdc_rtc_proc_output

hp_sdc_rtc_do_read_bbrtc

drivers/hil/hp_sdc_mlc.c

restore_flags

icn_lock_channel

icn_trymaplock_channel
icn_init

icn_free_queue

icn_pollbchan_receive

icn_writecmd

icn_readstatus

icn_loadproto

icn_exit
icn_disable_cards

icn_command

icn_setup

icn_stopcard icn_pollbchan_send

icn_check_loader

icn_polldchan

drivers/isdn/isdn_v110.c

lanai_shutdown_rx_vcilanai_ioctl

lanai_shutdown_tx_vcivci_is_okservice_buffer_allocate

eeprom_validate

eeprom_read
handle_servicelanai_get_sized_buffer

vcc_rx_aal5

new_lanai_vcc

host_vcc_start_tx

lanai_proc_readlanai_close
lanai_open

vcc_tx_memzero

lanai_dev_close

lanai_endtx

host_vcc_start_rx

vcc_tx_unqueue_aal5

lanai_dev_open

vcc_tx_add_aal5_descriptor

drivers/atm/ambassador.c

cm_release

set_adc_rateset_dac_rate

trans_ac3

cm_mmap
cm_probe

cm_remove

cm_interrupt

cm_poll

cm_midi_poll

cm_write

cm_ioctl

cm_read

mixer_ioctl
cm_midi_write

set_ac3_unlocked

drain_dac

query_chip

prog_dmabuf

set_dac_channels

cm_midi_release

clear_advance

cm_midi_read cm_dmfm_ioctl

cm_update_ptr

set_spdifin_inverse

drivers/sound/msnd_classic.c

hp_sdc_init
hp_sdc_exit

drivers/hil/hil_ptr.c

collect_stats

NCR5380_proc_info

NCR5380_queue_command

NCR5380_select

lprint_Scsi_Cmnddo_abort
NCR5380_init

NCR5380_abort

NCR5380_reselect

NCR5380_intr

initialize_SCp

NCR5380_reset

NCR5380_information_transfer

NCR5380_transfer_pio

merge_contiguous_buffers

NCR5380_main

drivers/scsi/bvme6000.c

parport_event

parport_detach

parport_attach

parport_config

drivers/parport/ieee1284.c
ppp_ccp_peek

ppp_register_compressorppp_start_xmit

ppp_push

ppp_read
ppp_write

ppp_set_compress

ppp_send_frame

ppp_ioctl

ppp_connect_channel
ppp_receive_mp_frame

ppp_ccp_closed

ppp_unregister_channel

ppp_net_ioctl

cardmap_find_first_free
ppp_mp_reconstruct

ppp_disconnect_channel

ppp_register_channel

ppp_unattached_ioctlppp_receive_nonmp_frame

cardmap_set

ppp_create_interface

ppp_mp_explode

ppp_get_stats

ppp_input_error

drivers/net/e1000/e1000_main.c
bad_prim_vertex_nr

radeon_emit_wait

radeon_cp_texture

radeon_cp_stipple
radeon_cp_cmdbufradeon_cp_indices

radeon_cp_vertex2

radeon_cp_swap

radeon_emit_packets

radeon_clear_box

radeon_cp_clear
radeon_emit_packet3radeon_cp_indirect

radeon_cp_vertex

radeon_do_init_pageflip

radeon_emit_vectors

radeon_cp_dispatch_flip

radeon_cp_dispatch_texture
radeon_emit_scalars

radeon_cp_dispatch_indirect

radeon_cp_dispatch_swap

radeon_emit_scalars2

radeon_cp_dispatch_vertex

radeon_cp_dispatch_indices

radeon_cp_dispatch_clear

radeon_emit_state

radeon_emit_packet3_cliprect

drivers/char/drm/tdfx_drv.c

diva_server_bri_reset

diva_server_bri_load

diva_server_bri_start

if
diva_server_bri_mem_get

diva_server_bri_config

drivers/isdn/eicon/linio.c

ixj_attach

ixj_get_serial

ixj_detach

ixj_config

drivers/telephony/phonedev.c

ctc_chandev_probe

ccw_check_return_code
dev_action_chdownchannel_remove

channel_scan

channel_get

ctc_ctrl_writectc_loglevel_write

ctc_irq_handler

ch_action_haltio

dev_action_chup
ch_action_setmodech_action_rxiniterr

ch_action_txiniterr

ctc_dump_skb

ch_action_rxidle

ch_action_restart
ch_action_setuperr

ctc_ctrl_read

ctc_stat_write

ch_action_fail

ctc_loglevel_read

ch_action_iofatalch_action_rxdisc

ctc_chandev_msck_notify

ch_action_txretry

ch_action_txdone

ctc_unpack_skbctc_probe

ch_action_rx

ctc_stat_read

drivers/s390/block/dasd_3370_erp.c

netdev_ioctl

yellowfin_remove_one

yellowfin_init_one

yellowfin_open

yellowfin_tx_timeout

netdev_ethtool_ioctl

cpu_to_le32
yellowfin_start_xmit

set_rx_mode

drivers/net/saa9730.c

ResetBoard

getaddrsirqtxerr_handler

irq_handler

ibmlana_probe

irqtx_handler

ibmlana_getinfo

InitSONIC

irqrx_handler

InitBoard

InitDscrs

inw

drivers/net/apne.c

analog_name

analog_calibrate_timeranalog_cooked_read

analog_timer analog_init_device

analog_init_port

drivers/char/joystick/analog.c

if

autodetect_stereo

msp_detach

msp_command

msp3400c_setstereo

msp3400c_write

msp3410d_thread
msp3400c_thread

msp3400c_setmode
msp3400c_reset

msp3400c_read

drivers/media/video/videodev.c

acm_tty_ioctl

acm_tty_writeacm_tty_close

acm_read_bulk

acm_tty_set_termios

acm_probe

drivers/usb/host/uhci.c

fbcon_ilbm_putc

fbcon_ilbm_clear

fbcon_ilbm_bmove

fbcon_ilbm_putcs

drivers/video/fbcon-ilbm.c

tp_sense

do_ioctl_cmd

dma_transfer

end_dma

update_ifc_masks
handle_qic_exception

start_dma

qic02_tape_interrupt

notify_cmd

rdstatus

wait_for_ready

finish_rw

drivers/char/busmouse.c

it8172_setup

stop_dacit8172_opencopy_dmabuf_user

drain_dac

stop_adc

mixdev_ioctlwrcodec

proc_it8172_dump

it8172_write

it8172_remove

it8172_read
it8172_interrupt

it8172_ioctl

get_compat_rate

rdcodec prog_dmabuf

start_dac

start_adc

drivers/sound/bin2hex.c

ide_pci_check_iomem

ide_setup_pci_controlleride_get_or_set_dma_base

ide_hwif_setup_dma
do_ide_setup_pci_device

ide_scan_pcidev

drivers/ide/pci/sis5513.c

ifreturn
lower_callback

capi_write
capinc_raw_writecapinc_raw_poll

capi_read

capinc_tty_open

capinc_raw_read
capi_ioctl

capidev_alloc

capinc_raw_open

capi_init

gen_data_b3_resp_for

capiminor_free

proc_capidev_read_proc

proc_capincci_read_proc

capincci_free

capinc_tty_init

capincci_alloc

drivers/isdn/avmb1/capiutil.c

smt_received_pack

mac_con_resource_index
phy_con_resource_index

smt_string_swapsmt_send_ecf

sm_to_para

smt_actionfddi_send_antc

smt_fill_lem

smt_fill_mac_status

smt_fill_path
smt_fill_policy

smt_swap_para

smt_send_rdf

smt_set_timestamp

smt_send_sif_operation

smt_send_nif

smt_send_sif_config

drivers/net/skfp/smtparse.c

put_free_end

RIOParam

drivers/char/rio/riotable.c

drivers/char/drm-4.0/gamma_drv.c.r128_print_dirty.+STATIC+.ps
drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_read_span.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_read_pixels.+STATIC+.psdrivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_write_pixels.+STATIC+.ps
drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_blit.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_write_span.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_swap.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_clear.+STATIC+.psdrivers/char/drm-4.0/gamma_drv.c.r128_cce_indices.+NORMAL+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_vertex.+NORMAL+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_clear_box.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_vertex.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_emit_tex0.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_emit_context.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_emit_tex1.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_indices.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_emit_clip_rects.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c.r128_cce_dispatch_indirect.+STATIC+.ps

drivers/char/drm-4.0/gamma_drv.c

SkXmInitDupMd
SkXmAutoNegDoneBcom

SkGmSetRxTxEn
SkXmSetRxTxEnSkXmIrqSkMacRxTxEnable

SkXmSetRxCmd
SkXmInitPauseMd

SkMacAutoNegDone
SkGmClearRstSkXmInitPhyXmacSkGmSoftRst

SkMacAutoNegLipaPhy

SkXmAutoNegLipaXmac

SkMacInitPhy

SkXmInitMacSkGmInitMac
SkMacIrqDisable

SkXmInitPhyBcom

SkGmOverflowStatus

SkXmSoftRst

SkGmAutoNegDoneMarv
SkXmAutoNegDoneLone

SkGmIrq

SkXmHardRst

SkMacHashing

SkGmPhyRead

SkXmPhyWriteSkXmPhyRead
SkGmPhyWrite

SkXmUpdateStats

SkGmLeaveLowPowerMode

SkXmInitPhyLone

SkXmAutoNegDoneXmac

SkGmResetCounter

SkMacPromiscMode

SkGmInitPhyMarv

SkGmEnterLowPowerMode

drivers/net/pppoe.c

hamachi_error

mdio_write
hamachi_start_xmit

netdev_ioctl

mdio_read

hamachi_init_ring

hamachi_tx

hamachi_remove_one

netdev_ethtool_ioctlset_rx_mode

hamachi_timer

hamachi_open

hamachi_get_stats

hamachi_tx_timeout

hamachi_init_one

drivers/net/wavelan.c

S0Box_card_msg

setup_s0box

read_fifo

drivers/isdn/hisax/elsa_cs.c

konicawc_stop_data

konicawc_find_fps
konicawc_setup_on_open

konicawc_process_isoc

konicawc_compress_iso

konicawc_configure_video

konicawc_init

konicawc_probe

drivers/usb/hid-input.c

dma_drain
dma_init_write

dma_init_read

dec_esp_detect

drivers/scsi/fcal.c

process_urb

uhci_unlink_urb_sync
uhci_unlink_urb

uhci_submit_urb

iso_find_start
uhci_submit_iso_urb

uhci_pci_remove

uhci_submit_int_urb

alloc_qh
uhci_check_timeouts

uhci_cleanup_unlink

uhci_unlink_urb_async

uhci_interrupt

uhci_submit_control_urb

uhci_unlink_urbs

find_iso_limits

rh_submit_urbprocess_iso

process_transfer

init_skel

alloc_uhci

uhci_submit_bulk_urb

uhci_clean_transfer

drivers/usb/host/ehci-hcd.c

ultramca_open

ultramca_probe

drivers/net/fc/iph5526.c

raid0_make_request

create_strip_zones

for

drivers/md/xor.c

capi_manufacturer
capi_cmd_valid

notify_doit

old_capi_manufacturer
capi_put_message

proc_users_read_proc

proc_driver_read_proc

kcapi_init

proc_controller_read_proc

proc_contrstats_read_proc

proc_applications_read_proc
proc_ncci_read_proc

proc_applstats_read_proc

mq_dequeue

drivercb_detach_ctr

attach_capi_driver

controllercb_reseted

drivers/isdn/avmb1/t1isa.c

ether3_init

ether3_init_one

ether3_tx

ether3_init_2

ether3_rx

ether3_timeout

ether3_interrupt ether3_ramtest

ether3_init_for_open

drivers/acorn/net/ether3.c

dma_timer_expiry

ide_build_sglist

ide_allocate_dma_engine
__ide_dma_write

ide_raw_build_sglist

__ide_dma_end

__ide_dma_read

ide_build_dmatable

config_drive_for_dma

drivers/ide/ide.c

ad1843_get_recsrcad1843_set_recsrc
mixer_read_ioctl

ad1843_setup_dacad1843_set_resample_mode
pcm_setupvwsnd_audio_do_read

mixer_write_ioctl

vwsnd_audio_do_write

if
vwsnd_audio_poll

pcm_shutdown_portad1843_set_gainpcm_flush_frag

vwsnd_mixer_ioctl

pcm_output

pcm_input

vwsnd_audio_release
ad1843_write_multivwsnd_audio_do_ioctl

ad1843_write_bits

spin_lock_irqsave

pcm_copy_in

pcm_copy_out

attach_vwsnd

li_setup_dma

li_read_USTMSC

ad1843_set_outsrc

drivers/sound/swarm_cs4297a.c

drivers/char/drm-4.0/ffb_drv.c.mgaVerifyState.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mgaEmitClipRect.+STATIC+.ps
drivers/char/drm-4.0/ffb_drv.c.mgaG200EmitTex.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mgaG400EmitTex0.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mgaG400EmitPipe.+STATIC+.ps
drivers/char/drm-4.0/ffb_drv.c.mga_dma_dispatch_clear.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mga_indices.+NORMAL+.ps

drivers/char/drm-4.0/ffb_drv.c.mga_dma_get_buffers.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mgaG200EmitPipe.+STATIC+.psdrivers/char/drm-4.0/ffb_drv.c.mga_iload.+NORMAL+.ps
drivers/char/drm-4.0/ffb_drv.c.mgaG400EmitTex1.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mga_dma_dispatch_indices.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mga_vertex.+NORMAL+.ps

drivers/char/drm-4.0/ffb_drv.c.mga_dma_dispatch_vertex.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mga_dma_dispatch_tex_blit.+STATIC+.psdrivers/char/drm-4.0/ffb_drv.c.mga_clear_bufs.+NORMAL+.ps

drivers/char/drm-4.0/ffb_drv.c.mga_dma_dispatch_swap.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c.mgaEmitContext.+STATIC+.ps

drivers/char/drm-4.0/ffb_drv.c

do_ftl_request

scan_header

ftl_ioctl

ftl_open
erase_xfer

find_free

prepare_xfer

set_bam_entry

copy_erase_unit

build_maps

reclaim_block

drivers/mtd/maps/pcmciamtd.c

ircc_change_speed

ircc_net_close
ircc_close

smc_probe

ircc_hard_xmit

smc_superio_paged

ircc_dma_receive_complete

ircc_dma_xmit_complete

ircc_dma_receive

ircc_net_open

ircc_dma_xmit

smc_superio_flat

ircc_pmproc

drivers/net/irda/old_belkin.c

hid_parser_main

hid_parse_report

hid_register_report
hid_input_field

hid_init_reports

fetch_item

usb_hid_configure

hid_probe

drivers/usb/auerbuf.c

netiucv_free_netdevice
netiucv_init

conn_action_start
dev_action_connupconn_action_connack

conn_action_connsever

netiucv_user_write
netiucv_buffer_write

netiucv_user_read

netiucv_buffer_read

conn_action_stop

conn_action_rx
netiucv_new_connection

find_netdev_by_ino

conn_action_txdone

conn_action_connacceptnetiucv_unpack_skb

netiucv_init_netdevice

netiucv_stat_read

drivers/s390/net/c7000.c

misc_init misc_open

drivers/char/misc.c

mga_dma_blit

mga_verify_state
mga_dma_swapmga_g400_emit_pipe

mga_dma_indices

mga_dma_iload

mga_emit_clip_rectmga_g200_emit_pipe

mga_dma_vertex

mga_dma_dispatch_clear

mga_dma_dispatch_iload

mga_g400_emit_tex1mga_g400_emit_context

mga_dma_dispatch_swap

mga_dma_dispatch_blit

mga_g400_emit_tex0

mga_g200_emit_context

mga_g200_emit_tex0

mga_dma_clear

mga_dma_dispatch_indices

mga_dma_dispatch_vertex

drivers/char/drm/ffb_drv.c

print_acpi_resources
acpi_evaluate_crs

add_host_bridge
acpi_scan_from_root_pci_callbackconfigure_existing_functionacpi_parse_address16_32

acpi_parse_crs

add_p2p_bridge

shpchprm_acpi_build_php_slots

find_acpi_bridge_by_busscan_p2p_bridge

build_a_bridge

free_a_bridge

shpchprm_acpi_register_a_bridge

acpi_get_crs

shpchprm_enable_card
bind_pci_resources

shpchprm_acpi_build_php_slots_callback

bind_pci_resources_to_slots

find_pci_bridge_resources

get_pci_resources_from_bridge

shpchprm_set_hppacpi_get__hpp

shpchprm_delete_resource

acpi_add_slot_to_php_slots

drivers/hotplug/pciehp_hpc.c

sab8253xc_opensab8253x_receive_charsC

drivers/net/wan/8253x/8253xini.c

hpt_revision

hpt3xx_ratemask
init_setup_hpt366

hpt3xx_tune_chipset
init_hpt366

init_chipset_hpt366

hpt3xx_ratefilter

hpt366_tune_chipset

hpt366_ide_dma_lostirqhpt370_lostirq_timeouthpt366_config_drive_xfer_rate

hpt3xx_tristate

sprintf

hpt370_tune_chipset
hpt3xx_maskproc

hpt370_busproc

init_hpt37x

hpt372_tune_chipset

hpt372n_set_clock

hpt366_get_info

init_setup_hpt374

drivers/ide/pci/serverworks.c

translate_error

handle_sony_cd_attention
handle_abort_timeoutdo_sony_cd_cmd

do_cdu31a_request

scd_audio_ioctl
read_data_block

sony_get_toc

get_drive_configuration

read_audio_data

read_audio

scd_get_mcn

if

scd_tray_move

drivers/scsi/in2000.c

eicon_registercard

unregister_card
eicon_addcardeicon_log

eicon_alloccard

eicon_command

eicon_setup

jiftime

eicon_exit

eicon_init

if_sendbuf

eicon_mca_find_card

if_readstatus

drivers/isdn/eicon/xlog.c

ether1_init

ether1_xmit_done

ether1_init_one
ether1_sendpacket

ether1_txalloc

ether1_ramtest

ether1_init_for_open

ether1_readbuffer

ether1_writebuffer

ether1_recv_done

drivers/acorn/net/ether1.c

compute_imstt_regvals_tvp

set_imstt_regvals
set_display_info

compute_imstt_regvals_ibmimsttfbcon_cursor
set_imstt_regvals_tvp

imsttfb_ioctl

setclkMHz

imstt_cursor_init

imsttfbcon_set_font

imsttfbcon_switch

imsttfb_setcolreg

set_dispsw

init_imsttimsttfbcon_bmove

imsttfb_setup

set_imstt_regvals_ibm

imstt_set_cursor

imsttfbcon_revc

imsttfbcon_clearimsttfbcon_blank

imsttfb_set_var

set_disp

drivers/video/imsttfb.c

vga16fb_switch

vga16fb_get_fix

vga16fb_set_disp

vga16fb_clock_chip

vga16fb_decode_var

vga_vesa_blank

vga16fb_set_var vga_vesa_unblank

vga16_setcolreg

drivers/video/vga16fb.c

lance_load_multicast

load_csrs

dec_lance_init

lance_rx

lance_open
lance_close

lance_interrupt lance_init_ring

lance_tx

drivers/net/rcpci45.c

au1000_probe

lsi_80227_init
am79c874_init

mii_probe

ks8995m_init

if

bcm_5201_initreset_mac

au1000_init_module

set_rx_mode

update_rx_statsau1000_cleanup_module

au1000_init

au1000_tx

au1000_close

au1000_tx_ack

au1000_rx

drivers/net/lasi_82596.c

acpi_processor_errata
acpi_processor_write_performance

acpi_processor_get_infoacpi_processor_notify
acpi_processor_errata_piix4

acpi_processor_power_activate

acpi_processor_set_performance
acpi_processor_read_limitacpi_processor_write_throttling

acpi_processor_get_performance_info

acpi_processor_get_platform_limit

acpi_processor_read_throttling

acpi_processor_idle
acpi_processor_apply_limit

acpi_processor_get_performance_control

acpi_processor_write_limit

acpi_processor_get_throttling_info

acpi_processor_get_throttling
acpi_processor_write_port

acpi_processor_set_throttling

acpi_processor_read_port

acpi_processor_read_info

acpi_processor_get_performance_states

acpi_processor_init
acpi_processor_read_performance

acpi_processor_set_thermal_limit

acpi_processor_get_power_info

acpi_processor_set_power_policy
acpi_processor_read_power

acpi_processor_add

acpi_processor_remove

drivers/acpi/button.c

pmu_poll

find_via_pmupmu_ioctlpmu_set_backlight_level
proc_write_options

done_battery_state_ohare

pmu_adb_autopollvia_pmu_start
pbook_pci_save

pmu_adb_reset_bus

broadcast_wake

pmu_polled_request
pmu_open

pmu_start

pmu_i2c_simple_read

via_pmu_interrupt

done_battery_state_smart
proc_get_batt

pmu_i2c_combined_read

pmu_read

pmu_i2c_simple_write
broadcast_sleep

pmu_blink

pmu_release

powerbook_sleep_G3
pmu_i2c_stdsub_write

pbook_pci_restore

pmu_pass_intr

drivers/macintosh/mac_hid.c

nsc_ircc_init_dongle_interface
nsc_ircc_probe_108

nsc_ircc_change_dongle_speed
nsc_ircc_init_108

nsc_ircc_open
nsc_ircc_hard_xmit_fir

nsc_ircc_hard_xmit_sir

nsc_ircc_dma_xmit_complete

nsc_ircc_change_speednsc_ircc_init_39x

nsc_ircc_dma_xmit

nsc_ircc_is_receiving

nsc_ircc_probe_338

nsc_ircc_sir_interrupt
nsc_ircc_net_open

nsc_ircc_net_ioctl

nsc_ircc_dma_receive_complete

nsc_ircc_dma_receive

nsc_ircc_net_close
nsc_ircc_read_dongle_id

nsc_ircc_probe_39x

nsc_ircc_init

drivers/net/irda/w83977af_ir.c

acpi_ut_strtoul64

acpi_ut_release_mutexacpi_ut_walk_package_tree

acpi_ut_get_resource_end_tag
acpi_ut_dword_byte_swap

acpi_ut_valid_acpi_name

drivers/acpi/utilities/utglobal.c

pcmcia_parse_tuple

pcmcia_validate_cis
pcmcia_get_tuple_data

parse_timing
parse_strings

parse_cftable_entry_cb

parse_cftable_entry

parse_deviceparse_mem

parse_vers_2

parse_power

parse_config
follow_link

pcmcia_get_first_tuple

parse_device_geo

verify_cis_cache

cis_readable
write_cis_mem

checksum

pcmcia_get_next_tuple

drivers/pcmcia/sa1100_simpad.c

bt832_probebt832_attach

bt832_hexdump

drivers/media/video/tda9887.c

populate_config_buf

bulk_in_completeintr_in_complete

received_cbi_adsc

fsync_sub
do_read

bulk_out_complete

do_write

start_transfer
do_verify

class_setup_req

throw_away_data

standard_setup_req

do_set_interfacefsg_setup

open_backing_file

check_parameters

received_cbwcheck_command

dump_msg

fsg_init

handle_exception

fsg_bind

fsg_main_thread

drivers/usb/gadget/net2280.c

unload_pas

init_pas2

setup_pas2

detect_pas_hw

config_pas_hw

mix_write

drivers/sound/opl3.c

set_attention_status

get_max_bus_speed

bus_structure_fixup

get_cur_bus_speed

validate

get_cur_bus_info

enable_slot

get_adapter_present

ibm_unconfigure_device

ibm_configure_device

set_bus

get_power_status
get_latch_status

get_attention_status

drivers/hotplug/acpiphp_res.c

newport_cursor

newport_reset

newport_set_font

newport_get_revisions

newport_bmove
newport_scroll

newport_putc
newport_clear

newport_putcs

drivers/video/newport_con.c

zoran_muxsel

vbi_close
reap_states

zoran_mmap

zoran_close

vbi_read
zoran_ioctl

zoran_common_open

zoran_irq

vbi_ioctl
zr36120_init

zoran_read

find_zoran

vbi_open release_zoran

zoran_set_geo

if

drivers/media/video/bt819.c

control_set_dispsw

controlfb_blank
find_vram_size

PAR_EQUAL

control_setup

control_pan_display

controlfb_switch

init_control

control_par_to_var

control_cfb16_revc

control_par_to_fixcontrolfb_setcolreg

control_var_to_par

calc_clock_params

control_cfb32_revc

control_mmap

read_control_sense

drivers/video/controlfb.c

ac_ioctl

ac_register_board

applicom_init

ac_interrupt

ac_write

drivers/char/applicom.c

asus_hotk_remove_fs

read_brightness

asus_hotk_get_infoset_lcd_state
get_lcd_state

write_led

proc_read_info

asus_hotk_add

MODULE_PARM_DESC

asus_hotk_remove

drivers/acpi/utils.c

memset

cciss_getgeometry

cciss_pci_initfind_PCI_BAR_index

cmd_free

do_cciss_request
fail_all_cmds

sendcmd_withirq

int

revalidate_logvol

cciss_init_one

sendcmd

register_new_disk

cciss_ioctl

cciss_proc_writecciss_open

complete_command

cciss_ioctl32_passthru

cciss_rescan_disk

cciss_geninit

cmd_alloc

do_cciss_intr

cciss_proc_get_info

cciss_monitor
print_cfg_table

cciss_ioctl32_big_passthru

register_cciss_ioctl32

drivers/block/floppy.c

el3_close

media_check

el3_rx

el3_openupdate_stats

tc589_reset

el3_start_xmit

el3_interrupt

tc589_attach
pop_tx_status

tc589_config

tc589_detach

drivers/net/hp.c

drivers/char/drm-4.0/tdfx_drv.c.radeon_clear_box.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_indices.+NORMAL+.ps
drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_indirect.+NORMAL+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_vertex.+NORMAL+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_dispatch_blit.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_emit_tex2.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_emit_viewport.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_emit_context.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_dispatch_indices.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_dispatch_vertex.+STATIC+.ps
drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_dispatch_clear.+STATIC+.psdrivers/char/drm-4.0/tdfx_drv.c.radeon_cp_dispatch_flip.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_dispatch_indirect.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_print_dirty.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_emit_tcl.+STATIC+.psdrivers/char/drm-4.0/tdfx_drv.c.radeon_emit_tex1.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_emit_tex0.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c.radeon_cp_dispatch_swap.+STATIC+.ps

drivers/char/drm-4.0/tdfx_drv.c

chips_hw_init

chipsfb_setcolreg
init_chips

chips_set_var

chips_set_bitdepth

chipsfbcon_switch

chips_sleep_notify

chips_pci_init

drivers/video/chipsfb.c

mousedev_connect

mousedev_release

mousedev_event

mousedev_open

drivers/tc/lk201-remap.c

init_module

elmc_get_stats

elmc_interrupt

elmc_probe

init586

elmc_send_packet

elmc_getinfo

elmc_timeout

elmc_rcv_int

alloc586

check586

drivers/net/dummy.c

st5481_setup_b

st5481_b_l2l1

st5481_setup_b_out

st5481B_mode

drivers/isdn/hisax/callc.c

zft_ftape_validate_label

zft_ftape_extract_file_marks

drivers/char/ftape/zftape/zftape-read.c

switch

md_seq_next

md_do_recovery
md_do_sync

md_seq_start

is_mddev_idle

md_register_thread

md_seq_show

md_setup_drive
md_ioctl

get_disk_info

raid_setup

device_size_calculation

hot_add_diskcleanup_module

md_thread

restart_array

status_resyncexport_rdev

autorun_devices

autostart_arrays

md_print_devices

set_array_info

sync_page_io

print_sb

drivers/md/linear.c

tul_next_state

tul_state_6
tul_msgintul_append_busy_scb

tul_state_3
tul_se2_wr

tul_read_eeprom

init_tulip
tul_select_atn3

tul_se2_update_all

tul_msgin_extend

tul_release_scb

tul_se2_rdtul_se2_instr

tul_exec_scb

tul_state_1

tul_abort_srb

tul_reset_scsi_bustul_unlink_busy_scb

tul_unlink_pend_scb

tul_device_reset

drivers/scsi/inia100.c

calc_silblock_offset

silraid_ioctlsilraid_init_one

probedisk

read_disk_sb
fill_cutoff

silraid_init

silraid0_make_request

drivers/cdrom/sbpcd3.c

DIVERT_REG_NAME

isdn_add_channels

isdn_wildmatisdn_unlock_drivers

isdn_readbchan

isdn_writebuf_stub

isdn_read isdn_write

isdn_status_callback

isdn_ioctl

isdn_open

isdn_close

isdn_writebuf_skb_stub

isdn_unexclusive_channel

isdn_get_free_channel

isdn_free_channel

drivers/isdn/sc/timer.c

program_drive_counts

set_prefetch_mode

cmd640_set_mode

ide_probe_for_cmd640x

drivers/ide/pci/pdc202xx_new.c

hpc_readcmdtoindex
hpc_writecmdtoindex

ctrl_read

ctrl_write

ibmphp_hpc_writeslot

ibmphp_hpc_readslot
i2c_ctrl_write

i2c_ctrl_read

ibmphp_hpc_fillhpslotinfo

poll_hpc

process_changeinstatus

ibmphp_hpc_stop_poll_thread

process_changeinlatch

drivers/hotplug/shpchp_hpc.c

mpt_lan_event_process
mpt_lan_open

mpt_lan_wake_post_buckets_task
lan_reply

mpt_lan_send_reply

mpt_lan_receive_skb

mpt_lan_receive_post_turbompt_lan_sdu_send

mpt_lan_ioc_reset

mpt_lan_receive_post_reply

cpu_to_le32
mpt_lan_post_receive_buckets

mpt_lan_receive_post_free

mpt_lan_close

mpt_lan_send_turbo

mpt_register_lan_device

mpt_lan_type_trans

drivers/message/fusion/mptlan.c

ns83820_set_multicast

ns83820_init_one
ns83820_tx_watch

ns83820_open

ns83820_mii_read_bit

ns83820_mii_write_bit

ns83820_stop

ns83820_mii_write_regns83820_tx_timeout

rx_refill

ns83820_run_bist

ns83820_hard_start_xmit

do_tx_done
ns83820_ethtool_ioctl

ns83820_cleanup_tx

ns83820_mii_read_reg

ns83820_remove_one

ns83820_update_stats
ns83820_cleanup_rx

phy_intr

rx_irq

ns83820_setup_rx

drivers/net/skge.c

act2000_isa_select_irq

act2000_isa_resetact2000_isa_download

act2000_isa_send

act2000_isa_receive

drivers/isdn/eicon/bri.c

while

ni52_probe

ni52_dump
ni52_get_stats

check586

ni52_rnr_int

init586

alloc586
if

ni52_timeout

ni52_rcv_int

drivers/net/b44.c

i2o_lan_init

i2o_lan_exit
i2o_lan_register_devicei2o_lan_change_mtu

i2o_lan_handle_event

i2o_lan_receive_post_reply
i2o_lan_packet_send

i2o_lan_handle_failure

i2o_lan_receive_post

i2o_lan_sdu_send

i2o_lan_set_multicast_list

i2o_set_ddm_parameters

i2o_lan_close

i2o_lan_get_stats

i2o_lan_set_mc_table

drivers/message/i2o/i2o_lan.c

gt64240_tx_timeout

gt64240_poll
gt64240_set_rx_mode

gt64240_tx_complete

gt64240_rx
gt64240_init

gt64240_add_hash_entry

gt64240_probeupdate_stats

gt64240_probe1

prom_get_mac_addrs

abort

gt64240_tx_fill

reset_rx

drivers/net/au1000_eth.c

AVM_card_msg

modehdlc

hdlc_l2l1

HDLC_irq_main

hdlc_empty_fifo

hdlc_fill_fifo

reset_avmpcipnp

clear_pending_hdlc_ints

setup_avm_pcipnp

drivers/isdn/hisax/icc.c

get_max_resource

get_io_resource

do_bridge_resource_split
get_resource

do_pre_bridge_resource_split

remove_board

pciehp_resource_sort_and_combine
sort_by_max_size

pciehp_slot_find

pciehp_disable_slot

event_thread

board_added
sort_by_size

update_slot_info

pciehp_handle_attention_button

pciehp_handle_power_fault

pciehp_handle_presence_change

configure_new_device
pciehp_handle_switch_change

configure_new_function

interrupt_event_handler

drivers/hotplug/pciehprm_acpi.c

it8181fb_set_disp

it8181fb_blank
set_color_bitfieldsit8181fb_init

it8181fb_setcolreg

it8181SetPLL

it8181fb_encode_fix

it8181fb_setup

it8181fb_set_par

drivers/video/it8181fb.c

drivers/char/drm-4.0/proc.c.drm_reclaim_buffers.+NORMAL+.ps

drivers/char/drm-4.0/proc.c.drm_histogram_compute.+NORMAL+.ps

drivers/char/drm-4.0/proc.c.drm_dma_get_buffers.+NORMAL+.ps

drivers/char/drm-4.0/proc.c.drm_free_buffer.+NORMAL+.ps

drivers/char/drm-4.0/proc.c.drm_dma_enqueue.+NORMAL+.ps

drivers/char/drm-4.0/proc.c.drm_dma_get_buffers_of_order.+STATIC+.ps

drivers/char/drm-4.0/proc.c.drm_dma_takedown.+NORMAL+.ps

drivers/char/drm-4.0/proc.c

ms_mouse_interrupt
ms_bus_mouse_init

drivers/char/msbusmouse.c

cs89x0_probe

detect_tp
control_dc_dc

get_dma_channel

cs89x0_probe1

init_module

reset_chip

send_test_pkt

net_interrupt

write_irq

net_open

drivers/net/sungem.c

usbvideo_GetFrame

RingQueue_Allocate

usbvideo_OverlayChar
RingQueue_Dequeue

usbvideo_DeinterlaceFrame

usbvideo_v4l_read
usbvideo_v4l_mmap

usbvideo_default_procfs_read_proc

usbvideo_ReportStatistics

usbvideo_CompressIsochronous

usbvideo_NewFrame

usbvideo_v4l_open

usbvideo_register

usbvideo_IsocIrq

usbvideo_rvmallocusbvideo_DrawLine

usbvideo_v4l_close

usbvideo_CollectRawData

drivers/usb/CDCEther.c

a2232_receive_char

a2232_shutdown_port

a2232_init_portstructs

a2232_set_real_termios

a2232_open a2232_vbl_inter

a2232_init_drivers

drivers/char/ser_a2232.c

if

irport_net_open

irport_net_close
irport_open

__irport_change_speed

irport_hard_xmit

irport_net_ioctl
irport_receive

irport_change_speed

irport_write_wakeup

drivers/net/irda/irda-usb.c

au1000_ioctl

au1000_open

chug_raw_data

ssi0_interrupt

drivers/char/amd76x_pm.c

qs_ata_init_one

qs_port_start

qs_ata_setup_port

qs_intr_mmio

qs_fill_sg

qs_eng_timeout

qs_intr_pkt

drivers/scsi/hosts.c

fr_keepalive_send

fr_keepalive_timerfun

fr_statistics

drivers/net/wan/comx-hw-locomx.c

SkGePortCheckUpXmac

SkGeSirqIsr

SkGePortCheckShorts
SkHWLinkDown

SkPhyIsrGmac

SkGeSirqEvent

SkGePortCheckUpLone

SkGePortCheckUpGmac

SkGePortCheckUpBcom

drivers/net/sk98lin/skgemib.c

isicom_set_modem_info

isicom_ioctl
isicom_set_termioscleanup_module

isicom_get_serial_info

isicom_close

register_drivers
isicom_write

isicom_open

isicom_put_char
isicom_tx

register_isr

ISILoad_ioctl

isicom_config_port

isicom_interrupt

isicom_set_serial_info

drivers/char/qtronix.c

gs_put_char

gs_hangup
gs_block_til_readygs_getserial

gs_init_port

gs_flush_buffer

gs_write

drivers/char/generic_serial.c

forte_channel_format

forte_dsp_read
forte_channel_rateforte_dsp_write

forte_dsp_poll

forte_channel_stereo

forte_channel_bufferforte_dsp_ioctl

forte_dsp_mmap

forte_interrupt

forte_channel_resetforte_channel_prep

forte_remove

forte_channel_free

forte_probe

forte_proc_read

drivers/sound/waveartist.c

bmac_sleep_notify

bmac_transmit_packet

bmac_rx_on
bmac_set_timeout

bmac_probe

crc416

bmac_rxdma_intr

bmac_init_tx_ring
bmac_start_chip

bmac_init_rx_ring

bmac_mif_read

bmac_ethtool_ioctl

bmac_start

bmac_close

bmac_reset_and_enable

bmac_set_multicast
bmac_init_registers

bmac_tx_timeout

bmac_proc_info

drivers/net/ariadne.c

get_max_resource

do_bridge_resource_splitget_resourceget_io_resource

sort_by_size

cpqhp_resource_sort_and_combine

do_pre_bridge_resource_splitsort_by_max_sizehandle_power_fault

cpqhp_slot_find

cpqhp_hardware_test

cpqhp_process_SI

interrupt_event_handler
update_slot_info

remove_board

handle_switch_change

board_added

event_thread

board_replaced
handle_presence_change

configure_new_device

cpqhp_pushbutton_thread

configure_new_function

drivers/hotplug/shpchprm_legacy.c

line_info

change_speed

sab82532_flush_chars
sab82532_break

sab82532_ioctl

sab82532_open

block_til_ready

sab82532_interrupt
sab82532_read_proc

get_serial_info

sab82532_wait_until_sent

sab82532_unthrottle

sab82532_write
sab82532_hangup

sab82532_throttle

get_sab82532

sab82532_start_tx

sab82532_set_termios

batten_down_hatches

shutdown

sab82532_init_line

sab82532_init

cleanup_module

drivers/sbus/char/zs.c

cy_flush_chars

cy_start

set_modem_info
block_til_readycy_hangupcy_put_char

cd2401_rxerr_interrupt

cy_ioctl

cy_throttle

get_modem_info
mvme167_serial_console_setup

get_serial_info
set_serial_info

cy_unthrottle

cy_flush_buffer

cy_stop

cd2401_rx_interrupt
cd2401_modem_interrupt

serial167_init

putDebugChar

console_setup

show_status if

getDebugChar

serial167_console_write

drivers/char/n_hdlc.c

aurora_set_modem_info

aurora_ioctlaurora_real_init
aurora_set_termios

aurora_transmit

aurora_hangup
aurora_get_port

aurora_unthrottle

aurora_close

aurora_open

aurora_stop
aurora_receive

aurora_throttle

aurora_flush_chars

aurora_get_modem_info

aurora_set_serial_info
aurora_start

aurora_write

aurora_setup_port

block_til_ready

aurora_check_modem

aurora_change_speed

aurora_shutdown_port

aurora_send_break

aurora_get_serial_info

aurora_init_CD180

aurora_interrupt

aurora_probe

drivers/sbus/char/vfc_i2c.c

while

EXPORT_SYMBOL

do_z8530_init

z8530_tx_begin

z8530_sync_dma_open
z8530_sync_txdma_open

z8530_sync_dma_close

EXPORT_SYMBOL

z8530_sync_txdma_close

z8530_rx

z8530_dma_status

z8530_tx

z8530_rx_done

drivers/net/wan/hdlc_generic.c

pdc_set_termios

receive_chars

pdc_drv_init

pdc_close

pdc_write

drivers/char/pdc_console.c

dma_init_write

dma_init_read

blz1230_esp_detect

drivers/scsi/qlogicpti.c
bpp_ioctl

bpp_write

write_ecp

write_compat

read_nibbleget_pins

negotiate

probeLptPort

bpp_read

bpp_open

terminate

read_ecp

drivers/sbus/char/sab82532.c
pnpide_init

pnpide_generic_init

drivers/ide/ide-default.c switch

paste_selection

set_selection

drivers/char/selection.c

nodemgr_node_probe_one

nodemgr_match_driver
nodemgr_process_root_directory

nodemgr_check_irm_capability

nodemgr_do_irm_duties

nodemgr_host_thread

nodemgr_create_node

read_businfo_block

nodemgr_size_text_leaf

nodemgr_read_text_leaf

nodemgr_process_config_rom

raw1394_read_proc

drivers/ieee1394/cmp.c

atmtcp_recv_control

atmtcp_v_open
atmtcp_send_control

atmtcp_c_send atmtcp_c_close

atmtcp_v_ioctl

drivers/nubus/nubus.c

MODULE_DEVICE_TABLE
pcwd_read

send_command

pcwd_writepcwd_firmware_ver_revc

pcwd_firmware_ver_pci

pcwd_ioctl

pcwd_get_stat

pcwatchdog_init

drivers/char/pcwd.c

ali15x3_tune_chipset

ali15x3_tune_drive

ata66_ali15x3

init_hwif_ali15x3

ali_get_info

ali15x3_config_drive_for_dma

drivers/ide/pci/rz1000.c

piix_init_one

piix_set_dmamode

piix_disable_ahci

piix_set_piomode

piix_sata_probe

drivers/scsi/ahci.c

dch_nt_l2l1

hfcsx_card_msg

hfcsx_bhHFCSX_l1hw

main_rec_hfcsx

hfcsx_fill_fifo

inithfcsx

reset_hfcsx

release_io_hfcsx

mode_hfcsx

setup_hfcsx

hfcsx_l2l1

hfcsx_auxcmd

drivers/isdn/hisax/l3_1tr6.c

lp_console_write

lp_ioctl

lp_registerlp_init_module

lp_init

lp_open
lp_read

lp_write

drivers/char/sb1250_duart.c

acpi_system_suspend

acpi_system_write_debug
acpi_system_read_debugacpi_system_write_sleep

acpi_system_read_sleep

get_date_field

acpi_system_write_alarm
acpi_system_add_fs

acpi_system_read_alarm

acpi_system_remove_fs

acpi_system_remove

acpi_system_add

acpi_system_read_info
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Sense_Key_Specific
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init_registers
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typhoon_close
typhoon_ethtool_ioctltyphoon_init_one
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typhoon_start_tx
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aac_procinfo

aac_release
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drivers/net/wireless/airo_cs.c
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toshoboe_interrupt

if
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vortex_do_ioctl
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vortex_close
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set_8021q_mode
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drivers/net/bagetlance.c

debiwrite
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debiread
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saa_ioctl
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initialize_saa7121
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release_saa
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initialize_ibmmpeg2
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cdrom_transfer_packet_command
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cdrom_read_intr
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cdrom_queue_packet_command
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get_free_stripe

raid5_compute_sector
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raid5_run
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MODULE_PARM_DESC
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MODULE_LICENSE
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drivers/scsi/sun3_scsi.c

service_call
write_event_mask_2
gds_vector_name

sane_write_hwcb
hwc_unblank

get_input
hwc_ioctl

__attribute__
dump_storage_areaeval_hwc_receive_mask

do_hwc_write
hwc_init

eval_hwc_send_mask

release_write_hwcb

set_hwc_ioctls

eval_textcmd
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nubus_show_private_resource

nubus_show_display_resource

nubus_find_device

nubus_readdir
nubus_show_network_resource

nubus_find_rom_dir

nubus_probe_slot
nubus_get_board_resource

nubus_get_vendorinfo

nubus_get_icon

nubus_get_vidnames

nubus_get_functional_resource

nubus_add_board

nubus_read_proc

drivers/nubus/proc.c

sm_ma_control

mac_set_rx_mode

mac_counter_init

read_mdrset_recvptr

init_ram

init_tx

mac_update_counter

copy_tx_mac
directed_beacon

init_fplus

set_formac_addr

mac_get_mc_tableinit_mac

mac_update_multicast

build_claim_beacon

mac_del_multicast

set_txptr

drivers/net/sundance.c

drain_dac

stop_adc

stop_dactranslate_to_user
au1550_remove

dac_dma_interrupt

adc_dma_interrupt

start_dac

translate_from_user

start_adc

codec_init
intclk_setup

copy_dmabuf_user

au1550_read

au1550_probe

au1550_ioctl

au1550_write
au1550_open

au1550_mmap

drivers/sound/aci.c

parport_daisy_select

add_dev

parport_daisy_init

cpp_mux

assign_addrs

parport_find_device

cpp_daisy

void
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void
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arlan_change_mtu

arlan_probe_here

arlan_statistics

arlan_hw_config

arlan_check_fingerprint

cleanup_module
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netdev_close
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switch
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rx_data
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if
ray_interrupt
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ray_attach
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ray_event
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adapter_def
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tr_tx

tr_rx
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init_module

open_sap
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tok_interrupt
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release_dev

hp100_close
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get_stats
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__attribute__

i596_start_xmit
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i596_reset

i596_close
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i596_test
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drivers/scsi/dec_esp.c
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__init_io
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initialize_merge_fn
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wavelan_interrupt
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wv_ack

fee_write
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switch
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acquirecodecaccess
trident_rec_setup
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ali_ac97_set

trident_ac97_set

MODULE_DEVICE_TABLE

trident_write_voice_regs
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trident_mmap
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trident_write
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start_dac
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drivers/sound/gus_midi.c

sbmac_init_module
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sbdma_rx_process
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maestro_pm_callback

ac97_read_mixer

ess_mmap
allocate_buffers

maestro_power

ac97_write_mixer

ess_ioctl
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ess_write

ess_interrupt

ess_read

ess_open

maestro_pt101_initac97_recmask_io

prog_dmabuf

ess_open_mixdev

drain_dac

start_adc

apu_get_register

ess_play_setup
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maestro_ac97_reset

set_dac_rate
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start_bob
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for

parse_power

clear_advance
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maestro_suspend

maestro_config

drivers/sound/ad1848.c
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fdc_result

fdc_init
fdc_reset
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fdc_command
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random_ioctl
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extract_entropy
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mmc_ioctl

cdrom_update_settings

cdrom_sysctl_register
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cdrom_get_disc_info
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cdrom_get_track_info
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cdrom_release
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dvd_read_manufact
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dvd_read_copyright

register_cdrom

check_for_audio_disc

open_for_data
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start_new_cseg
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compute_seg_pos
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ohci_isoctl

ohci_devctl

ohci_iso_recv_start
ohci_schedule_iso_tasklets

ohci_iso_xmit_initohci_iso_xmit_start

ohci_iso_recv_bufferfill_task

ohci_iso_xmit_queue

ohci_iso_xmit_task

initialize_dma_rcv_ctxinitialize_dma_trm_ctx
dma_region_sync

handle_selfid

ohci1394_pci_remove

dma_trm_reset

dma_trm_tasklet
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ohci1394_pci_probe

alloc_dma_trm_ctx
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ohci_initialize

ohci_init_config_rom

insert_packet

free_dma_trm_ctx

ohci_iso_recv_init
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ohci_iso_recv_program

ohci_iso_recv_set_channel_mask

ohci_irq_handler

ohci_iso_recv_bufferfill_release

ohci_iso_recv_release_block

dma_rcv_tasklet
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isdn_calc_usage
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isdn_tty_block_til_ready
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isdn_tty_cmd_ATand
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isdn_tty_change_speed
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isdn_tty_handleDLEdown
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isdn_tty_readmodem
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set_rx_mode
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xircom_media_change
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outl_CSR6
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transceiver_voodoo

xircom_close

xircom_interrupt

xircom_rx

read_mac_address
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dasd_ioctl_no_register

dasd_resrel_timeout

dasd_device_from_kdev
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cleanup_dasd
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is_dir_out

transfer_pio
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wd33c93_intr
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phase_stringesp_check_cmd
esp_info
esp_print_ireg

esp_print_statreg
reconnect_target

esp_do_msgoutdone
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esp_host_info
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esp_initialize

sync_report
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esp_exec_cmd
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esp_done
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esp_abort

esp_queue
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esp_do_data_finale

esp_handle

esp_intr

esp_enter_status

esp_do_msgindone

esp_do_data

esp_do_status

drivers/scsi/sata_promise.c

BuildLinkServicePayload

ProcessELS_Reply

UnblockScsiDevice

cpqfcTSTerminateExchange

cpqfcTSWorkerThread

LoadWWN

SetLoginFields
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cpqfcTS_WorkTask
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cpqfcTSheartbeat
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SendLogins
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drivers/scsi/fdomain.c

__attribute__

i596_start_xmit

i596_reset

init_rx_bufs

switch init_i596_mem

i596_add_cmd

i596_tx_timeout

i596_close

i596_display_data

i596_rx

i596_cleanup_cmd

drivers/net/ni65.c

imm_negotiate

imm_cpp

imm_engine

imm_init

imm_detect
device_check

imm_select
imm_proc_info

imm_completion

drivers/scsi/qlogicfc.c

osst_detach
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__osst_analyze_headers
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os_scsi_tape_closeosst_write_filler
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osst_verify_positionosst_write_error_recovery
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osst_reposition_and_retry

osst_read_back_buffer_and_rewrite
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enlarge_buffer

osst_detach new_tape_buffer

osst_read_frame

osst_setup

drivers/scsi/mvme147.c

set_rx_mode

net_rx

net_send_packet
net_tx_timeout

net_open
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read_eeprom

drivers/net/sonic.c

dfx_int_common
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dfx_bus_init
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dfx_eisa_initdfx_interrupt
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dfx_driver_init

dfx_close
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dfx_hw_port_ctrl_req
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drivers/net/e2100.c
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null_prepare_tx
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go_tx
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ali_set_spdifout_rate
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ali_ioctl

if

ali_remove
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sound_free_dmap
DMAbuf_inputintr

sound_start_dma

dma_init_buffers

dma_reset_input

DMAbuf_getrdbuffer
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drivers/sound/kahlua.c
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mpt_do_upload

spin_unlock_irqrestore

SendPortEnable

mpt_print_ioc_summary
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dprintk

procmpt_destroy
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slicecom_set_clock_source

slicecom_set_linecode
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slicecom_update_leds
slicecom_set_loopback

MUNICH_close

MUNICH_open

MODULE_LICENSE

MUNICH_send_packet
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BOARD_init

cleanup_mister

for
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MUNICH_interrupt

BOARD_exit
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ioc3_display_forced_link_mode
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ioc3_interrupt
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skfp_ioctl

mac_drv_fill_rxd

mac_drv_clear_rxd
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wavelan_interrupt
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ips_isintr_copperhead_memio
ips_isintr_copperhead

ips_issue_i2o_memio
ips_wait

ips_intr_copperhead
ips_intr_morpheusips_issue_i2odo_ipsintr

ips_issue_copperhead_memio

ips_verify_bios_memio

ips_issue_copperhead

ips_isinit_morpheus

ips_alloc_passthru_buffer
ips_init_morpheus

ips_hainitips_reset_morpheus
ips_setup

ips_info

ips_eh_reset

ips_statinit_memio

ips_flash_firmware

ips_verify_bios

ips_rdcapips_erase_bios
ips_init_phase1

ips_host_info
ips_make_passthru

ips_erase_bios_memio

ips_statinit

ips_order_controllers

ips_get_version_info

ips_program_bios_memio

ips_flash_bios
ips_program_biosips_read_adapter_status

ips_send_cmd

ips_eh_abort

ips_map_status

ips_biosparam

ips_version_check

ips_is_passthru

ips_identify_controller
ips_scmd_buf_write

ips_scmd_buf_read

ips_usrcmd

ips_queue

ips_ffdc_time

ips_ffdc_reset

ips_fix_ffdc_time

ips_clear_adapter

ips_proc_info ips_setup_funclist
ips_halt

ips_init_copperhead_memio

ips_reset_copperhead

ips_msense

ips_read_config

ips_next

ips_chkstatus

ips_get_bios_version

ips_reset_copperhead_memio

ips_init_scb

ips_freescb

ips_allocatescbs

ips_insert_device

ips_readwrite_page5

ips_read_subsystem_parameters

ips_init_copperhead

ips_inquiry

ips_done

drivers/scsi/gdth.c

switch
if

sg_build_sgat

sg_unlink_reserve

sg_remove_request

sg_proc_dressz_write

sg_read_xfer
sg_proc_initsg_proc_hoststrs_info

sg_proc_devstrs_info

sg_malloc

sg_build_indi

sg_add_sfp

sg_read_oxfer

sg_mmap

sg_start_req

sg_write_xfer
sg_proc_dev_infosg_attach

sg_link_reserve

sg_remove_scat

sg_build_dir

sg_poll

sg_init

sg_detach

sg_common_write

sg_ioctl

sg_write

sg_rb_correct4mmap sg_vma_nopage

sg_new_write

sg_read

drivers/scsi/atp870u.c

set_modem_info

receive_chars_pio

rs_put_char

esp_break
receive_chars_dmachange_speed

esp_open

check_modem_status

espserial_init

get_serial_info

get_esp_config

rs_wait_until_sent

set_esp_config

rs_ioctlset_serial_info

shutdown

autoconfig

receive_chars_dma_done transmit_chars_pio

espserial_exit

rs_unthrottle

get_modem_info

block_til_ready

rs_write

rs_set_termios

rs_throttle

transmit_chars_dma_done

esp_basic_init

drivers/char/machzwd.c

collect_stats

NCR5380_proc_info

NCR5380_queue_command

NCR5380_select

lprint_Scsi_Cmnd
initialize_SCp

merge_contiguous_buffers

NCR5380_reset

NCR5380_abort

NCR5380_reselect

NCR5380_init

NCR5380_transfer_dma

NCR5380_transfer_pio

do_abort

NCR5380_information_transfer

NCR5380_main

NCR5380_intr

drivers/scsi/mac_esp.c

drain_dac

set_xmit_slots

waitcodec
rdcodec

stop_adc
stop_dac

translate_to_user

dac_dma_interrupt

translate_from_user

set_recv_slots

adc_dma_interrupt
start_dac

copy_dmabuf_user

au1550_probe

au1550_read

au1550_mmap

au1550_open

au1550_remove

au1550_write

au1550_ioctl

drivers/sound/pas2_card.c

ppc6_rd_data_blk

ppc6_rd_data_byte

ppc6_select

drivers/block/paride/pf.c

data_goes_outmesh_notify_sleep

mesh_release

mesh_detect

dumpslog
reselected

dumploghandle_errorcmd_complete

phase_mismatch

start_phase

dlog

handle_exception

set_sdtr
mesh_host_reset

mesh_init

mesh_queue

mesh_interrupt

halt_dma

mesh_done

handle_msgin

mesh_notify_reboot

mesh_dump_regs

mesh_start_cmd

set_dma_cmds

drivers/scsi/NCR53C9x.c

int

qeth_unregister_dbf_views
qeth_del_vipa_entry

qeth_hard_start_xmit
qeth_ipv6_init

qeth_add_procfs_entriesqeth_hardsetup_cardqeth_look_for_arp_data
qeth_change_mtu

qeth_send_control_data

qeth_procfile_write

qeth_send_nops

qeth_flush_buffer

qeth_recover
qeth_get_card_by_irqqeth_flush_packed_packets

qeth_fill_buffer
qeth_send_setadapterparms_query

qeth_send_setassparms

qeth_send_setadapterparms_mode

qeth_set_vipas

qeth_interrupt_handler_qdio

qeth_get_next_token
qeth_send_setipmqeth_do_send_packet

qeth_queue_input_buffer
qeth_put_unique_id

qeth_procfile_open

qeth_insert_ipv6_vlan_tag

qeth_get_next_skb

qeth_get_unitaddr

qeth_del_ipato_entry
qeth_clear_input_buffer

qeth_takeover_ip_ipms6

qeth_send_setadapterparms_change_addr

qeth_send_setip

qeth_send_setdelip

qeth_read_in_buffer

qeth_softsetup_thread

qeth_fill_header

qeth_reinit_thread

qeth_takeover_ip_ipms
qeth_alloc_card

qeth_send_packet_packed

qeth_issue_next_read

qeth_send_ipa_cmd

qeth_getint

qeth_init_dev

qeth_setips

qeth_wait_for_event

qeth_alloc_spare_bufs

qeth_qdio_input_handlerqeth_fill_ipa_cmd

qeth_verify_dev

qeth_interrupt_handler_write

qeth_qdio_establish

qeth_dm_act

qeth_correct_routing_status

qeth_do_ioctl

qeth_init_ringbuffers2

qeth_send_packet_fast

qeth_clear_card

qeth_interrupt_handler_read

qeth_sleepon

qeth_ulp_enable

qeth_setipms

qeth_sleepon_ioctl

qeth_fill_qeth_card_options

qeth_determine_card_type

qeth_ioctl_handle_snmp_data

qeth_qdio_output_handler

qeth_free_card

qeth_send_ipa_arpcmd
qeth_idx_activate_writeqeth_free_buffer

qeth_delete_all_ips

qeth_ulp_setup

qeth_idx_activate_read

qeth_cm_setup

qeth_cm_enable

qeth_remove_mc_ifa_from_list

qeth_probe

qeth_reboot_eventqeth_ipato_procfile_write

qeth_multicast_event

qeth_procfile_read

qeth_ip_event

qeth_attach_handler

qeth_ipato_procfile_open

qeth_perf_procfile_read

qeth_init

qeth_multicast6_eventqeth_ip6_event

qeth_chandev_msck_notfunc

qeth_dev_event

qeth_parse_option

qeth_chandev_parse_options

drivers/s390/net/ctctty.c

ahc_free

ahc_dump_card_state

switch

ahc_validate_offset
ahc_download_instr

ahc_parse_msg
ahc_find_syncrate

ahc_handle_brkadrint
ahc_find_period

ahc_reset_channel

ahc_fini_scbdata

ahc_handle_message_phase

ahc_handle_ign_wide_residue

ahc_set_syncrate
ahc_init_scbdata

ahc_rem_wscb

ahc_rem_scb_from_disc_list

ahc_devlimited_syncrate

ahc_handle_msg_reject

ahc_reset_current_bus

ahc_calc_residual

ahc_abort_scbs

ahc_match_scbahc_free_tstate
ahc_chip_init

ahc_search_disc_list

ahc_search_qinfifo

ahc_alloc_scbs

ahc_queue_lstate_event

ahc_controller_info

ahc_fetch_devinfo

ahc_build_transfer_msg

ahc_dumpseq
ahc_update_scsiid

ahc_init

ahc_pause_and_flushwork

ahc_send_lstate_events

ahc_setup_initiator_msgout

ahc_construct_sdtr

ahc_handle_en_lun

ahc_index_busy_tclahc_handle_proto_violationahc_construct_ppr

ahc_build_free_scb_list

ahc_reinitialize_dataptrs

ahc_softc_init

ahc_handle_devreset

ahc_print_scb

ahc_find_tmode_devs ahc_handle_scsiint

ahc_set_width

ahc_softc_insert

ahc_sent_msg

ahc_handle_target_cmd

ahc_handle_seqint

ahc_update_pending_scbs

ahc_loadseq

TAILQ_HEAD_INITIALIZER

ahc_run_tqinfifo

ahc_check_patch

ahc_clear_critical_section

ahc_run_qoutfifo

drivers/scsi/aic7xxx/aic79xx_proc.c

sb_audio_init

sb1_audio_trigger

sb20_audio_trigger

sb201_audio_set_speed

sb16_copy_from_user

if

sb1_audio_set_speed

sbpro_audio_prepare_for_input

jazz16_audio_set_speed

sb16_audio_trigger

sb20_audio_output_block

sb20_audio_start_input

sb1_audio_output_block

sb1_audio_start_input

sbpro_audio_prepare_for_output

drivers/telephony/ixj_pcmcia.c

format2bpp
set_videobus_dir
zr36057_set_jpg

zr36060_reset
zr36057_init_vfe

zr36057_overlay
zr36060_set_video

zr36060_set_jpg
clear_interrupt_counters

zr36060_set_jpg_SOStest_interruptsdo_zoran_mmap
zr36060_set_jpg_SOF

zoran_close

do_zoran_ioctl

zr36057_set_vfe

release_dc10

zoran_open

jpg_fbuffer_alloczr36057_set_memgrab
zoran_irq

zoran_check_params

jpeg_start

zr36060_set_jpg_DQT

zoran_open_init_params

zoran_feed_stat_com

zr36057_init
write_overlay_mask

find_zr36057

printk

jpg_fbuffer_free

zr36060_set_jpg_DHT

zr36060_set_jpg_APP

v4l_fbuffer_alloc

init_jpeg_queue

zr36060_set_jpg_COM

zr36060_set_cap

drivers/media/video/bttv-driver.c

streamer_change_mtu

streamer_ioctl

streamer_srb_bh

streamer_interrupt

streamer_set_rx_mode

streamer_proc_info

streamer_reset

streamer_asb_bh

streamer_rx

streamer_init_one

streamer_close

sprintf_info

if

streamer_xmit

streamer_arb_cmd

drivers/net/tokenring/olympic.c

fdomain_16x0_reset

do_fdomain_16x0_intr

fdomain_arbitrate

print_banner

fdomain_16x0_proc_info

fdomain_16x0_biosparam

fdomain_pci_bios_detect

fdomain_16x0_abort

fdomain_select

fdomain_isa_detect

fdomain_16x0_info

fdomain_is_valid_port

fdomain_16x0_detect

drivers/scsi/constants.c

olympic_change_mtu

olympic_srb_bh

olympic_close

olympic_rx

olympic_interrupt

olympic_set_rx_mode

olympic_proc_info

olympic_xmit

olympic_arb_cmd

olympic_asb_bh

olympic_init

drivers/net/tokenring/tmspci.c

if

te_config

falc_check_status

falc_init_hdlcfalc_init_e1

falc_init_t1

cpc_close

ch_config

rx_config

cpc_closech

plx_init

falc_close_all_timeslots

tx_config

rx_dma_buf_check

falc_intr_enable

cpc_falc_status

sca_tx_intr

falc_update_stats

tx1_dma_buf_check

cpc_tx_timeout

cpc_queue_xmit

cpc_ioctl

cpc_net_rx

cpc_init_one

tx_dma_buf_check

falc_pattern_test

falc_t1_intr

cpc_sca_status

cpc_init_card

dma_buf_read

sca_intr

drivers/net/wan/hdlc_raw_eth.c

ali_ircc_sir_write_wakeup

ali_ircc_sir_receive

ali_ircc_is_receiving

ali_ircc_fir_change_speed

SIR2FIR
FIR2SIR

ali_ircc_net_ioctl
ali_ircc_dma_xmit_complete

ali_ircc_net_close

ali_ircc_dma_xmit

ali_ircc_read_dongle_id

ali_ircc_fir_hard_xmit

for

ali_ircc_sir_hard_xmit

ali_ircc_init_53

ali_ircc_probe_53

ali_ircc_change_speed

ali_ircc_dma_receive

ali_ircc_sir_interrupt

ali_ircc_net_open

ali_ircc_setup

ali_ircc_change_dongle_speed

if

ali_ircc_sir_change_speed

ali_ircc_fir_interrupt

ali_ircc_dma_receive_complete

ali_ircc_open

drivers/net/irda/via-ircc.c

qla1280_data_direction
qla1280_done_q_put

qla1280_release

qla1280_setup

qla1280_return_status
qla1280_mem_free

qla1280_mem_allocqla1280_intr_handlerqla1280_biosparamqla1280_done

qla1280_detect

qla1280_queuecommand

qla1280_initialize_adapter

qla1280_isp_cmd

qla1280_read_nvram

qla1280_error_action
__qla1280_dump_bufferqla12160_get_target_parameters

qla1280_isp_firmware

qla1280_info

__qla1280_print_scsi_cmd

qla1280_proc_info

qla1280_pci_config

qla1280_chip_diag

qla1280_device_resetqla1280_slave_configure

qla1280_abort_command

qla1280_abort_device

qla1280_bus_reset

qla1280_error_entry

qla1280_debounce_register

qla1280_req_pkt

qla1280_check_for_dead_scsi_bus

qla1280_init_rings

qla1280_status_entry

qla1280_setup_chip

qla12160_set_target_parametersqla1280_get_target_options

qla1280_marker

qla1280_mailbox_command

qla1280_nvram_request

qla1280_32bit_start_scsi

qla1280_isr

qla1280_nvram_config qla1280_64bit_start_scsi

qla1280_abort_isp

qla1280_rst_aen

qla1280_poll

drivers/scsi/eata_dma.c

switch

query_disk

force_delete_disk

delete_disk

aac_srb_callback

ifaac_write

aac_build_sg64

aac_read

read_callback

aac_get_adapter_info

aac_get_containers

write_callback

aac_build_sg

setinqstr

aac_scsi_cmd

probe_container

aac_get_container_name

set_sense

drivers/scsi/aacraid/rx.c

mgsl_ioctl_common

set_modem_info

usc_set_serial_signals
mgsl_send_xchar

mgsl_isr_transmit_status
mgsl_bh_handler

mgsl_bh_receiveget_modem_infousc_get_serial_signalsmgsl_flush_buffer
mgsl_change_params

mgsl_break

mgsl_allocate_dma_buffersusc_stop_receiver

mgsl_wait_until_sent

mgsl_sppp_close

mgsl_isr_receive_status

mgsl_alloc_buffer_list_memory

mgsl_throttleblock_til_readymgsl_set_termios
mgsl_hangup

mgsl_unthrottle

mgsl_alloc_frame_memory

load_next_tx_holding_buffer

usc_stop_transmitter

mgsl_close

mgsl_set_params

mgsl_program_hw
mgsl_read_proc

usc_enable_async_clockmodem_input_wait

usc_loopback_frame

spin_lock_irqsave

mgsl_allocate_device

mgsl_irq_test

usc_set_async_mode

mgsl_get_rx_frame
usc_enable_aux_clock

usc_reset

mgsl_register_test

startup

mgsl_write_room

usc_start_receiver

mgsl_interrupt
mgsl_chars_in_buffer

mgsl_isr_receive_dma

usc_set_sdlc_mode

mgsl_load_pci_memory

mgsl_get_raw_rx_frame

mgsl_memory_test

mgsl_isr_transmit_dma

shutdown

usc_enable_loopback

mgsl_sppp_tx

usc_load_txfifo

mgsl_isr_io_pin

mgsl_enum_isa_devices

usc_process_rxoverrun_sync

mgsl_write

mgsl_flush_chars

mgsl_sppp_init

MODULE_LICENSE

mgsl_isr_misc

if

usc_start_transmitter

synclink_exit

mgsl_bh_action

mgsl_isr_receive_data

mgsl_dma_test

mgsl_init_tty

mgsl_trace_block

drivers/char/atarimouse.c

tg3_phy_string
tg3_stop_block
tg3_write_sig_post_reset

tg3_aux_stat_to_speed_duplex
tg3_get_5752_nvram_info

tg3_write_sig_legacy
tg3_write_sig_pre_reset

tg3_chip_reset
tg3_bmcr_resettg3_init_link_config

tg3_stop_fwtg3_calc_dma_bndry
calc_crc_errors

tg3_init_bufmgr_configtg3_init_bcm8002

tg3_set_bdinfo

tg3_setup_fiber_hw_autoneg

tg3_alloc_rx_skb

tg3_reset_task

tg3_interrupttg3_recycle_rxtg3_is_sun_570X

tg3_msi

tg3_close

tg3_load_5701_a0_firmware_fix

tg3_nway_reset

tg3_get_eeprom_hw_cfg

tg3_alloc_consistent

tg3_resume

tg3_phy_probe

tg3_copper_is_advertising_all
tg3_get_eeprom_size

tg3_nvram_read_using_eeprom

tg3_ioctl

tg3_set_wol

tg3_start_xmit

tg3_load_tso_firmware

tg3_nvram_write_block_unbuffered

tg3_nvram_init

tg3_rx
tg3_init_rings

tg3_set_eeprom

tg3_open

tg3_test_msi

tg3_free_rings

tg3_set_ringparam

tg3_get_settings

tg3_switch_clocks

tg3_periodic_fetch_stats
fiber_autoneg

tg3_set_pauseparam
tg3_abort_hw

tg3_test_interrupt

tg3_timer

tg3_poll

tg3_nvram_write_block_using_eeprom

tg3_get_regs

tg3_get_eeprom

tg3_init_5401phy_dsp__tg3_set_rx_mode

tg3_interrupt_tagged

tg3_get_estats

tg3_get_stats

tg3_do_test_dma

tg3_suspend

tg3_setup_copper_phy

tg3_setup_flow_control

tg3_fiber_aneg_smachine

tg3_phy_copper_begin

tg3_phy_write_and_check_testpat

tg3_setup_fiber_phy

tg3_init_one

tg3_get_device_address

tg3_phy_reset

tg3_set_power_state

tg3_get_invariants

tg3_init_coal

tg3_tx

tg3_link_report

drivers/net/Space.c

switch
sssyncv

SetDevSyncRate

SetDevWideMode

SccbMgr_sense_adapter
build_UCB

SccbMgr_config_adapterReadNVRam
utilEERead

Wait

probe_adapter

utilEEWrite

SccbMgr_abort_sccb

scsel

scbusf

utilEEReadOrgWriteNVRamSccbMgr_start_sccb

FP_PresenceCheck

RNVRamData

BusMasterInit

utilEESendCmdAddr

siwidr

queueFlushSccb
SccbMgr_unload_card

DiagBusMaster

XbowInit

scxferc

scini

autoLoadDefaultMap

SccbMgrTableInitTarget

scasid

DiagXbow

SccbMgr_isr

sisyncr

sdecm

sisyncn
CalcCrc16

inisci

sres

hostDataXferRestart

scarb

sfm

siwidn

sresb

queueSearchSelect

sciso

autoCmdCmplt

scsendi

hostDataXferAbort

queueCmdComplete

phaseDecode

shandem

ssel

RD_HARPOON

if

phaseBusFree

phaseMsgOut

phaseChkFifo

drivers/scsi/scsicam.c

printfahd_free

ahd_dump_card_state

ahd_download_instr

ahd_reset

ahd_parse_msg
switch

ahd_reset_channelahd_qinfifo_countahd_handle_scsi_status

ahd_update_coalescing_values
ahd_fini_scbdata

ahd_name

ahd_read_flexport

ahd_write_flexport

ahd_construct_ppr
ahd_verify_vpd_cksum

ahd_setup_initiator_msgout
ahd_fetch_devinfo

ahd_flush_qoutfifo

ahd_run_qoutfifo

ahd_init_scbdata

ahd_clear_fifo

ahd_verify_cksum

ahd_qinfifo_requeue

ahd_reset_current_bus

ahd_send_lstate_eventsahd_build_transfer_msg
ahd_abort_scbs

ahd_construct_sdtr

ahd_restart

ahd_dumpseq

ahd_clear_msg_state

ahd_search_scb_list

ahd_search_qinfifo
ahd_print_scb

ahd_find_syncrate

ahd_calc_residual

ahd_clear_intstat

ahd_update_scsiid

ahd_add_col_list

ahd_write_seeprom

ahd_alloc_tstate

ahd_rem_col_list

ahd_set_syncrate

ahd_handle_scsiint

ahd_sglist_allocsize

ahd_update_neg_tableahd_queue_lstate_event

ahd_handle_lqiphase_error

ahd_run_tqinfifo

ahd_qinfifo_requeue_tail

ahd_dump_scbs

ahd_validate_offset

ahd_handle_target_cmd

ahd_chip_init

ahd_reinitialize_dataptrs

ahd_find_tmode_devs

ahd_handle_en_lun

ahd_loadseq

TAILQ_HEAD_INITIALIZER

ahd_handle_msg_reject

ahd_clear_critical_section

ahd_iocell_first_selection
ahd_alloc_scbs

ahd_handle_proto_violation

ahd_pause_and_flushwork

ahd_resolve_seqaddr

ahd_sent_msg

ahd_handle_nonpkt_busfree

ahd_read_seeprom

ahd_handle_devreset
ahd_set_width

ahd_free_scb

ahd_match_scb

ahd_devlimited_syncrate

ahd_init

ahd_update_pending_scbs

ahd_handle_transmission_error

ahd_dump_sglist

ahd_check_patch

ahd_handle_ign_wide_residue

ahd_softc_insert

ahd_handle_pkt_busfree

drivers/scsi/aic7xxx/aic7xxx_core.c

ncr_usercmd
scsi_data_direction

ncr_nego_default
sym_read_Tekram_nvram

S24C16_set_bit
ncr_int_sir

__m_calloc_dma
ncr_display_Tekram_nvram

ncr_user_command
ncr_setwide

sym53c8xx_proc_infoncr_alloc_lcb
device_queue_depth

ncr_setsync

ncr_scatter_no_sglist
ncr_print_driver_setup

ncr_log_hard_error

ncr_get_ccb

ncr_setsyncwide

ncr_show_msg

ncr_setup_lcb

__map_scsi_single_data

sym_read_T93C46_nvram
ncr_evaluate_dpncr_alloc_ccbncr_display_Symbios_nvram

sym_read_Symbios_nvram

sym_read_S24C16_nvram

ncr_script_fill

ncr_regtest

ncr_wide_nego

ncr_host_info

ncr_prepare_setting
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