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__initfunc

fib_netdev_event

inet_dump_fib

ip_rt_ioctl

inet_addr_type
fib_inetaddr_event

fib_del_ifaddr
fib_magic

fib_validate_source

net/ipv4/fib_frontend.c

irlmp_convert_lap_reason
irlmp_service_to_hint

irlmp_register_client
irlmp_open_lsapirlmp_init

irlmp_connect_request

irlmp_check_servicesirlmp_register_service

irlmp_notify_client

irlmp_connect_response

irlmp_find_free_slsapirlmp_cleanup

irlmp_slsap_inuse

irlmp_proc_read

irlmp_connect_indicationirlmp_connect_confirm

irlmp_connless_data_request

irlmp_disconnect_indication

net/irda/irlmp.c

atalk_create
cleanup_module

atrtr_ioctl
atrtr_create

if

atalk_bind

atif_ioctl
atalk_autobindatalk_connect

atalk_sendmsg

atrtr_delete

atalk_checksum

atalk_ioctlatrtr_find
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raw_err

raw_geticmpfilter
raw_recvmsg

raw_sendmsg

raw_getrawfrag

net/ipv4/raw.c

tcp_reset
tcp_fin

tcp_check_urg
tcp_rcv_state_processtcp_check_req

tcp_rcv_established

prune_queue

tcp_ack_saw_tstamp

tcp_urgtcp_timewait_state_process

tcp_clean_rtx_queue

tcp_ack_probe

tcp_parse_options

tcp_fast_retrans
tcp_data_queue
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inflateInit2

inflateSync
inflateadler32

inflate_codes_new

inflate_trees_fixed

huft_build

inflate_fast

inflate_addhistory

inflate_codesinflate_blocks_reset

inflate_flush

if

inflate_trees_bits

inflate_blocks

inflate_trees_dynamic

for

arch/ppc/coffboot/zlib.c

set_modem_info

rs_8xx_throttle

rs_8xx_unthrottle

rs_8xx_write

rs_8xx_put_charrs_8xx_close

rs_8xx_set_termios

rs_8xx_interrupt

change_speed

rs_8xx_wait_until_sent

rs_8xx_open

rs_8xx_send_xchar

block_til_readyserial_console_write

rs_8xx_hangup

serial_console_wait_key

check_modem_status

shutdown

get_modem_info

receive_chars

__initfunc

__initfunc

arch/ppc/8xx_io/uart.c

drawchar

for

if

device_is_compatible

prepare_disp_BAT
draw_byte

prom_welcome

prom_set_color

drawhex

draw_byte_8

call_prom
draw_byte_16

draw_byte_32

scrollscreen

inspect_node

setup_disp_fake_bi

interpret_isa_props

call_rtas

interpret_dbdma_props

check_display find_pci_device_OFnode

interpret_pci_props

finish_node_interrupts

prom_next_node

interpret_root_props

clearscreen

prom_init

interpret_macio_props

flushscreen

relocate_nodes

print_properties

call_prom

arch/ppc/kernel/prom.c

restore_fp_regs1save_fp_regs1
arch/s390/kernel/s390fpu.c

cpcmd
arch/s390/kernel/cpcmd.c

display_emulation_not_implemented

arch/s390/kernel/mathemu.c

main
arch/s390/tools/hwc/hwc_cntl_key.c

cfg_initcfg_do_set

arch/s390/tools/silo/cfg.c

__ioremap
remap_area_pages

remap_area_pmd

remap_area_pte

arch/s390/mm/ioremap.c

sys_ipc

old_mmap

sys_olduname

arch/s390/kernel/sys_s390.c

do_page_fault
do_pseudo_page_fault

arch/s390/mm/fault.c

search_exception_table

search_one_table

arch/s390/mm/extable.c

__global_restore_flags

handle_IRQ_event

__global_save_flags

show

get_irq_list

arch/s390/kernel/irq.c

smp_count_cpus

smp_boot_cpusdo_boot_cpusmp_local_timer_interrupt

smp_ext_call_sync

smp_signal_others

smp_send_stop

do_ext_call_interrupt

smp_ext_call_sync_others

arch/s390/kernel/smp.c

test_access

show_mem

si_meminfo

__initfunc

arch/s390/mm/init.c

specification_exception
do_trap

__initfunc

illegal_op

arch/s390/kernel/traps.c

if
kernel_thread

sys_execve
cpu_idle

sprintf_regs
dump_thread

copy_thread

arch/s390/kernel/process.c

__initfunc

tod_to_timeval

do_gettimeofday

arch/s390/kernel/time.c

s390_init_machine_checks390_do_machine_check

s390_collect_crw_info

s390_machine_check_handler

arch/s390/kernel/s390mach.c

s390_search_devreg

s390_device_unregister

arch/s390/kernel/s390dyn.c

gdb_stub_handle_exception

putpacket

getpacket

arch/s390/kernel/gdb-stub.c

wait_cons_dev
s390_start_IO

get_irq_by_devno

s390_init_IRQ

s390_request_irq_special
disable_cpu_sync_isc

VM_virtual_device_infos390_process_IRQ
s390_device_recognition_irq

void

s390_SenseID

s390_displayhex

s390_do_crw_pending

if

for

enable_cpu_sync_isc

arch/s390/kernel/s390io.c

get_cpuinfo __initfunc

arch/s390/kernel/setup.c

switch

syscall_trace

find_extend_vma

copy_user

read_long

write_long

sys_ptrace

if

arch/s390/kernel/ptrace.c

__initfunc
arch/sparc64/kernel/cpu.c

starfire_translate
arch/sparc64/kernel/starfire.c

_do_spin_lock

_do_write_unlock
_do_read_unlock

arch/sparc64/lib/debuglocks.c

__initfunc
arch/sparc64/kernel/ebus.c

__initfunc
arch/sparc64/prom/init.c

socksys_open
arch/sparc64/solaris/socksys.c

sunos_ioctl
arch/sparc64/kernel/sunos_ioctl32.c

__initfunc
arch/sparc64/prom/memory.c

main

arch/sparc64/boot/piggyback.c

solaris_shmsys
arch/sparc64/solaris/ipc.c

prom_printf

arch/sparc64/prom/printf.c
device_scan

arch/sparc64/kernel/devices.c
prom_getproperty

arch/sparc64/prom/tree.c

prom_query_input_deviceprom_query_output_device

arch/sparc64/prom/console.c

search_exception_table
search_one_table

arch/sparc64/mm/extable.c

prom_retain
prom_itlb_load

prom_dtlb_loadprom_map

prom_cmdline

arch/sparc64/prom/misc.c

sys_getdomainnamesys_ipc

sys_sigaction

sys_perfctr

arch/sparc64/kernel/sys_sparc.c

__initfuncprom_apply_generic_ranges

arch/sparc64/prom/ranges.c

record_exception
do_mathemu

arch/sparc64/math-emu/math.cdo_sparc64_fault

get_user_insn

prom_probe_memory

arch/sparc64/mm/fault.c

solaris_sigpending

solaris_sigsetsolaris_sigprocmask

solaris_sigaction

sig_handler
solaris_wait

mapout

arch/sparc64/solaris/signal.c

fhc_ledblink
firetruck_init

arch/sparc64/kernel/central.c

xcall_deliver

smp_capture
if

find_flush_base

smp_flush_tlb_page
__initfunc

__initfunc

arch/sparc64/kernel/smp.c

get_int
get_long

write_sunos_user

find_extend_vmaget_page

syscall_trace

arch/sparc64/kernel/ptrace.c

set_rtc_mmss
timer_check_rtc

timer_interrupt

kick_start_clock

arch/sparc64/kernel/time.c

insb
insl

arch/sparc64/lib/PeeCeeI.c

do_illegal_instruction

do_fpe_commoncache_flush_trap

cee_log

rtrap_check

data_access_exception

die_if_kernel

arch/sparc64/kernel/traps.c

aout32_core_dump

load_aout32_binary

load_aout32_library

create_aout32_tables

arch/sparc64/kernel/binfmt_aout32.c

kernel_unaligned_trap

kernel_mna_trap_faultfetch_reg_addr
handle_stdfmna

handle_lddfmna

decode_access_size
handle_ld_nf

fetch_reg

arch/sparc64/kernel/unaligned.c
__initfunc

__initfunc

prom_callback

get_cpuinfo

arch/sparc64/kernel/setup.c

switchsolaris_s
solaris_T

solaris_i
linux_to_solaris_cflagsolaris_to_linux_cflagsolaris_ioctl

solaris_sockmod

solaris_S

solaris_to_linux_termios

solaris_timod
linux_to_solaris_termios

arch/sparc64/solaris/ioctl.c

__global_restore_flags

kill_prom_timerretarget_one_irqenable_irq

init_IRQ

free_irq
void

init_timers

handler_irq

request_irq

get_irq_list

psycho_build_irq

arch/sparc64/kernel/irq.c

io_remap_pmd_range

io_remap_page_range

io_remap_pte_range

arch/sparc64/mm/generic.c

__flush_tlb_all
prom_world

mmu_set_sbus64__flush_nucleus_vptes

paging_init

mmu_map_dma_area
inherit_prom_mappings

get_pte_slow

mmu_release_scsi_one
mmu_get_scsi_sgl

show_mem

__initfunc

mmu_release_scsi_sgl

__initfunc

arch/sparc64/mm/init.c

msghdr_from_user32_to_kern

solaris_recvmsg

solaris_sendmsg

arch/sparc64/solaris/socket.c

solaris_sysconf

solaris_procids

solaris_setrlimit64solaris_sysinfo
solaris_ntp_gettime

solaris_setrlimit

solaris_utssys

solaris_utsname

platform

solaris_ntp_adjtime

arch/sparc64/solaris/misc.c

pbm_write_config_byte
psycho_pcislot_imap_offsetpbm_write_config_dword

pbm_read_config_word
sabre_write_config_word
pbm_read_config_byte

psycho_irq_buildpbm_write_config_word
pbm_read_config_dword

pbm_intmap_match

sys_pciconfig_write
fixup_pci_dev

pcibios_fixup

sabre_write_config_byte

pdev_cookie_fillin

pci_mmap_page_range

assignment_process
psycho_reorder_devs

pci_add_vma

sys_pciconfig_read

__pci_mmap_make_offset

fixup_doit
sabre_probesabre_init

pdev_to_pnode_sibtraverse

psycho_iommu_init

fill_in_pbm_cookies

record_assignments
fixup_regs

pbm_probe

pcibios_init

arch/sparc64/kernel/psycho.c

fault_in_page

run_async_queue

asyncd

arch/sparc64/mm/asyncd.c

sunos_sysconf
sunos_fpathconf

sunos_semsys
sunos_mountsunos_brk

sys32_select

sunos_mincore
sunos_sigaction

sunos_nfs_mount

sunos_getdents

sunos_shmsys

sunos_nfs_get_server_fdsunos_filldir

sunos_msgsys

sunos_getdirentries

sunos_shmid_get

sunos_shmid_put
sunos_msqid_put

sunos_msqid_get

sunos_filldirentry

arch/sparc64/kernel/sys_sunos32.c

solaris_putmsg

solaris_getmsg
putpage

timod_putmsg
timod_getmsg

timod_optmgmt

arch/sparc64/solaris/timod.c

syscall_restart32

do_sigreturn32
restore_fpu_state32

do_signal32

read_maps

do_sys32_sigaltstack

setup_rt_frame32

svr4_setcontext

new_setup_frame32
_sigpause32_common

setup_frame32

do_rt_sigreturn32

save_fpu_state32

handle_signal32

setup_svr4_frame32

do_new_sigreturn32

arch/sparc64/kernel/signal32.c

kernel_thread

fault_in_user_windowsshow_regwindow

clone_stackframe

machine_restart

synchronize_user_stack

show_thread

sparc_execve

__show_regs
dump_fpu

copy_thread

show_regs32

dump_thread

show_stackframe

show_stackframe32

arch/sparc64/kernel/process.c

solaris_fpathconf

solaris_fstatvfs64
solaris_fstatvfssolaris_fcntl

solaris_lstat64

report_statvfs64
solaris_lstat

solaris_fstatfs

solaris_statfs

solaris_stat

solaris_stat64

report_statvfs

putstat64

putstat

arch/sparc64/solaris/fs.c

syscall_restart

setup_rt_frame

handle_signal
new_setup_frame

read_maps

save_fpu_state

do_sigreturn

do_rt_sigreturn

sparc64_set_context

restore_fpu_state

sparc64_get_context

arch/sparc64/kernel/signal.c

if
cdrom_ioctl_trans

do_video_ioctl

mt_ioctl_trans
fb_ioctl_transdev_ifconf

drm32_getsetunique

drm32_free_bufs

vt_check

ppp_ioctl_trans

do_fontx_ioctldrm32_info_bufs
do_kdfontop_ioctl

drm32_version

get_video_window32

dev_ifsioc

drm32_map_bufs
drm32_dma

drm32_addmap

drm32_res_ctx

loop_status

switch
fbiogetputcmap

routing_ioctl

fbiogscursor

arch/sparc64/kernel/ioctl32.c

switchsys32_fcntl
sys32_quotactl

sys32_readv

sys32_rt_sigqueueinfo
sys32_setrlimit

sys32_setitimersys32_writevsys32_socketcall
sys32_ipc

do_sys32_msgrcv
qm_deps

sys32_setgroups

do_readv_writev32

qm_symbols

sys32_query_module
do_sys32_msgsnd

get_mod_name
fillonedir

sys32_get_kernel_syms

old32_readdir

sys32_rt_sigtimedwait

siginfo32to64

copy_strings32

qm_refs

filldir
qm_info

sys32_rt_sigpending
sys32_rt_sigprocmask

siginfo64to32

sys32_times

qm_modules

sys32_select

sys32_rt_sigaction

sys32_utime

do_execve32
sys32_getdentsdo_sys32_msgctl

do_sys32_semctl

set_fd_set32

cmsghdr_from_user32_to_kern

msghdr_from_user32_to_kern

nfs_exp32_trans

sys32_nfsservctl

count32

nfs_clnt32_trans
do_sys32_shmctl

sys32_statfs

get_fd_set32

scm_detach_fds32

sparc32_execve

put_statfs

sys32_nanosleep

nfs_uud32_trans
nfs_getfh32_transsys32_sysctl

sys32_sysinfo

sys32_adjtimex

sys32_sendmsg

sys32_wait4

put_rusage
sys32_newfstat

cmsg32_recvmsg_fixup

sys32_newlstat

copy_mount_stuff_to_kernel

sys32_newstat
cp_new_stat32

do_set_attach_filter

sys32_recvmsg

arch/sparc64/kernel/sys_sparc32.c

__initfuncarch/sparc/mm/loadmmu.cprom_cmdlinearch/sparc/prom/misc.cprom_idlecpuprom_stopcpu
prom_restartcpu

prom_startcpu
arch/sparc/prom/mp.c__initfuncarch/sparc/kernel/tadpole.c__initfuncarch/sparc/kernel/auxio.c__initfunc

arch/sparc/prom/init.c_do_read_lock_do_spin_lock
_do_write_lock

_do_read_unlock

arch/sparc/lib/debuglocks.c__initfunc
arch/sparc/kernel/ebus.c__initfunc

arch/sparc/kernel/sun4setup.cmain
arch/sparc/boot/piggyback.cmain

arch/sparc/boot/btfixupprep.cprom_query_input_deviceprom_query_output_device
prom_nbgetchar
prom_nbputchar

arch/sparc/prom/console.c
prom_devclose

prom_seek
prom_devopen

arch/sparc/prom/devops.ccopy_aligned_window
synchronize_user_stack

arch/sparc/kernel/windows.c
claim_ticker14

arch/sparc/kernel/tick14.c
sunos_ioctl

arch/sparc/kernel/sunos_ioctl.c
sun4m_enable_irq

arch/sparc/kernel/sun4m_irq.cgetDebugChar

arch/sparc/ap1000/kgdb.c
__initfunc

arch/sparc/prom/memory.c
__initfunc

arch/sparc/kernel/cpu.c

sys_getdomainname

sys_ipc

sys_rt_sigaction

arch/sparc/kernel/sys_sparc.c

solaris_open
arch/sparc/kernel/solaris.c

device_scan

arch/sparc/kernel/devices.c

mpp_notify_schedule
arch/sparc/ap1000/mpp.c

ap_init_timers
arch/sparc/ap1000/timer.c

ap_write
ap_getbootargs

wait_on_int

show_mapping_ctx

arch/sparc/ap1000/util.c

do_solaris_syscall

arch/sparc/kernel/sys_solaris.c

mpp_hw_init

arch/sparc/ap1000/hw.c

__initfunc

iommu_init

arch/sparc/mm/iommu.c

prom_printf

arch/sparc/prom/printf.c

switch

set_debug_traps
handle_exception

exceptionHandlergetpacket

putpacket

arch/sparc/kernel/sparc-stub.c

sys_pciconfig_write
pcic_pin_to_irq

sys_pciconfig_readpcibios_read_config_dword

__initfunc

arch/sparc/kernel/pcic.c

sun4c_enable_irq
sun4c_disable_irq

__initfunc

__initfunc

arch/sparc/kernel/sun4c_irq.c

__initfunc

__initfunc

arch/sparc/mm/btfixup.c

prom_adjust_regs

__initfunc

prom_apply_generic_ranges

prom_adjust_ranges

arch/sparc/prom/ranges.c

kernel_unaligned_trap

maybe_flush_windows

ok_for_user

user_unaligned_trap

kernel_mna_trap_fault

arch/sparc/kernel/unaligned.c

iounit_map_dma_init

iounit_map_dma_area

iounit_init

arch/sparc/mm/io-unit.c

prom_sync_me__initfunc

get_cpuinfo

__initfunc

arch/sparc/kernel/setup.c

io_remap_pmd_range

io_remap_pte_range

io_remap_page_range

arch/sparc/mm/generic.c

search_exception_table

search_one_table

arch/sparc/mm/extable.c

fault_in_page

run_async_queue

asyncd

arch/sparc/mm/asyncd.c

prom_getname

prom_finddevice

arch/sparc/prom/tree.c

__initfunc

smp4d_cross_call

arch/sparc/kernel/sun4d_smp.c

sys_aplib

aplib_init

aplib_get

aplib_sync

aplib_bigrecv

_putget

aplib_put

aplib_send

arch/sparc/ap1000/aplib.c

__global_restore_flags

init_IRQ

__global_save_flags

handler_irq

unexpected_irq

void

arch/sparc/kernel/irq.c

apmmu_mmu_info

viking_flush_tlb_page

__initfunc

__initfunc

viking_flush_tlb_range

arch/sparc/ap1000/apmmu.c
copy_regwin
copy_regs
kernel_thread

sparc_execve

clone_stackframe
flush_threadmachine_restart__show_backtrace

sys_idle

show_thread

show_regs dump_thread

show_stackframe

copy_thread

arch/sparc/kernel/process.c

sun4c_flush_page
patch_kernel_fault_handler

sun4c_free_task_struct_hw
sun4c_free_task_struct_sw

free_locked_segment
__initfuncsun4c_demap_context_sw

sun4c_demap_context_hw
sun4c_get_pgd_fast

sun4c_lockarea

sun4c_flush_tlb_range_hw

sun4c_flush_tlb_range_sw
sun4c_mmu_info

sun4c_init_clean_mmu
sun4c_flush_tlb_page_hw

sun4c_flush_tlb_page_sw

sun4c_unlockarea

sun4c_flush_tlb_mm_sw

sun4c_flush_cache_mm_hw

sun4c_flush_tlb_mm_hw
sun4c_flush_tlb_all

sun4c_flush_cache_page_sw

sun4c_flush_cache_page_hw

sun4c_flush_cache_mm_sw

sun4c_init_map_kernelprom

sun4c_update_mmu_cache
sun4c_vac_alias_fixup

sun4c_flush_cache_range_hw

sun4c_flush_cache_range_sw

__initfunc

arch/sparc/mm/sun4c.c

switch
bif_led_status

ap_bif_init

release_bif
reply_killreply_bread

read_bif
bif_intr_runqueue

get_bif

bif_register_request

bif_add_debug_key

ap_bif_status

arch/sparc/ap1000/bnet.c

syscall_restart

_sigpause_common

new_setup_rt_frame
new_setup_frame

setup_frame

do_rt_sigreturn

do_new_sigreturn

setup_svr4_frame

do_sigreturn

svr4_setcontext

handle_signal

svr4_getcontext

read_maps

do_signal

arch/sparc/kernel/signal.c

do_one_mathemu

record_exception

do_mathemu

arch/sparc/math-emu/math.c

sun4d_get_irq_list

__initfunc

__initfunc

sun4d_handler_irq

void

arch/sparc/kernel/sun4d_irq.c

maybe_flush_windows
do_user_muldiv

arch/sparc/kernel/muldiv.c

lookup_fault

force_user_fault

do_sparc_fault

do_sun4c_fault

prom_probe_memory

sparc_lvl15_nmi

arch/sparc/mm/fault.c

msc_set_ringbuf

msc_unset_ringbuf

qbmful_interrupt

ap_msc_initfail_read

fail_write

refill_sq

msc_switch_to_check

msc_status

msc_switch_from_check

arch/sparc/ap1000/msc.c

paging_init

__initfunc

__initfunc

show_mem

arch/sparc/mm/init.c

read_byte

write_byte

syscall_trace

get_long

put_long

do_ptrace

find_extend_vma

write_sunos_user

arch/sparc/kernel/ptrace.c

tnet_info

ap_get

ap_bput
ap_phys_getap_phys_bput

tnet_add_completion

ap_phys_put

ap_put

tnet_send_ip

tnet_check_completion

rel_cid

memcpy_to_rbuf

tnet_send

tnet_recv

arch/sparc/ap1000/tnet.c

sun4m_nmi

do_fpe_trap

do_fpd_trap

die_if_kernel

arch/sparc/kernel/traps.c

sunos_sysconf
sunos_fpathconf

sunos_semsys

sunos_mount

sunos_msgsys

sunos_shmsys
sunos_sigactionsunos_nfs_mount

sunos_nfs_get_server_fd

sunos_filldir

sunos_getdirentries

sunos_filldirentry

sunos_getdents

sunos_mincore

arch/sparc/kernel/sys_sunos.c

clock_probe

set_rtc_mmss

__initfunc

sun4_clock_probe

__initfunc

arch/sparc/kernel/time.c

smp4m_message_pass

smp4m_percpu_timer_interrupt

__initfunc

smp4m_cross_call

arch/sparc/kernel/sun4m_smp.c

cypress_flush_tlb_range

hypersparc_init_new_context

__initfunc

srmmu_mapioaddr

srmmu_check_pgt_cache
map_kernelsrmmu_mmu_info

srmmu_get_pte_fast

srmmu_get_pgd_slow

__initfunc

cypress_flush_cache_range

srmmu_set_pte_nocache_cypress
srmmu_vac_update_mmu_cache

cypress_flush_page_to_ram

cypress_flush_cache_page

hypersparc_destroy_context

cypress_flush_cache_mm

cypress_update_rootmmu_dir

arch/sparc/mm/srmmu.c

switchdrivers/sound/opl3sa.c
byte_reversedrivers/net/skfp/smttimer.c
switchdrivers/char/ip2/ip2trace.c
ifdrivers/sound/v_midi.c

eicon_isa_find_carddrivers/isdn/eicon/linsys.c

gayle_probe_hwifdrivers/block/raid0.c

d7s_ioctldrivers/sbus/char/sunkbd.c

c101_initdrivers/net/sbni.c

hfmodem_refclock_currentdrivers/char/hfmodem/refclock.c

iph5526_nr_getdrivers/net/ne.c

lp_int_pout
lp_int_busy
lp_int_online

drivers/char/lp_intern.c

__initfuncdrivers/block/rd.c

parport_arc_initdrivers/misc/parport_arc.c

pci_resource_lendrivers/pci/pcisyms.c

keybdev_connectdrivers/usb/keybdev.c

esi_change_speed
drivers/net/irda/actisys.c

gus_midi_interrupt
drivers/sound/gus_midi.c

softdog_ioctl

drivers/char/softdog.c

void
drivers/sound/pas2_pcm.c

DivasLogIdidrivers/isdn/eicon/Divas_mod.c

mixcomwd_ioctldrivers/char/mixcomwd.c

indicate_status
drivers/isdn/sc/command.c

is_local_disk
do_emergency_sync

drivers/char/sysrq.c

emu10k1_set_record_src
drivers/sound/emu10k1/recmgr.c

js_am_read
drivers/char/joystick/joy-amiga.c

void
drivers/sound/sb_midi.c

omninet_shutdown
omninet_close

drivers/usb/serial/omninet.c

advwdt_openadvwdt_ioctl

drivers/char/advantechwdt.c

usb_driver_read
drivers/usb/drivers.c

acq_openacq_ioctl

drivers/char/acquirewdt.c

rng_dev_openrng_init

drivers/char/i810_rng.c

b1pcmcia_add_card
drivers/isdn/avmb1/capi.c

do_ioctl
drivers/isdn/eicon/kprintf.c

FPGA_Download

drivers/isdn/eicon/eicon_mod.c

__initfunc
drivers/scsi/sym53c416.c

fbcon_get_default_font
drivers/video/fonts.c

MY_INIT

drivers/acorn/char/serial-card.c

t1pci_remove_ctr
drivers/isdn/avmb1/b1.c

timer_ioctltimer_event

drivers/sound/sound_timer.c

init_smt
drivers/net/skfp/skfddi.c

SkLm80ReadSensor

drivers/net/sk_g16.c

ess_raf_received_pack

drivers/net/skfp/smt.c

init_module
drivers/net/7990.c

print_sense

drivers/scsi/gdth_proc.c

__initfunc__initfunc

drivers/net/atp.c

fop_open
fop_write

drivers/char/sbc60xxwdt.c

if

drivers/isdn/sc/init.c

SkEventDispatcher
drivers/net/sk98lin/sktimer.c

lmc_proto_open

lmc_proto_type

lmc_proto_init

drivers/net/eexpress.c

ide_init_sl82c105

drivers/block/loop.c

ap_ioctl
ap_open

drivers/ap1000/ddv.c

read_polled

drivers/pnp/parport_probe.c

Teles_card_msg

reset_teles3

setup_teles3

drivers/isdn/hisax/diva.c

bvme6000_scsi_detect
drivers/scsi/t128.c

__initfunc
drivers/sgi/char/newport.c

pas_midi_interruptvoid

drivers/sound/pas2_midi.c

pof_handle_datapof_write_buffer

drivers/isdn/pcbit/layer2.c

mca_esp_detect
drivers/scsi/eata_pio.c

r128_resctx

drivers/char/drm/r128_context.c

check_reset

drivers/isdn/sc/event.c

emu10k1_interrupt

drivers/sound/emu10k1/irqmgr.c

__initfunc

drivers/net/cops.c

video_register_device

for

video_open

drivers/char/videodev.c

hysdn_tx_cfgline

drivers/isdn/pcbit/module.c

icside_registericside_identifyif

drivers/acorn/block/ide-ics.c

voiduart6850_out

drivers/sound/uart6850.c

msgqueue_addmsg

drivers/acorn/scsi/msgqueue.c

js_lt_probe
drivers/char/joystick/joy-logitech.c

eicon_idi_callback
drivers/isdn/isdn_tty.c

fbcon_vga_bmove

drivers/video/fbcon-vga.c

i810_resctx

drivers/char/drm/i810_context.c

tdfx_resctx

drivers/char/drm/tdfx_context.c

status_pc_to_amiga

control_pc_to_amiga

__initfunc

drivers/misc/parport_amiga.c

parport_atari_init

drivers/misc/parport_atari.c

if

n_tty_ioctl
tty_wait_until_sent

set_sgttybset_termios

inq_canon

drivers/char/tty_ioctl.c

slow_memcpy

drivers/net/sis900.c
switch

set_selection

drivers/char/selection.c

sendmessagesend_and_receive

drivers/isdn/sc/interrupt.c

test_int

drivers/isdn/eicon/eicon_io.c

usb_dsbr100_closeusb_dsbr100_ioctl

drivers/usb/dsbr100.c

set_volumesscale_vol

ics2101_mixer_init

ics2101_mixer_ioctl

drivers/sound/ics2101.c

etherh_getifstat
etherh_setif

etherh_probe1

etherh_initdev

drivers/acorn/net/etherh.c

__initfunc

drivers/pci/proc.c

queue_remove
drivers/acorn/scsi/queue.c

__initfunc

lmc_probe_fake

drivers/net/8390.c

falcon_classify_cmd
atari_dma_xfer_lenatari_scsi_reset_boot

atari_scsi_detect

falcon_release_lock_if_possible
falcon_get_lock

atari_scsi_reset
atari_scsi_fetch_restbytes

drivers/scsi/advansys.c
wf_mpu_input_scanner

wf_mpu_synth_ioctl
wf_mpu_out

void config_wf_mpu

start_uart_mode

drivers/sound/wf_midi.c

pcbit_init
drivers/isdn/pcbit/edss1.c

mouse_rpc_initmouse_rpc_irq

drivers/acorn/char/mouse_rpc.c
__initfunc

drivers/net/lmc/lmc_debug.c

ddv_load_kernel
drivers/ap1000/ringbuf.c

js_db9_readjs_db9_probe

drivers/char/joystick/joy-db9.c
gus_linear_vol

gus_adagio_vol

drivers/sound/ac97.c

ftape_write_segment

write_segment

ftape_loop_until_writes_done

drivers/char/ftape/lowlevel/ftape-write.c

cg14_ioctl

drivers/video/cgfourteenfb.c
switchwriteback

if

hades_dma_emulator

drivers/scsi/mvme16x.c
i810tco_ioctl

i810tco_getdevice

tco_timer_settimer

drivers/char/i810-tco.c

mycard_install

drivers/sound/skeleton.c
read_qp

probe_qp

drivers/char/qpmouse.cvfc_i2c_xmit_byte
vfc_i2c_xmit_addr

drivers/sbus/char/cpwatchdog.c
if

drivers/sound/vwsnd.ccamera_disconnectcamera_probe

drivers/usb/dc2xx.cix1_card_msg

setup_ix1micro

drivers/isdn/hisax/l3dss1.cvidc_update_filler
vidc_mixer_ioctl

vidc_mixer_set

vidc_audio_set_speed

attach_vidc

drivers/sound/vidc.cmsnd_disable_irq
msnd_enable_irq

drivers/sound/midibuf.cparport_parse_irqsparport_claim_or_block

drivers/misc/parport_share.c
ser_deinit

ser_change_speed

ser_enab_tx_int

drivers/char/amiga_ser.c
saphir_reset

saphir_card_msg

setup_saphir

drivers/isdn/hisax/jade.c
ringbuf_ioctl

exit_ringbuf

drivers/ap1000/apfddi.c
mic_card_msg

setup_mic

drivers/isdn/hisax/isac.cser_get_modem_info
hypercom1_init

ser_change_speed

ser_interrupt

drivers/char/ser_hypercom1.cparide_init

drivers/block/paride/ktti.c
mga_resctx

drivers/char/drm/mga_context.c
NCR5380_pread

drivers/acorn/scsi/ecoscsi.c
i2c_detach_device

i2c_unregister_driver
i2c_register_driver

i2c_unregister_busi2c_attach_device

i2c_register_bus

drivers/char/i2c.c
NCR5380_pread

drivers/scsi/mac_esp.c

read_mouse
atari_mouse_interrupt

drivers/char/atarimouse.c
cpia_usb_streamReadcpia_usb_open

cpia_probe

cpia_disconnect

drivers/char/cpia_usb.cariadne2_block_output

ariadne2_block_input

__initfunc

drivers/net/irda/girbil.c

js_tg_probe
js_tg_read

drivers/char/joystick/joy-turbografx.c
if

tekram_change_speed

tekram_reset

drivers/net/irda/irport.c
js_pci_probe

drivers/char/joystick/joy-pci.c

sun_serial_setup

sunserial_console_termios

sunkbd_install_keymaps

drivers/sbus/char/sunmouse.c

girbil_change_speedgirbil_reset

drivers/net/irda/esi.c

drm_setunique

drivers/char/drm/ioctl.c

trm290_dmaproc__initfunc

drivers/block/gayle.c

sgi_usemaclone_ioctl

drivers/sgi/char/sgiserial.c

read_nvram

nvram_ioctl

write_nvram

drivers/macintosh/mac_keyb.c

ecm_fsm

prop_actions

ecm

drivers/net/skfp/ess.c

irq_probeNCR53c406a_pio_write

NCR53c406a_pio_readchip_init

__initfunc

drivers/scsi/qlogicisp.c

switch
iiDownloadAll

ii2DelayTimer

iiWaitForTxEmptyII

drivers/char/ip2/i2ellis.c

vfb_pan_displayvfb_encode_fix

set_color_bitfieldsvfb_set_var

__initfunc

drivers/video/vfb.c

switch
azt_poll

aztcd_release

azt_transfer

drivers/cdrom/sbpcd2.c

__initfunc
fcal_proc_info

drivers/scsi/scsi_ioctl.c

xpram_page_in
xpram_page_outxpram_init

xpram_requestxpram_ioctl

cleanup_module

drivers/s390/ccwcache.c

ir_close

ir_open

irda_usb_find_class_desc

drivers/usb/serial/ir-usb.c

hwc_console_unblank

drivers/s390/char/tape.c

set_normalized_cda

drivers/s390/net/iucv.c

cyberII_esp_detect

drivers/scsi/inia100.c

unload_pas
mix_write

detect_pas_hw

config_pas_hw

drivers/sound/pas2_card.c

get_base

esp_dafb_dma_irq_p

dma_irq_p_quick

mac_esp_intr

drivers/scsi/sr_vendor.c

loopback_xmit__initfunc

drivers/net/irda/tekram.c

switch
DivasPrintf

do_buffer

Divas_vsprintf

drivers/isdn/eicon/eicon_pci.c

write_i2ctr_ioctl

drivers/char/radio-trust.c

SkTimerInit

SkTimerStart

timer_done

drivers/net/sk98lin/skxmac2.c

read_mouse
adb_mouse_interrupt

drivers/char/adbmouse.c

aic7xxx_proc_info

drivers/scsi/qlogicfas.c

hisax_manager

drivers/isdn/hisax/isdnl1.c

isdn_x25iface_proto_restart

isdn_x25iface_proto_new

isdn_x25iface_xmit

drivers/isdn/isdn_concap.c

hpp_reset_8390
__initfunc

drivers/net/epic100.c

GetStatus

drivers/isdn/sc/shmem.c

bwtwofb_init

drivers/video/bwtwofb.c

pm2fb_cursor

pm2v_set_cursor_shape

drivers/video/pm2fb.c

pad_ioctl

open_pad

sample_ps2

drivers/char/pc110pad.c

pas_pcm_interrupt
pcm_set_speed

pas_audio_ioctl

pas_audio_start_input
pas_audio_output_block

pas_pcm_init

drivers/sound/sb_ess.c

vino_reg_and
vino_reg_or

vino_reg_read
vino_reg_write

vino_init

drivers/char/vino.c

read_aux

initialize_kbd
detect_auxiliary_port

write_aux
send_data

psaux_init
handle_kbd_event

drivers/char/pc_keyb.c

pcbit_fsm_event

drivers/isdn/pcbit/drv.c

parseOptbuild_proc_dir_entries

drivers/scsi/esp.c

mac_var_to_vmode

mac_vmode_to_var

drivers/video/macmodes.c

rtc_ioctl

set_rtc_time

get_rtc_time

drivers/sbus/char/sunserial.c

flash_llseek

flash_mmap

__initfunc

drivers/sbus/char/aurora.c

Teles_card_msg

reset_teles0

setup_teles0

drivers/isdn/hisax/gazel.c

eicon_pci_find_card

eicon_pci_init_conf

drivers/isdn/eicon/common.c

read_rio

write_rio

ioctl_rio

drivers/usb/rio500.c

js_war_process_packet
js_war_ldisc_open

drivers/char/joystick/joy-warrior.c

rmt

drivers/net/skfp/fplustm.c

read_mouse

drivers/char/dn_keyb.c

switch

getMcdStatus
mcd_open

GetToc

mcd_audio_ioctl
mcd_poll

mcd_transfer

drivers/cdrom/cdu31a.c

dma_setup
__initfunc

drivers/scsi/ppa.c

memory_open
mmap_mem

do_write_mempgprot_noncached
read_mem

__initfunc

read_kmemwrite_port
read_zero

read_zero_pagealigned

drivers/char/mem.c

proc_bus_pci_lseek

proc_bus_pci_ioctl
proc_bus_pci_mmap

proc_bus_pci_readproc_bus_pci_write

get_pci_dev_info

drivers/pci/oldproc.c

i810_infobufs
i810_markbufs

i810_addbufs_agp

i810_freebufs

drivers/char/drm/i810_bufs.c

emu10k1_addxmgr_alloc

drivers/sound/emu10k1/emuadxmg.c

de600_probede600_start_xmit

de600_tx_intr
de600_rx_intr

adapter_init

drivers/net/net_init.c

isdn_divert_ioctl

isdn_divert_open

put_info_buffer

drivers/isdn/divert/divert_init.c

for

drivers/isdn/isdn_bsdcomp.c

vcs_size

vcs_read

vcs_write

drivers/char/vc_screen.c

isdn_v110_encode

isdn_v110_stat_callback
SyncHeader

DecodeMatrixisdn_v110_open

EncodeMatrix

drivers/isdn/hysdn/hysdn_procconf.c

config_resources

hfmodem_sbcprobe

sbc4_intack
ess_mixer

ess_intack

drivers/char/hfmodem/sbc.c

init_one_dvma

dvma_init

__initfunc

drivers/sbus/sbus.c

dummy_start_output

dummy_attach

dummy_chip_reset

drivers/sbus/audio/dbri.c

lp_ioctl

lp_write_interrupt

drivers/char/lp_m68k.c

tuner_commandtuner_attach

drivers/char/tuner.c

MODULE_PARM

set_multicast_list

drivers/net/sdladrv.c

AVM_card_msg

release_ioregs

setup_avm_a1

drivers/isdn/hisax/hfc_sx.c

litelink_reset
litelink_change_speed

drivers/net/irda/old_belkin.c

if
UxCardMemAttach

UxPciConfigWrite
UxPciConfigRead

UxCardIoInBuffer

UxCardIoOutBuffer

Divasintr

switch

drivers/isdn/eicon/fourbri.c

zf_ioctl
zf_timer_on

zf_ping

zf_write

drivers/char/machzwd.c

cleanup_module
el3_close

el3_rx

el3_start_xmitel3_probe

update_stats

drivers/net/wd.c

mac_hid_init_hw

pckbd_init_hw

drivers/macintosh/macserial.c

switch

scsi_old_times_out

scsi_reset

scsi_old_done

scsi_request_sense

drivers/scsi/aic7xxx.c

init_one_port

drivers/misc/parport_ax.c

par96_interrupt
par96_tx

par96_rx par96_close

__initfunc

drivers/net/hamradio/yam.c

isp16_cdi_config

isp16_c929__detect

isp16_c928__detect

drivers/cdrom/cm206.c

find_buddha

drivers/block/pdc4030.c

wmforce_probe

drivers/usb/wmforce.c

divas_exitdivas_init

drivers/isdn/isdn_common.c

joydev_ioctljoydev_event

joydev_readjoydev_open

joydev_release

drivers/usb/joydev.c

el_receive

el_start_xmit

set_multicast_list

drivers/net/3c527.c

dia210
dia250

dasd_diag_check_characteristicsdasd_diag_fill_geometry
dasd_diag_build_cp_from_req

dasd_diag_do_analysis

mdsk_init_io

dasd_ext_handler

dasd_start_diag

drivers/s390/block/dasd_eckd_erp.c

s3trio_setcolreg
s3trio_pan_display

drivers/video/S3triofb.c

wd_close

cleanup_module

__initfunc
wd_block_input

init_module

drivers/net/ptifddi.c

fb_alloc_cmap

fb_copy_cmap

int

drivers/video/fbcmap.c

sgi_mouse_ioctl

sgi_keyb_ioctl

drivers/s390/idals.c

typhoon_read_proc

typhoon_ioctl

typhoon_setfreq_generic

drivers/char/radio-typhoon.c

vfc_mmap
vfc_open

vfc_set_control_ioctl
vfc_ioctl

vfc_csr_init

drivers/sbus/char/sunkbdmap.c

emu10k1_midi_read

emu10k1_midi_write

emu10k1_midi_callback

drivers/sound/emu10k1/midi.c

mdisk_request
mdisk_rw_io_clustered

mdisk_ioctl

mdisk_init_io
__initfunc

mdisk_end_request

drivers/s390/block/dasd.c

fill_sbus_device

__initfunc

sbus_do_child_siblings

drivers/sbus/char/envctrl.c

eata_pio_proc_info

drivers/scsi/scsi_module.c

DivasXlogRetrieve
xlog_to_klog

drivers/isdn/eicon/idi.c

__initfunc

e21_close

init_module

drivers/net/skeleton.c

Sportster_card_msg

reset_sportster

setup_sportster

drivers/isdn/hisax/cert.c

BKM_card_msg
setup_bkm_a4t

readreg

reset_bkm

drivers/isdn/hisax/callc.c

scsi_debug_intr_handlescsi_debug_queuecommand

scsi_debug_abortscsi_debug_proc_info

scsi_debug_reset

drivers/scsi/u14-34f.c

syncppp_initsyncppp_exit

drivers/net/dummy.c

aedsp16_dsp_reset

init_aedsp16_mss

init_aedsp16

drivers/sound/lowlevel/awe_wave.c

switch
relocate_ess1688
sb16_set_irq_hwsbintr

relocate_Jazz16sb16_set_mpu_portdsp_get_vers

sb_dsp_reset

init_Jazz16_midisb_dsp_detect
if

smw_midi_init

drivers/sound/sb_common.c

gamma_control

gamma_dma_prioritygamma_irq_uninstall

gamma_lock

gamma_dma_schedule
gamma_dma_quiescent_dual

gamma_dma

drivers/char/drm/gamma_dma.c

pcbit_terminate

pcbit_l3_receive

set_protocol_running

drivers/isdn/avmb1/kcapi.c

r128_addbufs_agp

r128_addbufs

r128_mapbufs

drivers/char/drm/r128_bufs.c

js_sball_ldisc_receive

js_sball_ldisc_open

js_sball_process_packet

drivers/char/joystick/joy-spaceball.c

__initfunc

drivers/char/lp_mfc.c

switch

x25_asy_esc
x25_asy_write_wakeupx25_asy_init

cleanup_module

x25_asy_alloc

x25_asy_changed_mtu

x25_asy_get_stats

drivers/net/mace.c

b1pciv4_procinfo

b1pciv4_remove_ctr

b1pci_remove_ctr

drivers/isdn/divert/divert_procfs.c

AVM_card_msg

setup_avm_a1_pcmcia

drivers/isdn/hisax/sedlbauer.c

MIDI_int
MIDI_init_port

__initfunc
MIDI_change_speed

MIDI_enab_tx_int

drivers/char/atari_MIDI.c

mcdx_setdrivemode

__initfunc
mcdx_talk

mcdx_requestmultidiskinfo

mcdx_playtrk

mcdx_requestsubqcode

mcdx_requesttocdata

drivers/cdrom/sjcd.c

js_console_probe

js_console_read

js_psx_read_packet

drivers/char/joystick/joy-console.c

attach_cs4232

for

unload_cs4232

drivers/sound/cs4232.c

actisys_change_speedactisys_reset

drivers/net/irda/irtty.c

ftape_read_segment_fraction

ftape_read_header_segment

correct_and_copy_fraction

ftape_decode_header_segment

drivers/char/ftape/lowlevel/ftape-read.c

js_mag_ldisc_open
js_mag_process_packet

drivers/char/joystick/joy-magellan.c

MFPctrl_get_modem_info

MFPser_change_speed

MFPser_rxerr_int
MFPser_init

MFPser_init_port

drivers/char/atari_MFPser.c

ev_dispatcher
do_smt_flag

drivers/net/skfp/drvfbi.c

ser_get_modem_info
init_hpdca_uart

ser_change_speed

cleanup_module

__initfunc
for

hpdca_ser_interrupt

drivers/char/ser_hpdca.c

usb_bluetooth_probebluetooth_read_bulk_callback

drivers/usb/bluetooth.c

sun3x_esp_detect

drivers/scsi/scsi_syms.c

drm_mapbufs
drm_markbufs

drm_infobufsdrm_addbufs

drm_freebufs

drivers/char/drm/bufs.c

init_module
netcard_probe

net_send_packet

net_close

net_rx

drivers/net/dgrs_firmware.c

drm_getctx

drm_rmctx

drm_modctx

drm_resctx

drivers/char/drm/context.c

misc_register

misc_init

misc_open

drivers/char/misc.c

sun_mouse_ioctl
sun_mouse_inbyte

drivers/sbus/char/flash.c

wacom_intuos_irq

wacom_probe

drivers/usb/wacom.c

vesafb_pan_display

vesa_setcolregvesafb_setup
vesa_setpalette
__initfunc

vesafb_set_dispvesafb_get_fix

vesafb_set_var

drivers/video/vesafb.c

pci_compat_unregister_driver

pci_compat_match_device

pci_announce_device

drivers/sound/emu10k1/emu_wrapper.c

read_mouse

mouse_interrupt

__initfunc

drivers/char/amigamouse.c

ecard_write

ecard_setadcgain

emu10k1_ecard_init

drivers/sound/emu10k1/ecard.c

dnumber
usbdevfs_bus_readdirusbdevfs_root_readdir

usbdevfs_bus_lookup

usbdevfs_read_super

usbdevfs_root_lookup

usbdevfs_read_inode

usbdevfs_remove_device

drivers/usb/inode.c

_zft_write

drivers/char/ftape/zftape/zftape-write.c

aha1740_makecode

aha1740_detect
aha1740_queuecommand

aha1740_test_portif

aha1740_intr_handle

drivers/scsi/sd_ioctl.c

usb_dump_device_descriptor
usb_dump_configusb_dump_desc

usb_device_read

usb_dump_interface_descriptor
DECLARE_WAIT_QUEUE_HEAD

usb_device_dump

drivers/usb/devices.c

mts_show_command

mts_remove_nolock
mts_scsi_detect

mts_scsi_queuecommand

mts_int_submit_urb
mts_build_transfer_context

mts_usb_probe

drivers/usb/microtek.c

hub_probe

usb_hub_events

hub_ioctl

usb_hub_port_connect_change
usb_hub_port_wait_reset

usb_hub_thread

drivers/usb/hub.c

__initfunc
radio_close

radio_function

radio_bits_get
radio_power_on

radio_bits_set

drivers/char/radio-maestro.c

read_mouse

mouse_interrupt

drivers/char/busmouse.c

matroxfb_get_cmap
matroxfb_set_var

matrox_setcolreg

matroxfb_get_fix

drivers/video/matroxfb.c
mdacon_scroll

mdacon_bmove

__initfunc

mdacon_blank

drivers/video/mdacon.c handle_rawcode

__initfunc

kbd_reset_kdown

drivers/acorn/char/keyb_arc.c

js_orb_ldisc_open
js_orb_process_packet

drivers/char/joystick/joy-spaceorb.c
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drivers/char/tty_io.c

ne_block_output

ne_reset_8390

init_module

ne2_procinfo

__initfunc

drivers/net/seeq8005.c

hscx_l2l1

modehscx

inithscx

drivers/isdn/hisax/fsm.c

new_proc_entry

autoprobe_read_proc

irq_read_proc

hardware_read_proc

irq_write_proc

drivers/misc/parport_procfs.c

void

virgefb_set_disp

Cyber3D_RectFill__initfunc

virgefb_set_var

Cyber_encode_var
Cyber_encode_fix

Cyber_decode_var

drivers/video/virgefb.c

smt_srf_event

smt_init_evc

smt_send_srf

drivers/net/skfp/ecm.c

__initfunc

drivers/net/at1700.c

usb_show_endpoint_descriptor

usb_dump_urb

drivers/usb/usb-debug.c

macio_adb_init

macio_adb_send_request

macio_adb_interrupt

drivers/block/ide-probe.c

sr_cd_check

sr_set_blocklength

sr_vendor_init

drivers/scsi/imm.c

Gazel_card_msg

WriteISAC
WriteHSCX

release_io_gazel

reset_gazel setup_gazel

setup_gazelisa

drivers/isdn/hisax/avm_a1p.c

fd_times_out
fd_motor_off_timer

__initfuncfd_select_drive

setup_req_params

fd_ioctl

finish_fdc_done
floppy_revalidate

check_change

do_format

drivers/block/ht6560b.c

identify_board

sc_init

sc_exit

drivers/isdn/sc/ioctl.c

printk

switch

adb_message_handlerinit_microspeed

init_turbomouseinit_trackball

init_trackpad

drivers/macintosh/mediabay.c

channel_check_for_type

ccw_check_return_code
ccw_check_unit_checkctc_irq_handler

ctc_read_retry

ctc_irq_bh

ctc_release

ctc_open

drivers/s390/net/lcs.c

toshoboe_stopchip

toshoboe_init
toshoboe_apmproc

toshoboe_gotosleep

toshoboe_setbaud
toshoboe_net_open

toshoboe_open

toshoboe_hard_xmit
toshoboe_net_close

toshoboe_net_ioctl

toshoboe_initptrs

toshoboe_startchip

if

drivers/net/irda/smc-ircc.c

usb_internal_control_msg

usb_check_bandwidth
usb_clear_halt

usb_connect
usb_register_bus

usb_root_hub_string

usb_string

usb_start_wait_urbusb_new_device

usb_control_msg

usb_alloc_dev

usb_alloc_bus

usb_set_maxpacket

usb_disconnect

drivers/usb/usb.c

q40fb_set_var

q40fb_init

q40fb_ioctl

q40fb_set_disp
q40fb_get_fix

q40fb_get_var

drivers/video/q40fb.c

SkI2cInit
SkI2cStop

SkI2cRcvBit
SkI2cStart

SkI2cEvent
SkI2cCheckSensor

SkI2cInit0

drivers/net/sk98lin/skgehwt.c

memset

while

sd_detach

if

rw_intr

sd_init_onedisk

cleanup_module

drivers/scsi/eata_dma.c

diva_server_load

diva_server_mem_get

diva_server_start
diva_server_test_int

diva_server_reset

drivers/isdn/eicon/eicon_idi.c

smc_send_packet
smc_rcv

smc_open

smc_set_multicast_list
smc_interrupt

__initfunc

smc_reset

__initfunc

smc_tx

print_packet

drivers/net/ppp.c

AVM_card_msg

modehdlc
setup_avm_pcipnp

hdlc_l2l1

HDLC_irq_main

hdlc_empty_fifo
hdlc_fill_fifo

reset_avmpcipnp

clear_pending_hdlc_ints

drivers/isdn/hisax/icc.c

mac8390_initdev

mac8390_memsize

mac8390_probe

drivers/net/sunhme.c

jade_fill_fifo

jade_empty_fifo

jade_interrupt

drivers/isdn/hisax/teles3.c

evdev_ioctl

evdev_open

evdev_release

drivers/usb/evdev.c

SkXmInitDupMd
SkXmAutoNegDoneBcom

SkXmInitPhySkXmAutoNegDone

SkXmSetRxCmd

SkXmInitPhyXmac
SkXmInitPauseMd

SkXmIrq

SkXmInitPhyLone

SkXmInitPhyBcom

SkXmInitMac

SkXmAutoNegDoneXmac

SkXmAutoNegDoneLone

SkXmSoftRst

SkXmHardRst

drivers/net/ibmtr.c

switch

ifslow_sane_block_output

__initfunc

test_8390

drivers/net/yellowfin.c

sca_ioctl

sca_xmit
sca_set_clock

sca_intr

sca_tx_intr

sca_create_rings

sca_set_hdlc_mode

drivers/net/slip.c

zft_update_volume_table

extract_zft_volume

create_zft_volume

extract_alien_volume
zft_init_vtbl

check_volume_label

drivers/char/ftape/zftape/zftape-vtbl.c

hysdn_rx_netpkt
net_open

drivers/isdn/hysdn/hysdn_boot.c

NETjet_U_card_msg
reset_netjet_u

setup_netjet_u

drivers/isdn/hisax/isar.c

TeleInt_card_msg

readreg
writereg

writefifo

readfifo

reset_TeleInt

setup_TeleInt

drivers/isdn/hisax/q931.c

arxescsi_detectarxescsi_dma_pseudo

drivers/acorn/scsi/arxescsi.c

ns87415_dmaproc

__initfunc

ns87415_prepare_drive

drivers/block/DAC960.c
main

while

addpair

drivers/char/conmakehash.c

js_sw_measure_speed

js_sw_parse

js_sw_3dp_id

js_sw_probe
js_sw_read_packet

js_sw_init_digital

drivers/char/joystick/joy-sidewinder.c

valkyriefb_blank

valkyrie_var_to_par__initfunc

__initfunc

read_valkyrie_sense

valkyriefb_switch

valkyriefb_setcolreg

valkyrie_set_par

drivers/video/valkyriefb.c dma_stop

dma_setup

__initfunc

drivers/scsi/scsicam.c powertecscsi_release

powertecscsi_set_proc_info

powertecscsi_info

powertecscsi_detect

powertecscsi_dma_setup

drivers/acorn/scsi/powertec.c

translate_baudrate_to_ftdi

ftdi_sio_set_termios

ftdi_sio_ioctl

ftdi_sio_open

ftdi_sio_close

drivers/usb/serial/ftdi_sio.c

maui_init

download_code

attach_maui

probe_maui

drivers/sound/hex2hex.c
hysdn_addlog

hysdn_log_write

hysdn_log_close

hysdn_log_poll
hysdn_log_read

put_log_buffer

drivers/isdn/hysdn/hysdn_sched.c NETjet_S_card_msg
reset_netjet_s

setup_netjet_s

drivers/isdn/hisax/elsa_ser.c

status_mfc3_to_pc

control_pc_to_mfc3

status_pc_to_mfc3

__initfunc

drivers/misc/parport_mfc3.c

SkAddrPromiscuousChange

SkAddrInit

SkAddrOverride

drivers/net/sk98lin/skge.c

setstack_elsa

rs_interrupt_elsa
change_speed

mshutdown receive_chars

modem_l2l1

drivers/isdn/hisax/w6692.c

empeg_read_bulk_callback

empeg_write

empeg_close

empeg_open

drivers/usb/serial/empeg.c

if

dsp56k_opendsp56k_ioctl

dsp56k_write

dsp56k_read

drivers/char/dsp56k.c

__initfunc

receive_pcb

elp_init start_receive

elp_get_stats
check_3c505_dma

elp_close

receive_packet

elp_set_mc_list

drivers/net/skfp/can.c

z_decomp_alloc

z_comp_alloc
z_comp_init

z_compress

z_decompress

z_decomp_init
z_incomp

zalloc_init

zalloc

drivers/net/ariadne.c

if
__irtty_change_speed

irtty_open

irtty_net_close

irtty_close

irtty_ioctl

irtty_change_speed

irtty_net_open

irtty_raw_read

irtty_net_ioctl

irtty_set_dtr_rts

irtty_hard_xmit

irtty_write_wakeup

drivers/net/irda/w83977af_ir.c

newport_ioctl

newport_restore

newport_save

drivers/sgi/char/graphics_syms.c

S0Box_card_msg

setup_s0box

read_fifo

drivers/isdn/hisax/bkm_a4t.c

tdfx_version
tdfx_release

tdfx_lock tdfx_setup

tdfx_ioctl

drivers/char/drm/tdfx_drv.c

hdlc_set_mode

cisco_netiffr_hard_header

pvc_open

hdlc_init

cisco_hard_header

hdlc_netif_rx

hdlc_close

hdlc_open

fr_lmi_send

fr_cisco_open

fr_netif

cisco_keepalive_send

drivers/net/znet.c

isac_new_ph

isac_fill_fifo
isac_empty_fifo

clear_pending_isac_ints

initisac

ISAC_l1hw

dbusy_timer_handler

isac_interrupt

drivers/isdn/hisax/isurf.c

linear_map

linear_status

linear_run

drivers/block/ali14xx.c

SBIT

l3_1tr6_disconnect_req

l3_1tr6_t305l3_1tr6_setup_req

l3_1tr6_rel

l3_1tr6_setup

l3_1tr6_disc

l3_1tr6_setup_rsp

down1tr6

drivers/isdn/hisax/amd7930.c

diva_server_4bri_load

diva_server_4bri_test_int

diva_server_4bri_start

diva_server_4bri_mem_get

drivers/isdn/eicon/fpga.c

arcnet_rx

arcnet_makenamearcnetA_type_trans
if

arcnet_setup

arcnetA_rebuild_headerarcnetS_type_trans

arcnetA_header

arcnetS_header

arcnetA_rx
arcnetS_init

arcnetE_send_packet

arcnetS_rx

arcnetS_rebuild_header
arcnet_open

arcnetA_send_packet

arcnet_close

drivers/net/skfp/cfm.c

__check_consistency

raid1_error

raid1_make_request
raid1d

raid1_hot_add_disk

drivers/block/ns87415.c

idefloppy_identify_device

idefloppy_create_mode_sense_cmdidefloppy_open

idefloppy_get_capacity

idefloppy_setup

idefloppy_pc_intr

idefloppy_do_request

drivers/block/rz1000.c

amd7930_card_msg

Bchan_manl1amd7930_dxmit_callback

setup_amd7930
Bchan_rcv_bh

amd7930_Dchan_l2l1

drivers/isdn/hisax/hfc_pci.c

ftape_timestamp

void

drivers/char/ftape/lowlevel/ftape-calibr.c

pcbit_receive

pcbit_l2_active_conf

pcbit_recv_ack
pcbit_deliver

pcbit_transmit

drivers/isdn/pcbit/callbacks.c

i810_ioctl

i810_version

i810_setup

i810_release

drivers/char/drm/i810_drv.c

lance_rx

__initfunc

lance_probe

set_multicast_list
init_module

lance_get_stats lance_init_ring

lance_start_xmit

drivers/net/dmfe.c

tape_alloc_ccw_req

tapestate_set

tape_devices_open

tapestate_event

tape_init

tape_split_parm_string

drivers/s390/char/con3215.c

qcam_await_ready1qcam_await_ready2

qc_setup qcam_init

init_module

if

qc_capture

qcam_ioctl

qc_detect

qcam_read_bytes

drivers/char/c-qcam.c

switch

probe_pss

attach_pss_mssset_irq

pss_coproc_ioctl

set_dma

attach_pss

set_bass

set_master_volume

drivers/sound/maui.c

mode_tiger
tiger_l2l1

drivers/isdn/hisax/nj_u.c

init_module

elmc_get_stats
elmc_interrupt

__initfunc

init586
elmc_getinfo

alloc586

elmc_rcv_int

drivers/net/3c507.c

read_chan

normal_poll
write_chan

opost_block

n_tty_receive_buf

copy_from_read_buf

opost

drivers/char/n_tty.c

platinum_set_disp

__initfunc
set_platinum_clock

platinum_encode_fix

platinum_setcolreg

platinum_var_to_par

platinum_set_par

read_platinum_sense

drivers/video/platinumfb.c

ffb_version

ffb_cleanup

ffb_unlock

ffb_release

ffb_init

ffb_init_one

ffb_lock

get_ffb_type

align_fb_mapping

ffb_ioctl

ffb_mmap

ffb_setup

drivers/char/drm/ffb_drv.c

hycapi_procinfo
switch

hycapi_send_message
hycapi_sendmsg_internal

hycapi_read_proc

hycapi_fill_profile
hycapi_release_internal

hycapi_register_internal

drivers/isdn/hysdn/hysdn_proclog.c

jade_l2l1
clear_pending_jade_ints

jade_write_indirect
initjade

JadeVersion

drivers/isdn/hisax/bkm_a8.c

Elsa_card_msg

elsa_led_handler

reset_elsa

setup_elsa

drivers/isdn/hisax/sportster.c

case

socal_hw_enque

socal_intr

socal_init_bursts

socal_reset
socal_init

cleanup_module

drivers/fc4/socal.c

emu10k1_timer_uninstall
emu10k1_timer_install

drivers/sound/emu10k1/timer.c

switch

if
mad_read

mad_write
probe_mad16

probe_mad16_mpu

MODULE_PARM chip_detect

attach_mad16

drivers/sound/mad16.c

if

pcwd_openpcwd_read

pcwd_ioctl

get_firmware

__initfunc

drivers/char/pcwd.c

reset_drive

cdromplaymsfupdate_toc
send_seek_params

poll

transferget_multi_disk_info

opt_ioctl

cdromseek

cdrommultisession
read_toccdromread

send_params

cdromsubchnl

get_q_channel

opt_releasecdromplaytrkind

cdromreadtocentry

cdromvolctrl

drivers/cdrom/mcd.c

cadet_read

cadet_ioctlcadet_getrds

cadet_settune
cadet_gettune

cadet_setfreq

drivers/char/radio-cadet.c

sdla_autodpm

sdla_detect

init_s503
init_s507sdla_startinit_s502e

detect_s508

init_s502a

init_s508

sdla_down
sdla_bootcfg

find_s514_adapter

checksum

drivers/net/xpds/xpds.c

emu10k1_voice_free

emu10k1_voice_playback_setup

sblive_writeptr_tag

emu10k1_voice_start

emu10k1_voice_stop

drivers/sound/emu10k1/voicemgr.c

imm_negotiate

imm_select

imm_proc_info

device_check

imm_cpp

imm_engine

imm_init

imm_completion

drivers/scsi/qlogicfc.c

adb_notify_sleep
adb_requestadb_try_handler_change

adb_open

adb_release
adb_write

adb_read

adb_reset_bus

adb_scan_bus

adb_init

void

adb_input

drivers/block/qd6580.c

netdev_ioctl

starfire_remove_one
tx_timeout

init_ring
check_duplex

set_rx_mode

starfire_init_one

start_tx netdev_media_change

get_stats

netdev_ethtool_ioctl

drivers/net/sdla.c

modulator_9600_4_u8

modulator_9600_5_u8

modulator_9600_5_s16

modulator_9600_4_s16
demodulator_9600_4_s16

demodulator_9600_5_s16
demodulator_9600_4_u8

demodulator_9600_5_u8

drivers/net/hamradio/soundmodem/sm_afsk2400_8.c

init_module
arcrimi_rx

arcrimi_prepare_txarcrimi_inthandler

if

drivers/net/ariadne2.c

js_ioctl

js_release

js_register_port

js_read

js_register_device

drivers/char/joystick/joystick.c

if
irport_close__irport_change_speed

irport_net_closeirport_open

irport_net_open

irport_hard_xmit

irport_net_ioctl

irport_receive

irport_change_speed

irport_write_wakeup

drivers/net/irda/nsc_fir.c

__initfunc

ni5010_send_packet
__initfunc

ni5010_set_multicast_list

ni5010_close

process_xmt_interrupt

ni5010_rx

drivers/net/eepro.c

fbcon_iplan2p2_putc
fbcon_iplan2p2_bmove

fbcon_iplan2p2_clear

fbcon_iplan2p2_revc

fbcon_iplan2p2_clear_margins

fbcon_iplan2p2_putcs

drivers/video/fbcon-iplan2p2.c

cb_out_1 cb_in_1

drivers/isdn/pcbit/capi.c

fbcon_vga_planes_clear

fbcon_vga_planes_putcs

fbcon_vga_planes_bmove

fbcon_ega_planes_putc

fbcon_vga_planes_putc

fbcon_ega_planes_putcs

drivers/video/fbcon-vga-planes.c
if

NCR53c7x0_write8

dump_log

ncr53c7xx_init
ncr53c7xx_setup

NCR53c7x0_intfly

drivers/scsi/aic7xxx/aic7xxx_proc.c
newport_cursor

newport_resetnewport_get_revisions

newport_putc

newport_scroll
newport_clear

newport_putcs

drivers/video/newport_con.c
ql_wai

ql_pcmd

qlogicfas_detect

ql_icmd

drivers/scsi/osst.c

floppy_write

floppy_ioctlswimiop_eject

floppy_open

swimiop_receiveswimiop_init

fd_request_complete

drivers/block/z2ram.c

dofind

InitBoard
irq_handler

GetHash

irqrx_handlerskmca_probe

skmca_set_multicast_list

irqtx_handler
skmca_getinfo

InitDscrs

InitLANCE
for

SetLANCE

GetLANCE

drivers/net/slhc.c

shmiq_qcntl_open

shmiq_ioctl
shmiq_qcntl_poll

shmiq_qcntl_mmap

qcntl_ioctl

shmiq_manage_file

drivers/sgi/char/streamable.c

ffb_switch_from_graph

ffb_setcurshapeffb_loadcmap

ffb_clear

ffb_putcs

ffb_putc

__initfunc

drivers/video/creatorfb.c

idle

do_read

handlefdhandlefc
handleread

handlecommand

init_module

do_write
ltpc_ioctl __initfunc

ltpc_xmit

handlewrite

drivers/net/bonding.c

scsi_mlqueue_finish
scsi_mlqueue_insert

drivers/scsi/sr_ioctl.c

keyspan_pda_set_termios
keyspan_pda_setbaud

keyspan_pda_fake_startupkeyspan_pda_ioctl

keyspan_pda_open

keyspan_pda_startup

keyspan_pda_rx_interrupt

keyspan_pda_request_unthrottle

drivers/usb/serial/keyspan_pda.c

idetape_mtioctop
idetape_wait_for_pipeline

idetape_identify_deviceidetape_chrdev_open
idetape_end_request

idetape_chrdev_ioctl

idetape_rw_callback

idetape_pipeline_sizeidetape_chrdev_release

idetape_blkdev_ioctl

__idetape_kmalloc_stage

idetape_read_position_callback

idetape_space_over_filemarksidetape_pc_intr

idetape_add_stage_tail

idetape_add_chrdev_write_request

idetape_create_write_cmd

idetape_pad_zeros
idetape_add_chrdev_read_request

idetape_do_request

idetape_setup

drivers/block/ide-dma.c

NCR5380_pwrite

NCR5380_pread

generic_NCR5380_proc_info

drivers/scsi/AM53C974.c

if

i2o_pci_activate

drivers/i2o/i2o_pci.c

eql_ioctl

eql_s_master_cfg
eql_slave_xmit

eql_emancipate

eql_g_master_cfg
eql_new_slave_queue

eql_next_slave

eql_s_slave_cfg

if

eql_timer

eql_remove_slave_dev

__initfunc

eql_g_slave_cfg

eql_open

drivers/net/sgiseeq.c

cs89x0_probe
__initfunc

control_dc_dc
detect_tp

reset_chip

init_module

send_test_pkt

net_rx

net_open

drivers/net/smc-ultra.c

jazz_esp_detect

drivers/scsi/seagate.c

lapbeth_device_event

lapbeth_data_transmit

lapbeth_open

lapbeth_new_device

lapbeth_check_devices

drivers/net/rtl8139.c

demodulator_2400_u8

demodulator_2400_s16

convolution14_u8

convolution14_s16

drivers/net/hamradio/soundmodem/sm_hapn4800.c

demodulator_2400_u8

demodulator_2400_s16

convolution14_u8

convolution14_s16

drivers/net/hamradio/soundmodem/sm_psk4800.c

comx_debug
comx_debug_lseek

comx_read_proc
comx_statistics

comx_write_proc
comx_open

comx_debug_bytes comx_debug_read

__initfunc

drivers/net/hd6457x.c

set_modem_info

pl2303_ioctl
pl2303_read_bulk_callback

pl2303_break_ctlpl2303_close

pl2303_open

drivers/usb/serial/pl2303.c

zol_setfreq

zol_getsigstr

zol_setfreq

zol_ioctl

drivers/char/radio-zoltrix.c

get_linestate
get_pcmstate

get_pcm_statepc_rcode_actions
sm_pm_get_ls

sm_ph_linestate

pc_tcode_actionslem_evaluate

pcm_init

lem_check_lct

pcm_status_stateplc_init

pcm

pcm_lem_dump

pcm_fsm

list_phy

pcm_get_state

drivers/net/skfp/hwt.c

mac_scsi_reset_boot

macscsi_pread

macscsi_detect

macscsi_pwrite

drivers/scsi/jazz_esp.c

ultra_close_card

ultra_reset_8390

__initfunc

ultra_open

ultra_block_input

drivers/macintosh/via-cuda.c

plip_setup

cleanup_module

plip_send

plip_config

plip_ioctl

plip_send_packet

plip_close

plip_receive

plip_error

int
plip_bh_timeout_error

plip_receive_packet

drivers/net/sdla_ppp.c

wdtpci_read
wdtpci_ioctl

wdtpci_open

wdtpci_status

wdtpci_interrupt

drivers/char/wdt_pci.c

js_an_probe

js_an_read

js_an_calibrate_timer

drivers/char/joystick/joy-analog.c

read_mouse

__initfunc

ms_mouse_interrupt

drivers/char/msbusmouse.c

fbcon_ilbm_putc

fbcon_ilbm_clear

fbcon_ilbm_bmove

fbcon_ilbm_putcs

drivers/video/fbcon-ilbm.c

kbd_ioctl

__initfunc

sun_compute_shiftstate

drivers/sbus/char/su.c

hfcs_card_msg

reset_hfcs

setup_hfcs

drivers/isdn/hisax/jade_irq.c
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ffb_resctx

ffb_addctx

ffb_restore_context

drivers/char/drm/ffb_context.c

dma_init_write

dma_init_read

cyber_esp_detect

drivers/scsi/cpqfcTScontrol.c
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dma_commit
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lcs_check_multicast_supported

lcs_fix_multicast_listlcs_set_multicast_list

lcs_lancmd

lcs_probe

lcs_initreadccws

drivers/s390/block/dasd_3370_erp.c

i810_dma_quiescent_emit

i810_control
i810_dma_init

i810EmitContextVerified

i810_copybuf

i810_mmap_buffersi810EmitTexVerified

i810EmitDestVerified

i810_getbuf

i810_dma_vertex

i810_irq_uninstalli810_wait_ring

i810_map_buffer

i810_unmap_buffer

i810_dma_dispatch_clear

i810_dma_dispatch_vertex

i810_reclaim_buffers

i810_freelist_get

i810_dma_dispatch_swap

drivers/char/drm/i810_dma.c
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rtl8139_tune_twister
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cg6_reset
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mb_notify_sleep

media_bay_step

media_bay_task

set_mb_power

set_media_bay
media_bay_init

media_bay_set_ide_infos
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cdrom_queue_packet_command

cdrom_pc_intr

ide_cdrom_audio_ioctlcdrom_read_check_ireason
ide_cdrom_packet

cdrom_start_seek_continuation

cdrom_read_subchannel

cdrom_read_from_buffer

ide_cdrom_registercdrom_analyze_sense_data

cdrom_lockdoor

cdrom_queue_request_sense

ide_do_rw_cdrom

cdrom_read_tocentry
cdrom_read_toc

ide_cdrom_cleanup

ide_cdrom_setup

drivers/block/sl82c105.c

i2GetStatus

ip2_owake
i2QueueNeeds

i2Output

i2QueueCommands

i2DeQueueNeeds

iiSendPendingMail

i2StripFifo

i2StuffFifoInline

i2StuffFifoBypass

if

drivers/char/ip2/i2lib.c

AmiSetFormat
PMacSetFormat

FalconSetFormat
sq_ioctl

sound_copy_translatestate_open
ami_sq_play_next_frame

AmiInit

dmasound_setup
sq_init

ata_ct_u16be
ata_ct_s8

sq_release
awacs_sleep_notify

ata_ct_s16be

ata_ct_u8
ata_ct_lawdmasound_init

awacs_mksound

pmac_awacs_tx_intr

FalconInit

TTInit
pmac_ct_u8PMacPlay

ata_ct_u16le

ata_ct_s16le

ami_ct_u16be

mixer_init

pmac_ctx_law
pmac_ct_u16

mixer_ioctl
pmac_ct_s8

pmac_ctx_u16

ami_ct_law

ami_ct_s8

pmac_ct_s16

pmac_ct_law
pmac_ctx_s8

ata_ctx_s8

pmac_ctx_u8

ata_ctx_law

ami_ct_u16le

ami_ct_s16le

ami_ct_s16be

pmac_ctx_s16
ami_ct_u8

ata_ctx_u8

ata_ctx_u16le

ata_ctx_u16be

ata_ctx_s16le

ata_ctx_s16be

sq_write sq_allocate_buffers

awacs_enable_amp

awacs_burgundy_rcw

sq_setup

drivers/sound/dmasound.c

ether_config

ltalk_setup

fddi_setup
init_etherdev

init_trdev
init_fcdev

init_hippi_dev

drivers/net/myri_sbus.c

uhci_transfer_result

uhci_unlink_generic
uhci_unlink_urbuhci_alloc_td

uhci_init

uhci_fsbr_timeout
uhci_alloc_urb_priv

rh_int_timer_do

uhci_insert_tds_in_qh

uhci_interrupt

uhci_cleanup

isochronous_find_startuhci_free_dev

uhci_submit_urb

usb_control_retrigger_status

uhci_delete_queued_urb

uhci_append_queued_urb
uhci_result_control

uhci_submit_bulk

alloc_uhci

uhci_find_urb_ep

uhci_destroy_urb_priv

setup_uhciuhci_reset_interrupt

isochronous_find_limits

uhci_submit_control

uhci_submit_interrupt

uhci_submit_isochronous

rh_submit_urb

uhci_result_isochronous

uhci_result_interrupt

drivers/usb/uhci.c

phase_stringesp_check_cmd
esp_info
esp_print_iregesp_print_statregreconnect_lunbuild_wide_nego_msg

esp_select_complete

esp_reset_dma

esp_exec_cmd
skipahead2

esp_should_clear_sync
esp_do_msgindone

reconnect_target

check_singlebyte_msg

esp_handle

dma_can_transfer

esp_host_info

skipahead1

dma_setup

esp_disconnect_amidst_phases

esp_do_data_finale
sync_reportesp100_sync_hwbug

esp_connect

esp_enter_status

dma_invalidate

check_multibyte_msg

esp_intr

esp_do_msgoutesp_do_status

esp_do_data

hme_fifo_read

__initfunc

esp_done

esp_do_cmdbegin

esp_queue
esp_bootup_reset

esp_reset_esp

esp_abort

esp_dump_state
esp_get_dmabufs

drivers/scsi/scsiiom.c

switch
for

pc_init

cleanup_module
pc_set_termioswhileepca_setup

epcapoll

pc_stop

pc_throttle

pc_startpc_unthrottle
post_fep_init

pc_flush_buffer

do_softint

receive_data

pc_ioctl

doevent
epcaparam

get_PCI_configuration

pc_hangup

pc_write_room

pc_chars_in_buffer

pc_write
shutdown

if

init_PCI

drivers/char/epca.c

switch

megaIssueCmd

mega_build_kernel_sg

megaraid_abort

create_proc_read_entry

megaraid_isr

mega_create_proc_entry

megaraid_biosparamproc_read_config

proc_read_mbox

proc_read_stat

mega_findCard

megaraid_queue

MODULE_PARM

mega_i_query_adapter

mega_register_mailbox

megaraid_reset

megaraid_release

mega_build_cmd

drivers/scsi/st.c

phase_stringesp_check_cmd
esp_info
esp_print_ireg

reconnect_lunesp_print_statregbuild_wide_nego_msg
esp_do_msgoutdone

remove_SC
esp_allocate

esp_initialize
esp_bootup_reset
esp_reset_esp

reconnect_target

esp_exec_cmd

esp_handle
esp_do_msgindone

esp_host_info
esp_do_phase_determine

esp_done

esp_select_complete

esp_do_data
sync_report

esp_do_data_finale

check_multibyte_msg

check_singlebyte_msg

esp_intr

esp_do_msgout
esp_queue

esp_do_status

skipahead2

skipahead1

esp_do_cmdbegin

hme_fifo_hwbug_workaround

esp_dump_state

esp_abort

esp100_sync_hwbug

drivers/scsi/pci2220i.c

void

keyspan_send_setup

keyspan_startup
usa49_instat_callbackkeyspan_ioctl

keyspan_exit

keyspan_set_termios

usa49_glocont_callback

keyspan_writekeyspan_open

keyspan_usa28_send_setup

keyspan_init

keyspan_usa19w_calc_baud
keyspan_usa49_send_setup

keyspan_shutdown

keyspan_usa26_send_setup

keyspan_setup_urbs

keyspan_close

usa28_indat_callback

drivers/usb/serial/keyspan.c

put_user

ide_write_setting

ide_read_settingide_replace_subdriver
do_special

ide_open

ide_unregisteride_scan_devices

ide_xlate_1024

ide_ioctl

ide_do_drive_cmd

ide_wait_cmdide_timer_expiry

ide_spin_wait_hwgroup

drive_cmd_intr

ide_intr

unexpected_intr
ide_do_request

ide_revalidate_disk

ide_add_setting

do_reset1

ide_output_data

ide_wait_stat

__initfunc

ide_dump_status init_hwif_data

ide_input_data

choose_drive

drivers/block/cmd646.c

kaweth_disconnect
kaweth_set_sofs_wait

kaweth_read_configuration

kaweth_set_receive_filter

kaweth_set_urb_size
kaweth_resubmit_rx_urb

kaweth_trigger_firmware

kaweth_probe

kaweth_control

kaweth_start_xmit

drivers/usb/kaweth.c

leo_rasterimg

leo_wid_put
leo_loadcmap

leo_setcursormap

leo_switch_from_graph

leo_setcurshape

leo_clear

leo_putc

leo_fill

leo_putcs

leofb_init

drivers/video/leofb.c

create_proc_ide_drives

drivers/block/cmd640.c

if

isdn_ppp_dial_slave

isdn_ppp_dev_ioctl
isdn_ppp_ccp_xmit_reset

isdn_ppp_releaseisdn_ppp_ccp_reset_free_state
isdn_ppp_set_compressor

isdn_ppp_read

isdn_ppp_if_get_unit

isdn_ppp_poll

isdn_ppp_ioctl
isdn_ppp_receive_ccp

isdn_ppp_xmit

isdn_ppp_hangup_slave

isdn_ppp_mp_reassembly

isdn_ppp_mp_receive

isdn_ppp_decompress
isdn_ppp_mp_init

isdn_ppp_ccp_reset_alloc_state

isdn_ppp_init

isdn_ppp_free

isdn_ppp_bind

isdn_ppp_write

isdn_ppp_dev_ioctl_stats

drivers/isdn/eicon/pri.c

pmu_ioctl

pmu_poll
pmu_set_backlight_level

pmu_restartpbook_pci_save

pmu_start

pmu_adb_reset_bus

pmu_shutdown
pmu_polled_request

pmu_adb_autopoll

pmu_open

via_pmu_interrupt

find_via_pmu

pmu_pass_intr

pbook_pci_restore

broadcast_sleep

pmu_read

pmu_blink

drivers/macintosh/rtc.c

hardware_send_packet

set_multicast_list

eepro_probe1

eepro_print_infoeepro_closeread_eeprom

eepro_send_packet

eepro_rx
eepro_grab_irq

eepro_transmit_interrupt

printEEPROMInfo

drivers/net/gmac.c

zft_calc_seg_byte_coord

zft_verify_write_segments

drivers/char/ftape/zftape/zftape-rw.c

_drm_clients_info

_drm_queues_info

_drm_bufs_info

_drm_vm_info _drm_vma_info

_drm_histo_info

drivers/char/drm/proc.c

nsc_ircc_init_dongle_interface

nsc_ircc_probe_108
nsc_ircc_change_dongle_speed

nsc_ircc_init_108
nsc_ircc_open

nsc_ircc_read_dongle_id

nsc_ircc_wakeup

nsc_ircc_change_speed

nsc_ircc_initnsc_ircc_probe_338

nsc_ircc_hard_xmit_sir

nsc_ircc_sir_interrupt

nsc_ircc_net_open

nsc_ircc_net_ioctlnsc_ircc_net_close

nsc_ircc_is_receiving

nsc_ircc_dma_receive_complete

nsc_ircc_hard_xmit_firnsc_ircc_dma_xmit_complete

nsc_ircc_dma_receive

nsc_ircc_dma_xmit

drivers/net/irda/toshoboe.c

sixpack_open

sixpack_close
sp_bump

sp_open

sp_get_stats

decode_data

resync_tnc

sixpack_receive_buf

cleanup_module

sp_xmit_on_air

decode_prio_command

encode_sixpack

sixpack_init

if

drivers/net/hamradio/bpqether.c

fbcon_font_op

fbcon_copy_font

ywrap_down

fbcon_set_font

fbcon_bmove

fbcon_putcs

fbcon_switch

fbcon_clear

updatescrollmode
fbcon_softback_note

__initfunc

fbcon_redraw_softback

ywrap_up

fbcon_getxy
fbcon_scroll

fbcon_blank

fbcon_setup

fbcon_init
if

fbcon_scrolldelta

fbcon_redraw

fbcon_get_font

fbcon_redraw_bmove

fbcon_set_palette

drivers/video/fbcon.c

ace_set_multicast_list

ace_handle_event
ace_clear

ace_allocate_descriptors

ace_set_rxtx_parms

eeprom_start

ace_init_cleanup

ace_copy

ace_set_mac_addr
eeprom_stop

ace_load_mini_rx_ring

ace_load_std_rx_ring

ace_change_mtu

ace_ioctl
eeprom_check_ack

ace_load_jumbo_rx_ring

ace_start_xmit

ace_rx_int
eeprom_prep

ace_close

ace_free_descriptors

ace_interrupt acenic_probe

ace_module_cleanup

ace_init

drivers/net/hplance.c

cs4231_encoding_to_bits

cs4231_set_input_channels
cs4231_interrupt

cs4231_set_monitor_volume

cs4231_set_output_channels

cs4231_set_input_port

cs4231_start_output

cs4231_start_input

__initfunc

cs4231_audio_getdev

eb4231_start_output

eb4231_start_input

cs4231_output_muted

cs4231_detach
cs4231_set_output_rate

eb4231_pinterrupt

eb4231_cinterrupt

cs4231_set_output_port
cs4231_rate_to_bits

cs4231_chip_reset

cs4231_attach

eb4231_attach

cs4231_set_input_encoding

cs4231_set_input_rate

cs4231_set_output_encoding

drivers/sbus/audio/audio.c

format_goodness

usb_audio_mmap

dmabuf_mmapusbout_completed
set_format

usb_audio_ioctl_mixdev

usb_audio_release
dmabuf_copyoutfind_descriptor

usb_audio_ioctl

usbout_sync_completed

usbin_sync_completed

usbout_convert
usbin_completedset_format_out

set_format_in

usbin_start

usbin_convert

usbout_start

dmabuf_copyindmabuf_copyout_user
drain_out

conversion

usb_audio_read

usb_audio_open

usbout_stop

get_rec_src
usbin_stop

dmabuf_init

usb_audio_parsecontrol

set_rec_src

usb_audio_probe

dmabuf_copyin_user

wrmixer
usb_audio_write

prepmixch

usb_audio_constructmixer

usb_audio_parsestreaming

drivers/usb/audio.c

GetUnitType

RIOConCon

RIOIsolate

RIOCheckIsolated

RIORouteRup

RIOFindFreeID

RIOFixPhbs

for

drivers/char/rio/rioroute.c

fbcon_afb_putc

fbcon_afb_clear

fbcon_afb_revc

fbcon_afb_putcs

fbcon_afb_bmove

drivers/video/fbcon-afb.c

mixer_get
dsp_ioctl

__initfunc
dsp_set_format

mixer_ioctl

dev_open

pack_DARQ_to_DARF

pack_DAPF_to_DAPQ

mixer_set

reset_play_queue

__initfunc

reset_record_queue

dsp_full_reset

init_sma

drivers/sound/msnd_pinnacle.c

fd_mcs_select

fd_mcs_reset

fd_mcs_detect

fd_mcs_abort

fd_mcs_biosparam

fd_mcs_proc_info

outb

drivers/scsi/FlashPoint.cswitch
do_ioctl_cmd

end_dmaif

wait_for_ready

notify_cmd

rdstatus

qic02_tape_interrupt

update_ifc_masks

tp_sense

start_dma

dma_transfer

drivers/char/tpqic02.cDIVERT_REG_NAME

isdn_wildmat

isdn_readbchanisdn_read

isdn_write

isdn_status_callback

isdn_ioctl

isdn_open

isdn_add_channels

isdn_writebuf_stub
isdn_unexclusive_channel

isdn_close

isdn_get_free_channel

isdn_writebuf_skb_stub

isdn_free_channel

drivers/isdn/sc/timer.csmt_timer_start timer_done

drivers/net/skfp/srf.c

w83977af_open

w83977af_close
w83977af_change_speed

w83977af_net_ioctl

w83977af_net_close

w83977af_dma_xmit_complete

w83977af_hard_xmit

w83977af_sir_interrupt

w83977af_pio_write

w83977af_is_receiving

w83977af_dma_receive_complete

w83977af_fir_interrupt

w83977af_dma_write

w83977af_dma_receive

w83977af_probe

drivers/net/irda/litelink.c

wavefront_interrupt_bits

wavefront_oss_ioctl

wavefront_synth_control

wavefront_send_patch
wavefront_hw_reset

wavefront_load_gus_patch

wavefront_download_firmware

wavefront_send_multisample

wffx_ioctl

wavefront_send_sample
munge_int32

log2_2048

wavefront_get_program_status

wavefront_get_patch_status
process_sample_hdr

wavefront_send_alias

wavefront_send_program

drivers/sound/wavfront.c

__initfunc
if

drivers/block/dtc2278.c

ipddp_ioctl

ipddp_init

ipddp_create

drivers/net/auto_irq.c

fcp_receive_solicited

fcp_scsi_queue_it
fcp_scsi_abort

fcp_scsi_queuecommand

fcp_forceofflinefc_do_prli

fc_do_plogi

fcp_scsi_receive

fcp_register

fc_do_els

fcp_report_map_done

fcp_scsi_dev_reset

drivers/fc4/fc.c

nsc_ircc_init_dongle_interface

nsc_ircc_change_dongle_speed

nsc_ircc_probe
nsc_ircc_read_dongle_idnsc_ircc_open

nsc_ircc_net_open

nsc_ircc_is_receiving

nsc_ircc_net_ioctl

nsc_ircc_change_speednsc_ircc_hard_xmit_sir

nsc_ircc_fir_interrupt

nsc_ircc_init

nsc_ircc_net_close
nsc_ircc_hard_xmit_fir

nsc_ircc_dma_receive_complete

nsc_ircc_dma_xmit_complete

nsc_ircc_sir_interrupt

nsc_ircc_dma_receive

nsc_ircc_dma_xmit

drivers/net/irda/nsc-ircc.c

l3dss1_check_messagetype_validitySBIT
EncodeSyncParams

DecodeSyncParams
l3dss1_msg_without_setupDecodeASyncParams

dss1upl3dss1_progress
DecodeSI2

l3dss1_resume_rej

l3dss1_release_cmpl

EncodeASyncParams
if

l3dss1_notify

l3dss1_message_cause

l3dss1_suspend_rej

l3dss1_t305

l3dss1_statusl3dss1_disconnect
l3dss1_release

l3dss1_setup_req

l3dss1_information

l3dss1_setup

l3dss1_resume_reql3dss1_suspend_ack
l3dss1_redir_req

l3dss1_suspend_req

l3dss1_msg_with_uus

l3dss1_disconnect_req
l3dss1_global_restart

l3dss1_reject_req

l3dss1_parse_facility

setstack_dss1

check_infoelements

dss1down

l3dss1_status_send

drivers/isdn/hisax/nj_s.c

control_set_dispsw

controlfb_blank

__initfunc
controlfb_switch

control_cfb16_revc

controlfb_setcolreg

control_par_to_fix

control_par_to_display

control_cfb32_revc

__initfunc

control_var_to_par

control_set_hardware

control_par_to_var

read_control_sense

drivers/video/controlfb.c

get_pixel_mac

fbcon_mac_putc

fbcon_mac_clear

fbcon_mac_bmove

drivers/video/fbcon-mac.c

switch
BusLogic_ComputeResultCode

BusLogic_ScanIncomingMailboxes
BusLogic_CheckHostAdapter

BusLogic_CreateAdditionalCCBsBusLogic_ProcDirectoryInfo

BusLogic_ResetCommand

BusLogic_Command

BusLogic_AllocateCCB

BusLogic_BIOSDiskParametersBusLogic_CreateInitialCCBsBusLogic_AbortCommand

BusLogic_Message

BusLogic_ParseKeyword

for
BusLogic_InitializeProbeInfoListISA

BusLogic_SendBusDeviceResetif
BusLogic_ProcessCompletedCCBs

BusLogic_ParseDriverOptions

BusLogic_InitializeCCBs

while
BusLogic_InitializeMultiMasterProbeInfo

BusLogic_ReportTargetDeviceInfo

BusLogic_InitializeFlashPointProbeInfo

BusLogic_HardwareResetHostAdapter

BusLogic_SelectQueueDepths

BusLogic_WriteOutgoingMailboxBusLogic_TargetDeviceInquiry

BusLogic_ReleaseHostAdapter

BusLogic_InterruptHandler

BusLogic_InitializeHostAdapter

void

BusLogic_ReadHostAdapterConfiguration

BusLogic_SortProbeInfo

BusLogic_ReportHostAdapterConfiguration

BusLogic_ProbeHostAdapter

drivers/scsi/cyberstorm.c

fas216_drv_phase

fas216_get_msg_byte

fas216_disconnect_intrfas216_busservice_intr

fas216___message

fas216_kick

fas216_funcdone_intr

fas216_dumpstate

fas216_message

fas216_starttransfer
fas216_intr

fas216_reselected_intr

fas216_abort

fas216_do_abort

fas216_print_devicefas216_stoptransfer

fas216_send_messageout

fas216_pio

fas216_init

fas216_reset_state

fas216_reset

fas216_finish_reconnect

fas216_updateptrs

fas216_queue_command

fas216_command

fas216_dumpinfo

drivers/acorn/scsi/fas216.c

ali15x3_dmaproc
blkelvset_ioctl

add_request

blkelvget_ioctl

ali15x3_tune_drive

__initfunc

ali15x3_dma_onoff
attempt_merge

make_request

__get_request_wait

ide_init_ali15x3

ali15x3_dma2_enable

ali_get_info

end_that_request_first

pci_init_ali15x3

drivers/block/xd.c

emu10k1_waveout_fillsilence

emu10k1_waveout_update

emu10k1_waveout_xferdata

get_voice

emu10k1_waveout_setformat

drivers/sound/emu10k1/cardwo.c

compute_imstt_regvals_tvp

set_imstt_regvals
set_display_info

compute_imstt_regvals_ibmimsttfbcon_cursor
set_imstt_regvals_tvp

imsttfb_ioctl

imsttfb_setcolreg

imsttfbcon_set_font
imsttfbcon_switch

set_dispsw

imstt_cursor_init

imstt_set_cursor

imsttfbcon_bmove

imsttfb_setupset_imstt_regvals_ibm
init_imstt

imsttfb_init

imsttfbcon_revc

imsttfbcon_blank

set_disp imsttfbcon_clear

imsttfb_set_var

setclkMHz

drivers/video/imsttfb.c

int

_zft_ioctl

set_format_parms

zft_init_driver

_zft_open

drivers/char/ftape/zftape/zftape-ctl.c

vgacon_cursor

vgacon_init

vgacon_font_op
vgacon_scrolldelta

vgacon_do_font_op

vga_vesa_unblank

vgacon_adjust_height

vga_vesa_blankif

vgacon_scroll

__initfunc

vgacon_set_cursor_size

drivers/video/vgacon.c

mga_control

mga_freelist_initmga_fire_primary

virt_to_bus

mga_lock

mga_init_primary_bufs

mga_flush_queue

mga_dma_service

mga_freelist_put

mga_reclaim_buffers
mga_freelist_get

mga_advance_primary

drivers/char/drm/mga_dma.c

switchprintk

RCSetLinkSpeed

RCSetPromiscuousMode

RCSetBroadcastMode

RCGetLinkSpeed

RCReportDriverCapability

RCPostRecvBuffers

RCInitI2OMsgLayer

RCI2OSendPacketRCGetLinkStatistics

RCGetMAC

RCGetRavlinIPandMask

RCSetMAC

ProcessOutboundI2OMsg

RCGetLinkStatus

RCProcI2OMsgQRCShutdownLANCard

RCSetRavlinIPandMask

if

FillI2OMsgSGLFromTCB

while

RCResetLANCard

drivers/net/arcnet.c

rc_set_modem_info

rc_ioctl
rc_transmit

rc_unthrottle
block_til_ready

rc_set_termios

rc_throttle

__initfunc

rc_setup_board
rc_change_speed

rc_get_modem_info

rc_send_break

rc_receive

__initfunc

rc_flush_buffer

rc_open

rc_get_serial_info

rc_set_serial_info

rc_write

rc_flush_chars

rc_check_modem

drivers/char/riscom8.c

seek_forward

skip_reverse

ftape_wait_segment
fast_seek

ftape_start_tape

ftape_setup_new_segment

ftape_read_id

check_bot_eot

setup_segment

drivers/char/ftape/lowlevel/ftape-rw.c

mac_drv_rx_mode

repair_rxd_ring

mac_drv_debug_lev
repair_txd_ring

smt_free_mbuf

smt_send_mbuf

process_receive

hwm_tx_init

hwm_tx_frag

init_descr_ring

hwm_rx_frag

init_fddi_driver

init_rxd_ring

init_txd_ring

mac_drv_clear_txd

drivers/net/skfp/rmt.c

cleanup_module

set_rx_mode
vortex_close

vortex_timer

printk
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isdn_net_setcfg
isdn_net_log_skb

isdn_net_ciscohdlck_slarp_send_reply

isdn_net_device_busy

isdn_net_swapbind

isdn_net_newslave

isdn_net_init

isdn_net_rmall
if

isdn_net_rmallphone

isdn_net_dial

isdn_net_force_dial_lp

isdn_net_stat_callback

isdn_net_getphones

isdn_net_hangup

isdn_net_delphone

isdn_net_getcfg

isdn_net_autohup

drivers/isdn/act2000/capi.c

switch
audio

attach_inform

while
idcardset_freq

clip_cropwin

set_pll_freq

I2CRead
bttv_read

bt848_set_eogeo
bttv_open

bttv_close

bttv_ioctl

make_prisctab
I2CWritervmalloc

radio_ioctl

make_vrisctab

vbi_read

bt848_set_risc_jmps
make_vbitab

bt848_set_geo

make_clip_tab

init_module

make_rawrisctab

find_bt848

release_bttv

init_bt848

for

configure_bt848

if

bttv_irq

drivers/char/bttv.c

switch
i2o_report_util_cmd
i2o_report_exec_cmd

i2o_reboot_event

i2o_enable_controller
i2o_get_class_name

whilecleanup_module
i2o_report_common_status

i2o_reset_controller

i2o_report_common_dsc

i2o_delete_controller

i2o_clear_controller

i2o_query_scalar
if

i2o_init_outbound_q

i2o_post_wait

i2o_issue_params

i2o_core_evt

i2o_systab_send

for

i2o_dyn_lct

__i2o_delete_device

i2o_install_controller

i2o_run_queue

i2o_install_device

drivers/i2o/i2o_core.c

mii_ioctl

rtl8139_probe

rtl8129_timerread_eeprom

rtl8129_close

rtl8129_probe1

cleanup_module

rtl8129_tx_timeout

set_rx_mode

rtl8129_rx

drivers/net/ni5010.c

EXPORT_SYMBOL

sppp_lcp_type_name

sppp_do_ioctl

sppp_lcp_opensppp_lcp_conf_parse_options

sppp_cisco_send

sppp_keepalive

sppp_cp_send

drivers/net/comx-hw-locomx.c

nubus_show_private_resource

nubus_show_display_resource

nubus_get_vendorinfo

nubus_get_board_resource

nubus_get_vidnames

nubus_probe_slot

nubus_readdir

nubus_find_device

nubus_show_network_resource

get_nubus_list

nubus_get_icon

nubus_add_board

nubus_get_functional_resource

drivers/nubus/proc.c

ScsiToAscii

cpqfcTS_queuecommand

cpqfcTSDecodeGBICtype

if
cpqfcTSGetLPSM

fcMemManager

cpqfcTS_intr_handler

cpqfcTS_eh_abort

cpqfcTS_TargetDeviceReset

cpqfcTS_info

cpqfcTS_ioctl

cpqfcTS_TargetDeviceReset

switch

cpqfcTS_release

for

cpqfcTS_detect

cpqfcTS_proc_info

drivers/scsi/ncr53c8xx.c

batten_down_hatches

set_modem_info

change_speed

get_zs
get_modem_info

zs_unthrottle

zs_throttle

zs_hangup

zs_flush_chars
get_serial_infozs_open

status_handle

zs_interrupt

set_serial_info
block_til_ready

zs_write

receive_chars

__initfunc

zs_fair_output

drivers/sound/cmpci.c

yam_ioctl

yam_probe

fpga_reset

yam_closeyam_set_uart

__initfunc

yam_rx_flag

yam_net_get_info

yam_interrupt

yam_check_uart

drivers/net/hamradio/pt.c

BuildLinkServicePayload
BuildLinkServicePayload

ProcessELS_Reply

LoadWWN
SetLoginFields

cpqfcTSCompleteExchange

CreateFcPort

cpqfcTSStartExchange

TestDuplicatePortId

SendLogins

cpqfcTSPutLinkQue

RevalidateSEST

cpqfcTSheartbeat

ProcessFCS_Reply

if

cpqfcTSWorkerThread
while

AnalyzeIncomingFrame

GetLoopID

FindFreeExchange
UnblockScsiDevice

build_FCP_payload

cpqfcTS_WorkTask

cpqfcTSCheckandSnoopFCP

ScsiReportLunsDone

build_SEST_sgList

ProcessELS_Request

for

drivers/scsi/fdomain.c

pan_type_s
sx_enable_tx_interrupts

sx_start_interrupts

sx_set_real_termios
sx_getsignals

sx_ioctl

sx_set_baud

sx_close
sx_init_board

sx_init_drivers

sx_interrupt
sx_init_portstructs

sx_init

cleanup_module

sx_receive_chars

for

probe_sx

drivers/char/sx.c

__initfunc

xd_command

xd_done

xd_ioctl
init_module

__initfunc

do_xd_request

xd_reread_partitions

xd_wait_for_IRQ

xd_readwrite

drivers/block/ide-disk.c

floppy_ioctl

act

scan_timeout

floppy_writexfer_timeout
floppy_open

floppy_release

floppy_revalidate

swim3_interrupt

drivers/block/ide-floppy.c

strmode

cs5530_set_xfer_mode
pci_init_cs5530

cs5530_config_dma

drivers/block/cciss.c

osst_write_filemark

osst_chk_result

osst_set_frame_position
osst_flush_buffer

osst_flush_drive_buffer

osst_log_options

osst_get_frame_position

osst_write_behind_check

osst_read

osst_verify_positionosst_write_eod
osst_write_filler

osst_write

osst_init_aux

osst_wait_for_medium

osst_wait_frame

osst_ioctl

new_tape_buffer

osst_seek_logical_blk

__osst_write_header

osst_read_frame

enlarge_buffer

osst_wait_readyosst_reposition_and_retry

os_scsi_tape_close

os_scsi_tape_flush

__osst_analyze_headers

osst_get_sector

os_scsi_tape_open
if

osst_int_ioctl

osst_get_logical_frame

osst_set_retries

osst_flush_write_buffer

osst_write_error_recovery

osst_set_options

osst_read_back_buffer_and_rewrite

osst_detach

drivers/scsi/megaraid.c

cy_flush_chars

cy_start

cy_hangup

set_serial_infocy_throttlecd2401_rxerr_interrupt
cy_stop

block_til_ready

set_modem_info

get_modem_info

cy_ioctl

mvme167_serial_console_setup
cy_unthrottlecy_flush_buffer

get_serial_info

cy_put_char

cd2401_rx_interrupt

cd2401_modem_interrupt

serial167_initconsole_setup

show_status

getDebugChar

serial167_wait_key
if

putDebugChar

serial167_write

drivers/char/serial167.c

modeisar

isar_int_main

isar_setup

isar_pump_cmd

isar_l2l1

isar_fill_fifo

sendmsg

send_frames isar_load_firmware

ISARVersion

rcv_mbox

drivers/net/comx-hw-mixcom.c

LOCOMX_exit

LOCOMX_close

locomx_read_proc

drivers/net/lp486e.c

sx_set_irq

sx_throttle

sx_ioctl
sx_transmit

sx_set_termiosblock_til_ready

sx_change_speed

specialix_init

sx_send_break

sx_get_serial_info

sx_set_modem_info

sx_receive

sx_flush_chars

sx_flush_buffer

sx_get_modem_info

sx_init_CD186x

sx_probe

sx_set_serial_info

sx_check_modem

sx_open

sx_write

drivers/char/specialix.c

int_ln_12bits

__initfunc

end_benchmark

fast_add_entropy_words

twothirdsMD4Transform

secure_tcp_sequence_number

check_tcp_syn_cookie

MD5Transform

random_ioctl

random_write

extract_entropy

halfMD4Transform

random_read

drivers/char/random.c

lba_capacity_is_ok

idedisk_add_settings

multwrite_intr

idedisk_special

ide_multwrite

write_intr

drivers/block/swim3.c

printk

hp100_interrupt

cleanup_module
hp100_set_multicast_listhp100_rx

for

hp100_clear_stats

memset
hp100_closehp100_start_interface

hp100_sense_lan

hp100_rx_bm

hp100_update_stats

hp100_clean_txringwhile

hp100_hwinit

__initfunc

hp100_BM_shutdown

hp100_start_xmit_bm

hp100_down_vg_link

hp100_open

init_module

hp100_login_to_vg_hub

hp100_build_rx_pdl

hp100_rxfill

hp100_init_pdls

hp100_RegisterDump

hp100_stop_interface

__initfunc

hp100_cascade_reset

if

drivers/net/hp-plus.c

read_eeprom

de620_set_delay

de620_probe

ReadAWord

de620_start_xmit

de620_rx_intr

drivers/net/comx-proto-lapb.c

__initfunc

tok_init_card

tr_rx

__initfunc

tok_interrupt

tok_open_adapter

tok_set_multicast_list

tr_tx

initial_tok_int

init_module

drivers/net/tulip.c

hd_request

__initfunc

write_intr

hd_times_out

read_intr

hd_ioctl

bad_rw_intr

dump_status

revalidate_hddisk

hd_geninit

drivers/block/trm290.c

xpds_reset_bh

xpds_tx

xpds_hw_tx

xpds_resetxpds_ioctlread_sdsl_info

xpds_stop

xpds_dma_enable

xpds_dma_disable

allocate_rxtx_buffers

xpds_rx

xpds_init
xpds_open

xpdsl_init

__attribute__

xpds_rx_dma_interrupt

xpds_interrupt_bh

xpds_link_led
xpds_tx_led

xpds_rx_led

xpds_print_interrupt_type

xpds_init_descriptors

xpds_rx_fifo_interrupt

xpds_tx_fifo_interrupt

set_control_register_pointers

xpds_rxci_interrupt

xpds_ext_interrupt

xpds_print_fifo_data

drivers/net/xpds/xpds-encap-fr.c

fdc_set_data_rate

fdc_result

fdc_init
fdc_reset

fdc_config_regs

fdc_set_drive_specs

fdc_fifo_threshold

fdc_request_regions

fdc_setup_formatting

fdc_seek

fdc_recalibrate

fdc_command

fdc_setup_dma

drivers/char/ftape/lowlevel/fdc-io.c

set_modem_info

rp_close

rp_ioctl__initfunc
rp_throttle

get_config

set_config

rp_unthrottle
get_ports

rp_do_receive

rp_put_char

rp_wait_until_sent

rp_hangup

sInitController

sPCIInitController

__initfunc

rp_do_poll pci_find_slot

block_til_ready

sWriteTxPrioByte

configure_r_port

sInitChan

rp_write

rp_set_termios

sFlushRxFIFO
rp_open

get_modem_info

rp_flush_buffer

drivers/char/rocket.c

zftc_stats

zft_compress

zft_uncompress

get_next_cluster

zftc_seek

zftc_write

slow_seek_forward_until_error

search_valid_segment

slow_seek_forward

seek_in_segment

start_new_cseg

compute_seg_pos

drivers/char/ftape/compressor/zftape-compress.c

compute_pios

opti621_tune_drive

compute_clocks

drivers/block/acsi_slm.c

el2_pio_probe

el2_probe

el2_block_output

el2_init_card

el2_open

if

init_module

el2_block_input

drivers/net/eepro100.c

EXPORT_SYMBOL

z8530_init

z8530_rx_done
EXPORT_SYMBOL

while

z8530_sync_txdma_close

z8530_sync_txdma_open

z8530_sync_dma_open

z8530_tx

z8530_rx

z8530_sync_dma_close

z8530_tx_begin

z8530_dma_status

drivers/net/sunqe.c

rs_ioctl

set_modem_info

rs_break

__initfuncblock_til_ready
rs_open

get_modem_info

rs_wait_until_sent

change_speed

rs_throttle get_serial_infoset_serial_info

rs_interrupt

rs_unthrottle

receive_chars

load_zsregs

rs_write

__initfunc

serial_console_write

drivers/cdrom/sbpcd3.c

switch
usb_ibmcam_model2_Packet1

usb_ibmcam_model2_setup_after_video_if

usb_ibmcam_change_lighting_conditions
usb_ibmcam_probe

usb_ibmcam_disconnect

ibmcam_mmap

ibmcam_read

ibmcam_init_isoc
rvfree

usb_ibmcam_overlaychar

rvmalloc

ibmcam_isoc_irq

ibmcam_new_frame

usb_ibmcam_find_header

usb_ibmcam_setup_video_stop

usb_ibmcam_model2_setup

usb_ibmcam_model2_parse_lines

ibmcam_close

ibmcam_open

usb_ibmcam_set_sharpness

usb_ibmcam_veio

usb_ibmcam_set_brightness

usb_ibmcam_adjust_contrast

ibmcam_compress_isochronous

usb_ibmcam_parse_lines

usb_ibmcam_configure_video

ibmcam_parse_data
usb_ibmcam_overlaystats

ibmcam_find_struct

usb_ibmcam_model1_setup

drivers/usb/ibmcam.c

set_modem_info

esp_break

change_speedreceive_chars_pioget_esp_config

check_modem_status

esp_open

receive_chars_dmatransmit_chars_dma_done

__initfunc

get_serial_info

block_til_ready

autoconfig

rs_unthrottle

rs_throttle

cleanup_module
rs_wait_until_sent

set_esp_config

rs_set_termios

rs_write

rs_ioctl

get_modem_info

transmit_chars_pio

set_serial_info

esp_basic_init

shutdown

receive_chars_dma_done

drivers/char/esp.c

mdio_write

mii_ioctl

tx_timeout

mdio_read

check_duplex

netdev_error

init_registers

intr_handler

set_rx_mode

netdev_close

cleanup_module

via_probe1

pci_etherdev_probe

wait_for_reset

drivers/net/sk98lin/skcsum.c

at1700_probe

set_rx_mode

net_send_packet

net_rx

printk

at1700_probe1

net_open

read_eeprom

drivers/net/arlan-proc.c

n_tty_ioctl

ppp_receive_frame

ppp_tty_ioctl

rcv_proto_vjc_comp
ppp_proto_ccp

ppp_ioctlppp_tty_pollppp_dev_xmit
ppp_send_frame

ppp_tty_receive

ppp_tty_push

ppp_tty_sync_push

__initfunc

ppp_dev_ioctlppp_set_compression

ppp_unregister_compressor

ppp_sync_send

ppp_alloc

ppp_generic_init

ppp_async_encodeppp_init_dev

ppp_tty_write

ppp_tty_open

ppp_async_init

ppp_tty_read

ppp_tty_wakeup

drivers/net/a2065.c

raid0_status

raid0_map

create_strip_zones

drivers/block/via82c586.c

do_kiss_params

hdlcdrv_transmitter

hdlc_rx_flag
hdlcdrv_register_hdlcdrv

hdlcdrv_unregister_hdlcdrv

hdlcdrv_probe

hdlcdrv_close

hdlcdrv_open

hdlcdrv_receiver

drivers/net/hamradio/baycom_par.c

lmc_close

lmc_ioctl

lmc_interruptlmc_ifdown

lmc_running_reset

lmc_initcsrs

lmc_start_xmit
lmc_mii_writereg

lmc_mii_readreg

lmc_dec_reset

lmc_resetlmc_softreset

cleanup_module

lmc_rx

switch

lmc_probe

drivers/net/sealevel.c

acsi_delay_end

cleanup_module

acsi_mode_sense
acsi_open

acsi_reqsense

acsi_geninit

revalidate_acsidisk

acsi_media_change

drivers/block/ide-proc.c

ewrk3_ioctl

ewrk3_queue_pkt

Write_EEPROM

SetMulticastFilter

__initfunc

ewrk3_init

insert_device

alloc_device

ewrk3_hw_init

__initfunc

ewrk3_interrupt

ewrk3_rx

ewrk3_tx

ewrk3_open

drivers/net/smc9194.c

cfm_state_change
ecm_state_change

rmt_state_change
ring_status_indication

smt_stat_counter

skfp_close

int

skfp_driver_init

init_dev

skfp_probe

skfp_ctl_get_stats

mac_drv_fill_rxd

send_queued_packets
skfp_ioctl

mac_drv_requeue_rxd

drivers/net/skfp/smtparse.c

dvd_read_struct
mmc_ioctl

cdrom_sysctl_register

cdrom_update_settings

cdrom_get_next_writablesanitize_formatcdrom_get_last_written

cdrom_count_tracks

cdrom_load_unload

cdrom_get_disc_info

cdrom_sysctl_handler

dvd_do_auth

cdrom_get_track_infocdrom_ioctl

cdrom_open

cdrom_read_block

cdrom_release

cdrom_read_subchannel

dvd_read_disckeydvd_read_bca

dvd_read_copyright

dvd_read_manufact

cdrom_read_cd

dvd_read_physical

open_for_data

check_for_audio_disc

drivers/cdrom/optcd.c

is_dir_out

transfer_pio

wd33c93_queuecommand

reset_wd33c93

wd33c93_reset

wd33c93_intr

wd33c93_abort

wd33c93_proc_info

wd33c93_init

drivers/scsi/sg.c

ymfpci_setup_legacy

voice_alloc

ymfpci_capture_pointer

ymfpci_capture_open
ymf_mmapymfpci_playback_pointer

alloc_dmabuf

ymfpci_capture_prepare

ymf_ioctl

ymfpci_download_image

ymf_ac97_init
ymf_interrupt

prog_dmabuf

ymfpci_capture_trigger

ymf_readymfpci_memalloc

ymf_write

ymfpci_free

ymfpci_pcm_capture_interrupt

ymf_pcm_init_voice

ymf_probe

drivers/sound/maestro.c

vortex_timer

vortex_error

mdio_read
vortex_interruptboomerang_interrupt

if

vortex_tx_timeout

vortex_scan

mdio_write

EL3WINDOW
vortex_ioctl

vortex_open

boomerang_start_xmit

acpi_wake

update_stats

cleanup_module

boomerang_rx

vortex_close

vortex_rx

drivers/net/bagetlance.c

line_info

change_speed

sab82532_flush_chars
sab82532_set_termios

sab82532_breaksab82532_interrupt
sab82532_wait_until_sent

sab82532_ioctl

block_til_ready

sab82532_hangup

sab82532_open

sab82532_read_procsab82532_unthrottle

get_serial_info

sab82532_throttle

sab82532_write

sab82532_init_line

cleanup_module

sab82532_console_setup

__initfunc
batten_down_hatches

sab82532_start_tx

drivers/sbus/char/zs.c

parport_pc_init

parport_ECP_supported

irq_probe_EPP

irq_probe_ECP

irq_probe_SPP

parport_pc_init_pci

probe_one_port

parport_SPP_supported

drivers/misc/parport_pc.c

sbusfb_cursor

__initfunc
known_card

__initfunc

sbusfb_ioctl sbusfbcon_switch

sbusfb_mmap

sbusfb_clear_margin

sbus_hw_scursor

sbusfb_set_var

sbusfb_set_font

sbusfb_palette

drivers/video/sbusfb.c

program_drive_counts

ide_probe_for_cmd640x

cmd640_set_mode

set_prefetch_mode

drivers/block/cpqarray.c

isdn_calc_usage

isdn_tty_check_ats

isdn_tty_dial

isdn_tty_block_til_ready
isdn_tty_ioctlisdn_tty_parse_atisdn_tty_report

isdn_tty_cmd_ATand

isdn_tty_cmd_ATS

isdn_tty_senddown

isdn_tty_close
isdn_tty_open

isdn_tty_startup
isdn_tty_cmd_ATA

isdn_tty_handleDLEdown

isdn_tty_modem_result

isdn_tty_change_speed

isdn_tty_shutdown
isdn_tty_cmd_PLUSF

isdn_tty_tint

isdn_tty_cmd_PLUSV

isdn_tty_edit_at

isdn_tty_send_msg

isdn_tty_modem_escapeisdn_tty_modem_reset_faxpar

isdn_tty_reset_profile

isdn_tty_resume

isdn_tty_stat_callback

isdn_tty_get_modem_info

isdn_tty_modem_init

isdn_tty_suspend

isdn_tty_find_icall

isdn_tty_write

isdn_tty_match_icall

isdn_tty_readmodem

isdn_tty_try_read

drivers/isdn/isdnloop/isdnloop.c

su_change_mouse_baud
serial_console_wait_key

set_modem_info
su_flush_chars

su_break
su_throttlesu_kbd_ms_interruptchange_speed

su_unthrottle

shutdown

get_modem_info

su_open

block_til_ready

autoconfig
su_ioctlsu_set_termios

check_modem_status

su_wait_until_sent

su_get_baud_rate

startup

get_serial_info

su_flush_buffersu_write
__initfunc

serial_console_write

receive_serial_chars

receive_kbd_ms_chars

__initfunc

drivers/sbus/char/sunkeymap.c

TLan_Timer

TLan_ioctl

init_module

TLan_Init
TLan_CloseTLan_ResetLists

TLan_HandleInterrupt

TLan_HandleTxEOC

TLan_SetMulticastList

TLan_HandleStatusCheck

TLan_HandleRxEOF

TLan_EeReadByte
TLan_EeSendByte

TLan_EeReceiveByte

TLan_MiiWriteReg

TLan_ReadAndClearStats

TLan_MiiSendData

TLan_MiiReadReg

TLan_ResetAdapter

TLan_PhyFinishAutoNeg

TLan_PhyStartLink

TLan_PhyPrint

drivers/net/hamachi.c

if
mdio_write

pnic_do_nway
t21142_lnk_change

read_eeprommdio_read
parse_eeprom

t21142_timer

private_ioctl

tulip_probe1

check_duplex

pnic_lnk_change
tulip_attach

t21142_start_nway
tulip_probe

tulip_open

cleanup_module

select_media

tulip_init_ring

tulip_refill_rx

pnic_timer

tulip_close

set_rx_mode

tulip_rx

tulip_interrupt

tulip_tx_timeout

drivers/net/hydra.c

waveartist_start_input

waveartist_mixer_reset
waveartist_mixer_ioctl

waveartist_get_speedwaveartist_closewaveartist_mixer_set

waveartist_prepare_for_output

attach_waveartist

waveartist_select_input

waveartist_halt_input

waveartist_halt_outputwaveartist_mixer_update

waveartist_getrev

waveartist_intr

waveartist_output_block

waveartist_open

waveartist_prepare_for_input

vnc_volume_slider

vnc_private_ioctl

waveartist_reset

drivers/sound/maestro3.c

switch
DAC960_V1_ReadWriteError
DAC960_ReportErrorStatus

DAC960_V2_ReadWriteError
DAC960_DetectControllers

DAC960_FinalizeController
DAC960_ParseLogicalDrive

DAC960_ParsePhysicalDevice

DAC960_Release

DAC960_P_QueueCommand

DAC960_V1_ReadControllerConfiguration

DAC960_IOCTL
DAC960_ParsePhysicalDeviceDAC960_Open

strcmp

DAC960_ParseLogicalDrive

for

DAC960_V1_ExecuteType3

DAC960_ProcWriteUserCommand
DAC960_V1_ExecuteType3B

DAC960_UserIOCTL

DAC960_PG_QueueCommandDualMode

DAC960_Initialize

DAC960_V1_QueueReadWriteCommand

DAC960_V1_SetDeviceState

DAC960_LP_QueueCommand

DAC960_BA_QueueCommandDAC960_MonitoringTimerFunctionDAC960_InitializeController

DAC960_V1_ExecuteType3D

DAC960_V1_ExecuteUserCommand

DAC960_SortControllers

DAC960_V2_TranslatePhysicalDevice

DAC960_KernelIOCTL

DAC960_ProcReadCurrentStatus
DAC960_V2_QueueMonitoringCommand

while

DAC960_PG_InterruptHandler

DAC960_LA_InterruptHandler

DAC960_PD_InterruptHandler

DAC960_ReportControllerConfiguration

DAC960_V2_ReadControllerConfiguration

DAC960_RegisterBlockDevice
DAC960_V2_ProcessCompletedCommand

DAC960_V2_GeneralInfo

DAC960_Failure

if

DAC960_ProcReadStatus

DAC960_V2_ExecuteUserCommand

DAC960_Message

DAC960_CheckStatusBuffer
DAC960_ComputeGenericDiskInfo

DAC960_V2_LogicalDeviceInfo

DAC960_V2_DeviceOperation

DAC960_P_InterruptHandler

DAC960_V2_TranslatePhysicalDevice

DAC960_ProcessRequest

DAC960_BA_InterruptHandler

DAC960_LP_InterruptHandler

DAC960_V2_ReportProgress
DAC960_UnregisterBlockDevice

DAC960_V1_ProcessCompletedCommand

DAC960_V2_QueueReadWriteCommand

DAC960_LA_QueueCommandDualMode

DAC960_CreateProcEntries

DAC960_V2_ReportDeviceConfiguration

DAC960_V1_ReadDeviceConfiguration

DAC960_PG_QueueCommandSingleMode

DAC960_LA_QueueCommandSingleMode

DAC960_V2_EnableMemoryMailboxInterface

DAC960_V1_EnableMemoryMailboxInterface

DAC960_SanitizeInquiryData

DAC960_V2_ControllerInfo

DAC960_V2_ReadDeviceConfiguration

DAC960_V2_PhysicalDeviceInfo

DAC960_V1_ReportDeviceConfiguration

DAC960_V2_ReportEvent

drivers/block/ll_rw_blk.c

serial_notify_sleep

set_modem_info

__initfuncget_modem_infors_flush_buffer

rs_throttle

rxdma_to_tty

get_serial_info

__initfunc
serial_console_wait_key

transmit_chars

rs_start

receive_special_dma

receive_chars
load_zsregs

probe_sccs

irda_setup

rs_unthrottle
change_speed

block_til_ready

macserial_init

fix_zero_bug_scc

set_scc_power

set_serial_info

chan_init

setup_scc

rs_write

dma_init

drivers/macintosh/adb.c

dfx_int_common

dfx_interrupt

dfx_int_pr_halt_id

dfx_int_type_0_process

if
__initfunc

printk

dfx_close

dfx_xmt_queue_pkt

dfx_xmt_flush

dfx_hw_port_ctrl_req

dfx_ctl_update_filters

dfx_rcv_init

dfx_hw_dma_uninit

dfx_rcv_queue_process

dfx_ctl_get_stats

dfx_xmt_done

dfx_ctl_update_cam

dfx_hw_dma_cmd_req

dfx_ctl_set_multicast_list

dfx_ctl_set_mac_address

drivers/net/daynaport.c

gmac_sleep_notify

gmac_stop_dma

mii_write

gmac_set_duplex_mode
mii_poll_start

mii_read
mii_setup_phy

gmac_powerup_and_reset

mii_lookup_and_reset

mii_init_BCM5400

gmac_probe gmac_mac_init

gmac_stats

gmac_init_rings

gmac_start_dma

gmac_set_power

gmac_close

mii_interrupt

gmac_set_multicast

gmac_receive

gmac_tx_cleanup

gmac_tx_timeout

drivers/net/lance.c

DMAbuf_release

output_sleep

DMAbuf_getrdbuffer
DMAbuf_open_dmaDMAbuf_inputintr

sound_start_dma

DMAbuf_outputintr

dma_init_buffers

dma_reset_output

sound_free_dmapdma_reset_input
find_output_space

DMAbuf_move_wrpointer

sound_alloc_dmap

DMAbuf_open
DMAbuf_launch_output

DMAbuf_space_in_queue

DMAbuf_start_devices

DMAbuf_get_buffer_pointer

DMAbuf_sync

drivers/sound/dmabuf.c

switch

arlan_queue_retransmit

arlan_tx_done_interrupt

arlan_command

arlan_interrupt
arlan_process_interrupt

arlan_time

arlan_print_registers

IFDEBUG

arlan_registration_timer

arlan_hw_tx
arlan_open

while

arlan_allocate_device

__initfunctio

arlan_change_mtu

arlan_statistics

arlan_hw_config

if

arlan_tx

cleanup_module

drivers/net/bsd_comp.c

ov511_parse_data_yuv422p

ov511_parse_data_yuv420

ov511_reg_write

ov511_ioctl
ov511_mode_init_regs

fixFrameRGBoffset

ov511_probe

ov7610_get_picture

ov511_move_420_block

ov511_mmap
ov7610_set_picture

ov511_parse_gbr422_to_rgb24

ov511_disconnect

ov511_close

ov511_parse_data_grey

ov511_configure
ov511_dumppix

ov511_read

rvfree

ov511_parse_yuv420_to_rgb

ov511_new_frame

ov511_parse_data_yuv422

ov511_open

rvmalloc

ov511_init_isoc

ov511_set_packet_size

ov511_write_regvals

create_proc_ov511_camov511_stop_isoc

ov511_i2c_write

ov511_alloc

ov511_i2c_read

ov511_move_data

ov511_dump_regs

ov6xx0_configure

ov511_reg_read

ov511_read_proc

ov76xx_configure

drivers/usb/ov511.c

determine_reg_space_size

myri_header_cache

myri_rebuild_header

myri_tx

myri_load_lanai

myri_type_trans

myri_header

myri_ether_init

dump_eeprom

myri_init_rings

myri_start_xmit

myri_rx

__initfunc

myri_interrupt

drivers/net/eth16i.c

pcnet32_mii_ioctl

pcnet32_restart

pcnet32_probe1

pcnet32_init_ring

pcnet32_start_xmit

pcnet32_load_multicast

pcnet32_probe

pcnet32_rx

pcnet32_close

drivers/net/sdlamain.c

if

memset

eata_proc_info

swap_statistics

drivers/scsi/wd7000.c

__attribute__

i596_reset

i596_rx

i596_add_cmd

init_rx_bufs

i596_start_xmit

init_i596_mem

switch

i596_close

i596_display_data

i596_cleanup_cmd

drivers/net/ni65.c

a_txint

scc_init

b_txintpi_ioctl

setup_tx_dma

b_exint

a_exint

tdelay

pi_close

rts

a_rxint

hardware_send_packet

b_rxint

setup_rx_dma

pi_probe

__initfunc

drivers/net/zlib.c

printkswitch

wavelan_probe

wv_cu_show

init_module

wavelan_close
wv_check_ioaddr

eth_type_trans
wv_cu_show_one

if

cleanup_module

wv_complete

wv_config_complete

wl_spy_gather
wv_scb_show

wv_packet_info

update_psa_checksum

psa_crc

wv_frequency_list

fee_read

wv_synchronous_cmd
wv_ack

wv_ru_start

psa_write

wavelan_set_multicast_list

fee_write

wv_init_info

wavelan_ioctl
wv_set_frequency

wavelan_get_wireless_stats

wv_receive

wv_packet_read

wv_cu_start

wv_psa_show

wv_mmc_init

wavelan_packet_xmit

wv_82586_start

wv_82586_stop

wv_packet_write

wavelan_watchdog

wavelan_config

wv_hw_reset

wavelan_interrupt

wv_82586_config

drivers/net/old_tulip.c

yawn

is_100_up

srom_map_media
de4x5_dbg_media

is_10_up
de4x5_save_skbs

dc21142_infoleaf

dc21143_infoleaf

de4x5_alloc_rx_buff

de4x5_rst_desc_ring

de4x5_cache_state

timeout
dc21140m_autoconf

load_packet

de4x5_txur

reset_init_sia

dc21041_autoconf

de4x5_dbg_mii

dc21140_infoleaf

int

de4x5_parse_params

set_multicast_list

de4x5_switch_mac_port

de4x5_reset_phy
de4x5_ast

autoconf_media

is_spd_100

EISA_signature

dc2114x_autoconf

dc21040_autoconf

de4x5_dbg_rx

de4x5_tx

enet_addr_rst

de4x5_ioctl

srom_search

de4x5_rx

mii_get_phy

init_module

eisa_probe

get_hw_addr

SetMulticastFilter

drivers/net/sk98lin/skproc.c

rr_handle_event

rx_int

rr_dump

rr_start_xmit

rr_interrupt

rr_load_firmware

rr_close

__initfunc

__initfunc

write_eeprom

rr_read_eeprom

rr_init1

rr_reset

drivers/net/ipddp.c

cleanup_module

fd_probe

fd_select

fd_motor_on

decode

floppy_release

amiga_readraw_readfd_ioctl
dos_write

__initfunc

fd_get_drive_id

putsec

fd_calibrate

floppy_open

ms_delay

ms_putsec

dos_read

dos_crc

drivers/nubus/nubus.cess_has_rec_mixer
ess_irq_bits

ess_mixer_reset

ess_audio_prepare_for_output_audio2

ess_audio_prepare_for_output_audio1ess_dsp_reset

ess_setmixer

FKS_test
ess_write

es_rec_set_recmask

ess_common_speed

ess_init

ess_speed

ess_set_dma_hw

drivers/sound/softoss.c

switch

sktr_reset_adapter

sktr_exec_sifcmd

__initfunc

sktr_bringup_diags
sktr_set_multicast_list

sktr_close
sktr_chipset_init

__initfunc

sktr_timer_chk

sktr_cmd_status_irq

sktr_hardware_send_packet

sktr_init_opb

sktr_init_ipb

prot_reg_setup

sktr_init_net_local

sktr_cancel_tx_queue

sktr_init_adapter

sktr_tx_status_irq

sktr_rcv_status_irq

sktr_chk_irq

sktr_chk_outstanding_cmds

sktr_read_ram

init_module

cleanup_module

drivers/net/arlan.c

olympic_change_mtu

olympic_srb_bh

__initfunc

olympic_interrupt

olympic_rx

olympic_asb_bh

olympic_proc_info

sprintf_info

olympic_set_rx_mode

olympic_close

olympic_arb_cmd

init_module

drivers/net/macsonic.c

service_call
write_event_mask_2
gds_vector_name

sane_write_hwcb
hwc_unblank

get_input
hwc_interrupt_handler

hwc_ioctl
hwc_init__attribute__eval_hwc_send_maskdump_storage_area

eval_hwc_receive_mask

do_hwc_write

release_write_hwcb

set_hwc_ioctls

eval_textcmd

seperate_cases
eval_selfdeftextmsg

hwc_printkeval_cpmsufind_gds_vector

process_evbufs

allocate_write_hwcb

add_mto

do_hwc_init

write_event_data_2

unconditional_read_1

unconditional_read_2

write_event_mask_1 reuse_write_hwcb

do_put_line

write_event_data_1

drivers/s390/char/tape3490.c

bpp_ioctl

bpp_write

write_ecp
write_compat

map_bpp

bpp_read
get_pins

negotiate

terminate

__initfunc

probeLptPort

read_ecp

read_nibble

drivers/sbus/char/sab82532.c

get_timeout

cy_set_termios

get_threshold

cy_ioctlcy_detect_isa
cy_throttle

cy_flush_buffer

cy_unthrottle

set_timeout

cy_detect_pci

set_serial_infocyy_init_card
set_threshold

cy_hangup

cy_stop

get_serial_info

cy_start

get_lsr_infocyclades_get_proc_info

set_modem_info

get_modem_info

cy_chars_in_buffer

cyy_interrupt

for

cy_init

start_xmit

cyz_handle_rx

cyz_handle_tx

detect_isa_irq

startup

cyz_poll

cy_break

cyz_handle_cmd
cy_wait_until_sent

cy_put_char

block_til_ready

drivers/char/cyclades.c

makecode

aha1542_getconfig

aha1542_query

aha1542_detect

setup_mailboxes

aha1542_test_port

aha1542_biosparam

aha1542_host_reset

aha1542_mbenable

aha1542_dev_reset

aha1542_old_abort

aha1542_intr_handle

aha1542_old_reset

aha1542_bus_reset

if

aha1542_queuecommand

drivers/scsi/cpqfcTStrigger.c

bigmac_tcvr_write
bigmac_tcvr_read

read_tcvr_bit2

read_tcvr_bit

write_tcvr_bit

qec_init
bigmac_init_rings

bigmac_begin_auto_negotiation

__initfunc

cleanup_module

bigmac_tcvr_init

try_next_permutation

bigmac_rx

__initfunc

bigmac_set_multicast

bigmac_interrupt

bigmac_start_xmit

sun4c_bigmac_start_xmit

bigmac_tx

bigmac_init

sun4c_bigmac_interrupt

bigmac_timer

sun4c_bigmac_rx

drivers/net/ac3200.c

es1370_mmap_dac

es1370_mmap

es1370_ioctl_dac

es1370_interrupt
drain_dac1drain_dac2

es1370_open

es1370_write_dac

es1370_ioctl

es1370_poll_dac

prog_dmabuf

es1370_open_dac
start_dac1

start_adc

start_dac2

es1370_midi_write

es1370_midi_readcleanup_module

es1370_midi_release

es1370_midi_open

__initfunc

es1370_write

es1370_read

drivers/sound/es1370.c

sb1000_get_firmware_version

sb1000_close

sb1000_interrupt

sb1000_dev_ioctlsb1000_reset
sb1000_activate

sb1000_send_command

sb1000_error_dpc

sb1000_set_PIDs

sb1000_rx

card_send_command

card_wait_for_ready

sb1000_get_PIDs

sb1000_open

sb1000_probe

card_wait_for_busy_clear

sb1000_print_status_buffer

drivers/net/lanstreamer.c

m3_amp_enable
SILLY_MAKE_INIT

m3_codec_reset

start_adc

maestro_install
dec_timer_usersstart_dac

inc_timer_usersset_dac_rate
set_adc_rate

allocate_dmabuf
ess_release

for

maestro_config

ess_open

m3_suspend

setup_msrc

nuke_maestrosset_fmtm3_assp_init
ess_ioctl

prog_dmabuf

ess_mmap

ess_write

drain_dacget_dma_pos

ess_rec_setup

m3_resume

ess_interrupt

ess_update_ptr

ess_play_setup

ess_poll

ess_read

drivers/sound/msnd.c

ncr_usercmd

ncr_int_sir

ncr_user_command
ncr_int_par

ncr_exceptionncr_start_next_ccbncr_int_sto

ncr_queue_command

ncr_get_ccb

ncr53c8xx_abort

ncr53c8xx_reset

ncr_put_start_queue

ncr53c8xx_select_queue_depths

ncr53c8xx_proc_infoncr_show_msgncr_script_copy_and_bind

ncr_alloc_ccb

ncr53c8xx_intr

ncr_prepare_nego

ncr53c8xx_timeout

ncr_int_ma

ncr_init_ccbncr_sir_to_redoncr_prepare_setting
ncr_script_fill

ncr_setup_tags

ncr53c8xx_queue_command

ncr_host_info

ncr_setsync

ncr_log_hard_error
ncr_init_tcb

ncr_regtest

ncrgetfreq

ncr_lookup

ncr_setwide

ncr_reset_scsi_bus

ncr_alloc_lcb

ncr_scatter

ncr_complete

ncr_ic_nego

ncr_attach

ncr_set_sync_wide_status

ncr_wakeup_done

ncr_detach

ncr_getsync

drivers/scsi/i60uscsi.c

__initfunc

__initfunc

ni52_rnr_int
ni52_get_stats

alloc586

while

init586

check586
ni52_send_packet

if

ni52_dump

ni52_rcv_int

drivers/net/macmace.c

solo1_interrupt

solo1_open

solo1_ioctl

prog_codecprog_dmabuf_dac

drain_dac

solo1_mmap

mixer_ioctl

prog_dmabuf_adc

cleanup_solo1start_adc

solo1_midi_write

solo1_midi_release

solo1_midi_open

solo1_poll

solo1_dmfm_open

solo1_midi_poll

solo1_write

prog_dmabuf

solo1_midi_read

solo1_dmfm_ioctl

solo1_read

solo1_update_ptr

drivers/sound/esssolo1.c

speedo_ioctl

speedo_close

reset_mii

set_rx_mode
init_module

cleanup_module

speedo_open

do_eeprom_cmd

speedo_refill_rx_buf

speedo_init_rx_ring

printk

speedo_rx

speedo_start_xmitspeedo_found1

speedo_tx_buffer_gc

speedo_show_state

if

eepro100_init

speedo_tx_timeout

speedo_resume

speedo_timer

speedo_get_stats

drivers/net/mac8390.c

streamer_change_mtu

streamer_srb_bh

streamer_scanstreamer_set_rx_mode

streamer_proc_info

streamer_init

streamer_interrupt

streamer_close

streamer_asb_bh

streamer_rx

sprintf_info

init_module

if

streamer_arb_cmd

drivers/net/olympic.c

calc_crc

sbni_start_xmit

change_level

sbni_close

sbni_header
sbni_open

sbni_probe1

sbni_probe

card_start

sbni_ioctl

sbni_xmit

init_module

if

sbni_recv

sbni_watchdog

sbni_drop_tx_queue

MODULE_PARM

sbni_get_packet

drivers/net/starfire.c

cpc_readb
sizeof

te_config

falc_check_status

cpc_opench

falc_close_timeslot

ch_config

cpc_open

falc_init_hdlc

cpc_close
falc_init_e1

falc_init_t1

falc_open_all_timeslots

falc_intr_enable

rx_dma_buf_check

rx_config

dma_get_rx_frame_size

cpc_closech

falc_open_timeslot

dma_buf_write

falc_close_all_timeslots

tx_config

tx_dma_buf_checkdma_buf_read

falc_update_stats

cpc_falc_status

cpc_sca_status

falc_pattern_test

cpc_ioctl

cpc_queue_xmit

sca_intr

cpc_x25_packetlayer_xmit

falc_t1_intr

cpc_net_rx

drivers/net/sdla_chdlc.c

load_csrs

lance_tx

lance_load_multicast

lance_interrupt

lance_rx

sparc_lance_init

lance_reset

lance_start_xmit

lance_init_ring

__initfunc

drivers/net/ewrk3.c

set_dac_rate

mixer_ioctl

sv_open

sv_mmap
drain_dac

sv_ioctl

return_mixval

prog_dmabuf

set_dmac

set_adc_rate

sv_update_ptr
cleanup_modulegetpll

sv_midi_write

sv_midi_open

sv_dmfm_ioctl

sv_read
sv_dmfm_open

sv_write

sv_midi_read

sv_midi_poll sv_midi_release

setpll

__initfunc

drivers/sound/sonicvibes.c

return

if

do_cciss_request

cciss_opencomplete_command

sendcmd

revalidate_logvol

do_cciss_intr

cciss_ioctl print_cfg_table

cciss_proc_get_info

cmd_alloc

cciss_pci_detect

cciss_init

cleanup_module

cciss_pci_init

cciss_getgeometry

drivers/block/floppy.c

happy_meal_is_not_so_happy

pci_happy_meal_rx

display_forced_link_mode
happy_meal_stop

happy_meal_mif_interrupt
happy_meal_tcvr_resethappy_meal_set_initial_advertisement

display_link_mode
happy_meal_tx_reset

happy_meal_rx_reset

sun4c_happy_meal_start_xmit

pci_happy_meal_start_xmit

sun4d_happy_meal_start_xmit
happy_meal_tx

pci_happy_meal_tx
happy_meal_timer

happy_meal_tcvr_write

happy_meal_pci_init

happy_meal_transceiver_check

happy_meal_get_counters

set_happy_link_modes

happy_meal_start_xmit

happy_meal_bb_writepci_happy_meal_interrupt

happy_meal_ether_init

happy_meal_interrupt

quattro_sbus_find

happy_meal_bb_read
happy_meal_init

cleanup_module

happy_meal_init_rings

happy_meal_rx

quattro_sbus_register_irqshappy_meal_ioctl

quattro_sbus_interrupt

happy_meal_probe

sun4d_happy_meal_rx

sun4c_happy_meal_interrupt

sun4d_happy_meal_interrupt

happy_meal_begin_auto_negotiation

sun4c_happy_meal_rx

happy_meal_set_multicast

drivers/net/lmc/lmc_media.c

voidspecial_event
awe_voice_change
awe_pnp_event
awe_kill_note
awe_aftertouch

FX_WORD
FX_OFFSET

aci_read_cmdawe_hw_gus_control
awe_ioctlawe_start_noteawe_calc_volume

awe_wait
awe_open

FX_BYTE

awe_calc_pitch
setvolume

void

awe_fx_filterQ

awe_hw_awe_control

freq_to_note

awe_load_patch

awe_calc_pitch_from_freq
awe_channel_initawe_fx_fmmodawe_set_sampleawe_fx_tremfrq

awe_fx_fm2frq2
calc_rate_offset

awe_mixer_ioctl

awe_send_effect

awe_initialize

awe_set_instr

awe_voice_init

awe_init_voice_parm

awe_tweak_voice

awe_send_array

awe_init_voice_info
awe_set_volumeawe_detect

awe_set_pan

awe_init_fm

midi_system_exclusive

awe_open_dram_for_check

xg_control_change

awe_equalizer

awe_note_on
awe_search_multi_voices

alloc_new_info

awe_exclusive_off

purge_old_list

search_best_voice

alloc_new_sample

awe_open_patch

awe_create_sf

awe_alloc_multi_voices

awe_alloc_one_voice

add_info_list

really_alloc_voices

awe_load_data

awe_clear_voice

info_duplicated

awe_setup_voice

drivers/sound/lowlevel/aci.c

ixj_cpt_stop
ixj_unregister

ixj_daa_cr4
ixj_hookstate

SCI_Control

ixj_ioctl
ixj_register

ixj_enhanced_read
ixj_writeSLIC_SetState

SLIC_GetState

ixj_detach

ixj_get_serial

add_caps

ixj_ring_off

ixj_ring_startixj_timeout

ixj_attach

ixj_read_proc

ixj_tone_timeout

ixj_ring_on

daa_get_version

ixj_daa_cid_reset

daa_int_read

ixj_daa_cid_read

ixj_write_cid

daa_set_mode

ixj_write_vmwi

cleanup

ixj_daa_write

ixj_cpt_stop

read_filters

ixj_write_cidcw

ixj_build_cadence

ixj_release

ixj_linetest
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stli_onbegetmemptr

stli_rawclose

stli_hostcmd

stli_writeroom
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start_io

cpqarray_pci_detect

revalidate_logvol

getgeometry

do_ida_intr

start_fwbk

sendcmd

cleanup_module

ida_geninit

cpqarray_pci_init
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ncr_alloc_lcb
ncr_print_driver_setup

device_queue_depth
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AdvInitGetConfig
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