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ssp_remove
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neponset_get_mctrlneponset_set_mctrl

neponset_irq_handler

neponset_probe

arch/arm/mach-sa1100/neponset.c

mx1ads_init

arch/arm/mach-imx/mx1ads.c

s3c24xx_clkout_setparents3c24xx_dclk_setparent

s3c24xx_setup_clockss3c24xx_set_dclk_rate

clk_get

arch/arm/plat-s3c24xx/clock.c
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afeb9260_board_initafeb9260_map_io

arch/arm/mach-at91/board-afeb-9260v1.c

integrator_get

integrator_set_target
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I2C_BOARD_INFO
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MODULE_PARM_DESC
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void
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corgi_lcdtg_hw_init

arch/arm/mach-pxa/corgi_lcd.c
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_clk_pll_get_rate
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ixdp2800_pci_preinit

ixdp2800_pci_init
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ek_add_device_dm9000
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free_safe_buffer

map_single

dmabounce_sync_for_device

dmabounce_sync_for_cpuunmap_single

alloc_safe_buffer

arch/arm/common/dmabounce.c

dns323_init

subsys_initcall

arch/arm/mach-orion5x/dns323-setup.c

omap_dm_timer_init

omap_dm_timer_modify_idlect_mask

omap_dm_timer_set_load

arch/arm/plat-omap/dmtimer.c

float32_sqrt
float32_to_int32_round_to_zerofloat32_to_int32

roundAndPackFloatx80

subFloat32Sigs

subFloat64Sigsfloat64_sqrt
float64_mul

float64_rem

addFloat32Sigs

subFloatx80Sigsfloat32_divaddFloatx80Sigs

float64_div

float32_rem

float32_mul

addFloat64Sigs
floatx80_mul

floatx80_sqrt

floatx80_rem

floatx80_div

arch/arm/nwfpe/softfloat.c

pcie_setup

orion5x_pci_hw_rd_conf

orion5x_pci_set_bus_nr

orion5x_pci_hw_wr_conf
pci_setup

orion5x_setup_pci_wins

arch/arm/mach-orion5x/pci.c

jprobe_return

kprobe_handler

arch_prepare_kprobe

longjmp_break_handler

trampoline_handler

arch/arm/kernel/kprobes.c

lsmini_init
I2C_BOARD_INFO

arch/arm/mach-orion5x/lsmini-setup.c

h3800_control_egpio
h3600_control_egpio

h3100_control_egpio
h3800_video_power_onh3800_IRQ_demux

h3xxx_map_io

h3800_pm_callback

h3800_init_irq

h3800_map_io

EXPORT_SYMBOL

arch/arm/mach-sa1100/h3600.c

v3_read_config

v3_write_configv3_open_config_window

v3_pci_fault

v3_irq

pci_v3_postinit

pci_v3_preinit

arch/arm/mach-integrator/pci_v3.c

kgdb_arch_handle_exception

pt_regs_to_gdb_regs

gdb_regs_to_pt_regs

sleeping_thread_to_gdb_regs

arch/arm/kernel/kgdb.c

pxa3xx_mfp_init_addr
pxa3xx_mfp_config

arch/arm/mach-pxa/mfp-pxa3xx.c

remap_area_pte

remap_area_pmd

__arm_ioremap_pfn

remap_area_pages

unmap_area_sections

remap_area_sections
__iounmap

remap_area_supersections

arch/arm/mm/ioremap.c

I2C_BOARD_INFO

subsys_initcallem7210_pci_map_irq

arch/arm/mach-iop32x/em7210.c

I2C_BOARD_INFO

ek_map_io

at73c213_set_clk

ek_board_init

arch/arm/mach-at91/board-sam9260ek.c

set_b1_regs
omap_set_dma_priority

omap_init_dmaomap_set_dma_src_burst_modeenable_lnk
omap_set_dma_dest_burst_mode

omap_stop_dma

omap_set_dma_params
omap_set_dma_transfer_params

omap_start_dma

arch/arm/plat-omap/dma.c

sharpsl_off_charge_batterysharpsl_chrg_full_timer

sharpsl_battery_thread

sharpsl_pm_probe

arch/arm/common/sharpsl_pm.c

I2C_BOARD_INFO

viper_init_vcore_gpios
viper_backlight_init

viper_init

viper_tpm_init

arch/arm/mach-pxa/viper.c

get_fbmem_region

omapfb_reserve_sdram

omapfb_reserve_sram

arch/arm/plat-omap/fb.c

vfp_double_fsqrt

vfp_propagate_nan

vfp_double_fcvtsvfp_double_multiply_accumulate

vfp_double_fsub

vfp_double_ftoui

vfp_double_ftosi
vfp_double_cpdo

vfp_double_fdiv

vfp_double_fadd_nonnumber

arch/arm/vfp/vfpdouble.c

build_mem_type_table
reserve_node_zeroalloc_init_section

prepare_page_table

setup_mm_for_reboot

devicemaps_initEXPORT_SYMBOL

paging_init

arch/arm/mm/mmu.c

sa1100_start_dma

sa1100_request_dma

arch/arm/mach-sa1100/dma.c

omap_leds_init

arch/arm/mach-omap1/leds.c

omap_pm_wakeup_setup
omap_pm_suspend

omap_pm_init

omap_pm_read_proc

arch/arm/mach-omap1/pm.c

icst307_ps_to_vco
icst307_khz_to_vco

arch/arm/common/icst307.c

gpmc_mem_init

gpmc_cs_set_timings

set_gpmc_timing_reg

arch/arm/mach-omap2/gpmc.c

_clk_clko_set_parent
_clk_perclkx_set_rate

_clk_vpu_recalc
_clk_cpu_set_rate

_clk_clko_set_rate
get_spll_clk

probe_mxc_clocks mxc_clocks_init

get_mpll_clk

arch/arm/mach-mx2/clock_imx27.c

s3c2410_pm_runcheck

s3c2410_pm_check_resume_pin

s3c2410_pm_restore_gpio

arch/arm/plat-s3c24xx/pm.c

lpd270_set_lcd

device_initcall

arch/arm/mach-pxa/lpd270.c

KEY

arch/arm/mach-omap2/board-h4.c

subsys_initcall

iq31244_pci_map_irq

ep80219_pci_map_irq

arch/arm/mach-iop32x/iq31244.c

tusb6010_platform_retime

tusb_set_async_mode

EXPORT_SYMBOL_GPL

tusb_set_sync_mode

arch/arm/mach-omap2/usb-tusb6010.c

imx_gpio_irq_type

imx_init_irq

arch/arm/mach-imx/irq.c

omap_perseus2_map_io

KEY

arch/arm/mach-omap1/board-perseus2.c

omap_fsample_map_io

KEY

arch/arm/mach-omap1/board-fsample.c

lh7a40x_clcd_enablelh7a40x_clcd_setup

arch/arm/mach-lh7a40x/clcd.c

badge4_initEXPORT_SYMBOL

arch/arm/mach-sa1100/badge4.c

h2_init
KEY

arch/arm/mach-omap1/board-h2.c

sys_oabi_fcntl64

sys_oabi_fstatat64

sys_oabi_ipc
sys_oabi_socketcall

sys_oabi_epoll_ctl

sys_oabi_sendmsg

sys_oabi_semtimedop

cp_oldabi_stat64

sys_oabi_epoll_wait

arch/arm/kernel/sys_oabi-compat.c

space_cccc_0111__1
space_cccc_000x

insnslot_1arg_rflags
insnslot_llret_0arg_rflagsinsnslot_2arg_rflagsinsnslot_3arg_rflags

insnslot_1arg_rwflags
space_cccc_100x

space_1111

simulate_blx2bx
insnslot_2arg_rwflagsinsnslot_4arg_rflags

emulate_alu_rwflags

emulate_str

emulate_ldrd

insnslot_llret_3arg_rflagsinsnslot_3arg_rwflags
emulate_alu_rflags

emulate_rd16rn12rs8rm0_rwflags

insnslot_4arg_rwflags

emulate_ldr
simulate_ldm1stm1

emulate_rdhi16rdlo12rs8rm0_rwflags

insnslot_llret_4arg_rwflags

arm_kprobe_decode_insn

arch/arm/kernel/kprobes-decode.c

it8152_pci_write_config

pcibios_set_master

it8152_mask_irq

it8152_unmask_irq

it8152_irq_demux

arch/arm/common/it8152.c

omap_mcbsp_removeomap_mcbsp_dump_reg

arch/arm/plat-omap/mcbsp.c

OF_getproplen

OF_getprop

OF_finddevice

create_params

ofw_init

arch/arm/boot/compressed/ofw-shark.c

iop13xx_set_atu_mmr_bases
iop13xx_atu_function

iop13xx_init_atu_setup
iop13xx_scan_busiop13xx_atu_selectiop13xx_pci_setupiop13xx_atue_write_config

iop13xx_atux_write_config

iop13xx_pci_abort

iop13xx_map_pci_memory

iop13xx_atue_disable

iop13xx_atux_disable

iop13xx_atue_setup

arch/arm/mach-iop13xx/pci.c

decompress_kernel

__memzero

memcpy

arch/arm/boot/compressed/misc.c

imx_dma_request_by_prio

dma_irq_handler

imx_dma_setup_single

imx_dma_setup_sg

dma_err_handler

arch/arm/mach-imx/dma.c

imx_set_target

imx_compute_mpctl

imx_get_speed

arch/arm/mach-imx/cpufreq.c

bast_irq_initbast_irq_pc104_demux

arch/arm/mach-s3c2410/bast-irq.c

cpu_architecture

cacheid_init
DEFINE_PER_CPU

setup_arch

parse_cmdline

request_standard_resources

arch/arm/kernel/setup.c

mv78xx0_pcie_setup

add_pcie_port

mv78xx0_pcie_preinit

arch/arm/mach-mv78xx0/pcie.c

sx1_i2c_read_byte

sx1_i2c_write_byte

omap_sx1_init

KEY

arch/arm/mach-omap1/board-sx1.c

orion5x_init_gpio_irqorion5x_gpio_irq_handler

arch/arm/mach-orion5x/irq.c

davinci_clk_init

clk_get

EXPORT_SYMBOL

arch/arm/mach-davinci/clock.c

mxc_gpio_modemxc_gpio_setup_multiple_pins

arch/arm/plat-mxc/iomux-mx1-mx2.c

imx_gpio_mode

imx_gpio_setup_multiple_pins

arch/arm/mach-imx/generic.c

get_wchan

copy_thread

__show_regs

arch/arm/kernel/process.c

vfp_single_fcvtd

vfp_single_faddvfp_single_fnmul

vfp_single_fsqrt

vfp_single_fmul
vfp_single_cpdo

vfp_single_ftosi

vfp_propagate_nan

vfp_single_ftoui

vfp_single_multiply_accumulate
vfp_single_fdiv

vfp_single_fadd_nonnumber

arch/arm/vfp/vfpsingle.c

oprofile_arch_init op_arm_create_files

arch/arm/oprofile/common.c

n2100_pci_map_irq

subsys_initcall

n2100_init_machine

arch/arm/mach-iop32x/n2100.c

omap_writew

omap1_select_table_rate

omap1_round_to_table_rate
omap1_set_sossi_rate

omap1_clk_disable_generic

calc_dsor_exp

omap1_clk_set_rate

verify_ckctl_value

omap1_clk_init

omap1_clk_set_rate_dsp_domain

arch/arm/mach-omap1/clock.c

sa1111_type_highirq

sa1111_type_lowirq__sa1111_remove

__sa1111_probesa1111_wake

sa1111_setup_irq

sa1110_mb_enable

sa1111_resume sa1111_set_io_dir

sa1111_suspend

arch/arm/common/sa1111.c

XWDLEN2

KEY

h3_init

arch/arm/mach-omap1/board-h3.c

ns9xxx_init_irq
handle_prio_irq

arch/arm/mach-ns9xxx/irq.c

tsp2_init

tsp2_power_off

tsp2_miconsend

arch/arm/mach-orion5x/terastation_pro2-setup.c

sys_sigreturn

sys_rt_sigreturn

sys_sigaction

sys_rt_sigsuspend

sys_sigsuspendhandle_signal

get_sigframe
do_signal

setup_rt_frame
setup_return

setup_sigframe

arch/arm/kernel/signal.c

save_stack_tracearch/avr32/kernel/stacktrace.c

__ioremap

arch/avr32/mm/ioremap.c

do_page_fault

arch/avr32/mm/fault.c

paging_init
mem_init

arch/avr32/mm/init.c

foo
arch/avr32/kernel/asm-offsets.c

dma_cache_sync
__dma_alloc

arch/avr32/mm/dma-coherent.c

nmi_debug_notify
arch/avr32/kernel/nmi_debug.c

do_IRQ

arch/avr32/mach-at32ap/intc.c

at32_set_target

arch/avr32/mach-at32ap/cpufreq.c

arch_ptrace

syscall_trace

do_debug

arch/avr32/kernel/ptrace.c

atstk1004_init

arch/avr32/boards/atstk1000/atstk1004.c

comparator_mode

time_init

arch/avr32/kernel/time.c

kprobe_exceptions_notify
kprobe_handler

arch/avr32/kernel/kprobes.c

atstk1003_init

arch/avr32/boards/atstk1000/atstk1003.c

eic_set_irq_typeeic_probe

arch/avr32/mach-at32ap/extint.c

check_rela

module_frob_arch_sections

apply_relocate_add

arch/avr32/kernel/module.c

avr32_pm_map_sram

avr32_pm_unmap_sram

avr32_pm_init

avr32_pm_enter

arch/avr32/mach-at32ap/pm.c

update_dtlb
__flush_tlb_pageshow_dtlb_entry

flush_tlb_kernel_rangeflush_tlb_range

tlb_show

arch/avr32/mm/tlb.c

ocd_debugfs_init

ocd_enable

ocd_disable

arch/avr32/kernel/ocd.c

dump_clock
clk_show

arch/avr32/mach-at32ap/clock.c

add_reserved_region

early_parse_fbmem

add_physical_memory

alloc_reserved_regionsetup_bootmem

setup_arch

arch/avr32/kernel/setup.c
hsmc_probe

smc_set_configuration

smc_set_timing

arch/avr32/mach-at32ap/hsmc.c

store_pcenable

c_show

topology_init

setup_processor

arch/avr32/kernel/cpu.c

gpio_irq_handler

pio_bank_show

pio_probe

arch/avr32/mach-at32ap/pio.c

do_nmi

do_illegal_opcode
_exception

do_cop_absent

die

arch/avr32/kernel/traps.c

avr32_perf_counter_interrupt

avr32_backtrace

avr32_perf_counter_create_files

arch/avr32/oprofile/op_model_avr32.c

sys_execve

get_wchan

copy_thread

dump_mem

show_trace_log_lvl

arch/avr32/kernel/process.c

sys_rt_sigreturn

restore_sigcontext
setup_sigcontext

do_signal handle_signal

setup_rt_frame

arch/avr32/kernel/signal.c

IRQIRQ
sram_init

at32_map_usart
at32_add_device_ide

at32_add_device_nandat32_add_device_sscat32_add_device_pwm
at32_add_device_cf

at32_add_device_ac97c

at32_add_device_twi

at32_add_device_usba

genclk_set_parentat32_add_device_abdac
pll1_set_parent

cpu_clk_set_rate

pll_set_rate

system_device_init

at32_add_device_mci

bus_clk_get_rate

at32_add_device_spi

core_initcall

DEV_CLK

at32_add_device_eth

arch/avr32/mach-at32ap/at32ap700x.c

channel2irq
arch/blackfin/mach-bf548/dma.c

channel2irq
arch/blackfin/mach-bf537/dma.c

channel2irq
arch/blackfin/mach-bf533/dma.c

channel2irq
arch/blackfin/mach-bf527/dma.c

channel2irq
arch/blackfin/mach-bf561/dma.c

bfin_reset
arch/blackfin/kernel/reboot.c

bfin_timer_set_mode
arch/blackfin/kernel/time-ts.c

__ashldi3
arch/blackfin/lib/ashldi3.c

__lshrdi3
arch/blackfin/lib/lshrdi3.c

__ashrdi3
arch/blackfin/lib/ashrdi3.c

asm_do_IRQshow_interrupts

arch/blackfin/kernel/irqchip.c

bfin_put_addr_at_rpbfin_get_addr_from_rp

arch/blackfin/kernel/flat.c

init_early_exception_vectorsearlyserial_init

arch/blackfin/kernel/early_printk.c

__alloc_dma_pages

arch/blackfin/kernel/dma-mapping.c

generate_cplb_tables

arch/blackfin/kernel/cplb-mpu/cplbinit.c

program_IAR

arch/blackfin/mach-bf537/ints-priority.c

program_IAR

arch/blackfin/mach-bf533/ints-priority.c

gettimeoffset
time_sched_init

timer_interrupt

do_settimeofday

arch/blackfin/kernel/time.c

cplbinfo_read_proc

cplb_print_entry

cplbinfo_proc_output

arch/blackfin/kernel/cplb-mpu/cplbinfo.c

bfin_pm_suspend_standby_enterflushinv_all_dcache

arch/blackfin/mach-common/pm.c

pr_debug

put_reg

is_user_addr_valid

arch_ptrace

arch/blackfin/kernel/ptrace.c

oprofile_arch_init

op_bfin_create_files

arch/blackfin/oprofile/common.c

icplb_missdcplb_miss

arch/blackfin/kernel/cplb-mpu/cplbmgr.c

isram_write

isram_read

isram_memcpy

arch/blackfin/mm/isram-driver.c

program_IAR

arch/blackfin/mach-bf548/ints-priority.c

arch_initcall

arch/blackfin/mach-bf537/boards/generic_board.c

paging_init

mem_init

arch/blackfin/mm/init.c

I2C_BOARD_INFO

arch_initcall

arch/blackfin/mach-bf527/boards/cm_bf527.c

I2C_BOARD_INFO

arch_initcall

arch/blackfin/mach-bf527/boards/ezkit.c

__dma_memcpy

dma_insbdma_insw

dma_insl

dma_outsl
dma_outsw

dma_outsb

set_dma_callback

arch/blackfin/kernel/bfin_dma_5xx.c

program_IAR

arch/blackfin/mach-bf561/ints-priority.c

program_IAR

arch/blackfin/mach-bf527/ints-priority.c

bfin_demux_gpio_irq
bfin_gpio_set_wake

bfin_internal_set_wakebfin_demux_error_irq
init_exception_vectors

init_arch_irq
do_irq

init_pint_lut

search_IAR

arch/blackfin/mach-common/ints-priority.c

I2C_BOARD_INFO

arch_initcall

arch/blackfin/mach-bf548/boards/ezkit.c

I2C_BOARD_INFO

bfin_plat_nand_init

arch_initcall

arch/blackfin/mach-bf537/boards/stamp.c

reloc_stack_operate

module_frob_arch_sections

apply_relocate_add

arch/blackfin/kernel/module.c

irq_panic

arch/blackfin/mach-common/irqpanic.c

l1_data_A_sram_alloc

l1_inst_sram_alloc
l1_data_B_sram_alloc

l2_sram_alloc

sram_proc_read
sram_free_with_lsl

sram_free

sram_alloc_with_lsl

_sram_proc_read

_sram_free

_sram_alloc

arch/blackfin/mm/sram-alloc.c

cplbinfo_read_proc

cplbinfo_proc_output

cplb_print_entry

arch/blackfin/kernel/cplb-nompu/cplbinfo.c

main

arch/blackfin/kernel/asm-offsets.c

peripheral_free
bfin_gpio_wakeup_type

portmux_setup

peripheral_request

bfin_pm_standby_restore

gpio_proc_read

bfin_gpio_pm_hibernate_suspend
bfin_pm_standby_setup

bfin_gpio_pm_hibernate_restore

arch/blackfin/kernel/bfin_gpio.c

do_rt_sigreturn

rt_setup_sigcontext

handle_signal

rt_restore_sigcontextdo_signal

setup_rt_frame

arch/blackfin/kernel/signal.c

setup_bootmem_allocator

get_mem_size

bfin_relocate_l1_memget_vco

print_memory_map

show_cpuinfo

get_cclk

get_sclk

find_min_max_pfn
setup_arch

sanitize_memmap

parse_cmdline_early

arch/blackfin/kernel/setup.c

bf561_coreb_init

coreb_lseek

coreb_show_status

coreb_read

coreb_write

arch/blackfin/mach-bf561/coreb.c

bfin_remove_hw_break
bfin_set_hw_break

kgdb_validate_break_address

validate_memory_access_address
kgdb_arch_handle_exception

kgdb_hex2mem

bfin_correct_hw_break

kgdb_mem2hex

kgdb_arch_set_breakpoint
kgdb_ebin2mem

gdb_regs_to_pt_regs

pt_regs_to_gdb_regs

arch/blackfin/kernel/kgdb.c

is_bfin_call

show_stack
decode_instruction

dump_bfin_mem

decode_address

dump_bfin_process

double_fault_c

show_regs

dump_bfin_trace_buffer

trap_c

get_instruction

arch/blackfin/kernel/traps.c

finish_atomic_sections

_access_ok
sys_execve

get_wchan

cpu_idle

arch/blackfin/kernel/process.c

switch
arch/cris/arch-v10/kernel/dma.c

arch_ptrace
arch/cris/arch-v10/kernel/ptrace.c

switchmemset
arch/cris/arch-v10/lib/memset.c

switchmemset
arch/cris/arch-v32/lib/memset.c

crisv32_request_dma
arch/cris/arch-v32/mach-fs/dma.c

dma_alloc_coherent
arch/cris/arch-v32/drivers/pci/dma.c

init_axis_flasharch/cris/arch-v10/drivers/axisflashmap.c

show_cpuinfo
arch/cris/arch-v10/kernel/setup.c

pcf8563_readreg
pcf8563_ioctl

arch/cris/arch-v32/drivers/pcf8563.c
sys_ipc

arch/cris/kernel/sys_cris.c

__ioremap_prot
arch/cris/mm/ioremap.c

if
do_page_fault

arch/cris/mm/fault.c
pcf8563_readreg

pcf8563_ioctl
arch/cris/arch-v10/drivers/pcf8563.c

setup_arch

arch/cris/kernel/setup.c

show_cpuinfo
arch/cris/arch-v32/kernel/setup.c

main
arch/cris/arch-v10/boot/tools/build.c

mem_init
arch/cris/mm/init.c

hook_call
arch/cris/arch-v32/mach-fs/vcs_hook.c

decompress_kernel
arch/cris/arch-v10/boot/compressed/misc.c

crisv32_request_dma

arch/cris/arch-v32/mach-a3/dma.c

dma_memcpy
arch/cris/arch-v10/lib/dmacopy.c

main
arch/cris/kernel/asm-offsets.c

flash_probeinit_axis_flash

arch/cris/arch-v32/drivers/axisflashmap.c

csum_partial
arch/cris/arch-v10/lib/old_checksum.c

die_if_kernelshow_trace

arch/cris/kernel/traps.c

get_wchan

sys_execve

copy_thread

arch/cris/arch-v10/kernel/process.c

handle_mmu_bus_fault

arch/cris/arch-v10/mm/fault.c

apply_relocate_add

arch/cris/kernel/module.c
crisv32_nand_flash_probecrisv32_hwcontrol

arch/cris/arch-v32/drivers/mach-fs/nandflash.c
i2c_stop

i2c_start
i2c_sendnacki2c_sendack
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i2c_writereg

i2c_readreg
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arch/cris/arch-v10/drivers/i2c.c
pcibios_assign_resourcespcibios_enable_resources

arch/cris/arch-v32/drivers/pci/bios.c

crisv32_arbiter_irq

crisv32_arbiter_init

crisv32_arbiter_config

arch/cris/arch-v32/mach-fs/arbiter.c

iop_start_mpu

iop_fw_load_mpu

iop_fw_load_spu

arch/cris/arch-v32/drivers/iop_fw_load.c

do_gettimeofday

set_rtc_mmss

do_settimeofday

get_cmos_time

arch/cris/kernel/time.c

sys_execve

copy_thread

hard_reset_now

arch/cris/arch-v32/kernel/process.c
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w1_DS18S20_convert_tempw1_therm_read

drivers/w1/slaves/w1_therm.c

agp_amd64_probeamd64_insert_memory

agp_amd64_initamd64_fetch_size
fix_northbridge

drivers/char/agp/amd64-agp.c

pcips2_probe
pcips2_interrupt

drivers/input/serio/pcips2.c

ioat_setup_functionality
ioat_probe

drivers/dma/ioat.c

verify_pmtmr_rate
init_acpi_pm_clocksource

drivers/clocksource/acpi_pm.c

mpcore_wdt_ioctl
mpcore_wdt_write

drivers/watchdog/mpcore_wdt.c

pdev_sort_resources
pci_claim_resource

pci_update_resource

pci_assign_resource_fixed
pci_assign_resource

pci_enable_resources

drivers/pci/setup-res.c

bfin_twi_smbus_xfer

bfin_twi_master_xfer

bfin_twi_timeout

drivers/i2c/busses/i2c-bfin-twi.c

pxa27x_ohci_select_pmm
usb_hcd_pxa27x_probe

ohci_pxa27x_start
pxa27x_start_hc

pxa27x_setup_hc

drivers/usb/host/ohci-pxa27x.c

pnpbios_parse_data_streampnpbios_parse_allocated_resource_data

pnpbios_parse_compatible_idspnpbios_parse_resource_option_data

pnpbios_encode_allocated_resource_data

drivers/pnp/pnpbios/rsparser.c

acpi_ut_strtoul64

acpi_ut_dword_byte_swap

acpi_ut_walk_package_tree

drivers/acpi/utilities/utmisc.c

clps711xuart_get_mctrl
clps711xuart_set_termiosclps711xuart_startup

clps711xuart_console_setup

clps711xuart_console_write
clps711xuart_int_rx

clps711xuart_shutdown

drivers/serial/clps711x.c

amd756_s4882_init

amd756_access_channel

amd756_access_virt0

drivers/i2c/busses/i2c-amd756-s4882.c
ohci_hcd_sm501_drv_probeohci_hcd_sm501_drv_remove

drivers/usb/host/ohci-sm501.c

uclinux_mtd_init

drivers/mtd/maps/uclinux.c

tda8083_send_diseqc_burst
tda8083_attach

tda8083_read_status

tda8083_set_symbolrate

drivers/media/dvb/frontends/tda8083.c
pca955x_led_workpca955x_probe

drivers/leds/leds-pca955x.c

omap_ohci_transceiver_power
omap_1510_local_bus_init

drivers/usb/host/ohci-omap.c
dm_put_path_selectordm_register_path_selector

drivers/md/dm-path-selector.c
proc_read_legacyrespnpbios_proc_init

drivers/pnp/pnpbios/proc.c
tas5130d1b_set_ctrl

tas5130d1b_init

drivers/media/video/et61x251/et61x251_tas5130d1b.c

at25_bin_read
at25_ee_read

at25_bin_write

at25_ee_write

drivers/spi/at25.c

btsdio_send_frame

btsdio_rx_packet

btsdio_tx_packet

drivers/bluetooth/btsdio.c

NCR5380_pread

drivers/scsi/arm/oak.c
compute_tps

cinergyt2_fe_read_status

cinergyt2_fe_set_frontend

drivers/media/dvb/dvb-usb/cinergyT2-fe.c

add_sector

check_sector

status

reconfig

drivers/md/faulty.c
wusbhc_rsv_complete_cbwusbhc_rsv_establish

drivers/usb/wusbcore/reservation.c

oprofile_create_stats_files

drivers/oprofile/oprofile_stats.ca3d_read

a3d_read_packet

drivers/input/joystick/a3d.c

zhenhua_connect

drivers/input/joystick/zhenhua.c
check_multiple_madt

acpi_table_parse

acpi_table_parse_entries

drivers/acpi/tables.c

rio_mport_get_feature

rio_get_asm

void

drivers/rapidio/rio.c
s3c2410wdt_ioctl

s3c2410wdt_probe

s3c2410wdt_set_heartbeat

s3c2410wdt_write

drivers/watchdog/s3c2410_wdt.cgx_frame_buffer_size

gx_set_mode

drivers/video/geode/display_gx.c
acpi_hw_clear_gpe

acpi_hw_clear_gpe_block

acpi_hw_disable_gpe_block

drivers/acpi/hardware/hwgpe.cdvb_pll_configure
dvb_pll_calc_regs

dvb_pll_set_params

samsung_dtos403ih102a_set
dvb_pll_init

dvb_pll_sleep

dvb_pll_attach

drivers/media/dvb/frontends/dvb-pll.cpc87413_get_swc_basepc87413_refresh

pc87413_ioctl

pc87413_write

drivers/watchdog/pc87413_wdt.ctwl4030_get_gpio_dataintwl4030_set_gpio_debounce

twl4030_set_gpio_direction

twl4030_led_set_value

drivers/gpio/twl4030-gpio.c
ns558_isa_probe

drivers/input/gameport/ns558.cbfin_bf54x_remove
config_ppi

drivers/video/bf54x-lq043fb.cmon_bus_init
mon_exit

drivers/usb/mon/mon_main.cisdn_x25iface_proto_new

isdn_x25iface_proto_restart

isdn_x25iface_xmit

drivers/isdn/i4l/isdn_x25iface.c
phy_start
phy_disable_interruptsphy_mii_ioctlphy_state_machine

phy_change

phy_start_aneg
phy_start_interrupts

phy_ethtool_sset

drivers/net/phy/phy.c
reset_teles3

teles3_interrupt

Teles_card_msg

setup_teles3

drivers/isdn/hisax/teles3.c
rt2x00leds_led_qualityrt2x00leds_register

drivers/net/wireless/rt2x00/rt2x00leds.c
acpi_ex_resolve_object_to_valueacpi_ex_resolve_multiple

drivers/acpi/executer/exresolv.c
__pci_register_driverstore_new_id

drivers/pci/pci-driver.c
cr_backlight_set_intensity

drivers/video/backlight/cr_bllcd.c
adm1025_init_client

adm1025_detect

adm1025_update_device

drivers/hwmon/adm1025.c

DMI_MATCH

pnpbios_setuppnpbios_set_resources

pnp_dock_thread

pnpbios_zero_data_stream
pnpbios_probe_system

build_devlist

drivers/pnp/pnpbios/core.c
ms_ergonomy_kb_quirk

ms_event

ms_report_fixup

drivers/hid/hid-microsoft.cne2k_pci_block_output

if

ne2k_pci_init_one

drivers/net/ne2k-pci.c

sis96x_accesssis96x_transaction

drivers/i2c/busses/i2c-sis96x.c

intelfb_create_i2c_busses

intelfb_setup_i2c_bus

drivers/video/intelfb/intelfb_i2c.c

if
usb_unanchor_urbusb_poison_anchored_urbs

usb_unlink_anchored_urbs

usb_get_from_anchor
usb_scuttle_anchored_urbs

usb_kill_anchored_urbs
usb_submit_urb

drivers/usb/core/urb.cusb_open

usb_register_dev

usb_deregister_dev

drivers/usb/core/file.c
ibmasm_exec_command

drivers/misc/ibmasm/command.c
pd6729_pci_probe

indirect_resetbit

pd6729_set_socket

indirect_setbit
indirect_read16

indirect_write16

drivers/pcmcia/pd6729.c

pnp_device_probe
pnp_add_id

drivers/pnp/driver.c

cm4040_readcm4040_do_poll

cm4040_closecm4040_config_check

reader_config

drivers/char/pcmcia/cm4040_cs.c

savagefb_copyarea
savagefb_fillrect

drivers/video/savage/savagefb_accel.c

usb_kbd_irq

usb_kbd_probe

usb_kbd_event

drivers/hid/usbhid/usbkbd.c

mic_card_msg

mic_interrupt

setup_mic

drivers/isdn/hisax/mic.c
assert_sizes

drivers/net/wireless/b43/tables.c

ssb_ohci_probessb_ohci_attach

drivers/usb/host/ohci-ssb.c

parport_device_idparport_read_device_id

drivers/parport/probe.c

ixp2000_flash_probe

drivers/mtd/maps/ixp2000.c

store_select_amcb1_transmit_clockstore_select_amcb2_transmit_clock

drivers/char/tlclk.c

wm8400_dcdc_get_mode
wm8400_dcdc_set_voltage

wm8400_dcdc_set_mode

wm8400_ldo_set_voltage

drivers/regulator/wm8400-regulator.c

pvr2_i2c_msp3400_setupset_stereo

drivers/media/video/pvrusb2/pvrusb2-audio.c

ipath_mmap

drivers/infiniband/hw/ipath/ipath_mmap.c
hidraw_connect

hidraw_ioctl

hidraw_read

drivers/hid/hidraw.c

i2cdev_attach_adapter
i2cdev_ioctl_rdrw

i2cdev_ioctl

i2cdev_read
i2cdev_write

i2cdev_ioctl_smbus

drivers/i2c/i2c-dev.c

zero_bind

drivers/usb/gadget/zero.c

dvb_ringbuffer_pkt_readdvb_ringbuffer_pkt_read_user

drivers/media/dvb/dvb-core/dvb_ringbuffer.c

plff_inithid_plff_play

drivers/hid/hid-pl.c

sn9c102_probe_pas106b

pas106b_set_ctrl

pas106b_init

drivers/media/video/sn9c102/sn9c102_pas106b.c

__uwb_rc_ctx_get

uwb_rc_neh_grok

uwb_rc_neh_grok_event

drivers/uwb/neh.c

cpia_usb_streamReadcpia_probe

cpia_usb_open

cpia_disconnect

drivers/media/video/cpia_usb.c

blacklist_parse_proc_parameters
cio_ignore_proc_seq_nextblacklist_parse_parameters

cio_ignore_write

pure_hex
cio_ignore_proc_seq_show

parse_busid

drivers/s390/cio/blacklist.c

acpi_ex_store_string_to_stringacpi_ex_store_buffer_to_buffer

drivers/acpi/executer/exstorob.c

parport_claim_or_block

parport_announce_port

parport_remove_port

drivers/parport/share.c

loopback_add
loopback_bind

loopback_bind_configenable_loopback

loopback_complete

drivers/usb/gadget/f_loopback.c

gayle_init
gayle_setup_ports

drivers/ide/gayle.c

ipath_diag_write

ipath_diag_read

ipath_diagpkt_write

drivers/infiniband/hw/ipath/ipath_diag.c

__videobuf_copy_to_user
__videobuf_mmap_mapper

__videobuf_iolock__videobuf_copy_stream

videobuf_vm_close

drivers/media/video/videobuf-vmalloc.c

tea5761_attachset_radio_freq

drivers/media/common/tuners/tea5761.c

atafb_iplan2p8_copyarea

drivers/video/atafb_iplan2p8.c

scsi_init_procfs

proc_scsi_write_proc

scsi_proc_host_add
proc_print_scsidevice

proc_scsi_write

drivers/scsi/scsi_proc.c

iwch_poll_cq_one
iwch_poll_cq

drivers/infiniband/hw/cxgb3/iwch_cq.c

mi0343_set_ctrl

mi0343_get_ctrl

mi0343_init

drivers/media/video/sn9c102/sn9c102_mi0343.c

parport_remove_chip

parport_PS2_supported

parport_SPP_supported

drivers/parport/parport_gsc.c

soft_cursor

drivers/video/console/softcursor.c

smsusb1_detectmodesmsusb_probe

drivers/media/dvb/siano/smsusb.c

acpi_ex_opcode_2A_2T_1R

acpi_ex_opcode_2A_1T_1R

acpi_ex_opcode_2A_0T_0R

drivers/acpi/executer/exoparg2.c

init_slots

drivers/pci/hotplug/shpchp_core.c

mon_openmon_read

mon_next_message
mon_send_reply

mon_close

drivers/s390/char/monreader.c

acpi_ex_data_table_space_handleracpi_ex_system_memory_space_handler

acpi_ex_system_io_space_handler

acpi_ex_pci_config_space_handler

drivers/acpi/executer/exregion.c

tosa_lcd_probetosa_lcd_tg_on

drivers/video/backlight/tosa_lcd.c

zorro_name_device

drivers/zorro/names.c

db1x00_pcmcia_configure_socketdb1x00_pcmcia_socket_state

drivers/pcmcia/au1000_db1x00.c

tenxpress_phy_init
tenxpress_special_reset

tenxpress_link_ok

tenxpress_phy_checktenxpress_set_bad_lp

tenxpress_init

drivers/net/sfc/tenxpress.c

dsp_rx_off_member

dsp_control_req

dsp_send_bh

dsp_function
dsp_init

dsp_ctrl

drivers/isdn/mISDN/dsp_core.c

xxxfb_init

drivers/video/skeletonfb.c

em28xx_card_setup

em28xx_pre_card_setup

em28xx_setup_xc3028

em28xx_hint_board

em28xx_config_tuner

drivers/media/video/em28xx/em28xx-cards.c

db9_saturn
db9_saturn_write_sub

db9_saturn_read_packet

db9_opendb9_timer

db9_saturn_report

drivers/input/joystick/db9.c

control_sunbpp_to_pc
control_pc_to_sunbpp

status_sunbpp_to_pc
bpp_probe

parport_sunbpp_frob_control

drivers/parport/parport_sunbpp.c

enclosure_component_register
enclosure_register

drivers/misc/enclosure.c

dp_init

dm_io_client_create

do_region

drivers/md/dm-io.c

tmio_stop_hc
ohci_hcd_tmio_drv_probe

ohci_hcd_tmio_drv_removeohci_hcd_tmio_drv_resume

ohci_hcd_tmio_drv_suspend

drivers/usb/host/ohci-tmio.c

uli_init_one

drivers/ata/sata_uli.c

pcmcia_check_one_config

ide_probe

ide_config

drivers/ide/ide-cs.c

IN_TO_REG

via686a_device_add

via686a_update_device

drivers/hwmon/via686a.c

proc_therm_ds1620_readds1620_ioctl

ds1620_inds1620_out

ds1620_init

drivers/char/ds1620.c

xilinx_fb_blank

xilinxfb_release

xilinxfb_of_probe

drivers/video/xilinxfb.c

emi62_load_firmware

drivers/usb/misc/emi62.c

cx18_i2c_hw

cx18_i2c_register

cx18_call_i2c_client

drivers/media/video/cx18/cx18-i2c.c

sm_smsc47m1_init
smsc47m1_find

smsc47m1_device_add

set_fan_div

set_pwm
set_pwm_en

smsc47m1_update_device
smsc47m1_probe

drivers/hwmon/smsc47m1.c

iforce_usb_irq

iforce_usb_probe

drivers/input/joystick/iforce/iforce-usb.c

acpi_ex_store_object_to_indexacpi_ex_store_object_to_node

drivers/acpi/executer/exstore.c

gp8psk_fe_set_frontend

drivers/media/dvb/dvb-usb/gp8psk-fe.c

m5602_probe_sensor
m5602_configure

m5602_start_transferm5602_read_bridge

m5602_write_bridge

drivers/media/video/gspca/m5602/m5602_core.c

sis_drm_alloc

sis_fb_init

sis_ioctl_agp_init

drivers/gpu/drm/sis/sis_mm.c

whc_urb_dequeuewhc_endpoint_disable

whc_urb_enqueue
whc_start

whc_stop

drivers/usb/host/whci/hcd.c

pccard_show_cis

pccard_store_cis

pccard_extract_cis

pccard_store_resource

drivers/pcmcia/socket_sysfs.c

briq_panel_read

briq_panel_write

drivers/char/briq_panel.c

q40fb_setcolregq40fb_probe

drivers/video/q40fb.c

ali1563_probeali1563_block

ali1563_block_start

ali1563_transaction

drivers/i2c/busses/i2c-ali1563.c

acpi_event_init

acpi_bus_generate_netlink_event

acpi_system_read_event

drivers/acpi/event.c

sdricoh_pcmcia_probe
sdricoh_blockio

sdricoh_mmc_cmd

sdricoh_request

drivers/mmc/host/sdricoh_cs.c

init_l440gx

drivers/mtd/maps/l440gx.c

i2c_register_board_info

drivers/i2c/i2c-boardinfo.c

epu_cmd

epu_dma_done

cx18_irq_handler

drivers/media/video/cx18/cx18-irq.c

attach_inform

bttv_I2CRead

bttv_i2c_sendbytes

bttv_i2c_readbytes
bttv_i2c_xfer

init_bttv_i2c

drivers/media/video/bt8xx/bttv-i2c.c

usbfs_notify
usbfs_show_optionsupdate_sb

fs_create_fileusbfs_get_inode

parse_options

drivers/usb/core/inode.c

get_root_bridge_busnr_callback

acpi_pci_register_driver

acpi_pci_root_add

drivers/acpi/pci_root.c

kbtab_irq

kbtab_probe

drivers/input/tablet/kbtab.c

cp2101_tiocmget

cp2101_set_termios

cp2101_get_termios

drivers/usb/serial/cp2101.c

__sym_calloc_dma

___sym_mfree

__vtobus

drivers/scsi/sym53c8xx_2/sym_malloc.c

uwb_dev_add

__uwb_dev_sys_add

uwb_dev_BPST_show

__uwb_dev_offair

drivers/uwb/lc-dev.c

flexcop_usb_init

flexcop_usb_readwrite_dwflexcop_usb_i2c_req

flexcop_usb_utility_req

flexcop_usb_urb_complete
flexcop_usb_v8_memory_req

flexcop_usb_transfer_init

drivers/media/dvb/b2c2/flexcop-usb.c

xb_readxb_write

drivers/xen/xenbus/xenbus_comms.c

configure_reg0xc05

sp8870_read_statussp8870_read_signal_strength

sp8870_read_ber

sp8870_attach
sp8870_set_frontend

sp8870_firmware_upload

drivers/media/dvb/frontends/sp8870.c

of_device_get_modalias

drivers/of/device.c

rx prepare_tx

drivers/net/arcnet/arc-rawmode.c

matrox_w1_probematrox_w1_remove

drivers/w1/masters/matrox_w1.c

maciisi_input
maciisi_interrupt

if maciisi_request

maciisi_init_via

drivers/macintosh/via-maciisi.c

sis5595_transaction

sis5595_access

sis5595_setup

drivers/i2c/busses/i2c-sis5595.c

set_loopback

idt77105_ioctlidt77105_start

idt77105_intidt77105_restart_timer_func
idt77105_stop

drivers/atm/idt77105.c

mtdoops_write

mtdoops_inc_counter

mtdoops_workfunc_erase

mtdoops_erase_block

drivers/mtd/mtdoops.c

acpi_ev_initialize_gpe_block
acpi_ev_create_gpe_info_blocksacpi_ev_match_prw_and_gpe

acpi_ev_save_method_info
acpi_ev_walk_gpe_list

acpi_ev_valid_gpe_event

acpi_ev_delete_gpe_handlers

drivers/acpi/events/evgpeblk.c

pnpbios_print_status

__pnp_bios_get_dev_node

call_pnp_bios

pnpbios_calls_init

drivers/pnp/pnpbios/bioscalls.c

mlx4_ib_alloc_fast_reg_page_list
mlx4_ib_alloc_fast_reg_mr

mlx4_ib_fmr_alloc

mlx4_ib_get_dma_mr
mlx4_ib_reg_user_mr

mlx4_ib_umem_write_mtt

drivers/infiniband/hw/mlx4/mr.c

cx23885_ir_inithauppauge_eeprom

cx23885_gpio_setup

ARRAY_SIZE

drivers/media/video/cx23885/cx23885-cards.c

i1480u_init

i1480u_notif_cb

i1480u_add

drivers/uwb/i1480/i1480u-wlp/lc.c

sn_sal_module_initsn_transmit_chars

sn_sal_switch_to_interruptssn_sal_timer_poll

sn_sal_switch_to_asynch

drivers/serial/sn_console.c

update_display_powered
set_attr_text

show_attr_decimals

update_display_modeset_attr_decimals

show_attr_textmode

drivers/usb/misc/usbsevseg.c

scsi_host_set_state

scsi_host_alloc

drivers/scsi/hosts.c

pc110pad_interrupt

drivers/input/mouse/pc110pad.c

check_cmd_setmtd_do_chip_probe

genprobe_ident_chips

genprobe_new_chip

drivers/mtd/chips/gen_probe.c

saa7111_probe

saa7111_command

saa7111_write_block

drivers/media/video/saa7111.c

vq_send_wr

drivers/infiniband/hw/amso1100/c2_vq.c

free_small_queue_pagealloc_small_queue_page

drivers/infiniband/hw/ehca/ipz_pt_fn.c

zcore_lseek

zcore_header_initsys_info_init

zcore_add_lc

zcore_initzcore_memmap_open

memcpy_real

drivers/s390/char/zcore.c

videobuf_dma_init_user_locked

videobuf_vmalloc_to_sg

videobuf_pages_to_sg

__videobuf_iolock
__videobuf_copy_stream

videobuf_vm_close

drivers/media/video/videobuf-dma-sg.c

ams_exitams_init

ams_sensors

ams_sensor_attach

drivers/hwmon/ams/ams-core.c

buffer_icap_device_write

buffer_icap_device_read

buffer_icap_set_configuration

buffer_icap_get_configuration

drivers/char/xilinx_hwicap/buffer_icap.c

main

drivers/md/mktables.c

nforce2_access_channel

nforce2_s4985_init

nforce2_access_virt0

drivers/i2c/busses/i2c-nforce2-s4985.c

xenbus_unmap_ring

xenbus_map_ringxenbus_map_ring_valloc

xenbus_bind_evtchn
xenbus_va_dev_errorvoid

xenbus_switch_state

drivers/xen/xenbus/xenbus_client.c

palm_bk3710_setudmamode
palm_bk3710_probe

palm_bk3710_setdmamodepalm_bk3710_setpiomode

palm_bk3710_chipinit

drivers/ide/palm_bk3710.c

hpt36x_init_one

hpt366_set_piomode

hpt366_set_dmamode

drivers/ata/pata_hpt366.c

usb_stor_ufi_command

usb_stor_access_xfer_buf

drivers/usb/storage/protocol.c

via_i2c_setscl

via_i2c_setsda

viafb_create_i2c_bus

drivers/video/via/via_i2c.c

x25_asy_alloc
x25_asy_unescx25_asy_open_ttyx25_asy_ioctl

x25_asy_esc

x25_asy_openx25_asy_close
exit_x25_asy

x25_asy_setup

drivers/net/wan/x25_asy.c

xenkbd_backend_changed

xenkbd_connect_backend

input_handler

drivers/input/xen-kbdfront.c

tifm_init

tifm_add_adapter

tifm_alloc_device

drivers/misc/tifm_core.c

balloon_processdecrease_reservation
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pvr2_context_check

drivers/media/video/pvrusb2/pvrusb2-context.c

hvc_remove

hvc_console_printhvc_open

hvc_hangup

hvc_poll
khvcd

hvc_write

hvc_close

drivers/char/hvc_console.c

hal_get_rssi_bss
hal_stop

hal_set_rates

hal_set_current_channel_exhal_init_hardware

hal_led_control

drivers/staging/winbond/wbhal.c

ds1wm_isr

ds1wm_probe

ds1wm_search

drivers/w1/masters/ds1wm.c

cpufreq_cpu_callback
cpufreq_register_notifiercpufreq_unregister_notifiercpufreq_get

cpufreq_cpu_get
cpufreq_driver_target

cpufreq_resumecpufreq_register_driver
show

cpufreq_parse_governor

store_scaling_governorstore
cpufreq_suspend

cpufreq_debug_printk

__cpufreq_remove_dev__cpufreq_governor

cpufreq_add_dev

cpufreq_notify_transition

drivers/cpufreq/cpufreq.c

read_rbu_data
callbackfn_rbuimg_update_realloc

img_update_free

create_packet
packet_read_list

packet_empty_list

do_packet_read

drivers/firmware/dell_rbu.c

mlx4_alloc_hwq_res

mlx4_buf_free

mlx4_alloc_db_pgdir

find_aligned_range
mlx4_bitmap_init

mlx4_buf_alloc

drivers/net/mlx4/alloc.c

input_ff_event

erase_effect

compat_effect

drivers/input/ff-core.c

drm_mm_create_tail_node

drm_mm_split_at_start

drm_mm_search_free

drivers/gpu/drm/drm_mm.c

attach_fan

do_probe
g4fan_init

attach_thermostat
poll_temp

setup_hardware

drivers/macintosh/therm_windtunnel.c

esp_jazz_probejazz_esp_send_dma_cmd

drivers/scsi/jazz_esp.c

of_register_spi_devices

drivers/of/of_spi.c

pl010_modem_status

pl010_int
pl010_console_setup

pl010_set_termios
pl010_startup

pl010_console_write

pl010_rx_chars

drivers/serial/amba-pl010.c

butterfly_detach
butterfly_attach

drivers/spi/spi_butterfly.c

set_state

get_state

drivers/misc/tc1100-wmi.c

iwch_reregister_mem

iwch_register_mem

build_phys_page_list

drivers/infiniband/hw/cxgb3/iwch_mem.c

tda18271_assign_map_layout
tda18271_lookup_pll_map

tda18271_lookup_rf_band

tda18271_lookup_map

drivers/media/common/tuners/tda18271-maps.c

tc86c001_set_modeinit_hwif_tc86c001

tc86c001_dma_start

tc86c001_timer_expiry

drivers/ide/tc86c001.c

cx18_stream_alloccx18_queue_get_buf_irq

drivers/media/video/cx18/cx18-queue.c

isl1208_probeisl1208_i2c_validate_client

isl1208_i2c_set_regsisl1208_i2c_set_time

isl1208_i2c_read_regs

drivers/rtc/rtc-isl1208.c

pnic2_start_nwaypnic2_lnk_change

drivers/net/tulip/pnic2.c

rt2x00pci_write_tx_datart2x00pci_alloc_reg

rt2x00pci_rxdone

rt2x00pci_alloc_queue_dma

drivers/net/wireless/rt2x00/rt2x00pci.c

mthca_tavor_interrupt

mthca_free_eq

mthca_init_eq_table

mthca_map_eq_icm
mthca_eq_int

mthca_create_eq

drivers/infiniband/hw/mthca/mthca_eq.c

hfa384x_inb_debughfa384x_inw_debug

prism2_pci_removeprism2_pci_probe

prism2_pci_cor_sreset

drivers/net/wireless/hostap/hostap_pci.c

ivtv_g_ctrl
ivtv_s_ctrl

ivtv_queryctrl

ivtv_setup_vbi_fmt

ivtv_g_ext_ctrls

ivtv_s_ext_ctrls

drivers/media/video/ivtv/ivtv-controls.c

i810_setup_i2c_bus

drivers/video/i810/i810-i2c.c

hpc_set_attention_status
hpc_check_cmd_status

hpc_get_attention_status
hpc_get_power_statushpc_set_bus_speed_mode

hpc_get_max_bus_speed

shpc_init
hpc_get_adapter_speed

shpc_isr

shpc_wait_cmd

drivers/pci/hotplug/shpchp_hpc.c

ib_get_cached_pkey

ib_get_cached_gid
ib_find_cached_pkey

ib_cache_event

ib_cache_update

ib_find_cached_gid

ib_cache_setup_one

drivers/infiniband/core/cache.c

mthca_init_hca
mthca_free_icms

mthca_validate_profile

__mthca_remove_one

drivers/infiniband/hw/mthca/mthca_main.c

ehea_get_ethtool_stats

drivers/net/ehea/ehea_ethtool.c

uwb_est_createuwb_est_get_size

uwb_est_unregister

uwb_est_find_size

drivers/uwb/est.c

stripe_statusstripe_end_io

drivers/md/dm-stripe.c

i915_emit_irqi915_driver_irq_uninstall

i915_driver_irq_handler

i915_driver_irq_postinstall

drivers/gpu/drm/i915/i915_irq.c

qla4xxx_build_scsi_iocbs

qla4xxx_get_req_pkt

qla4xxx_send_command_to_isp

drivers/scsi/qla4xxx/ql4_iocb.c

ad7414_update_deviceset_max_min

drivers/hwmon/ad7414.c

esp_mac_probemac_esp_send_pio_cmd

mac_esp_send_pdma_cmd

mac_esp_wait_for_empty_fifo

drivers/scsi/mac_esp.c

bluecard_probebluecard_close

bluecard_enable_activity_led
bluecard_open

bluecard_interrupt

drivers/bluetooth/bluecard_cs.c

ev_dispatcher
do_smt_flag

drivers/net/skfp/queue.c

ll_device_want_to_sleep
ll_device_want_to_wakeup

ll_device_woke_up

ll_enqueue

ll_recv

drivers/bluetooth/hci_ll.c

hostap_dump_tx_80211

hostap_mgmt_start_xmit

hostap_data_start_xmit

hostap_master_start_xmit

drivers/net/wireless/hostap/hostap_80211_tx.c

i2s_s3c_irq_nextbyte

s3c24xx_i2c_calcdivisors3c24xx_i2c_message_start

s3c24xx_i2c_probe

s3c24xx_i2c_init
s3c24xx_i2c_cpufreq_transition

s3c24xx_i2c_clockrate

drivers/i2c/busses/i2c-s3c2410.c

tua6100_attach
tua6100_set_params

drivers/media/dvb/frontends/tua6100.c

set_analog_outthmc50_update_device

drivers/hwmon/thmc50.c

mcf_console_setup
mcf_startup

mcf_set_termios

early_mcf_setupmcf_rx_chars

mcf_probe

drivers/serial/mcf.c

p9100_blank

p9100_setcolreg

p9100_probe

drivers/video/p9100.c

ssb_gige_pci_read_config

ssb_gige_pci_write_config

ssb_gige_probe

drivers/ssb/driver_gige.c

linear_add
linear_mergeable_bvec

linear_run

linear_conf

drivers/md/linear.c

receive_chars_getchar

hv_probefill_con_write_page

sunhv_set_termios

receive_chars_read

sunhv_console_write_bychar

sunhv_console_write_paged

drivers/serial/sunhv.c

elsa_cs_probe
elsa_cs_configcheck

drivers/isdn/hisax/elsa_cs.c

videobuf_dvb_alloc_frontend

videobuf_dvb_start_feed

videobuf_dvb_thread

videobuf_dvb_register_adapter
videobuf_dvb_register_bus

videobuf_dvb_dealloc_frontends

drivers/media/video/videobuf-dvb.c

st5481_setup_b
usb_b_out_complete

st5481_b_l2l1
st5481B_mode

st5481_setup_b_out

drivers/isdn/hisax/st5481_b.c

pnx8xxx_verify_port
pnx8xxx_mctrl_checkpnx8xxx_console_setuppnx8xxx_set_termios

pnx8xxx_shutdown

pnx8xxx_startup
pnx8xxx_serial_probe

pnx8xxx_rx_chars

pnx8xxx_console_write

drivers/serial/pnx8xxx_uart.c

savagefb_create_i2c_busses

savage_setup_i2c_bus

drivers/video/savage/savagefb-i2c.c

mpc_read

mpc_xfer

mpc_write

fsl_i2c_probe
i2c_wait

fsl_i2c_remove

drivers/i2c/busses/i2c-mpc.c

hp_plus_probe

hpp_reset_8390

hpp_probe1

drivers/net/hp-plus.c

wusbhc_rh_set_port_feat

wusbhc_rh_clear_port_featwusbhc_rh_control

wusbhc_rh_port_reset

wusbhc_rh_get_port_status
wusbhc_rh_get_hub_descr

wusbhc_rh_status_data

drivers/usb/wusbcore/rh.c

uec_mdio_read

uec_mdio_probe

uec_mdio_reset

drivers/net/ucc_geth_mii.c

cx88_call_i2c_clientscx88_i2c_init

drivers/media/video/cx88/cx88-i2c.c

gfar_mdio_probe

gfar_local_mdio_read

gfar_mdio_reset

drivers/net/gianfar_mii.c

DMI_MATCH

acpi_processor_info_seq_show
map_lsapic_id

is_processor_presentmap_mat_entry

processor_walk_namespace_cb

acpi_processor_init

acpi_processor_hotplug_notify

map_madt_entry
acpi_processor_notify

acpi_processor_get_info

drivers/acpi/processor_core.c

sermouse_process_msc

sermouse_process_ms

sermouse_connect

drivers/input/mouse/sermouse.c

vcs_lseek
vcs_size

vcs_read

vcs_write

drivers/char/vc_screen.c

acpi_ns_check_object_type

acpi_ns_check_package

acpi_ns_check_package_elements

drivers/acpi/namespace/nspredef.c

lm80_detect

set_fan_div

lm80_update_device

drivers/hwmon/lm80.c

addr_resolve_local

addr_resolve_remote

process_req

void

drivers/infiniband/core/addr.c

ams_idev_poll
ams_input_enable

drivers/hwmon/ams/ams-input.c

ultramca_openultramca_probe

drivers/net/smc-mca.c

vrc4171_set_multifunction_pin

pccard_get_status
pccard_set_io_map

get_events

pccard_set_socket

pccard_set_mem_map

vrc4171_add_sockets

pccard_interrupt

drivers/pcmcia/vrc4171_card.c

PCI_DEVICE

ohci_quirk_amd700

quirk_amd_pll

drivers/usb/host/ohci-pci.c

wdt977_write
wdt977_ioctl

wdt977_start

wdt977_get_statuswdt977_stop

wdt977_keepalive

drivers/watchdog/wdt977.c

ili9320_write_spi
ili9320_setup_spi

drivers/video/backlight/ili9320.c

NETXEN_NIC_REG
netxen_alloc_hw_resources

netxen_poll_rsp
nx_fw_cmd_set_mtu

netxen_issue_cmd

nx_fw_cmd_destroy_rx_ctxnx_fw_cmd_create_tx_ctx

nx_fw_cmd_create_rx_ctx

drivers/net/netxen/netxen_nic_ctx.c

wdt_ioctl

wdt_write

wdt_get_status

wdt_keepalive
wdt_stop

wdt_start

drivers/watchdog/w83977f_wdt.c

ppa_init

device_checkppa_proc_info

ppa_engine

ppa_select
ppa_completion

__ppa_attach

drivers/scsi/ppa.c

cisco_type_trans
cisco_ioctl

cisco_hard_header
cisco_start

cisco_rx

drivers/net/wan/hdlc_cisco.c

egpio_get
egpio_probe

egpio_handleregpio_set

egpio_write_cache

drivers/mfd/htc-egpio.c

ali15x3_transactionali15x3_access

drivers/i2c/busses/i2c-ali15x3.c

tmio_nand_hwcontrol

tmio_nand_wait

tmio_nand_calculate_ecc

tmio_probe

drivers/mtd/nand/tmio_nand.c

MODULE_DEVICE_TABLEcinergyt2_rc_query

drivers/media/dvb/dvb-usb/cinergyT2-core.c

ix1_card_msg

ix1micro_interrupt

setup_ix1micro

drivers/isdn/hisax/ix1_micro.c

pnic_do_nwaypnic_lnk_change

drivers/net/tulip/pnic.c

pzl_urb_enqueue

pzl_urb_dequeue

pzl_process_qset

update_pzl_pointers

drivers/usb/host/whci/pzl.c

ath5k_hw_post

drivers/net/wireless/ath5k/attach.c

dasd_gendisk_allocdasd_destroy_partitions

drivers/s390/block/dasd_genhd.c

DMI_MATCH
WMID_set_u32

WMID_get_u32
set_u32

acer_wmi_init
acer_rfkill_update

acer_rfkill_init

AMW0_set_u32

get_wmid_devices
WMID_set_capabilities

acer_rfkill_register

AMW0_get_u32
AMW0_find_mailled

WMI_execute_u32

drivers/misc/acer-wmi.c

ide_issue_pc

ide_pc_intr

ide_queue_pc_tail

ide_wait_ireason
ide_check_atapi_device

ide_io_buffers

drivers/ide/ide-atapi.c

t21142_lnk_change

t21142_start_nway

t21142_media_task

drivers/net/tulip/21142.c

attr_show_args

mISDN_dsp_element_register

dsp_pipeline_build

drivers/isdn/mISDN/dsp_pipeline.c

sys_copyarea

bitcpy_rev

bitcpy

drivers/video/syscopyarea.c

fs_enet_mdio_probefs_mii_bitbang_init

drivers/net/fs_enet/mii-bitbang.c

ide_gd_probe
ide_gd_open

drivers/ide/ide-gd.c

register_serial_portandirq

mwave_ioctl

mwave_init

drivers/char/mwave/mwavedd.c

mspec_mmap
mspec_close

mspec_faultmspec_zero_block

mspec_init

drivers/char/mspec.c

magellan_process_packet
magellan_connect

drivers/input/joystick/magellan.c

do_drive_set_taskfiles

do_drive_get_GTF

ide_acpi_drive_get_handle

ide_acpi_port_init_devices
taskfile_load_raw

ide_get_dev_handle

drivers/ide/ide-acpi.c

vnic_dev_get_res
vnic_dev_packet_filter

vnic_dev_specvnic_dev_fw_info
vnic_dev_desc_ring_size

vnic_dev_cmd

vnic_dev_del_addrvnic_dev_add_addr

vnic_dev_notify_ready

vnic_dev_unregister

drivers/net/enic/vnic_dev.c

ucb1x00_ts_read_pressure

ucb1x00_ts_open

ucb1x00_thread

drivers/mfd/ucb1x00-ts.c

stub_device_cleanup_urbsstore_match_busid

drivers/staging/usbip/stub_main.c

w1_f2d_read_bin
w1_f2d_readblock

w1_f2d_write

w1_f2d_write_bin

drivers/w1/slaves/w1_ds2431.c

upd64083_probeupd64083_command

drivers/media/video/upd64083.c

pcwd_start

pcwd_isa_remove
pcwd_show_card_info

pcwd_get_temperaturepcwd_clear_status

send_isa_command
set_command_mode

pcwd_timer_ping

pcwd_write
pcwd_stop

pcwd_ioctl

drivers/watchdog/pcwd.c

mac_fw_upload_disable

mac_fw_upload_enable__mac_fw_upload

i1480_cmd_reset

fw_hdrs_load
i1480_fw_cmp

mac_fw_hdrs_push

drivers/uwb/i1480/dfu/mac.c

mvme147_detect
dma_setup

drivers/scsi/mvme147.c

hp680_ts_initdo_softint

drivers/input/touchscreen/hp680_ts_input.c

attach_inform

em2800_i2c_send_bytesem28xx_i2c_register

em28xx_do_i2c_scan

em28xx_hash_mem
em2800_i2c_send_max4

em28xx_i2c_xfer

drivers/media/video/em28xx/em28xx-i2c.c

voidMODULE_VERSION

vp_interrupt

vp_del_vq

drivers/virtio/virtio_pci.c

ahd_linux_proc_info

ahd_proc_write_seeprom

ahd_dump_target_state

drivers/scsi/aic7xxx/aic79xx_proc.c

cryptoloop_init
cryptoloop_transfer

drivers/block/cryptoloop.c

hil_ptr_connect
hil_ptr_process_record

drivers/input/mouse/hil_ptr.c

usb_lock_device_for_reset

usb_exitusb_buffer_dmasync

usb_buffer_unmap

usb_buffer_map

usb_find_device

match_device

drivers/usb/core/usb.c

omap_i2c_rev1_isr

omap_i2c_remove

omap_i2c_xfer_msg
omap_i2c_init

omap_i2c_isr

drivers/i2c/busses/i2c-omap.c

ns87410_set_piomode

drivers/ata/pata_ns87410.c

sensor_set_auxtripintel_menlow_module_init

intel_menlow_memory_addintel_menlow_register_sensor

memory_set_cur_bandwidth

memory_get_cur_bandwidth

aux0_store

aux1_store
intel_menlow_add_one_attribute

memory_get_int_max_bandwidth

drivers/misc/intel_menlow.c

i82975x_init_csrowsi82975x_init

i82975x_get_error_info
i82975x_probe1

i82975x_print_dram_timings

drivers/edac/i82975x_edac.c

rtc_dev_ioctl

rtc_dev_open

set_uie

rtc_uie_task
rtc_dev_read

if

drivers/rtc/rtc-dev.c

ibmtr_hw_setup

ibmtr_detach

ibmtr_config

drivers/net/pcmcia/ibmtr_cs.c

tps65010_set_vib
tps65010_set_low_pwr

dbg_chgstat

tps65010_interrupt
dbg_chgconf

tps65010_set_gpio_out_value

tps65010_set_vbus_draw

tps65010_output

tps_init

tps65013_set_low_pwr
tps65010_config_vregs1

tps65010_work

drivers/i2c/chips/tps65010.c

efi_rtc_ioctl

convert_from_efi_time

efi_rtc_get_status

drivers/char/efirtc.c

acpi_ex_extract_from_field

acpi_ex_write_with_update_rule

acpi_ex_setup_region

acpi_ex_insert_into_field

drivers/acpi/executer/exfldio.c

sis5595_device_add

sis5595_update_device

set_fan_div

drivers/hwmon/sis5595.c

acpi_tb_verify_checksumacpi_tb_get_root_table_entry

acpi_tb_print_table_header
acpi_tb_check_xsdt

acpi_tb_parse_root_table

drivers/acpi/tables/tbutils.c

si470x_stop

si470x_set_freq
si470x_get_freqsi470x_start

si470x_get_report

si470x_set_report

si470x_vidioc_queryctrlsi470x_set_chan

si470x_set_seek

si470x_get_rds_registers

drivers/media/radio/radio-si470x.c

ivtvfb_init_vidmode
ivtvfb_blank

ivtvfb_set_var

ivtvfb_get_fix

ivtvfb_ioctl

ivtvfb_prep_dec_dma_to_device

ivtvfb_write

drivers/media/video/ivtv/ivtvfb.c

vhci_port_disconnect

store_attach

show_status

drivers/staging/usbip/vhci_sysfs.c

if_usb_suspend

if_usb_setup_firmwarecheck_fwfile_format

if_usb_probe

if_usb_prog_firmwareif_usb_reset_device
if_usb_receive

if_usb_write_bulk_callback

drivers/net/wireless/libertas/if_usb.c

sn9c102_probe_mi0360

mi0360_get_ctrl
mi0360_set_crop

mi0360_set_ctrlmi0360_set_pix_format

mi0360_init

drivers/media/video/sn9c102/sn9c102_mi0360.c

pnx4008_set_usb_bits

isp1301_attach

isp1301_configure

drivers/usb/host/ohci-pnx4008.c

ct82c710_detect

ct82c710_probe

ct82c710_open

drivers/input/serio/ct82c710.c

__driver_attach

__device_release_driver

drivers/base/dd.c

cx18_g_ctrl
cx18_s_ctrl

cx18_queryctrl

cx18_setup_vbi_fmt

cx18_g_ext_ctrls

cx18_s_ext_ctrls

drivers/media/video/cx18/cx18-controls.c

ide_dump_opcode

ide_dump_statuside_set_dma_modeide_dump_ata_error

ide_set_pio
ide_dump_sector

ide_xfer_verbose

ide_get_best_pio_mode

drivers/ide/ide-lib.c

pmagbafb_remove

pmagbafb_setcolreg

drivers/video/pmag-ba-fb.c

ppp_sync_receive

ppp_sync_pushppp_sync_input
ppp_synctty_ioctl

ppp_sync_send

ppp_sync_ioctl
ppp_sync_close

ppp_sync_txmunge

ppp_sync_open

drivers/net/ppp_synctty.c

cycx_data_boot

load_cyc2x

cycx_code_boot

drivers/net/wan/cycx_drv.c

svwks_udma_filter

svwks_cable_detect

svwks_init_one

init_chipset_svwks

svwks_set_dma_mode

drivers/ide/serverworks.c

c2_mq_rep_init

c2_mq_req_init

c2_mq_alloc

drivers/infiniband/hw/amso1100/c2_mq.c

tusb_omap_dma_allocate
tusb_omap_dma_cb

tusb_omap_dma_allocate_dmareq

tusb_omap_dma_program

tusb_omap_dma_release

dma_controller_create

drivers/usb/musb/tusb6010_omap.c

ibmasm_receive_message

ibmasm_send_os_state

ibmasm_send_driver_vpd

drivers/misc/ibmasm/dot_command.c

i915_compat_ioctl

compat_i915_batchbuffer

compat_i915_alloc

compat_i915_cmdbuffercompat_i915_getparam

compat_i915_irq_emit

drivers/gpu/drm/i915/i915_ioc32.c

ath5k_hw_set_power

ath5k_hw_nic_wakeup

ath5k_hw_write_ofdm_timings

ath5k_hw_nic_reset
ath5k_hw_write_rate_duration

ath5k_hw_reset

drivers/net/wireless/ath5k/reset.c

pcipcwd_ioctlsend_command

pcipcwd_write

pcipcwd_show_card_info

drivers/watchdog/pcwd_pci.c

e3d_setcolrege3d_set_fbinfo

drivers/video/sunxvr500.c

uwb_drp_ie_update

uwb_drp_ie_to_bm

uwb_drp_ie_from_bm

drivers/uwb/drp-ie.c

ib_unregister_device
read_port_table_lengths

alloc_name

ib_unregister_client
ib_find_gid

ib_device_check_mandatory

drivers/infiniband/core/device.c

keyspan_irq_recv

keyspan_probe

keyspan_check_data
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acpi_ds_method_data_delete_all

drivers/acpi/dispatcher/dsmthdat.c

genphy_update_link
genphy_setup_forced

genphy_config_aneg

genphy_config_initgenphy_config_advert

genphy_read_status

get_phy_device

get_phy_id

phy_device_createphy_probe

int

drivers/net/phy/phy_device.c

sgiioc4_configure_for_dma

sgiioc4_dma_end

sgiioc4_clearirq
sgiioc4_ide_setup_pci_device

sgiioc4_build_dma_table

drivers/ide/sgiioc4.c

for deflect_timer_expire

drivers/isdn/divert/isdn_divert.c

led_init

led_halt
led_work_func

__attribute__

register_led_driver
led_proc_write

led_proc_read

lcd_print

led_create_procfsled_get_net_activity

led_LCD_driver

drivers/parisc/led.c

service_in_request

ep0_rxstate
musb_g_ep0_queue

__acquires

musb_g_ep0_halt
musb_read_setup

musb_g_ep0_irq

service_tx_status_request

drivers/usb/musb/musb_gadget_ep0.c

teles_probeteles_cs_configcheck

drivers/isdn/hisax/teles_cs.c

w1_uevent

w1_master_attribute_store_add
w1_master_attribute_store_removew1_master_attribute_show_slaves

w1_search

w1_reconnect_slaves
w1_search_slave

w1_slave_detach

__w1_attach_slave_device

drivers/w1/w1.c

hwarc_filter_cmd_WUSB_0100

hwarc_neep_cb

hwarc_filter_event_WUSB_0100
hwarc_get_event_size

hwarc_filter_evt_drp_WUSB_0100

hwarc_filter_evt_beacon_WUSB_0100hwarc_filter_cmd_set_drp_ie_WUSB_0100

hwarc_filter_evt_drp_avail_WUSB_0100

hwarc_get_version

drivers/uwb/hwa-rc.c

DMI_MATCH

ec_parse_io_ports
acpi_ec_space_handler

acpi_ec_transaction

acpi_ec_add
ec_parse_device

acpi_ec_gpe_query

acpi_ec_query

ec_install_handlers

gpe_transaction

acpi_ec_ecdt_probe

acpi_ec_add_query_handler

drivers/acpi/ec.c

ati_remote_irq_in

ati_remote_alloc_buffers

ati_remote_input_init

ati_remote_initialize

ati_remote_sendpacket

drivers/input/misc/ati_remote.c

capi_cmd_valid
capi20_manufacturer

recv_handlercapi_ctr_handle_message

old_capi_manufacturer

kcapi_init

capi20_put_message

capi20_release

capi_ctr_reseted

drivers/isdn/capi/kcapi.c

i2o_report_exec_cmd
i2o_report_util_cmd

i2o_debug_statei2o_dump_hrti2o_report_common_dsc

i2o_report_fail_statusi2o_report_common_status

i2o_report_status

drivers/message/i2o/debug.c

process_cmdrequest

usb_tx_block

void

check_fwfile_format

if_usb_free

if_usb_reset_device

if_usb_probe

drivers/net/wireless/libertas_tf/if_usb.c

dm_snapshot_exit

register_snapshot
insert_completed_exception

init_hash_tables

snapshot_map

snapshot_statussnapshot_dtr

start_copy

__origin_write

drivers/md/dm-snap.c

sa1100_console_write

sa1100_mctrl_check

sa1100_console_get_options

sa1100_verify_portsa1100_console_setup

sa1100_serial_probe
sa1100_set_termios

sa1100_startup
sa1100_rx_chars

sa1100_init_ports

drivers/serial/sa1100.c

rt2x00lib_request_firmware

drivers/net/wireless/rt2x00/rt2x00firmware.c

bsd_alloc

bsd_compress

bsd_decompress

drivers/isdn/i4l/isdn_bsdcomp.c

asb100_write_value
asb100_read_value

asb100_update_device
asb100_detect_subclients

set_fan_div

drivers/hwmon/asb100.c

ahd_linux_pci_reserve_io_regionsahd_linux_pci_dev_probe

ahd_linux_pci_reserve_mem_regionahd_linux_pci_inherit_flags
ahd_pci_map_registers

drivers/scsi/aic7xxx/aic79xx_osm_pci.c

agp_via_probe
via_fetch_size_agp3

via_configure_agp3

via_configure

drivers/char/agp/via-agp.c

acpi_leave_sleep_state_prep

acpi_enter_sleep_state

acpi_leave_sleep_state

drivers/acpi/hardware/hwsleep.c

lguest_arch_do_hcall

lguest_arch_run_guest
run_guest_once

emulate_insn

lguest_arch_init_hypercalls

lguest_arch_host_init

drivers/lguest/x86/core.c

atmel_pwm_bl_probe

atmel_pwm_bl_init_pwm

atmel_pwm_bl_set_intensity

drivers/video/backlight/atmel-pwm-bl.c

st5481_d_l2l1

usb_d_out_completest5481_d_init

st5481_setup_d_out

ph_disconnect

dout_start_xmit

st5481_setup_d

drivers/isdn/hisax/st5481_d.c

hid_ignore

hid_ueventhid_parser_main
hid_add_device

hid_connect
hid_report_raw_event

hid_match_usage

hid_register_report

implementhid_parse_report

fetch_item

hid_device_probe
hid_allocate_device

hid_output_field

hid_input_field

drivers/hid/hid-core.c

sdio_init_func

sdio_read_cccrmmc_attach_sdio

sdio_enable_wide

mmc_sdio_detectsdio_enable_hs

sdio_read_fbr

drivers/mmc/core/sdio.c

reg_w

snd_val
sd_pkt_scan

sd_start

sd_stopN

rcv_val

sd_getfreq

drivers/media/video/gspca/stk014.c

sk_isa_cleanup

setup_card

sk_isa_init

sk_isa_probe1

drivers/net/tokenring/skisa.c

wm8350_unmask_irq

wm8350_mask_irq
wm8350_create_cache

wm8350_device_init

wm8350_irq_worker

wm8350_phys_read

drivers/mfd/wm8350-core.c

ipaq_write

ipaq_open

ipaq_write_gather

drivers/usb/serial/ipaq.c

agp_3_5_enable

agp_3_5_dev_list_sort

agp_3_5_isochronous_node_enable

agp_3_5_nonisochronous_node_enable

drivers/char/agp/isoch.c

rs5c348_probe

rs5c348_rtc_set_time

rs5c348_rtc_read_time

drivers/rtc/rtc-rs5c348.c

ssb_pcicore_init

ssb_extpci_read_configget_cfgspace_addr

pcicore_is_in_hostmode

ssb_extpci_write_config
ssb_pcicore_init_hostmode

ssb_pcie_mdio_write

drivers/ssb/driver_pcicore.c

anysee_tuner_attach

anysee_probeanysee_frontend_attach

anysee_ctrl_msg

anysee_rc_query

MODULE_DEVICE_TABLE

anysee_mt352_demod_init

anysee_master_xfer

drivers/media/dvb/dvb-usb/anysee.c

xspi_init_hw
xilinx_spi_chipselect

xilinx_spi_irq

xilinx_spi_txrx_bufs

drivers/spi/xilinx_spi.c

ibft_check_tgt_foribft_check_nic_foribft_check_initiator_for

ibft_init
ibft_attr_show_initiator

ibft_show_attributeibft_attr_show_target

ibft_attr_show_nic

ibft_create_kobject

ibft_register_kobjects
ssize_tibft_register_attributes

ibft_unregister

sprintf_ipaddr

drivers/firmware/iscsi_ibft.c

wb35_probe

wbsoft_configure_filter

wbsoft_config

drivers/staging/winbond/linux/wbusb.c

iwl_rx_scan_start_notif

iwl_get_channels_for_scan
iwl_bg_scan_check

iwl_rx_scan_results_notif

iwl_supported_rate_to_ie

iwl_rx_scan_complete_notif
iwl_ht_cap_to_ie

iwl_fill_probe_req

iwl_bg_request_scan

drivers/net/wireless/iwlwifi/iwl-scan.c

hysdn_conf_close

hysdn_conf_write

hysdn_conf_open

process_line

drivers/isdn/hysdn/hysdn_procconf.c

pcc_setkeycode
acpi_pcc_hotkey_remove

acpi_pcc_write_sset

bl_set_status

drivers/misc/panasonic-laptop.c

hwicap_module_init
hwicap_setup

hwicap_release
hwicap_get_configuration_register

hwicap_drv_probe

hwicap_read

hwicap_write

hwicap_initialize_hwicap

hwicap_of_probe

hwicap_remove

drivers/char/xilinx_hwicap/xilinx_hwicap.c

wm9713_poll_touch

wm9713_dig_enable

wm9713_acc_enable

drivers/input/touchscreen/wm9713.c

qdio_register_dbf_views

qstat_show

qdio_allocate_do_dbf

drivers/s390/cio/qdio_debug.c

dm_create_transient

persistent_read_metadatapersistent_prepare
insert_exceptions

zero_disk_area

chunk_io

void

dm_create_persistent

drivers/md/dm-exception-store.c

ifb_init_one

ifb_setup

ri_tasklet

drivers/net/ifb.c

set_fanlm63_detect

lm63_update_deviceset_temp11

set_pwm1

drivers/hwmon/lm63.c

cx18_process_vbi_data

compress_raw_buf

copy_vbi_data

drivers/media/video/cx18/cx18-vbi.c

do_chp_configure
sclp_cmd_sync_early

do_cpu_configure

do_assign_storage
insert_increment

sclp_mem_change_state

sclp_get_cpu_info

sclp_mem_notifier
sclp_attach_storage

sclp_chp_read_info

do_sync_request
sclp_read_info_early

sclp_detect_standby_memory

drivers/s390/char/sclp_cmd.c

_pcc_get_status
_pcc_set_mem_map

add_pcc_socket

pcc_iorw

pcc_interrupt

drivers/pcmcia/m32r_pcc.c

ib_fmr_pool_map_phys

ib_fmr_cache_lookup

ib_destroy_fmr_pool

ib_fmr_batch_release
ib_fmr_pool_unmap

ib_create_fmr_pool

drivers/infiniband/core/fmr_pool.c

avma1cs_probe

avma1cs_configcheck

avma1cs_config

drivers/isdn/hisax/avma1_cs.c

mac80211_hwsim_configure_filter

mac80211_hwsim_config

mac80211_hwsim_tx_frame

mac80211_hwsim_beacon_tx
init_mac80211_hwsim

mac80211_hwsim_monitor_rx

drivers/net/wireless/mac80211_hwsim.c

tulip_mdio_write
tulip_mdio_read

tulip_find_mii
tulip_check_duplex

tulip_select_media

drivers/net/tulip/media.c

gameport_handle_event

gameport_remove_duplicate_eventsgameport_add_port

gameport_measure_speed

__gameport_register_driver
gameport_init_port

gameport_rebind_driver

drivers/input/gameport/gameport.c

mac_sonic_probemac_onboard_sonic_probe

mac_nubus_sonic_probe

mac_onboard_sonic_ethernet_addr

drivers/net/macsonic.c

set_pio_mode_abuse
media_string

set_using_dma

set_pio_mode
ide_init_port_data

generic_ide_suspend

ide_set_disk_chs

ide_set_dev_param_mask

ide_port_init_devices_data

drivers/ide/ide.c

bt866_write
bt866_command

drivers/media/video/bt866.c

adjust_irq

ds_poll
pcmcia_adjust_resource_info

ds_read

ds_ioctl

bind_requestget_device_info

pccard_get_status

pccard_get_configuration_info

drivers/pcmcia/pcmcia_ioctl.c

ds1511_rtc_update_alarm
ds1511_rtc_read_time

drivers/rtc/rtc-ds1511.c

devres_remove_groupdevres_release_group

devres_open_group

remove_nodes

drivers/base/devres.c

rtc_from4_enable_hwecc
rtc_from4_errstat

rtc_from4_nand_select_chip

P2SEGADDR

drivers/mtd/nand/rtc_from4.c

ssb_chipco_get_clockcpu

chipco_pctl_clockfreqlimitcalc_fast_powerup_delay

ssb_chipco_set_clockmode

ssb_chipco_timing_init

ssb_chipco_serial_init

drivers/ssb/driver_chipcommon.c

ds1302_rtc_probe
ds1302_rtc_set_time

ds1302_rtc_ioctl

ds1302_rtc_read_time

drivers/rtc/rtc-ds1302.c

sd_pkt_scan
sd_config

sd_start

sd_getgain

drivers/media/video/gspca/pac207.c

jmb38x_ms_complete_cmd

jmb38x_ms_probe

jmb38x_ms_set_param

jmb38x_ms_transfer_data

jmb38x_ms_resume

jmb38x_ms_remove

jmb38x_ms_alloc_host

drivers/memstick/host/jmb38x_ms.c

imx_verify_port
imx_mctrl_check

imx_setup_ufcrimx_console_setup

serial_imx_probe

imx_shutdown

imx_rxintimx_console_write

imx_startup

imx_console_get_options

drivers/serial/imx.c

vt8231_device_addset_fan_div

vt8231_remove
DEVICE_ATTR

vt8231_update_device

drivers/hwmon/vt8231.c

pcmcia_copy_to_remap

pcmcia_copy_from_remap

card_settings

pcmciamtd_config

drivers/mtd/maps/pcmciamtd.c

qla4xxx_interrupt_service_routine

qla4xxx_isr_decode_mailbox

qla4xxx_process_response_queue
qla4xxx_status_entry

qla4xxx_process_aen

drivers/scsi/qla4xxx/ql4_isr.c

set_oi_id_definit_board

led_indication

card_start

drivers/net/skfp/drvfbi.c

vt8251_scr_write
svia_configure

vt8251_scr_read

vt6420_prereset

svia_init_one

vt6421_init_addrs

drivers/ata/sata_via.c

send_event

pccardd
socket_setup

socket_reset

pcmcia_unregister_socket

socket_insert

pcmcia_register_socket

socket_shutdown

drivers/pcmcia/cs.c

acpi_ds_create_operandsacpi_ds_create_operand

drivers/acpi/dispatcher/dsutils.c

drm_ht_just_insert_please

drm_ht_insert_item

drm_ht_find_key

drivers/gpu/drm/drm_hashtab.c

drm_open_helper

drm_stub_open

drm_release

drm_open

drivers/gpu/drm/drm_fops.c

MODULE_DEVICE_TABLE
nova_t_rc_query

drivers/media/dvb/dvb-usb/nova-t-usb2.c

hpt3x3_set_dmamodehpt3x3_init_one

drivers/ata/pata_hpt3x3.c

et131x_init_module

et131x_find_adapteret131x_adapter_setup

et131x_pci_remove

et131x_pci_setupet131x_align_allocated_memory

et131x_setup_hardware_properties

drivers/staging/et131x/et131x_initpci.c

max_dma_rate

init_chipset_pdcnew
pdc202new_init_one

detect_pll_input_clock

pdcnew_set_dma_mode

read_counter

drivers/ide/pdc202xx_new.c

com20020_probe

com20020_config

drivers/net/pcmcia/com20020_cs.c

wacom_init_input_dev

wacom_wac_irqwacom_intuos_general

wacom_intuos_inout

wacom_penpartner_irq

drivers/input/tablet/wacom_wac.c

set_div

set_pwm

max6650_update_device
MODULE_DEVICE_TABLE

set_target

drivers/hwmon/max6650.c

v4l_compat_ioctl32

put_v4l2_format32
get_v4l2_format32

put_v4l2_buffer32

do_video_ioctl

get_v4l2_buffer32

get_v4l2_window32

do_set_window

drivers/media/video/compat_ioctl32.c

radisys_init_one

radisys_set_piomode

radisys_set_dmamode

drivers/ata/pata_radisys.c

joydev_open

joydev_ioctl_commonjoydev_compat_ioctl

joydev_read

joydev_event
joydev_0x_read

joydev_generate_startup_event

drivers/input/joydev.c

NETjet_S_card_msg

reset_netjet_s

setup_netjet_s

netjet_s_interrupt

njs_cs_init

drivers/isdn/hisax/nj_s.c

ivtv_udma_fill_sg_list

drivers/media/video/ivtv/ivtv-udma.c

fop_ioctl

fop_write

wdt_timer_ping

drivers/watchdog/alim7101_wdt.c

rt2x00lib_config_intf

rt2x00lib_config_antenna

rt2x00lib_config_erp

drivers/net/wireless/rt2x00/rt2x00config.c

l64781_read_status
get_frontendreset_afc

l64781_initapply_frontend_param

l64781_attach

drivers/media/dvb/frontends/l64781.c

ioctl_cmd_to_ascii

nbd_find_requestnbd_thread

do_nbd_requestnbd_send_req

nbd_ioctl

drivers/block/nbd.c
ds1390_set_datetime

ds1390_get_datetime

ds1390_get_reg

drivers/rtc/rtc-ds1390.c

ath5k_hw_set_opmode

ath5k_hw_update_mib_counters

ath5k_hw_set_key

ath5k_hw_set_beacon_timers

ath5k_hw_beaconq_finish

drivers/net/wireless/ath5k/pcu.c

fops_write

fops_release

saa7146_buffer_queue

saa7146_register_devicefops_open

saa7146_buffer_next

drivers/media/common/saa7146_fops.c

acpi_ex_opcode_3A_0T_0Racpi_ex_opcode_3A_1T_1R

drivers/acpi/executer/exoparg3.c

tmdc_connecttmdc_poll

drivers/input/joystick/tmdc.c

intc_set_priority

intc_mask_dataintc_mask_ack

intc_prio_data

intc_sense_data
intc_ack_data

intc_register_irq

register_intc_controller

drivers/sh/intc.c

i1480u_uwb_notifs_cb

i1480u_stopi1480u_open

i1480u_set_ip_mas
i1480u_mas_set_dev

i1480u_bw_alloc_cb

drivers/uwb/i1480/i1480u-wlp/netdev.c

uio_vma_fault

__uio_register_deviceuio_write

uio_unregister_device

uio_mmap
uio_read

uio_dev_add_attributes

drivers/uio/uio.c

viotap_open

viotap_ioctl

viotap_read

viotape_probe

viotap_write

drivers/char/viotape.c

pxa_irda_set_speed

pxa_irda_shutdown

pxa_irda_startup
pxa_irda_ioctl

pxa_irda_fir_irq
pxa_irda_fir_irq_eif

pxa_irda_sir_irq pxa_irda_start

pxa_irda_probe

drivers/net/irda/pxaficp_ir.c ath5k_hw_setup_tx_queue

ath5k_hw_set_tx_queueprops

ath5k_hw_reset_tx_queue

drivers/net/wireless/ath5k/qcu.c
t7l66xb_attach_irq

t7l66xb_probe

t7l66xb_remove

drivers/mfd/t7l66xb.c
baycom_ioctl

baycom_ser_fdx_setup

init_baycomserfdx

ser12_interruptser12_rx

ser12_check_uart

drivers/net/hamradio/baycom_ser_fdx.c
tapechar_ioctl

tapechar_release

tapechar_open
tapechar_compat_ioctl

tapechar_write

drivers/s390/char/tape_char.c

sata_pmp_handle_link_fail

sata_pmp_eh_recover_pmp
sata_pmp_same_pmp

sata_pmp_eh_handle_disabled_links

sata_pmp_detach

sata_pmp_write

sata_pmp_quirks

sata_pmp_eh_recover

sata_pmp_read

drivers/ata/libata-pmp.c
b1dma_reset

t1pci_detectb1dma_detect

b1dma_dispatch_tx

b1dma_release_appl
b1dma_register_appl

b1dmactl_read_proc

b1dma_handle_rx

drivers/isdn/hardware/avm/b1dma.c
corgits_proberead_xydata

drivers/input/touchscreen/corgi_ts.c
of_isp1760_probe

isp1761_pci_probe

drivers/usb/host/isp1760-if.c main_irq_hfc

mode_hfc

hfc_empty_fifo

hfc_fill_fifo

hfc_l2l1

drivers/isdn/hisax/hfc_2bs0.c
pppoe_device_event

pppoe_init
pppoe_rcv_core

pppoe_rcvpppoe_ioctl

pppoe_createpppoe_disc_rcv

pppoe_connect
__pppoe_xmit

pppoe_sendmsg

drivers/net/pppoe.c saa7134_input_init1

saa7134_rc5_irq

get_key_hvr1110

saa7134_ir_start

get_key_beholdm6xx

drivers/media/video/saa7134/saa7134-input.c
ccw_device_accumulate_basic_sense

ccw_device_do_sense

ccw_device_accumulate_irbccw_device_msg_control_check

ccw_device_accumulate_esw

drivers/s390/cio/device_status.c
connect_didd

drivers/isdn/hardware/eicon/idifunc.c

sr_cd_check

sr_vendor_init

sr_set_blocklength

drivers/scsi/sr_vendor.c
bf5xx_nand_correct_data

bf5xx_nand_dma_rw
bf5xx_nand_correct_data_256

bf5xx_nand_read_buf

bf5xx_nand_dma_init

bf5xx_nand_hw_init
bf5xx_nand_calculate_ecc

drivers/mtd/nand/bf5xx_nand.c

mISDN_FsmRestartTimer

mISDN_FsmAddTimer

mISDN_FsmNew

drivers/isdn/mISDN/fsm.c

module_param
start_xmit

virtnet_probe
xmit_skb

try_fill_recv

drivers/net/virtio_net.c
sclp_tty_inputsclp_tty_init

__sclp_ttybuf_emit
sclp_tty_write_room

sclp_tty_write_string
sclp_tty_chars_in_buffer

sclp_ttybuf_callbacksclp_eval_textcmd

sclp_switch_cases

drivers/s390/char/sclp_tty.c

esb2rom_cleanup
esb2rom_init_one

drivers/mtd/maps/esb2rom.c

ubi_dbg_dump_ec_hdr

ubi_dbg_dump_vtbl_record

ubi_dbg_dump_vol_info

ubi_dbg_dump_vid_hdr

drivers/mtd/ubi/debug.c
rfbi_set_bits_per_cycle

void

rfbi_convert_timings

rfbi_enable_tearsync

rfbi_setup_tearsync

rfbi_print_timings

rfbi_get_max_tx_rate

drivers/video/omap/rfbi.c

cem_build_path

cfm

cfm_fsm

drivers/net/skfp/cfm.c

mthca_alloc_init

mthca_buf_free

mthca_buf_alloc

drivers/infiniband/hw/mthca/mthca_allocator.c

gxfb_map_video_memory
gxfb_probe

gxfb_check_var
gxfb_remove

gxfb_init_fbinfo

drivers/video/geode/gxfb_core.c
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__acquires

musb_giveback
musb_save_toggle

musb_advance_schedule

musb_urb_enqueue

musb_h_disablemusb_host_packet_rx
musb_cleanup_urb

musb_start_urb

musb_schedule

musb_h_ep0_irq

musb_host_tx

musb_urb_dequeue

musb_ep_program

musb_h_ep0_continue

musb_host_rx

musb_h_tx_flush_fifo

drivers/usb/musb/musb_host.c

adm8211_hw_init_bbp

adm8211_calc_durations
adm8211_hw_init

adm8211_update_mode

adm8211_hw_init_syn

adm8211_set_rate
adm8211_rf_set_channel

adm8211_interrupt

adm8211_eeprom_register_write

adm8211_interrupt_rci

adm8211_configure_filter

adm8211_interrupt_tci
adm8211_hw_reset

adm8211_read_eeprom

adm8211_alloc_rings

adm8211_txadm8211_probe

adm8211_remove

adm8211_tx_raw

drivers/net/wireless/adm8211.c

nv_mode_filter

timing_setup

amd_init_one

amd_reinit_one

drivers/ata/pata_amd.c

get_chip

put_chip
cfi_amdstd_suspend

fixup_convert_atmel_pri

cfi_amdstd_sync

cfi_amdstd_setup
do_read_secsi_onechip

cfi_amdstd_erase_chip

do_atmel_unlock

do_write_oneword

cfi_amdstd_secsi_readcfi_amdstd_read

cfi_tell_features

fixup_amd_bootblock

xip_udelay

cfi_amdstd_write_buffers

cfi_amdstd_write_words

do_write_buffer

do_atmel_lock

drivers/mtd/chips/cfi_cmdset_0002.c

show_hca

mthca_create_qp

mthca_modify_port

mthca_init_node_data
mthca_alloc_ucontextmthca_create_srq

mthca_reg_phys_mr

mthca_resize_cq

mthca_query_port

mthca_create_cq

mthca_query_gid

mthca_query_pkeymthca_alloc_fmr
mthca_reg_user_mr

mthca_query_device

mthca_register_device

drivers/infiniband/hw/mthca/mthca_provider.c

build_logical_block_map

ssfdcr_add_mtd
ssfdcr_readsect

get_logical_address
get_chs

get_valid_cis_sector

drivers/mtd/ssfdc.c

cx8802_check_driver

cx8802_irq

cx8802_mpeg_irq

cx8802_request_acquirecx8802_restart_queue

cx8802_unregister_driver

cx8802_buf_prepare

cx8802_start_dma

cx8802_probe

cx8802_buf_queue

cx8802_remove

drivers/media/video/cx88/cx88-mpeg.c nvidiafb_mono_color_expand

nvidiafb_fillrect

NVResetGraphics

NVDmaWait

drivers/video/nvidia/nv_accel.c

ttusb2_msg

ttusb2_i2c_xfer
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wbsd_alloc_mmc

wbsd_finish_data

drivers/mmc/host/wbsd.c

leased_l1l2

release_b_st
leased_l4l3init_b_st

CallcFreeChan

lltrans_handler

lldata_handlerset_channel_limit
dchan_l3l4

lli_deliver_call

init_chan
init_d_st

lli_leased_in

lli_go_active

lli_resume

lli_prep_dialoutlli_failure_l

distr_debug

lli_deliver_cause

drivers/isdn/hisax/callc.c

umt_mt352_demod_init

MODULE_DEVICE_TABLE

drivers/media/dvb/dvb-usb/umt-010.c

sstfb_ioctl

sstfb_setup

sst_set_vidmod_att_tisstfb_copyarea

sstfb_remove

sstfb_setvgapasssst_set_pll_ics

sst_detect_ics

sstfb_check_var

sst_calc_pll

sst_shutdownsstfb_fillrect

sst_init

sstfb_set_par

sst_set_pll_att_ti
sst_detect_att

sst_detect_ti

sstfb_setcolreg

drivers/video/sstfb.c

zfcp_qdio_sbals_from_sg

zfcp_qdio_close

zfcp_qdio_allocate

zfcp_qdio_open

zfcp_qdio_sbal_chainzfcp_qdio_reqid_check

zfcp_qdio_resp_put_back
zfcp_qdio_fill_sbals

zfcp_qdio_send

drivers/s390/scsi/zfcp_qdio.c

b43_wa_crs_ed
b43_wa_nst

b43_wa_all b43_wa_nft

b43_wa_initgains

b43_wa_analog

b43_wa_gt

b43_wa_boards_a

b43_wa_altagc

b43_wa_boards_g

drivers/net/wireless/b43/wa.c

fw_setup_device

void

fw_realloc_buffer
firmware_data_write

_request_firmware

drivers/base/firmware_class.c

qlogicpti_return_status

qpti_intr

qlogicpti_intr_handlerqlogicpti_mbox_command

qpti_sbus_probe

set_sbus_cfg1
qpti_sbus_remove

qlogicpti_reset

qlogicpti_abort

qpti_get_scsi_id
cmd_frob

qlogicpti_queuecommand

load_cmd

qlogicpti_reset_hardware

qlogicpti_set_hostdev_defaults

qlogicpti_load_firmware

drivers/scsi/qlogicpti.c

start_next_msg

port_setupcleanup_ipmi_si

smi_event_handler

ipmi_pci_probe
mem_setup

handle_flags

ipmi_of_probe

sender
ipmi_thread

hardcode_find_bmc

setup_dell_poweredge_oem_data_handler

acpi_find_bmc

smi_start_processing
handle_transaction_done

hotmod_handler

std_irq_setup

decode_dmi

acpi_gpe_irq_setup

try_get_dev_id

cleanup_one_si

smi_timeout

default_find_bmc
init_ipmi_si

stat_file_read_proc

param_read_proc

drivers/char/ipmi/ipmi_si_intf.c

sync_request_write

raise_barrier

raid10_mergeable_bvec
raid10_add_disk

end_sync_read

raid10_end_write_request

error

end_sync_write
raid10d

flush_pending_writes

raid10_spare_active

unplug_slaves

make_request

raid10_end_read_request

raid10_find_virt

fix_read_error

raid10_find_physmdname

read_balance

sync_request

drivers/md/raid10.c

option_init

option_send_setupoption_instat_callback

option_close

option_open

option_startup

option_shutdown

option_setup_urbs

option_write

option_tiocmset
option_outdat_callback

option_indat_callback

drivers/usb/serial/option.c

w9966_init

w9966_findlen

w9966_wReg_i2c
w9966_calcscale

w9966_v4l_do_ioctl

w9966_rReg_i2c

w9966_i2c_setscl

w9966_setup

w9966_v4l_read

drivers/media/video/w9966.c

sas_transport_init

sas_rphy_remove

sas_host_match
sas_port_create_linksas_port_mark_backlink

sas_phy_match

sas_port_alloc_num

sas_end_dev_match

show_sas_rphy_bay_identifier

sas_rphy_match
sas_phy_alloc

do_sas_phy_reset
sas_expander_match

show_sas_rphy_enclosure_identifier

sas_smp_request

do_sas_phy_enable
sas_port_match

sas_read_port_mode_page

sas_port_alloc

sas_host_setup

sas_rphy_add

sas_user_scan

sas_attach_transport

drivers/scsi/scsi_transport_sas.c

raid1_reshape

sync_request
end_sync_read

raise_barrier

raid1_end_read_request

raid1_add_disk
raid1_congested

make_request

raid1d

sync_request_write
flush_pending_writes

raid1_end_write_request

fix_read_error

raid1_spare_active

error
unplug_slaves

read_balance

alloc_behind_pages

drivers/md/raid1.c

mbxfb_blank

mbxfb_ioctl_planeorder

setup_graphics
mbxfb_ioctl

mbxfb_remove

mbxfb_set_par

setup_memc

mbxfb_check_var

enable_clocks

mbxfb_ioctl_alphactl

mbxfb_setupOverlay
enable_controller

mbxfb_get_pixclock

drivers/video/mbx/mbxfb.c

pdcs_fastsize_read

pdcspath_fetchpdcs_osdep1_readpdcs_osdep2_write

pdc_stable_init

pdcspath_hwpath_read
pdcs_osdep1_write

pdcs_auto_write

pdcs_auto_read

pdcs_timer_read

pdcs_register_pathentries

pdcs_osdep2_read

pdcspath_layer_write

pdcspath_hwpath_write

pdcspath_layer_read

drivers/parisc/pdc_stable.c

alps_stv0299_set_symbol_rate

philips_tdm1316l_tuner_set_params

ttusb_set_filter

ttusb_novas_grundig_29504_491_tuner_set_params

philips_tsa5059_tuner_set_params

alps_tdbe2_tuner_set_params
ttusb_iso_irq

ttusb_probe

dvbc_philips_tdm1316l_tuner_set_params

ttusb_cmd

philips_tdm1316l_tuner_init

alps_tdmb7_tuner_set_params

ttusb_send_diseqc

master_xfer

ttusb_i2c_msg

ttusb_init_controller

drivers/media/dvb/ttusb-budget/dvb-ttusb-budget.c

omap2_onenand_wait

omap2_onenand_write_bufferram
omap2_onenand_remove

omap2_onenand_read_bufferramomap3_onenand_read_bufferram

omap3_onenand_write_bufferram

drivers/mtd/onenand/omap2.c

EnablePhyComaDisablePhyComa

drivers/staging/et131x/et1310_pm.c

dev_action_chdown

ctcm_ccw_check_rcctcm_chx_haltio

ctcm_chx_rxiniterr

dev_action_chup
ctcm_chx_cleanup

chx_firstio

ctcmpc_chx_attnbusy
ctcmpc_chx_attn

dev_action_restart

ctcm_chx_restart

ctcmpc_chx_firstioctcm_chx_txretry

chx_rxidle

ctcmpc_chx_send_sweep

ctcm_chx_setuperr
ctcmpc_chx_rx

chx_txdone

chx_rx

ctcmpc_chx_txdone

ctcm_chx_rxdisc

ctcmpc_chx_rxidle

drivers/s390/net/ctcm_fsms.c

_sc92031_phy_reset

sc92031_resume
sc92031_suspendsc92031_tx_timeout

sc92031_ethtool_get_wol

sc92031_probe

sc92031_tasklet
sc92031_get_stats

_sc92031_rx_tasklet

sc92031_interrupt

sc92031_ethtool_set_wol

sc92031_stop

_sc92031_set_rx_configsc92031_ethtool_set_settings

sc92031_ethtool_get_settings

_sc92031_reset

_sc92031_tx_tasklet

_sc92031_check_media

sc92031_disable_interrupts

_sc92031_set_mar

drivers/net/sc92031.c

hasRadioTuner

tveeprom_hauppauge_analog

drivers/media/video/tveeprom.c

debiwrite

set_genlock_offset

wait_for_debi_done

ibm_send_commandinitialize_saa7121

do_irq_send_data

debiread

I2CRead
initialize_cs4341

I2CWrite

saa7146_irq

initialize_ibmmpeg2

send_osd_data

I2CWipe
saa_write

saa_ioctl

make_clip_tab

do_ibm_reset

saa7146_set_winsize

stradis_release_saa
stradis_probe

init_saa7146

configure_saa7146

drivers/media/video/stradis.c

at91_wakeup

proc_udc_show
at91_ep_enable

at91_ep_queue

at91udc_suspend

done

handle_ep0at91_ep_disable

read_fifo

usb_gadget_unregister_driver

udc_reinit
write_fifo

at91_udc_irq

handle_ep

handle_setup at91_ep_set_halt

pullup

proc_ep_show

drivers/usb/gadget/at91_udc.c

dib3000mc_set_output_mode

dib3000mc_set_timing

dib3000mc_attach

dib3000mc_read_statusdib3000mc_i2c_enumeration

dib3000mc_autosearch_is_irq
dib3000mc_set_bandwidth

dib3000mc_init
dib3000mc_autosearch_start

dib3000mc_set_channel_cfg

drivers/media/dvb/frontends/dib3000mc.c

inic_port_start

inic_fill_sg

inic_reset_port

inic_host_intr

inic_interrupt
inic_host_err_intr

inic_qc_prep inic_hardreset

inic_init_one

drivers/ata/sata_inic162x.c
void

atp870u_probe

tscam atp870u_intr_handle

atp870u_remove

is870

atp870u_proc_info

is885

is880

atp870u_abort

drivers/scsi/atp870u.c

belkin_sa_init

belkin_sa_read_int_callbackbelkin_sa_startup

belkin_sa_tiocmset

belkin_sa_set_termios

drivers/usb/serial/belkin_sa.c tis_int_probewait_for_stat

request_locality

cleanup_tis
tpm_tis_send

tis_int_handler recv_data

get_burstcount

drivers/char/tpm/tpm_tis.c
get_counter

ipath_process_mad

recv_pma_get_classportinforecv_pma_get_portsamplesresult

recv_pma_set_portcounters_ext

set_pkeys

recv_pma_get_portsamplesresult_ext

recv_subn_set_portinfo

recv_subn_get_portinfo

recv_subn_get_guidinforecv_pma_set_portsamplescontrol

recv_subn_get_pkeytable

recv_pma_get_portsamplescontrol

recv_pma_set_portcounters
recv_pma_get_portcounters_ext

recv_subn_get_nodeinfo

recv_pma_get_portcounters

drivers/infiniband/hw/ipath/ipath_mad.c apanel_poll

apanel_probe

drivers/input/misc/apanel.c
rs_put_char

esp_tiocmsetespserial_exit

check_modem_status

change_speed
rs_unthrottle

rs_ioctl

esp_break

esp_tiocmget

rs_throttleset_esp_config

esp_open

block_til_ready

set_serial_info

autoconfig
rs_wait_until_sent

get_serial_info

transmit_chars_dma_done

shutdownrs_write

get_esp_config

receive_chars_dma_done

transmit_chars_pio
espserial_init

esp_basic_init

receive_chars_pio

drivers/char/esp.c
sdev_evt_alloc

scsi_host_queue_ready
scsi_prep_state_check

scsi_queue_insert
scsi_softirq_done

scsi_io_completion

scsi_end_request

scsi_mode_sense__scsi_alloc_queue

void

scsi_device_unbusy

scsi_single_lun_run

scsi_execute

scsi_test_unit_ready

scsi_run_queue

scsi_setup_blk_pc_cmndscsi_mode_select

scsi_evt_thread

scsi_req_map_sg

drivers/scsi/scsi_lib.c
set_lcd_data_lines

omap_dispc_set_color_key

enable_rfbi_mode
resmap_free_regionomap_dispc_setup_plane

omap_dispc_get_caps

omap_dispc_setup_mem

omap_dispc_set_scaleset_upsampling_coef_table

omap_dispc_set_update_mode

omap_dispc_init

setup_plane_fifo

resmap_alloc_region

omap_dispc_mmap_user

resmap_reserve_region

calc_ck_div

_setup_plane

setup_color_conv_coef

set_lcd_timings

drivers/video/omap/dispc.c

ves1820_readreg

ves1820_attach

ves1820_read_status

ves1820_set_symbolrate

ves1820_set_parameters

drivers/media/dvb/frontends/ves1820.c

pmz_irda_setup
pmz_get_mctrl

pmz_set_mctrl
pmz_console_setup

pmz_console_write

pmz_break_ctl

pmz_register

pmz_start_tx
pmz_resumepmz_attach

MODULE_DEVICE_TABLE

pmz_status_handle

pmz_init_port

pmz_probepmz_interrupt
pmz_set_termios

pmz_shutdown

__pmz_set_termios

pmz_startup
pmz_convert_to_zs__pmz_startup

pmz_fix_zero_bug_scc

pmz_receive_chars

drivers/serial/pmac_zilog.c

tw_poll_status_gone

tw_scsi_queuetw_interrupt
tw_poll_status

tw_aen_drain_queue

tw_scsiop_request_sense

tw_chrdev_ioctl

tw_scsiop_read_write

tw_scsi_eh_resettw_show_stats

tw_reset_device_extension

tw_scsi_biosparam

tw_scsiop_inquiry_complete

tw_scsiop_mode_sense

tw_decode_sense

drivers/scsi/3w-xxxx.c

hga_txt_mode

hga_gfx_mode

hga_card_detect

drivers/video/hgafb.c

Wb35Reg_Update

Wb35Reg_EP0VM_completeWb35Reg_WriteSync

Wb35Reg_EP0VM

Wb35Reg_destroy
BitReverse

CardComputeCrc

Wb35Reg_ReadSync

Wb35Reg_initial

Wb35Reg_Read

Wb35Reg_Write

Wb35Reg_BurstWrite

Wb35Reg_WriteWithCallbackValue

drivers/staging/winbond/linux/wb35reg.c

asd_task_tasklet_complete

asd_build_ata_ascb

asd_execute_task

asd_build_smp_ascb

asd_build_ssp_ascb

asd_map_scatterlist

asd_get_response_tasklet

drivers/scsi/aic94xx/aic94xx_task.c

SYM53C500_pio_read

SYM53C500_pio_write

chip_init
SYM53C500_release

SYM53C500_intr
SYM53C500_config

SYM53C500_biosparm SYM53C500_queue

SYM53C500_probe

drivers/scsi/pcmcia/sym53c500_cs.c

video_fix_command
check_fmt

switch

__video_ioctl2

int

dbgbuf
dbgrect

v4l2_video_std_construct

drivers/media/video/v4l2-ioctl.c

arkfb_blank

ark_pci_resume
arkfb_setcolreg

arkfb_set_par

arkfb_cfb4_imageblit

arkfb_iplan_imageblit

drivers/video/arkfb.c

dasd_eer_write

dasd_eer_init
dasd_eer_poll

dasd_eer_opendasd_eer_disable

dasd_eer_enable

dasd_eer_write_snss_trigger

dasd_eer_write_standard_trigger
dasd_eer_read_buffer

dasd_eer_write_buffer

dasd_eer_read

drivers/s390/block/dasd_eer.c

spin_unlock_irqrestore

icn_init

icn_writecmd
icn_command

icn_lock_channel

icn_setup

icn_pollbchan_send

icn_pollbchan_receive

icn_exit
icn_trymaplock_channel

icn_loadproto

icn_check_loader

icn_stopcard

icn_disable_cards

icn_polldchan

drivers/isdn/icn/icn.c

rnic_initclose_rnic_dev

drivers/infiniband/hw/cxgb3/iwch.c

select_ring_by_priority
b43_dma_mapping_error

parse_cookie
b43_setup_dmaringb43_dma_init

b43_dma_set_mask

direct_fifo_rx

b43_destroy_dmaringb43_dma_tx

b43_dma_handle_txstatus

dmacontroller_cleanup

dma_tx_fragment
op32_fill_descriptor

b43_dmacontroller_base

b43_dma_get_tx_stats

op64_fill_descriptor

setup_rx_descbuffer

dma_rx
b43_dmacontroller_tx_reset

b43_dmacontroller_rx_reset

dmacontroller_setup

drivers/net/wireless/b43/dma.c

v4l_dbg

ks0127_command

ks0127_probe

ks0127_reset

init_reg_defaults

drivers/media/video/ks0127.c

scc_host_init

scc_softreset
scc_bmdma_status

scc_set_piomode

scc_bmdma_stop

scc_set_dmamode

scc_setup_ports

scc_data_xfer

scc_bmdma_setup

scc_wait_after_reset

scc_devchk

scc_tf_read

scc_init_one

ATA_BMDMA_SHT

drivers/ata/pata_scc.c

i8042_probe

i8042_controller_reset
i8042_initi8042_setup_kbd

i8042_set_mux_mode

i8042_toggle_aux

i8042_check_mux
__i8042_commandi8042_interrupt

i8042_check_aux

i8042_panic_blink

i8042_create_kbd_port

i8042_resume

i8042_create_aux_port

i8042_setup_aux

drivers/input/serio/i8042.c

intr_callback

read_bulk_callback
rtl8150_ioctl

write_bulk_callback

rtl8150_disconnect

write_mii_word
read_mii_word

rtl8150_open

rtl8150_set_multicast

async_set_registers

rtl8150_start_xmit

rx_fixup

rtl8150_get_settings

rtl8150_set_mac_address

drivers/net/usb/rtl8150.c

saa6752hs_command

saa6752hs_qctrl
handle_ctrl

saa6752hs_qmenu

saa6752hs_probe

saa6752hs_init

saa6752hs_set_bitrate

MODULE_LICENSE

drivers/media/video/saa7134/saa6752hs.c

serial8250_release_std_resource
serial8250_request_std_resource

serial8250_get_mctrl
serial8250_config_port

serial_in
check_modem_statusserial8250_set_termios

serial8250_request_rsa_resource
serial8250_console_write

serial8250_find_match_or_unused

serial_out

serial8250_console_setup

serial8250_set_mctrlserial8250_put_poll_char

serial8250_isa_init_ports

serial8250_init

wait_for_xmitr

receive_chars

serial8250_shutdownserial8250_startupserial8250_start_tx

serial8250_probe

autoconfig_16550a

autoconfig

serial8250_register_port
autoconfig_has_efr

autoconfig_read_divisor_id

size_fifo

serial8250_interrupt

drivers/serial/8250.c

rc_open

rc_unthrottlerc_put_char
rc_set_termios

rc_check_modem

rc_throttlerc_receive_exc

rc_ioctl

rc_receive

rc_transmit
rc_closerc_tiocmset

rc_setup_port

block_til_ready

rc_tiocmget
rc_send_breakrc_shutdown_port

rc_change_speed

rc_set_serial_info

rc_interrupt
rc_probe

rc_setup_board

DEFINE_SPINLOCK

rc_write

riscom8_init rc_init_drivers

rc_init_CD180

rc_get_serial_info

drivers/char/riscom8.c

divacapi_init diva_ctl_read_proc

drivers/isdn/hardware/eicon/capimain.c

ata_probe

ide_undecoded_slave

ide_port_init_devices
ide_legacy_init_one

drive_release_dev
hwif_register_devices

ide_host_alloc

ide_find_port_slot

ide_init_port
ide_remove_port_from_hwgroup

ide_remove_drive_from_hwgroup

ide_init_queue

ide_probe_port
ide_port_setup_devices

store_delete_devices

ide_port_wait_ready

actual_try_to_identify

do_identify

do_probe

init_irq

drivers/ide/ide-probe.c

mga_do_dma_bootstrap

mga_do_agp_dma_bootstrap

mga_freelist_init

mga_do_cleanup_dma
mga_dma_get_buffers

mga_driver_load

mga_do_dma_wrap_start

mga_freelist_get

mga_do_dma_flush

mga_freelist_put

mga_freelist_print

drivers/gpu/drm/mga/mga_dma.c

hwa742_set_update_mode

create_req_list

process_pending_requests

alloc_req send_frame_handler

hwa742_init

calc_lut_timing

set_window_regs

calc_reg_timing
calc_hwa742_clk_rates

setup_tearsync

drivers/video/omap/hwa742.c

print_err_status
vidioc_streamoff

vidioc_s_tunerem28xx_isoc_copyem28xx_release_resources

em28xx_v4l2_read

em28xx_v4l2_mmap

vidioc_g_fmt_sliced_vbi_cap
free_buffer

vidioc_try_set_sliced_vbi_cap

vidioc_s_frequency

vidioc_g_audio

vidioc_s_input

em28xx_vdev_initem28xx_module_init
vidioc_g_register

vidioc_enum_input

vidioc_g_ctrl

vidioc_cropcap

em28xx_usb_probe
vidioc_s_fmt_vid_cap

vidioc_try_fmt_vid_cap

vidioc_querycap

vidioc_s_ctrl

vidioc_g_fmt_vid_cap

em28xx_usb_disconnectbuffer_setup
res_get

vidioc_queryctrl

em28xx_copy_video

MODULE_PARM_DESC

vidioc_g_tuner
em28xx_v4l2_close

em28xx_init_dev

buffer_prepare

vidioc_s_std

drivers/media/video/em28xx/em28xx-video.c

ath_get_mac80211_qnum
ath_get_hal_qnum
ath_chan2mode

ath_setup_ratesath_get_currentCountry

ath_slow_ant_div

ath_deinit

ath_descdma_setupath_node_attach

ath_node_detach

ath_open

ath_setup_channels

ath_suspend

ath_reset

ath_init

ath_ani_calibrate
ath9k_tasklet

ath_setcurmode

ath_set_channel

drivers/net/wireless/ath9k/core.c

n_tty_ioctl_helper

tty_perform_flush
tty_mode_ioctl

tty_change_softcar

set_sgttyb

set_ltchars

set_tchars

get_ltchars

set_termios

tty_termios_encode_baud_rate

change_termios

tty_termios_input_baud_rate

drivers/char/tty_ioctl.c

arlan_hardware_type_string

arlan_diagnostic_info_string

ARLAN_SYSCTL_TABLE_TOTAL

arlan_sysctl_inforxRing

arlan_setup_card_by_bookarlan_print_diagnostic_info

arlan_hw_test_memory

drivers/net/wireless/arlan-proc.c

pxa_udc_irq

pxa_init_debugfswrite_ep0_fifo
pxa_ep_set_halt

pxa_udc_probe

find_pxa_eppxa_ep_fifo_status
pxa_ep_fifo_flush

pxa_ep_dequeue

pxa_ep_disable
usb_gadget_register_driverpxa_ep_queue

handle_ep0

irq_udc_reconfig

pxa_ep_enable

usb_gadget_unregister_driver
read_ep0_fifo
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udc_init_data
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eps_dbg_show

drivers/usb/gadget/pxa27x_udc.c
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lbs_set_power_adapt_cfg

lbs_get_cmd_ctrl_node
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lbs_send_iwevcustom_eventlbs_cmd_reg_access
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lbs_cmd_bcn_ctrl

lbs_submit_command

lbs_mesh_configlbs_host_sleep_cfg
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lbs_update_hw_spec
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aty_var_to_pll_1703
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do_writesect find_free_block

mark_sector_deleted
reclaim_block
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cx18_av_vbi
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mpc_action_rcvd_xid7

void
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t1_tp_intr_enabletp_init
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inftl_partscan
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drivers/mtd/nand/diskonchip.c
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lpfc_new_scsi_buflpfc_device_reset_handler
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lpfc_slave_alloc
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ppp_decompress_frame
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ppp_start_xmit
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status2errno
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reject_cr
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zfcp_get_host_port_state
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void
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drivers/s390/scsi/zfcp_scsi.c
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nodemgr_update_host_dev_links
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nodemgr_check_speed
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nodemgr_register_device

nodemgr_remove_uds
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update_pdrv
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submit_std_inquiry

alua_stpg

alua_rtpg
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pci_bus_show_cpuaffinity

pci_read_bridge_bases
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pci_scan_device
pci_setup_device
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radeon_emit_wait
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radeon_cp_setparam
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newport_startup
newport_reset
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newport_set_font

newport_bmove
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newport_putcs

newport_putc
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lbs_set_encode

lbs_set_wap

lbs_get_essid
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find_cfp_by_band_and_freq
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lbs_set_rate
lbs_get_wireless_stats

lbs_mesh_set_freq

lbs_get_range
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n_hdlc_tty_ioctl
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ccio_io_pdir_entry

ccio_mark_invalidccio_unmap_sg
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ccio_allocate_resource

ccio_request_resource

ccio_map_sg

ccio_init_resource

ccio_free_range

ccio_proc_info

ccio_map_single

ccio_ioc_init
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cx88_core_put

cx88_shutdown

cx88_wakeupcx88_risc_stopper

cx88_risc_buffer

cx88_risc_field

cx88_print_irqbitscx88_set_tvnorm

cx88_vdev_init

cx88_risc_decode

cx88_risc_databuffer

cx88_sram_channel_setup

cx88_sram_channel_dump

norm_fsc8

set_tvaudio

cx88_reset
cx88_start_audio_dma

cx88_set_scale

set_pll

drivers/media/video/cx88/cx88-core.c

ipath_make_rc_ack

ipath_rc_rcv
do_rc_ack

send_rc_ack

ipath_make_rc_reqipath_rc_rcv_resp

ipath_rc_rcv_error

drivers/infiniband/hw/ipath/ipath_rc.c

asd_print_lseq_cio_reg

asd_dump_scb_sitesasd_dump_scb_list

asd_dump_ddb_0

asd_dump_target_ddb
asd_dump_cseq_state

asd_dump_lseq_state

drivers/scsi/aic94xx/aic94xx_dump.c

cafe_vidioc_streamoff

cafe_vidioc_streamoncafe_pci_suspend

cafe_vidioc_dqbuf

cafe_vidioc_querybuf

cafe_vidioc_s_fmt_vid_cap

cafe_cam_init

cafe_vidioc_qbuf

cafe_vidioc_reqbufs

cafe_ctlr_image
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cafe_frame_complete

cafe_free_sio_buffers

cafe_ctlr_stop_dmacafe_v4l_mmap

cafe_smbus_setup

cafe_setup_siobuf

cafe_shutdown
cafe_ctlr_init

cafe_pci_probe

cafe_smbus_read_data

cafe_smbus_write_data

cafe_dfs_read_regs

MODULE_PARM_DESC

drivers/media/video/cafe_ccic.c

MODULE_DEVICE_TABLE

mesh_probe

dumpslog
mesh_remove

mesh_interrupt
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handle_exception

dumplogmesh_queue
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set_dma_cmds
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mesh_start_cmdstart_phase
dlog

mesh_resume

handle_error

set_sdtr
mesh_dump_regs

mesh_host_resetmesh_init

mesh_shutdown

mesh_done

drivers/scsi/mesh.c

task_error

ide_raw_taskfileide_taskfile_ioctl

task_in_intr

task_no_data_intr
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drivers/ide/ide-taskfile.c

drm_getstatsdrm_set_busid

drm_setunique

drm_getclient
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bfin_set_dmamode

bfin_ata_interrupt
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write_atapi_register
bfin_bmdma_setup

bfin_bmdma_start

ATA_BASE_SHT
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ctcm_init_netdevice
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ctcm_free_netdevice

ctcm_change_mtu
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ctcm_remove_device
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channel_removectcmpc_send_sweep_req

ctcmpc_transmit_skb

ctcm_unpack_skb

ctcm_shutdown_device

ctcm_new_device
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corgikbd_scankeyboard

corgikbd_probe

corgikbd_hinge_timer

drivers/input/keyboard/corgikbd.c

cx88_xc2028_tuner_callback

cx88_card_setup_pre_i2c

cx88_xc3028_geniatech_tuner_callback
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cx88_xc5000_tuner_callback

hauppauge_eeprom

cx88_card_list

cx88_dvico_xc2028_callback

cx88_core_create
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MODULE_PARM_DESC

drivers/media/video/cx88/cx88-cards.c

cpci_hp_unregister_controller

cpci_hp_register_bus
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poll_thread

event_thread

drivers/pci/hotplug/cpci_hotplug_core.c
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iwl_init_sensitivity

iwl_chain_noise_calibration
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drivers/net/wireless/iwlwifi/iwl-calib.c

switch
iounmap_macfb

macfb_setcolreg

while
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civic_setpalette
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drivers/video/macfb.c
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floppy_shutdown
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floppy_open
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enic_poll_controller
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enic_reset
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enic_set_intr_mode
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zfcp_dbf_hexdumpzfcp_dbf_view_header
zfcp_hba_dbf_event_fsf_unsol
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drivers/s390/scsi/zfcp_dbf.c

t3_sge_err_intr_handler
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t3b_intr
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t3_intr
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process_responses
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ofld_poll

write_imm

get_packet

t3_sge_prep
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ti_tiocmset

ti_breakti_bulk_in_callbackti_startup

ti_interrupt_callback

ti_ioctl
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ti_tiocmget

ti_buf_put
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ti_get_serial_info

ti_download_firmware
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ti_do_download
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ti_send

ti_open
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ti_close
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l3dss1_notify
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l3dss1_suspend_rej
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l3dss1_release
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l3dss1_reject_req

check_infoelementsl3dss1_status_send
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dss1down
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mct_u232_calculate_baud_rate
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mct_u232_tiocmset
mct_u232_break_ctl
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mct_u232_unthrottle
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i830_dma_init
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i830_freelist_get

i830_cp_performance_boxes
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i830_unmap_buffer
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hitfb_blank
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cypress_open
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ib_uverbs_create_cq

ib_uverbs_alloc_pd

ib_uverbs_query_port

ib_uverbs_create_ah

ib_uverbs_create_srq

ib_uverbs_query_device

drivers/infiniband/core/uverbs_cmd.c

__ad_timer_to_ticks

__get_agg_bandwidth

__get_link_speed
__get_duplex

ad_initialize_port
bond_3ad_lacpdu_recv

ad_clear_agg

ad_periodic_machinead_marker_info_send
ad_mux_machine

bond_3ad_xmit_xor

ad_rx_machine

__update_lacpdu_from_port

ad_marker_response_received

__choose_matched

__attach_bond_to_agg

__update_ntt

__record_pdu

drivers/net/bonding/bond_3ad.c

store_fc_vport_disable

show_fc_rport_roles

fc_remote_port_rolechg
fc_target_setupstore_fc_rport_fast_io_fail_tmo

fc_stat_show

fc_timeout_deleted_rport

fc_remote_port_add

fc_vport_setup

fc_parse_wwnstore_fc_rport_dev_loss_tmo

fc_transport_init

store_fc_host_vport_create

fc_vport_match

store_fc_host_vport_delete

fc_rport_final_delete

store_fc_private_host_tgtid_bind_type

fc_attach_transport

fc_rport_create

fc_user_scan

fc_host_setup

fc_remove_host

fc_user_scan_tgt

drivers/scsi/scsi_transport_fc.c

ph_state_te
hfc_l1callback

open_bchannel

open_dchannel

channel_ctrl

hfc_dctrl

hfc_bctrl

reset_hfcpci

hfcpci_l2l1B

hfcpci_fill_fifo

hfcpci_l2l1D

setup_card

hfcpci_empty_fifo_trans

mode_hfcpci

ph_state_nt hfcpci_fill_dfifo

main_rec_hfcpci

hfcpci_empty_bfifo

receive_dmsg

drivers/isdn/hardware/mISDN/hfcpci.c

mii_wait_link

rio_ioctl

mii_get_mediario_free_txrio_interrupt
rio_probe1

find_miiphy

mii_read

tx_error parse_eeprom
rio_open

alloc_list

rio_get_settings

mii_set_media

mii_set_media_pcs

rio_remove1
mii_get_media_pcs

clear_stats

rio_close

set_multicast

rio_timer

get_stats

rio_error

receive_packet

drivers/net/dl2k.c

switch
get_v4lctrl

cx25840_probe
log_audio_status

log_video_status

set_v4lfmt cx25840_std_setup

set_v4lstd

set_input

cx25836_initialize
cx23885_initialize

cx25840_initialize

drivers/media/video/cx25840/cx25840-core.c

ioat_dma_unmap

ioat_dma_is_complete

ioat_dma_self_test

ioat_dma_memcpy_cleanupioat_dma_alloc_chan_resources

ioat2_dma_prep_memcpy

ioat_dma_enumerate_channels

ioat_dma_alloc_descriptor

ioat1_dma_prep_memcpy

ioat_dma_free_chan_resources

ioat_dma_chan_reset_part2

ioat1_dma_get_next_descriptor

ioat2_dma_get_next_descriptor

ioat2_tx_submit

ioat_dma_setup_interrupts

ioat1_tx_submit

ioat2_dma_massage_chan_desc

ioat_dma_chan_watchdog

drivers/dma/ioat_dma.c

mxb_detach

MODULE_PARM_DESC

mxb_ioctl

std_callback

mxb_init_done

drivers/media/video/mxb.c

imxfb_blank

imxfb_check_var

imxfb_enable_controller

imxfb_setup_gpio

imxfb_remove

imxfb_probe imxfb_activate_var

imxfb_init_fbinfo

drivers/video/imxfb.c

detect_tp

control_dc_dcget_dma_channel

reset_chip

send_test_pkt

net_interrupt

init_module

cs89x0_probe1

cs89x0_probe

write_irq

net_close

net_open

drivers/net/cs89x0.c

sgivwfb_setup_flatpanel

sgivwfb_mmap

sgivwfb_setcolreg

sgivwfb_check_var

sgivwfb_init sgivwfb_set_par

dbe_TurnOffDma

drivers/video/sgivwfb.c

scan_header

erase_xfer

find_free
set_bam_entry

prepare_xfer

reclaim_block

build_maps
ftl_discardsect

copy_erase_unit

drivers/mtd/ftl.c

nes_net_event

nes_create_driver_sysfs

nes_rem_ref
nes_cqp_rem_ref_callback

nes_store_wqm_quanta

nes_inetaddr_event

nes_remove

nes_probe

nes_interrupt

drivers/infiniband/hw/nes/nes.c

i810_init_monspecs

i810_init_defaults
i810fb_blanki810fb_setup

i810fb_release_resource

i810_fix_offsets

i810fb_set_par

i810fb_init_pci

encode_fix

decode_var

set_color_bitfieldsi810_restore_pll

i810fb_find_init_mode

i810_load_pitch

i810_load_regs

i810_load_cursor_colors

i810_restore_vga_state

i810_load_2d

i810_calc_dclk

i810_round_off

i810_save_2d

i810_load_vgax

i810_restore_2d

i810_check_params

i810_load_vga

drivers/video/i810/i810_main.c

lpfc_link_state_show

lpfc_get_host_port_state

lpfc_alloc_sysfs_attrlpfc_get_host_port_typelpfc_get_host_speed

lpfc_stat_data_ctrl_show

lpfc_get_host_fabric_name

sysfs_mbox_readlpfc_board_mode_store

lpfc_max_scsicmpl_time_set

lpfc_selective_reset

lpfc_issue_reset

lpfc_poll_storelpfc_board_mode_show

lpfc_soft_wwnn_store

lpfc_soft_wwn_enable_store

sysfs_ctlreg_write

lpfc_get_hba_info
lpfc_reset_stats

sysfs_ctlreg_read

lpfc_get_vport_cfgparam

sysfs_mbox_write

lpfc_get_stats

lpfc_issue_lip
lpfc_do_offline

lpfc_soft_wwpn_store

lpfc_get_cfgparam

sysfs_drvr_stat_data_read
lpfc_get_node_by_target

lpfc_link_speed_set

lpfc_stat_data_ctrl_store

drivers/scsi/lpfc/lpfc_attr.c

netdev_ioctl

yellowfin_remove_oneyellowfin_interrupt

yellowfin_init_one
yellowfin_open

yellowfin_tx_timeoutyellowfin_close

yellowfin_start_xmit
cpu_to_le32

set_rx_mode

drivers/net/yellowfin.c

bond_mode_name
bond_set_mode_ops
bond_glean_dev_ip

bond_update_speed_duplex
bond_send_gratuitous_arpbond_miimon_commitbond_do_fail_over_mac

bond_inetaddr_event
bond_miimon_inspect

bond_arp_send_all

bond_compute_features

bond_enslavebond_release
bond_validate_arp

bond_parse_parm

bond_arp_rcv

bond_info_show_master

bond_work_cancel_all
bond_info_show_slavebond_activebackup_arp_mon

bond_ab_arp_commit

bond_create

bond_vlan_rx_kill_vid

bond_do_ioctl

bond_select_active_slave
bond_change_mtu

bond_init

bond_get_stats

drivers/net/bonding/bond_main.c

eeprom_indirect_address

iwl5000_apm_stop_master

iwl5000_load_given_ucode
iwl5000_eeprom_check_version

iwl5000_rx_calib_result

iwl5000_tx_queue_set_status

iwl5000_tx_queue_set_q2ratid

iwl5000_nic_config

iwl5000_send_calib_cfgiwl5000_txq_inval_byte_cnt_tbl

iwl5000_txq_update_byte_cnt_tbl

iwl5000_apm_init

iwl5000_apm_reset
iwl5000_calc_rssi

iwl5000_tx_status_reply_tx

iwl5000_send_rxon_assoc

iwl5000_rx_reply_tx

drivers/net/wireless/iwlwifi/iwl-5000.c

madgemc_remove
madgemc_mcaproc

madgemc_probe

madgemc_read_rom

drivers/net/tokenring/madgemc.c
sg_proc_write_adio

sg_proc_write_dressz

sg_new_write
sg_read

sg_write

sg_poll

sg_proc_seq_show_dev

sg_open

sg_vma_faultsg_mmap
sg_remove

sg_ioctl

sg_common_write

sg_finish_rem_req

sg_build_indirectsg_build_reserve

sg_remove_request

sg_add_sfp

sg_link_reserve

sg_add_request

sg_proc_init

sg_read_oxfer

sg_start_req

sg_proc_debug_helper

drivers/scsi/sg.cbmac_transmit_packet

bmac_rx_on

bmac_rxdma_intr
crc416

bmac_start_chip

bmac_init_registers

bmac_init_tx_ring

bmac_init_rx_ringbmac_mif_read

bmac_close

bmac_start

bmac_reset_and_enable

bmac_set_multicast

bmac_remove

MODULE_DEVICE_TABLE

bmac_tx_timeout

bmac_proc_info

drivers/net/bmac.c
hd_request

hd_setup

write_intr

read_intr

hd_times_out

dump_status

void

drivers/block/hd.chandle_packet_response

ieee1394_cleanup

handle_incoming_packet

abort_timedouts
abort_requests

hpsb_read_cycle_timer

hpsb_selfid_complete

hpsb_send_packet

hpsb_alloc_packet

check_selfids

drivers/ieee1394/ieee1394_core.c

b43legacy_plcp_get_ratecode_ofdmb43legacy_calc_fallback_rate
b43legacy_plcp_get_bitrate_idx_ofdm

b43legacy_rssi_postprocess
generate_txhdr_fw3

b43legacy_handle_txstatus

b43legacy_handle_hwtxstatus
b43legacy_generate_plcp_hdr

b43legacy_rx

drivers/net/wireless/b43legacy/xmit.c

tda829x_attach

tda8290_standby

tda8290_init_tuner

tda829x_probe
tda8290_i2c_bridge

tda829x_find_tuner

tda8290_set_params

tda8295_init_if

tda8295_set_params

set_audio

tda8295_i2c_bridge

drivers/media/common/tuners/tda8290.c

neoFindMode

switch

neo_map_mmio
neo2200_accel_initneofb_setupneofb_check_var

neofb_probe

neo2200_fillrect

neofb_remove

neo_scan_monitorneoCalcVCLK

neo_init_hw

neo2200_copyarea

neofb_pan_display

neofb_set_par

neofb_setcolreg

neo_alloc_fb_info

neo2200_imageblit

vgaHWProtect

vgaHWRestore

vgaHWInit

drivers/video/neofb.c

calc_crc32

sbni_ioctl

sbni_interrupt
send_framechange_level

prepare_to_send

append_frame_to_pkt

init_module

sbni_setup
check_fhdr

drop_xmit_queue

sbni_watchdog

sbni_init

enslave

emancipatesbni_openrecv_frame

sbni_probe

interpret_ack

indicate_pkt

send_frame_header

upload_data

handle_channel

sbni_start_xmit

sbni_pci_probe

drivers/net/wan/sbni.c

dasd_change_state

dasd_profile_start

dasd_generic_notify
dasd_getgeo

__dasd_block_start_headdasd_int_handler
dasd_generic_set_online

__dasd_device_process_ccw_queue

dasd_alloc_queue

__dasd_process_request_queue

__dasd_device_start_head
dasd_flush_block_queuedasd_handle_killed_request__dasd_process_block_ccw_queue

dasd_device_tasklet

dasd_term_IO

dasd_start_IO

dasd_decrease_state

dasd_increase_state
__dasd_device_check_expiredasd_cancel_req

__dasd_device_process_final_queue

dasd_block_tasklet

dasd_flush_device_queue

dasd_smalloc_request

dasd_kmalloc_requestdasd_profile_end

dasd_alloc_block

dasd_state_basic_to_ready

drivers/s390/block/dasd.c

t1_espi_intr_handler

tricn_write

t1_espi_get_mon

t1_espi_init

drivers/net/chelsio/espi.c

void
keyspan_init

keyspan_usa19hs_calc_baud
usa49_indat_callbackusa90_indat_callback

keyspan_usa28_calc_baud

keyspan_send_setup

usa90_instat_callback

keyspan_tiocmset
usa67_instat_callback

usa49_instat_callback

usa28_instat_callback

keyspan_startup

keyspan_write_room

usa28_indat_callback
keyspan_set_termios

keyspan_write

void

usa26_indat_callback

usa26_instat_callback

usa67_glocont_callback
usa49_glocont_callback

keyspan_shutdown

keyspan_close

keyspan_open

keyspan_usa67_send_setup
keyspan_usa90_send_setup

keyspan_usa49_send_setup

keyspan_usa28_send_setup

keyspan_usa19w_calc_baud

keyspan_usa19_calc_baud

keyspan_setup_urbs

keyspan_usa26_send_setup

drivers/usb/serial/keyspan.c

uw2453_switch_radio_on

zd_rf_init_uw2453

uw2453_set_channel

RF_CHANNEL

uw2453_init_hw

drivers/net/wireless/zd1211rw/zd_rf_uw2453.c
pacpi_set_dmamode

pacpi_init_one

pacpi_port_start

drivers/ata/pata_acpi.c

saa_writeb

saa7134_g_ctrl_internal

saa7134_s_frequency
video_readsaa7134_s_std_internal

video_poll

saa7134_s_input

saa7134_cropcap
saa7134_s_fbufsaa7134_irq_video_signalchange

video_open

saa7134_videoport_init

radio_g_tuner

saa7134_s_crop
saa7134_enum_input

saa7134_try_fmt_vid_cap

saa7134_querycap

set_v_scale

saa7134_g_tuner

set_tvnorm
saa7134_set_decoder

saa7134_video_init1

buffer_prepare

saa7134_try_get_set_fmt_vbi_cap

buffer_activate

set_h_prescale

start_preview

set_cliplist

verify_preview
set_size

setup_clipping

MODULE_PARM_DESC

drivers/media/video/saa7134/saa7134-video.c

sym_int_sir

sym_nego_default

sym_modify_dp
sym_interrupt

sym_complete_error

sym_get_ccb

sym_complete_oksym_sir_bad_scsi_status

sym_flush_comp_queue

sym_prepare_setting

sym_evaluate_dp

sym_setsync
sym_set_bus_mode

sym_alloc_lcb_tags

sym_dequeue_from_squeue

sym_getsync

sym_snooptest

sym_queue_scsiio

sym_sir_task_recoverysym_reset_scsi_bus

sym_log_hard_error

sym_alloc_lcb

sym_setwide

sym_alloc_ccb

sym_wakeup_done
sym_prepare_nego

sym_int_ma

sym_int_par

sym_clear_tasks

sym_start_next_ccbs

sym_save_initial_setting

sym_recover_scsi_intsym_settrans

sym_setpprot

sym_hcb_attach

sym_hcb_free

drivers/scsi/sym53c8xx_2/sym_hipd.c

xpc_clear_interface

xp_retval

xp_init

xpc_connect

drivers/misc/sgi-xp/xp_main.c

lcs_dev_recover_store
lcs_startlan_auto

lcs_get_control
lcs_get_skblcs_open_devicelcs_alloc_card

lcs_check_irb_error

__lcs_resume_channel

lcs_stop_device
lcs_start_channels

__lcs_ready_buffer_bits

lcs_alloc_reply

lcs_clear_channel

lcs_notify_lancmd_waiters

lcs_stop_channel

__lcs_processed_bufferlcs_start_channel__lcs_shutdown_device
lcs_get_lancmd

__lcs_do_run_thread

lcs_ready_buffer

void

lcs_clear_multicast_list
lcs_lancmd_timeout

lcs_setup_card
lcs_detect

lcs_register_mc_addresses

lcs_setup_read_ccws

lcs_recovery

lcs_remove_mc_addresses

lcs_check_addr_entry

lcs_send_lanstat

lcs_set_mc_addresses

lcs_fix_multicast_list

lcs_setup_write_ccws

lcs_send_setipm

lcs_send_delipm

lcs_txbuffer_cb

lcs_new_device
lcs_check_multicast_support

lcs_startlan

lcs_tasklet

lcs_irq

drivers/s390/net/lcs.c

ewrk3_probe1

ewrk3_phys_id

ewrk3_set_settingsewrk3_get_settingseisa_probe

Write_EEPROM

ewrk3_ioctl

ewrk3_interrupt
get_hw_addr

SetMulticastFilter

ewrk3_queue_pkt

ewrk3_timeout
ewrk3_init

ewrk3_hw_init

ewrk3_open

ewrk3_rx

ewrk3_tx

drivers/net/ewrk3.c

flexcop_pci_irq_check_work

flexcop_pci_init

flexcop_pci_stream_control

flexcop_pci_isr

drivers/media/dvb/b2c2/flexcop-pci.c

int

general_ni1

LogFrame

prbearer_ni1

displaygeneral

prcharge

prcalled

prcause

prcause_1tr6

prbearer
prfacility

prcalling

dlogframe

drivers/isdn/hisax/q931.c

fb_mode_is_equal

fb_var_to_videomode

fb_videomode_to_var

fb_find_best_mode

fb_try_mode

fb_find_best_display

fb_find_nearest_mode

EXPORT_SYMBOL_GPL

drivers/video/modedb.c

xpc_get_remote_rp

xpc_discovery

xpc_setup_rsvd_page

xpc_get_rsvd_page_pa

xpc_kmalloc_cacheline_aligned

drivers/misc/sgi-xp/xpc_partition.c

NVCalcStateExt

NVLoadStateExt

nv30UpdateArbitrationSettings

nv10UpdateArbitrationSettings

nForceUpdateArbitrationSettings

CalcVClock

nv10CalcArbitration

CalcVClock2Stage

nvGetClocks

nv4UpdateArbitrationSettings

nv4CalcArbitration

drivers/video/nvidia/nv_hw.c

zd1201_usbrx

zd1201_set_rts
zd1201_set_rate

zd1201_get_modezd1201_get_rate
zd1201_join

zd1201_fw_upload

zd1201_getconfig

zd1201_setconfigzd1201_drvr_start

zd1201_get_range

zd1201_docmd

zd1201_probe

zd1201_set_power

zd1201_set_encode

zd1201_get_hostauth

zd1201_get_scan

zd1201_get_power
zd1201_get_encode

zd1201_set_frag

zd1201_get_maxassoc

drivers/net/wireless/zd1201.c

flexcop_i2c_write4

flexcop_i2c_request
flexcop_i2c_init

flexcop_master_xfer

flexcop_i2c_operation

drivers/media/dvb/b2c2/flexcop-i2c.c

i2c_w

sd_pkt_scan

do_autogain

sd_config

sd_getautogain

Et_init2

Et_init1

setcolors

drivers/media/video/gspca/etoms.c

rtl8187_detect_rf

rtl8225z2_b_rf_set_tx_power

rtl8225_read

rtl8225_write_bitbangrtl8225_rf_stop

rtl8225_rf_set_tx_power

rtl8225_write_8051

rtl8225z2_rf_init

rtl8225z2_b_rf_init

rtl8225z2_rf_set_tx_power

rtl8225_rf_init

drivers/net/wireless/rtl8187_rtl8225.c

hpt3x2n_cable_detect

hpt3x2n_init_one
hpt3x2n_set_clock

hpt3xn_calibrate_dpll

hpt3x2n_set_dmamode

hpt3x2n_set_piomode

drivers/ata/pata_hpt3x2n.c

port_change_irq

dr_ep_change_stall
dr_ep_setupdr_controller_run

fsl_ep_enable

struct_ep_qh_setup

setup_received_irqdr_controller_stop

dr_controller_setup

done

struct_ep_setup

fsl_wakeup
usb_gadget_unregister_driver

ep0_prime_status

tripwire_handler

dtd_complete_irq

fsl_vbus_sessionch9getstatus

usb_gadget_register_driver

reset_irq

fsl_req_to_dtd

fsl_ep_dequeue

fsl_queue_td

fsl_proc_read

process_ep_req

fsl_udc_remove

fsl_build_dtd

fsl_udc_irq

drivers/usb/gadget/fsl_usb2_udc.c

mlx4_multicast_detach

mlx4_multicast_attach

find_mgm

drivers/net/mlx4/mcg.c

ultracam_init

ultracam_ProcessIsocData

ultracam_veio

ultracam_configure_video

ultracam_probe

ultracam_setup_on_open

drivers/media/video/usbvideo/ultracam.c

configure_sensor
cpia2_match_video_size

set_default_user_mode
cpia2_set_gpio

cpia2_set_flicker_mode
cpia2_set_high_powerset_vw_sizeconfig_sensor_500cpia2_do_command

set_lowlight_boost

config_sensor_410

set_all_properties

cpia2_dbg_dump_registers

reset_camera_struct

cpia2_remap_buffer

rvmalloc

drivers/media/video/cpia2/cpia2_core.c

edgeport_init
load_application_firmware

get_stringhandle_new_msrupdate_edgeport_E2PROM

change_port_settings

edge_tiocmset

edge_interrupt_callback
get_string_desc

edge_tiocmget
edge_bulk_out_cmd_callback

edge_chars_in_buffer

get_serial_info

edge_set_termios

edge_ioctlprocess_rcvd_status

edge_write_room

edge_write

send_cmd_write_baud_rate

edge_break
send_cmd_write_uart_register

process_rcvd_data

write_cmd_usb

send_more_port_data

get_product_info

edge_open
edge_close

block_until_tx_empty

block_until_chase_response

edge_startup

get_epic_descriptor

dump_product_info

get_boot_desc

get_manufacturing_desc

drivers/usb/serial/io_edgeport.c

bist_rd

bist_wr

vsc7326_full_reset
mac_disable

vsc_read

vsc7326_mac_create

mac_set_address

mac_update_statisticsrun_bist_all

port_stats_update

mac_set_speed_duplex_fc

drivers/net/chelsio/vsc7326.c

usbvision_muxsel

usbvision_init_isoc
usbvision_restart_isocusbvision_rvmalloc

usbvision_parse_lines_422

usbvision_stop_isoc
usbvision_parse_compress

usbvision_decompress

usbvision_set_dram_settings

usbvision_find_header

usbvision_isocIrq

usbvision_set_input

usbvision_set_alternate

usbvision_set_compress_params

scratch_get_header
usbvision_set_video_format

usbvision_parse_lines_420

usbvision_adjust_compression

drivers/media/video/usbvision/usbvision-core.c

saa7114_command

saa7114_probe

saa7114_write_block

drivers/media/video/saa7114.c

e1000_cleanup_lede1000_arc_subsystem_valid
e1000_led_on
e1000_led_off
e1000_set_phy_type

e1000_setup_lede1000_init_eeprom_paramse1000_get_auto_rd_donee1000_phy_resete1000_set_mac_typee1000_get_bus_infoe1000_get_phy_cfg_done
e1000_reset_hw

e1000_copper_link_autoneg

e1000_force_mac_fc
e1000_copper_link_mgp_setup

e1000_swfw_sync_acquire
e1000_set_d0_lplu_state

e1000_polarity_reversal_workaround
e1000_enable_mng_pass_thrue1000_copper_link_ggp_setup

e1000_wait_autoneg

e1000_setup_link
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schedule_resetipw2100_disassociate_bssid

ipw2100_wx_get_powermode

store_debug_level

show_bssinfo

ipw2100_rx_initialize

__ipw2100_tx_process

shim__set_security

ipw2100_hw_send_command

ipw2100_tx_send_data
show_fatal_error

ipw_radio_kill_swipw2100_initialize_ordinals

ipw2100_snapshot_alloc

isr_scan_complete

isr_indicate_associated

ipw2100_rx_free

store_scan_age

ipw2100_corruption_detected

ipw2100_closeshow_stats

ipw2100_set_essid

isr_rx_monitor

ipw2100_tx_initialize

ipw2100_msg_allocate

ipw2100_wx_wireless_stats

ipw2100_wx_set_txpow

ipw2100_wx_event_work

ipw2100_wx_set_genie
ipw2100_resume

ipw2100_pci_remove_one

ipw2100_irq_tasklet

ipw2100_wx_set_wap

ipw2100_reset_adapter

ipw2100_fw_download

show_memory

store_memory

show_hardwareipw2100_wx_set_frag

ipw2100_wx_get_retry

ipw2100_alloc_device

ipw2100_pci_init_one

ipw2100_wx_get_wap

ipw2100_ucode_download

show_internals

ipw2100_wx_get_essid

ipw2100_wx_get_range

write_nic_memory

read_nic_memory

drivers/net/wireless/ipw2100.c

ibmpex_send_message

ibmpex_ver_check

ibmpex_update_device

create_sensor

ibmpex_find_sensors

drivers/hwmon/ibmpex.c

b43legacy_phy_init

b43legacy_phy_estimate_power_out

b43legacy_find_lopair

b43legacy_phy_init_pctl
b43legacy_phy_agcsetup

b43legacy_calc_loopback_gain

b43legacy_phy_lo_b_r15_loop

b43legacy_phy_lo_g_measure_txctl2

b43legacy_phy_lo_g_deviation_subval
b43legacy_lo_write

b43legacy_phy_initb6

b43legacy_phy_set_antenna_diversity

b43legacy_phy_initb4

b43legacy_phy_initb2

b43legacy_phy_lo_g_measure

b43legacy_phy_initb5

b43legacy_tssi2dbm_entry

b43legacy_phy_xmitpower

b43legacy_phy_lo_b_measure

b43legacy_phy_init_tssi2dbm_table

b43legacy_phy_setupg

b43legacy_phy_lo_g_state

drivers/net/wireless/b43legacy/phy.c

xm_phy_init

skge_set_pauseparam

skge_intr

skge_supported_modes
skge_phys_id

xm_link_timerbcom_phy_intryukon_phy_intr
skge_set_settings

skge_set_ring_param

yukon_link_up

skge_get_settings

skge_set_coalesce

skge_set_eeprom

skge_get_coalesce
skge_up

skge_rx_fill
genesis_mac_init

skge_phy_reset

genesis_link_up

yukon_stop

skge_resume

skge_get_eeprom
skge_wol_init

skge_get_statsskge_rx_cleanskge_ioctl
skge_remove

genesis_stop

genesis_get_stats

skge_ring_alloc

skge_suspend

genesis_reset

skge_device_event
skge_ramsetskge_extirq

skge_rx_setup

skge_reset

genesis_init

skge_debug_show

skge_error_irq

bcom_phy_init

skge_set_mac_address

yukon_set_multicast

skge_poll

skge_down

skge_tx_free skge_xmit_frame

genesis_set_multicast

skge_rx_get

drivers/net/skge.c

qeth_get_initial_mtu_for_card
qeth_core_load_discipline

qeth_core_init

qeth_mdio_read
qeth_qdio_clear_cardqeth_snmp_command

qeth_halt_channel
qeth_qdio_establish

qeth_core_probe_device

qeth_clear_channel

qeth_core_set_online

qeth_irqqeth_change_mtuint

qeth_is_1920_device

qeth_core_hardsetup_card

__qeth_check_irb_error

qeth_handle_send_error

qeth_cm_enable

qeth_core_ethtool_get_settingsqeth_setadp_promisc_mode
qeth_get_problem

qeth_core_get_next_skb

qeth_check_idx_response

qeth_free_qdio_buffers

qeth_fill_ipacmd_header

qeth_send_control_data_cb

qeth_snmp_command_cb
qeth_create_skb_frag

qeth_ulp_enable

qeth_ulp_enable_cb

qeth_setadpparms_change_macaddr

qeth_check_ipa_data

__qeth_fill_buffer_frag

qeth_cm_setup

qeth_setup_cardintqeth_ulp_setup

void

qeth_determine_card_type

qeth_prepare_control_data

qeth_init_func_level

qeth_read_conf_data

qeth_print_status_with_portname

qeth_init_input_buffer

qeth_do_send_packet

qeth_do_send_packet_fast

qeth_print_status_no_portname

__qeth_fill_buffer

qeth_init_qdio_queues

qeth_get_elements_no

qeth_qdio_output_handler

qeth_check_outbound_queue

qeth_core_get_drvinfo

qeth_flush_buffers

qeth_fill_buffer

qeth_queue_input_buffer

qeth_find_free_buffer_pool_entryqeth_get_priority_queue

qeth_alloc_qdio_buffers

qeth_core_get_ethtool_stats

qeth_switch_to_nonpacking_if_needed

drivers/s390/net/qeth_core_main.c

handle_layer_pioavail

handle_sdma_intr

handle_errors

ib_linkstate

ipath_bad_regread

ipath_clear_freeze

ipath_disarm_senderrbufs

ipath_intr

handle_e_ibstatuschanged

handle_supp_msgs

handle_urcv

ipath_bad_intr

handle_frequent_errors

drivers/infiniband/hw/ipath/ipath_intr.c

tc35815_fatal_error_interrupt

tc35815_resume

tc35815_close

tc35815_check_tx_stat

tc35815_init_onetc35815_send_packet

dump_frfd

tc_handle_link_change

tc35815_txdone

tc35815_interrupt
tc35815_suspend

tc35815_chip_init

tc35815_init_dev_addr

dump_rxfd

panic_queues

tc35815_rx

tc35815_poll

tc35815_set_multicast_list

tc35815_set_cam_entry

tc35815_init_queues

tc35815_free_queues

drivers/net/tc35815.c

rt61pci_get_firmware_name
rt61pci_set_device_state

rt61pci_agc_to_rssi

rt61pci_probe_hw
rt61pci_config_antenna

rt61pci_config_antenna_2529rt61pci_config

rt61pci_config_lna_gain

rt61pci_config_antenna_2x

rt61pci_config_intf

rt61pci_config_antenna_5x

rt61pci_link_tuner

rt61pci_config_filter

rt61pci_config_duration

rt61pci_config_channel

rt61pci_fill_rxdone

rt61pci_config_shared_key

rt61pci_interrupt

rt61pci_write_beacon

rt61pci_init_bbp rt61pci_set_state

rt61pci_validate_eeprom

rt61pci_probe_hw_mode

rt61pci_init_eeprom

rt61pci_write_tx_desc

rt61pci_brightness_set

rt61pci_init_registers

rt61pci_init_queues
rt61pci_conf_tx

rt61pci_txdone

rt61pci_config_pairwise_key

drivers/net/wireless/rt2x00/rt61pci.c

asd_control_led

asd_hst_pcix_isr

asd_hw_isr

asd_post_ascb_list
asd_init_ctxmem

asd_ascb_alloc

asd_swap_head_scb

asd_alloc_escbs

asd_init_dl

asd_ascb_alloc_list

asd_enable_phy

asd_init_phy

asd_init_scbs

asd_arp2_err
asd_init_phys

asd_com_sas_isr

asd_assign_edbs2escbs

asd_dl_tasklet_handler

drivers/scsi/aic94xx/aic94xx_hwi.c

switch
DAC960_V1_ReadWriteError
DAC960_ReportErrorStatus

DAC960_V2_ReadWriteError

DAC960_DetectCleanup
DAC960_RegisterBlockDeviceDAC960_ParseLogicalDriveDAC960_ProcWriteUserCommand

DAC960_ParsePhysicalDevice
DAC960_P_QueueCommand

DAC960_CheckStatusBuffer

strcmp

DAC960_ParsePhysicalDevice

DAC960_DetectController
DAC960_ParseLogicalDrive

DAC960_GEM_QueueCommandfor
DAC960_V1_ExecuteType3

DAC960_InitializeController

DAC960_LA_QueueCommandDualMode

DAC960_PG_QueueCommandDualMode

DAC960_Failure

DAC960_V1_ExecuteType3B

DAC960_V1_SetDeviceState

DAC960_MonitoringTimerFunctionDAC960_FinalizeController
DAC960_LA_QueueCommandSingleMode

DAC960_PG_QueueCommandSingleMode

DAC960_LP_QueueCommand

DAC960_BA_QueueCommand

DAC960_gam_ioctl

DAC960_V1_ExecuteType3D

time_after_eq

DAC960_V1_EnableMemoryMailboxInterface
DAC960_MessageDAC960_V2_TranslatePhysicalDeviceDAC960_V2_ProcessCompletedCommand

DAC960_V1_QueueReadWriteCommand

DAC960_V2_QueueMonitoringCommand

DAC960_V1_ExecuteUserCommand

DAC960_getgeo

DAC960_V1_ReadControllerConfiguration

DAC960_CreateAuxiliaryStructures

DAC960_open

DAC960_PD_InterruptHandlerDAC960_PG_InterruptHandlerDAC960_LA_InterruptHandler
DAC960_ProcReadCurrentStatus

DAC960_V2_NewLogicalDeviceInfo

DAC960_V2_GeneralInfo

DAC960_ReportControllerConfiguration

DAC960_V2_ReadControllerConfiguration

DAC960_V2_DeviceOperation

DAC960_LP_InterruptHandler

DAC960_BA_InterruptHandler

DAC960_P_InterruptHandler
DAC960_V1_ReadDeviceConfiguration

DAC960_V2_ExecuteUserCommand
DAC960_ProcReadStatus

if

DAC960_V1_ProcessCompletedCommand

DAC960_V2_NewInquiryUnitSerialNumber

DAC960_V2_TranslatePhysicalDevice

DAC960_V2_ReportProgress

DAC960_V2_QueueReadWriteCommand

DAC960_V2_ReportDeviceConfigurationDAC960_process_queueDAC960_V2_ConstructNewUnitSerialNumber

DAC960_GEM_InterruptHandler

DAC960_queue_partial_rw

DAC960_DestroyAuxiliaryStructures

DAC960_V2_EnableMemoryMailboxInterface

DAC960_V2_NewControllerInfo

DAC960_V2_ReadDeviceConfiguration

DAC960_V2_NewPhysicalDeviceInfo

DAC960_V1_ReportDeviceConfiguration

DAC960_V2_ReportEvent

DAC960_SanitizeInquiryData

drivers/block/DAC960.c

PCI_GetBusDevHelper

PCI_ScanBusForNonBridge

cpqhp_configure_device

cpqhp_save_base_addr_length

cpqhp_get_bus_dev

detect_HRT_floating_pointer

cpqhp_save_used_resources

cpqhp_save_slot_config

cpqhp_find_available_resources

cpqhp_configure_board

cpqhp_return_board_resources

cpqhp_valid_replace

drivers/pci/hotplug/cpqphp_pci.c

mmap_ureg

mmap_piobufs

ipath_port_infommap_rcvegrbufs

ipath_create_user_egr

init_cdev

ipath_close

init_subports

ipath_manage_rcvq

ipath_get_base_info

ipath_tid_update

mmap_kvaddr

find_best_unit

unlock_expected_tids

ipath_poll_next

ipath_clean_part_key

find_shared_port

try_alloc_port

drivers/infiniband/hw/ipath/ipath_file_ops.c

zc0301_ioctl_v4l2

zc0301_usb_probe
zc0301_vidioc_g_ctrl

zc0301_read

zc0301_vidioc_s_parmzc0301_urb_completezc0301_i2c_read
zc0301_vidioc_enuminput

zc0301_vidioc_g_fmt

zc0301_i2c_write

zc0301_usb_disconnect

zc0301_vidioc_qbuf

zc0301_vidioc_querycap
zc0301_vidioc_streamoff

zc0301_vidioc_query_ctrl
zc0301_vidioc_querybuf

zc0301_vidioc_enum_fmt

zc0301_vidioc_s_ctrl

zc0301_start_transfer

zc0301_vidioc_s_crop

zc0301_request_buffers

zc0301_init

zc0301_stream_interrupt

zc0301_vidioc_reqbufs

zc0301_vidioc_s_jpegcomp

zc0301_vidioc_dqbuf

zc0301_vidioc_try_s_fmt

zc0301_vidioc_enum_framesizes

drivers/media/video/zc0301/zc0301_core.c

r300_cmd_wait

r300_emit_raw_packet3

r300_emit_draw_indx_2r300_do_cp_cmdbuf

r300_emit_r500fp

r300_emit_cliprects

r300_emit_clear

r300_emit_vpu

r300_init_reg_flags

r300_emit_bitblt_multi

r300_emit_packet0

r300_emit_carefully_checked_packet0

r300_emit_packet3

drivers/gpu/drm/radeon/r300_cmdbuf.c

cfm_state_change

ecm_state_change
rmt_state_change

ring_status_indication
smt_stat_counter

skfp_init_one

skfp_close

skfp_open

skfp_driver_init skfp_ioctl

skfp_ctl_get_stats

mac_drv_fill_rxd

mac_drv_requeue_rxd

send_queued_packets

mac_drv_clear_rxd

drivers/net/skfp/skfddi.c

atl1e_open

atl1e_link_chg_event

atl1e_set_multi

atl1e_mii_ioctlatl1e_vlan_rx_register

atl1e_configure_dma

atl1e_suspend

atl1e_setup_mac_ctrl

atl1e_request_irq
atl1e_down

atl1e_init_netdev

atl1e_remove

atl1e_configure

atl1e_tx_map
atl1e_rx_checksum

atl1e_intr

atl1e_sw_init

atl1e_clean_rx_ring

atl1e_configure_des_ring

atl1e_setup_ring_resources

atl1e_clean_tx_ring

atl1e_init_ring_resourcesatl1e_configure_tx

atl1e_get_stats

atl1e_check_link

atl1e_init_ring_ptrs
atl1e_clean

atl1e_configure_rx

atl1e_clean_rx_irq

drivers/net/atl1e/atl1e_main.c

switch

tms380tr_chipset_init

tms380tr_tx_status_irq

tms380tr_set_multicast_list

tms380tr_cancel_tx_queuetms380tr_bringup_diags
tms380tr_read_ram

tms380tr_open

tms380tr_close

madgemc_sifprobe

tms380tr_cmd_status_irq
tms380tr_init_ipb

tmsdev_init

tms380tr_hardware_send_packet

tms380tr_chk_outstanding_cmds

tms380tr_interrupt

tms380tr_chk_irq

tms380tr_init_adapter

tms380tr_init_opb

tms380tr_init_net_local

for

tms380tr_rcv_status_irq

drivers/net/tokenring/tms380tr.c

ipr_get_task_attributes
ipr_wait_iodbg_ack

ipr_get_ldump_data_section
ipr_build_mode_sense

ipr_write_dump
ipr_dump_ioasa

ipr_build_ioadl

ipr_biosparam

ipr_handle_other_interrupt

ipr_store_reset_adapter
ipr_isripr_change_queue_type

ipr_reset_shutdown_ioa

ipr_show_adapter_state

ipr_get_max_scsi_speed

ipr_probe_ioa_part2

ipr_ioafp_mode_select_page28
ipr_store_adapter_state

ipr_release_dumpipr_show_fw_version

ipr_reinit_ipr_cmnd_for_erp

ipr_read_dump

ipr_store_write_caching

ipr_timeout

DEFINE_SPINLOCK
ipr_log_dual_ioa_error

ipr_log_cache_erroripr_alloc_ucode_buffer
ipr_worker_thread

ipr_initiate_ioa_reset

ipr_store_update_fw

ipr_copy_ucode_buffer

ipr_store_diagnostics

ipr_dump_ioa_type_data

ipr_process_error
ipr_oper_timeoutipr_alloc_cmd_blksipr_read_trace

ipr_log_array_error

ipr_reset_ucode_download

ipr_get_ioa_dump

ipr_free_mem

ipr_ioafp_page0_inquiry

ipr_build_mode_select

ipr_alloc_memipr_find_ses_entryipr_log_enhanced_array_error

ipr_device_reset

ipr_cancel_op

ipr_slave_destroy

ipr_build_ucode_ioadl

ipr_reset_start_bist

ipr_handle_log_data

ipr_qc_issueipr_log_enhanced_dual_ioa_error
ipr_setup_write_cache

ipr_sata_reset
ipr_log_enhanced_cache_error

ipr_reset_enable_ioa

ipr_process_ccn

ipr_sata_done

ipr_check_term_power

ipr_log_enhanced_config_error

ipr_ioafp_query_ioa_cfg

ipr_ioafp_mode_select_page24ipr_reinit_ipr_cmndipr_modify_ioafp_mode_page_28

ipr_init_res_table

ipr_fail_all_ops

__ipr_eh_dev_reset

ipr_get_mode_page

ipr_log_fabric_path

ipr_copy_sata_tf

ipr_ioa_reset_done
ipr_send_hcam

ipr_ioafp_inquiry

ipr_init_ioa_cfg

ipr_log_path_elem

ipr_set_supported_devs

ipr_log_fabric_error

ipr_ioafp_indentify_hrrq

ipr_build_ata_ioadl

ipr_log_config_error

ipr_sdt_copy
ipr_slave_alloc

ipr_qc_fill_rtf

ipr_target_alloc

void

ipr_gen_sense

drivers/scsi/ipr.c emac_init
emac_parse_rx_error

emac_link_differs
__emac4_calc_base_mr1

emac_ioctl
emac_iff2rmr

emac_peek_rx_sgemac_ethtool_set_settingsemac_wait_deps
emac_irq

emac_poll_rx

emac_configure

emac_init_phy

emac_poll_tx

emac_phy_done__emac_mdio_writeemac_xmit_split

emac_link_timer

emac_parse_tx_error

emac_start_xmit_sg

emac_alloc_rx_skb

emac_rx_sg_appendemac_rx_enable

emac_hash_mc

emac_ethtool_get_settings

emac_stats

emac_probe

emac_remove

emac_make_bootlist

emac_init_config

drivers/net/ibm_newemac/core.c

ql_get_seg_count
ql_this_adapter_controls_port

ql_link_down_detect_clear

ql_mii_setup

ql_sem_spinlock

ql_supported_modes
ql_mii_read_reg_ex

ql_wait_for_drvr_lockql_display_dev_infoql_link_state_machine_workql_mii_write_reg_ex
ql_mac_cfg_pause

ql_tx_rx_clean

ql_petbi_start_neg_ex

ql_poll

ql_set_mac_info

ql_process_macip_rx_intr

ql_adapter_down

ql_alloc_small_buffers
ql_process_mac_rx_intr

ql_reset_work

ql_create_send_free_list

phyAgereSpecificInit

fm93c56a_cmd

ql3xxx_set_mac_address

ql_get_nvram_params

ql3xxx_isr

fm93c56a_datainql_finish_auto_neg
ql_send_map

ql_update_lrg_bufq_prod_index

ql_get_board_info

ql_free_large_buffers

ql_alloc_buffer_queues

ql_init_misc_registers

ql_alloc_large_buffers
ql_populate_free_queue

ql_adapter_reset

ql_adapter_initialize

drivers/net/qla3xxx.c

ioctl_create_iso_context

ioctl_queue_iso

ioctl_get_cycle_timer

ioctl_send_response
ioctl_add_descriptorfw_device_op_release

iso_callback

handle_request

fw_device_op_mmap

complete_transaction

ioctl_send_request
ioctl_allocate

dequeue_event

ioctl_get_info

drivers/firewire/fw-cdev.c

assign_alt_irq

unconfigure_boot_bridge

configure_bridge

unconfigure_boot_card

unconfigure_boot_device

ibmphp_unconfigure_card

configure_device

ibmphp_configure_card

scan_behind_bridge

drivers/pci/hotplug/ibmphp_pci.c

build_header

prepare_tx

type_trans

rx
load_pkt

continue_tx

drivers/net/arcnet/rfc1201.c

switch

wavelan_set_roam

wavelan_open

wavelan_set_freq

wl_del_wavepoint
wavelan_watchdog

wv_82593_reconfig

wv_nwid_filter

psa_crc

wavelan_set_mode
wavelan_set_encode

wavelan_set_essid

wavelan_get_encode

wavelan_get_qthr

read_ringbuf

update_psa_checksum
wavelan_set_wap

wavelan_get_sens
psa_write

wl_roam_gather

wv_82593_cmd

wl_new_wavepoint

wavelan_set_sens

wv_mmc_init
wavelan_get_essid

return

fee_read

wavelan_get_nwid

wavelan_packet_xmit

wavelan_get_range

wavelan_set_qthrwv_roam_init

wv_psa_show

wv_packet_rcv

wv_packet_write

fee_write

wv_packet_read

wv_hw_reset wavelan_get_wireless_statswavelan_set_multicast_list

wv_hw_config

wv_init_info

wavelan_get_freq

wv_start_of_frame

if
wavelan_interrupt

wavelan_probe

wv_82593_config

wavelan_detach

wv_packet_info

wv_set_frequency

wv_frequency_list
wavelan_set_nwid

wv_ru_stop

wv_pcmcia_config

wv_ru_start

drivers/net/wireless/wavelan_cs.c

radeon_pm_enable_dll_m10

radeonfb_pci_suspend

radeonfb_pm_init
radeon_pm_enable_dynamic_mode

radeon_pm_restore_pixel_pll

radeon_pm_setup_for_suspend

radeon_pm_m10_disable_spread_spectrum

radeon_pm_program_mode_reg

radeon_pm_m10_enable_lvds_spread_spectrum

radeon_pm_yclk_mclk_sync
radeon_pm_yclk_mclk_sync_m10

radeon_pm_full_reset_sdram

radeon_pm_restore_regs

radeon_set_suspend
radeon_pm_enable_dll

radeon_pm_save_regs

radeon_reinitialize_QW

radeon_pm_start_mclk_sclkradeon_restore_pci_cfg

radeon_pm_m9p_reconfigure_mc

radeon_reinitialize_M10

radeon_pm_reset_pad_ctlr_strength

radeon_pm_m10_reconfigure_mc

radeonfb_pci_resume

radeon_reinitialize_M9P

drivers/video/aty/radeon_pm.c

pvr2_ioread_start

pvr2_ioread_get_buffer

pvr2_ioread_stop

pvr2_ioread_filter

pvr2_ioread_setup

drivers/media/video/pvrusb2/pvrusb2-ioread.c

b43_gphy_op_interf_mitigation

b43_gphy_set_baseband_attenuation

b43_radio_core_calibration_value

b43_gphy_op_pwork_60secb43_calc_loopback_gain

generate_bbatt_list

b43_gphy_op_recalc_txpower

b43_set_txpower_g

b43_tssi2dbm_entryb43_gphy_op_software_rfkill

radio2050_rfover_val

b43_gphy_aci_scan

b43_put_attenuation_into_ranges

b43_gphy_op_set_rx_antenna
b43_gphy_channel_switch

b43_gphy_gain_lt_init

b43_calc_nrssi_slope

b43_gphy_op_prepare_hardware

default_radio_attenuation

b43_gphy_op_adjust_txpower

b43_calc_nrssi_threshold

b43_gphy_op_prepare_structs

b43_gphy_aci_detect

generate_rfatt_list

b43_gphy_init_tssi2dbm_table

b43_radio_interference_mitigation_disable

b43_phy_initb6

b43_radio_interference_mitigation_enable

b43_radio_init2050

b43_phy_init_pctl

b43_phy_initg

drivers/net/wireless/b43/phy_g.c

arcnet_rx

arcnet_open
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